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PASCO COUNTY HISTORIC

AND NATURAL RESOURCES NOTES:

1. IF DURING CONSTRUCTION ACTIVITIES ANY EVIDENCE OF HISTORIC

RESOURCES, INCLUDING BUT NOT LIMITED TO ABORIGINAL OR HISTORIC

POTTERY, PREHISTORIC STONE TOOLS, BONE OR SHELL TOOLS, HISTORIC

TRASH PITS, OR HISTORIC BUILDING FOUNDATION, ARE DISCOVERED,

WORK SHALL COME TO AN IMMEDIATE STOP AND THE FLORIDA

DEPARTMENT OF HISTORIC RESOURCES (STATE HISTORIC PRESERVATION

OFFICER) AND PASCO COUNTY SHALL BE NOTIFIED WITHIN TWO WORKING

DAYS OF THE RESOURCES FOUND ON THE SITE.

2. IF, DURING CONSTRUCTION ACTIVITIES, ANY EVIDENCE OF THE PRESENCE

OF STATE OR FEDERALLY PROTECTED PLANT AND/OR ANIMAL SPECIES IS

DISCOVERED, PASCO COUNTY AND APPLICABLE AGENCIES SHALL BE

NOTIFIED WITHIN TWO WORKING DAYS OF THE PLANT AND/OR ANIMAL

SPECIES FOUND ON SITE. ALL WORK IN THE AFFECTED AREA SHALL COME

TO AN IMMEDIATE STOP UNTIL ALL PERTINENT PERMITS HAVE BEEN

OBTAINED, AGENCY WRITTEN AUTHORIZATION TO COMMENCE ACTIVITIES

HAS BEEN GIVEN, OR UNLESS COMPLIANCE WITH STATE AND FEDERAL

GUIDELINES CAN BE DEMONSTRATED.

WARRANTY/DISCLAIMER:

THE DESIGNS REPRESENTED IN THESE PLANS ARE IN ACCORDANCE WITH ESTABLISHED PRACTICES

OF CIVIL ENGINEERING FOR THE DESIGN FUNCTIONS AND USES INTENDED BY THE OWNER AT THIS

TIME.  HOWEVER, NEITHER THE ENGINEER NOR ITS PERSONNEL CAN OR DO WARRANT THESE

DESIGNS OR PLANS AS CONSTRUCTED EXCEPT IN THE SPECIFIC CASES WHERE THE ENGINEER

INSPECTS AND CONTROLS THE PHYSICAL CONSTRUCTION ON A CONTEMPORARY BASIS AT THE SITE.

NOTE: PRIOR TO START OF ANY CLEARING AND GRUBBING,
THE CONTRACTOR SHALL CONTACT PASCO COUNTY
STORMWATER MANAGEMENT AT 727-834-3611 FOR SOIL
AND EROSION CONTROL PRE-INSPECTION MEETING.

NOTE: CONTRACTOR MUST PROVIDE A DEWATERING PLAN,
IF APPLICABLE, TO PASCO COUNTY ENGINEERING
INSPECTIONS DEPARTMENT AT (727) 834-3670 FOR REVIEW
PRIOR TO EROSION CONTROL MEASURES PRE-INSPECTION
MEETING.

SAFETY NOTICE TO CONTRACTOR:

IN ACCORDANCE WITH GENERALLY ACCEPTED CONSTRUCTION PRACTICES, THE CONTRACTOR SHALL BE

SOLELY AND COMPLETELY RESPONSIBLE FOR CONDITIONS OF THE JOB SITE, INCLUDING SAFETY OF ALL

PERSONS AND PROPERTY DURING PERFORMANCE OF THE WORK.  THIS REQUIREMENT WILL APPLY

CONTINUOUSLY AND NOT BE LIMITED TO NORMAL WORKING HOURS.  ANY CONSTRUCTION OBSERVATION

BY THE ENGINEER OF THE CONTRACTOR'S PERFORMANCE IS NOT INTENDED TO INCLUDE REVIEW OF

THE ADEQUACY OF THE CONTRACTOR'S SAFETY MEASURES, IN, ON OR NEAR THE CONSTRUCTION SITE.

1. INFORMATION CONCERNING UNDERGROUND UTILITIES WAS OBTAINED FROM AVAILABLE RECORDS

AND FIELD CONDITIONS WHEN POSSIBLE, BUT THE CONTRACTOR MUST DETERMINE THE EXACT

LOCATION AND ELEVATION OF ALL EXISTING UTILITIES BY DIGGING TEST PITS BY HAND AT ALL UTILITY

CROSSINGS WELL IN ADVANCE OF TRENCHING.  IF THE CLEARANCES ARE LESS THAN SPECIFIED ON THE

PLANS OR 12", WHICHEVER IS LESS, CONTACT COMMERCIAL SITE SOLUTIONS, INC. (885-813-2032) AND

OWNER PRIOR TO PROCEEDING WITH CONSTRUCTION.

2. THE CONTRACTOR SHALL INCLUDE IN HIS CONTRACT PRICE THE REMOVAL AND DISPOSAL OF ANY

EXCESS TOPSOIL HE DETERMINES IS NOT REQUIRED TO PERFORM THE FINAL GRADING AND

LANDSCAPING OPERATION.

3. THE CONTRACTOR IS RESPONSIBLE FOR THE DESIGN AND IMPLEMENTATION OF ALL

REQUIRED/NECESSARY SHEETING, SHORING, AND SPECIAL EXCAVATION MEASURES REQUIRED ON THE

PROJECT TO MEET OSHA, FEDERAL, STATE AND LOCAL REGULATIONS PURSUANT TO THE INSTALLATION

OF THE WORK INDICATED ON THE DRAWINGS.  OWNER AND COMMERCIAL SITE SOLUTIONS, INC. ACCEPT

NO RESPONSIBILITY FOR THE DESIGN TO INSTALL SAID ITEMS.

4. CALL FLORIDA ONE CALL: UTILITY LOCATOR SERVICE 72 HOURS IN ADVANCE OF DIGGING AT

1-800-432-4770.

5. ALL WORK SHALL CONFORM TO PASCO COUNTY STANDARDS AND SPECIFICATIONS.

6. ALL CURB/HANDICAP RAMP DESIGNS SHALL CONFORM TO FLORIDA ADA OR PASCO COUNTY

STANDARDS, WHICHEVER IS MORE RESTRICTIVE.

7. PRE-CAST DRAINAGE AND SANITARY SEWER STRUCTURES HAVE BEEN SPECIFIED ON THE PLANS.

OWNER AND COMMERCIAL SITE SOLUTIONS, INC., HOWEVER, ASSUME NO RESPONSIBILITY FOR THESE

STRUCTURES AS FIELD CONDITIONS DURING CONSTRUCTION OFTEN DICTATE MINOR ELEVATION

ADJUSTMENTS. THE CONTRACTOR ASSUMES ALL RESPONSIBILITY AND EXPENSE FOR MODIFYING THESE

STRUCTURES TO ACCOMMODATE THESE FIELD ADJUSTMENTS.

8. THE CONTRACTOR SHALL INCLUDE IN THE CONTRACT PRICE DAILY RECORD KEEPING OF THE

AS-BUILT CONDITION OF ALL OF THE UNDERGROUND UTILITIES, CONSTRUCTION STAKEOUT ASSOCIATED

WITH THE PROJECT, PREPARATION OF THE NECESSARY/REQUIRED AS-BUILT WATER AND SEWER PLANS

TO BE SUBMITTED TO PASCO COUNTY PUBLIC WORKS DEPARTMENT AND/OR FLORIDA DEPARTMENT OF

ENVIRONMENTAL PROTECTION, AND ALL OTHER INFORMATION REQUIRED IN CONNECTION WITH

OBTAINING PERMITS TO OPERATE AND RELEASE OF BONDS.

9. ALL WATER LINE AND SEWER LINE INSTALLATION SHALL CONFORM TO THE STANDARDS AND DETAILS

OF PASCO COUNTY, AND THE FLORIDA DEPARTMENT OF ENVIRONMENTAL PROTECTION CONSTRUCTION

PERMIT.

10. A COPY OF THE FINANCIAL RESPONSIBILITY FORM AND THE STORM WATER POLLUTION PREVENTION

PLAN MUST BE KEPT ON THE WORK SITE AND SHOWN UPON REQUEST.

11. THE CONTRACTOR SHALL INCLUDE IN THE CONTRACT PRICE ALL MATERIAL AND LABOR ASSOCIATED

WITH THE TESTING OF THE WATER AND SEWER LINES REQUIRED BY PASCO COUNTY UTILITIES AND

PASCO COUNTY BUILDING DEPARTMENT AND FLORIDA DEPARTMENT OF ENVIRONMENTAL PROTECTION.

12. THE CONTRACTOR SHALL INCLUDE IN THE CONTRACT PRICE ANY DE-WATERING NECESSARY TO

CONSTRUCT THE PROJECT AS SHOWN ON THE PLANS.

13. SEDIMENT CONTROL MEASURES MUST BE INSPECTED AND MAINTAINED REGULARLY TO INSURE THAT

THE INTENDED PURPOSES ARE ACCOMPLISHED.

14. ALL DRAINAGE STRUCTURES MUST MEET FDOT AND PASCO COUNTY STANDARD SPECIFICATIONS.

15. ALL SITE WORK FOR THIS PROJECT SHALL MEET OR EXCEED THE PROVIDED SITE WORK

SPECIFICATIONS.  CONTRACTOR IS RESPONSIBLE FOR TRAFFIC CONTROL WITHIN RIGHT OF WAY.  THIS

IS TO BE DONE IN ACCORDANCE WITH M.U.T.C.D.

16.  CONTRACTOR SHALL BE RESPONSIBLE FOR RAZING AND REMOVAL OF THE  EXISTING STRUCTURES,

RELATED UTILITIES, PAVING, UNDERGROUND STORAGE  TANKS AND ANY OTHER EXISTING

IMPROVEMENTS AS NOTED.

17.  CONTRACTOR IS TO REMOVE AND DISPOSE OF ALL DEBRIS, RUBBISH AND OTHER MATERIALS

RESULTING FROM PREVIOUS AND CURRENT DEMOLITION OPERATIONS. DISPOSAL WILL BE IN

ACCORDANCE WITH ALL LOCAL, STATE AND/OR FEDERAL REGULATIONS GOVERNING SUCH OPERATIONS.

BURNING WILL NOT BE ALLOWED.

18.  THE GENERAL CONTRACTOR WILL BE HELD SOLELY RESPONSIBLE FOR AND  SHALL TAKE ALL

PRECAUTIONS NECESSARY TO AVOID PROPERTY DAMAGE TO ADJACENT PROPERTIES DURING THE

CONSTRUCTION PHASES OF THIS PROJECT.

19.  ALL CONSTRUCTION WITHIN STATE HIGHWAY DEPARTMENT RIGHT-OF-WAY SHALL BE COORDINATED

WITH THE HIGHWAY DEPARTMENT RESIDENT MAINTENANCE ENGINEER.

20.  ALL SITE WORK FOR THIS PROJECT SHALL MEET OR EXCEED THE SPECIFICATIONS  OF THE

RELEVANT UTILITY COMPANY OR REGULATORY AUTHORITY, AND THE  SPECIFICATIONS FOR THE

CONSTRUCTION OF THE EXISTING IMPROVEMENTS WHICH  ARE BEING ALTERED OR REPLACED.

CONTRACTOR SHALL CONTACT THE ENGINEER  FOR SPECIFICATION SECTIONS FOR ITEMS SUCH AS

LANDSCAPING AND IRRIGATION  THAT ARE AFFECTED BY THE WORK BUT NOT COMPLETELY DETAILED

OR SPECIFIED  ON THESE PLANS.

STORMWATER STATEMENT:

THE PROPOSED DEVELOPMENT IS DESIGNED FOR TREATMENT AND

ATTENUATION OF THE 25-YR / 24 HR STORM. THE PRE-DEVELOPED CN

VALUE FOR THE DEVELOPED PARCEL IS 69.3 AND THE

POST-DEVELOPED CN VALUE FOR THE DEVELOPED PARCEL IS 88.8

FDOT NOTES:

· THE EOR IS RESPONSIBLE TO DESIGN IN COMPLIANCE WITH

FDOT DESIGN CRITERIA.

· FDOT IS NOT RESPONSIBLE FOR OTHER AGENCY REVIEW.

· NO CONSTRUCTION ACTIVITY, OR TEMPORARY ACCESS, SHALL

BE ALLOWED USING THE STATE ROAD, UNLESS A FDOT

TEMPORARY ACCESS PERMIT IS APPLIED FOR AND APPROVED.

· LOCAL GOVERNMENT APPROVAL IS NOT AUTHORITY TO START

WORK ON, OR TO ACCESS THE PROPERTY VIA THE STATE ROAD.

· APPLICANT'S ENGINEER IS REQUIRED TO INSPECT THE

CONSTRUCTION, INCLUDING DOCUMENTING THE MATERIAL,

CONSTRUCTION METHODS AND TESTING.

VICINITY MAP

N

PROPOSED SITE

AGENCY AND UTILITY CONTACTS

BUILDING AND PERMITTING

PASCO COUNTY

CENTRIAL PERMITTING

8731 CITIZENS DRIVE

SUITE 230

NEW PORT RICHEY, FL 34654

PH: (727) 847-8126

PLANING AND ZONING

PASCO COUNTY

ZONING AND INTAKE SITE DEV.

8731 CITIZENS DRIVE

SUITE 210

NEW PORT RICHEY, FL 34654

PH: (727) 847-8142

FIRE DEPARTMENT

PASCO COUNTY FIRE RESCUE

4111 LAND O' LAKES BLVD.

SUITE 208

LAND O' LAKES, FL 34639

PH: (813) 929-2750

WATER/WASTEWATER

PASCO COUNTY

UTILITIES DEPARTMENT

19420 CENTRAL BLVD.

LAND O' LAKES, FL 34637

PH: (727) 847-8040

POWER

WITHLACOOCHEE RIVER

ELECTRIC COOPERATIVE, INC.

30461 COMMERCE DRIVE

SAN ANTONIO, FL  33576

CONTACT: COREY LITTLEFIELD

PH: (352) 588-5155 x 1130

EMAIL: rlittlefield@wrec.net

Address:

Zoning:

Existing

Proposed:

Current Use:

FLU:

Total Acreage: 

Lowe's Parcel

Outparcel "A"

Outparcel "B"

ROW Dedication 

Building SF Breakdwon:

Main Building

Garden Center

Total Building & Garden Center:

FAR

Proposed Land Coverage:

Pervious

Impervious

Required Open Space

(10% of VUA)

Provided Open Space

Maximum Building Height:

Allowed

Provided

Setbacks:

Front (North)

Side (East)

Side (West)

Rear (South)

Buffers:

Front (North)

Side (East)

Side (West)

Rear (South)

Parking Requirements:

Retail: 1 Space / 400 SF

Required

Provided

Handicap Spaces Req. (2% of Spaces)

Handicap Spaces Provided

8"x18" Compact Spaces (25% Max)

2317 Gunn Highway

Odessa, FL 33556

C2

C2

COMMERCIAL

COMMERCIAL

15.45 AC

11.73 AC

1.85 AC

1.69 AC

0.18 AC

110,619 SF

27,720 SF

138,339 SF

0.21 (0.50 MAX)

152,000 SF (29.7%)

358,958 SF (70.3%)

19,576 SF (10%)

19,630 SF

60'

30'

25'

30'

30'

30'

20'

20'

10'

10'

346

346

7

7

41 (11.8%)

SITE DATA

REQ: PROVIDED:

25'

30'

30'

30'

20'

20'

10'

10'
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THIS DRAWING IS THE PROPERTY OF LOWE'S

HOME CENTERS, INC. ANY USE OR REPRODUCTION

IN WHOLE OR PART IS PROHIBITED WITHOUT THE

EXPRESSED WRITTEN CONSENT OF LOWE'S HOME

CENTERS, INC. COPYRIGHT 2005 ALL RIGHTS

RESERVED

LOWE'S HOME CENTERS, INC.

1000 LOWES' BOULEVARD

MOORESVILLE, NC 28117
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C
o
m

m
e
r
c
i
a
l
 
S

i
t
e
 
S

o
l
u
t
i
o
n
s
,
 
I
n
c
.

S
i
t
e
 
E

n
g
i
n
e
e
r
i
n
g
 
 
 
 
 
L
a
n
d
s
c
a
p
e
 
A

r
c
h
i
t
e
c
t
s

2
1

7
6

4
 
S

t
a

t
e

 
R

o
a

d
 
5

4

L
u

t
z
,
 
F

L
 
3

3
5

4
9

(
8

1
3

)
 
8

8
5

-
2

0
3

2

w
w

w
.
c
s
s
-
e

n
g

.
c
o

m

F
L
 
C

.
O

.
A

 
-
 
2
7
5
7
5

This item has been digitally signed and sealed by Scott

K. Stannard, PE on the date adjacent to the seal. Printed

copies of this document are not considered signed and

sealed and the signature must be verified on any

electronic copies.

L
O

W
E

'
S

 
O

F
:

O
D

E
S

S
A

O
D

E
S

S
A

,
 
F

L
O

R
I
D

A

704.758.1000

2
9

:
1

1
 
T

R
I
N

I
T

Y
 
L

A
K

E
S

,
 
L

L
C

2
1

7
6

0
 
S

t
a

t
e

 
R

o
a

d
 
5

4

L
u

t
z
,
 
F

L
 
3

3
5

4
9

(
8

1
3

)
 
4

0
4

-
4

1
3

3

w
w

w
.
d

u
n

p
h

y
d

e
v
e

l
o

p
m

e
n

t
.
c
o

m

PREPARED FOR:

PERMIT SET07/29/22

C-1.1

S
T

A
N

D
A

R
D

 
N

O
T

E
S

GENERAL CONSTRUCTION CONDITIONS:

1. THE TERM OF OWNER AS USED IN THESE SPECIFICATIONS AND NOTES SHALL INCLUDE THE OWNER OF THE PROPERTY, THE

COMPANY OR PARTY THAT HIRED THE CONTRACTOR, THE COMPANY OR PARTY THAT SIGNED THE CONTRACT FOR THIS WORK

AND THE AGENTS OF EACH.   THE OWNER'S REPRESENTATIVE SHALL BE THE INDIVIDUAL OR PARTY ASSIGNED BY THE OWNER

TO BE THE OWNER'S REPRESENTATIVE.

2. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL TEMPORARY PERMITS, CONNECTION PERMITS, FEES, INSPECTIONS AND

RECORD KEEPING REQUIRED BY ALL MUNICIPAL, UTILITY, HEALTH, ENVIRONMENTAL, STATE OR FEDERAL AGENCIES THAT  MAY

HAVE JURISDICTION.  FURTHERMORE, THE CONTRACTOR SHALL BE RESPONSIBLE TO MEET OR EXCEED ALL REQUIREMENTS OF

THE AGENCIES OR AUTHORITIES HAVING JURISDICTION OVER HIS WORK.  ALL CONFLICTS IN REQUIREMENTS OF DIFFERENT

AGENCIES, AUTHORITIES AND/OR THE DESIGN SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S REPRESENTATIVE

BEFORE PROCEEDING.

3. THE CONTRACTOR SHALL BE RESPONSIBLE TO LOCATE AND MAINTAIN THE PROPERTY AND PROJECT LIMITS THROUGH OUT THE

PROJECT.  ALL CONFLICTS BETWEEN THE DESIGN AND THE PROJECT/PROPERTY LIMITS SHALL BE BROUGHT TO THE ATTENTION

OF THE OWNER'S REPRESENTATIVE BEFORE PROCEEDING.  UNLESS DESCRIBED IN THE CONTRACT DOCUMENTS OR SHOWN ON

THE DRAWINGS THE OWNER HAS NOT SECURED ANY RIGHT OF WAYS, EASEMENTS OR AGREEMENTS WITH OTHER PROPERTY

OWNERS OR PROPERTY USERS.  THEREFORE, IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO SECURE AND MAINTAIN

ANY TEMPORARY RIGHT OF WAYS, EASEMENTS, PERMITS OR AGREEMENTS HE MAY NEED TO PERFORM HIS WORK.  ALL SUCH

AGREEMENTS SHALL HOLD THE OWNER, ENGINEER AND HIS AGENTS HARMLESS AND THE RESPONSIBILITY OF THE

CONTRACTOR TO BEAR ALL COSTS.  THE CONTRACTOR SHALL COPY THE OWNER ON RELEASES OF ALL AGREEMENTS PRIOR TO

FINAL PAYMENT BY THE OWNER TO THE CONTRACTOR.

4. UNLESS OTHERWISE NOTED ON THE DRAWINGS OR IN THE CONTRACT DOCUMENTS THE CONTRACTOR SHALL BE RESPONSIBLE

FOR ALL CONSTRUCTION SURVEY, LAYOUT AND RECORD DRAWINGS FOR THIS CONTRACT.  ANY CONFLICTS IN SURVEY/LAYOUT

AND THE DESIGN OR AGENCIES REQUIREMENTS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S REPRESENTATIVE

PRIOR TO PROCEEDING WITH THE WORK.  THE CONTRACTOR SHALL PROTECT AND SAFEGUARD ALL EXISTING SURVEY

MONUMENTS, CONTROL AND TIE-DOWNS.  THE CONTRACTOR SHALL PAY ALL COSTS TO REPAIR OR REPLACED DAMAGED

SURVEY MONUMENTS, CONTROL AND TIE-DOWNS.

5. NO CHANGES TO THE DESIGN OR MATERIALS SPECIFIED MAY BE MADE WITHOUT WRITTEN AUTHORIZATION BY THE ENGINEER

OR IN THE CASE OF UTILITIES OR ROAD WORK TO BE DEDICATED, THE AUTHORITY RECEIVING DEDICATION. AT THE END OF THE

CONTRACT, THE CONTRACTOR SHALL PROVIDE TO THE OWNER A RECORD SET OF DRAWING REFLECTING ALL CHANGES MADE

BY THE CONTRACTOR DURING CONSTRUCTION.

6. EROSION CONTROL IS NECESSARY WHEN EVER SEDIMENT, DUST, EROSION, OR CONTAMINATED RUN-OFF MAY OCCUR.  THE

CONTRACTOR SHALL BE RESPONSIBLE TO PLACE AND MAINTAIN WHAT EVER EROSION CONTROL OR RUN-OFF PROTECTION IS

REQUIRED TO PROTECT HIS WORK, THE WORK OF OTHERS, THE PROJECT, ADJACENT PROPERTIES AND THE HEALTH AND WELL

BEING OF THE WORKERS, PUBLIC AND SURROUNDING NATURAL RESOURCES.  THEY SHALL BE FAMILIAR WITH ALL FEDERAL,

STATE AND LOCAL REQUIREMENTS REGARDING EROSION AND RUN-OFF CONTROL.

7. THE CONTRACTOR SHALL BE FAMILIAR WITH THE PROJECT SITE AND ALL ADJACENT PEDESTRIAN, TRAFFIC AND BUSINESS

USES.  THE CONTRACTOR SHALL TAKE WHAT EVER PRECAUTIONS AND STEPS NECESSARY TO MAINTAIN SAFETY AND

OPERATION OF THESE USES IN ACCORDANCE WITH FEDERAL, STATE, COUNTY AND LOCAL REQUIREMENTS.  THE CONTRACTOR

SHALL BE RESPONSIBLE FOR COSTS AND DAMAGES CAUSED FROM HIS FAILURE TO TAKE PROPER AND ADEQUATE

PRECAUTIONS.  THE CONTRACTOR SHALL BE FAMILIAR WITH ALL FEDERAL, STATE AND LOCAL REQUIREMENTS REGARDING

THESE USES.

8. THE CONTRACTOR SHALL BE RESPONSIBLE FOR COSTS AND DELAYS ASSOCIATED WITH WEATHER, GROUNDWATER, AND

OTHER OCCURRENCES THAT COULD BE EXPECTED OR ARE COMMON WITH THIS TYPE WORK.  THE CONTRACTOR SHALL REVIEW

ALL PERTINENT DOCUMENTS INCLUDING SOILS REPORTS, SOILS BORINGS AND OTHER SOIL OR SITE DATA.

9. THE CONTRACTOR SHALL BE RESPONSIBLE TO SAVE AND PROTECT HIS WORK THROUGH OUT THE CONTRACT.  ANY DAMAGES

REQUIRING REPAIRS OR REPLACEMENT SHALL BE CORRECTED BY THE CONTRACTOR AT HIS EXPENSE.

10. WHEN WORK IS DONE WITHIN A ROAD, UTILITY OR PRIVATE EASEMENT, RIGHT OF WAY OR OTHER PROPERTY AGREEMENT THE

CONTRACTOR SHALL DO ALL WORK WITHIN THAT AREA PER THE AUTHORITY HAVING JURISDICTION.

11. WHEN SEPARATE SITE AND BUILDING CONTRACTS ARE PERFORMED THE SITE CONTRACTOR SHALL BE RESPONSIBLE TO BRING

UTILITIES TO WITHIN 5 FEET OF BUILDING FACE UNLESS NOTED OTHERWISE ON DRAWINGS OR CONTRACT DOCUMENTS.

12. ALL UTILITIES ARE SHOWN PER SURFACE SURVEYS AND/OR RECORD MAPS AND MAY VARY FROM ACTUAL IN FIELD LOCATIONS.

THE CONTRACTOR IS RESPONSIBLE FOR ALL UTILITY STAKE OUTS AND LOCATING UTILITIES PRIOR TO COMMENCING WORK.

ANY DAMAGE TO UTILITIES DUE TO IMPROPER STAKE OUT, LACK OF STAKE OUT OR THE FAILURE TO VERIFY DIFFERENCES

BETWEEN DRAWINGS AND ACTUAL FIELD CONDITIONS WILL BE THE RESPONSIBILITY OF THE CONTRACTOR TO REPAIR, REPLACE

OR PAY DAMAGES AT NO EXPENSE TO THE CONTRACT.

CLEARING AND GRUBBING:

1. THE CONTRACTOR SHALL REVIEW PLANS AND IDENTIFY AND SAFELY MARK ALL PLANTS AND TREES TO BE SAVED.  THE

CONTRACTOR SHALL PROTECT ALL PLANTS AND TREES TO BE SAVED THROUGH OUT THE CONTRACT.  THIS SHALL INCLUDE

PROHIBITING ANY WORK WITHIN THE DRIP LINE OF THE TREE EXCEPT UNDER THE SUPERVISION OF A LICENSED LANDSCAPE

ARCHITECT.

2. ALL AREAS TO BE CLEARED AND GRUBBED SHALL BE SURVEYED IN THE FIELD TO ESTABLISH THE APPROPRIATE LIMITS OF

WORK.

3. THE CONTRACTOR SHALL TAKE WHAT EVER MEASURES NECESSARY TO LOCATE AND PROTECT EXISTING UTILITIES,

STRUCTURES, AND OTHER FACILITIES TO REMAIN.

4. ALL TREES, SHRUBS, STUMPS, ROOTS AND OTHER DEBRIS SHALL BE REMOVED FROM SITE AND DISPOSED OF IN A LEGAL

MANNER.

5. NO BURNING WILL BE ALLOWED ON SITE.

DEMOLITION:

1. THE CONTRACTOR SHALL INSPECT ALL STRUCTURES, FACILITIES AND AREAS SLATED FOR DEMOLITION TO GAIN A FULL

UNDERSTANDING OF THE WORK REQUIRED.  THE CONTRACTOR SHALL TAKE WHAT EVER MEASURES NECESSARY TO PROTECT

THE SAFETY OF THE PUBLIC, HIS EMPLOYEES AND AGENTS DURING THE INSPECTIONS AND SUBSEQUENT WORK.  THE OWNER,

CLIENT AND ENGINEER ARE NOT RESPONSIBLE FOR THE CONDITION OF THE BUILDINGS, FACILITIES OR OTHER AREAS SLATED

FOR DEMOLITION.

2. ALL MATERIALS NOT SLATED FOR REUSE MUST BE DISPOSED OF OFF SITE IN A LEGAL MANNER.  THE CONTRACTOR MAY

SALVAGE ALL MATERIALS NOT DESIGNATED BY THE OWNER TO BE SAVED.  THE CONTRACTOR SHALL BE RESPONSIBLE TO

REMOVE AND STORE SAFELY ALL MATERIALS SLATED TO BE SAVED OR REUSED.  THE CONTRACTOR SHALL DOCUMENT EXISTING

CONDITIONS USING PHOTOGRAPHS PRIOR TO START OF WORK.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL COSTS TO

REPAIR OR REPLACE MATERIALS DAMAGED DUE TO HIS WORK OR FAILURE TO PROTECT THROUGH OUT THE DURATION OF HIS

CONTRACT.

3. THE CONTRACTOR SHALL BE RESPONSIBLE TO COORDINATE WITH ALL APPROPRIATE UTILITY OWNERS, OPERATORS AND USERS

PRIOR TO DISCONNECTION AND DEMOLITION.  ALL WORK SHALL BE DONE IN ACCORDANCE WITH THE AUTHORITY HAVING

JURISDICTION.  ALL PLUGS, STOPS AND CAPS SHALL BE PER AGENCIES REQUIREMENTS AND IF NONE EXIST THEN A 3000 PSI

CONCRETE PLUG WITH A THICKNESS EQUAL TO THE DIAMETER OF THE PIPE SHALL BE USED.

4. THE CONTRACTOR SHALL NOTIFY THE OWNER IMMEDIATELY AND STOP ALL WORK IN AREAS WHERE HAZARDOUS MATERIALS

ARE DISCOVERED.  WHEN REQUIRED, THE CONTRACTOR SHALL NOTIFY THE APPROPRIATE ENVIRONMENTAL AND HEALTH

AGENCIES.

5. NO BURNING, EXPLOSIVES OR OTHER POTENTIALLY DANGEROUS METHODS OF DEMOTION WILL BE ALLOWED UNLESS WRITTEN

PERMISSION IS GRANTED BY THE OWNER AND ALL APPROPRIATE PERMITS ARE GRANTED.

6. THE CONTRACTOR WILL PROVIDE WHAT EVER SAFETY EQUIPMENT AND DEVICES ARE NECESSARY TO PROTECT THE ADJACENT

PROPERTIES, STRUCTURES AND OTHER AREAS SLATED TO REMAIN.  THE CONTRACTOR WILL BE RESPONSIBLE FOR ALL COSTS

TO REPAIR OR REPLACE ANY DAMAGE CAUSED BY HIS WORK.  THIS WILL ALSO INCLUDE EROSION CONTROL, DUST CONTROL

AND SETTLEMENT.

7. ALL AREAS SHALL BE BROUGHT BACK TO THEIR ORIGINAL GRADE OR THAT OF THE SURROUNDING AREA, WHICH EVER IS

CLOSER TO THE FINAL GRADES OF THE PROJECT FOR THAT AREA.  ALL AREAS REQUIRING FILL SHALL BE COMPACTED TO THE

REQUIREMENTS OF THE AREA BUT IN NO CASE LESS THAN 98% OF MODIFIED PROCTOR (ASTM  D 1557).

EARTHWORK:

1. PRIOR STARTING ANY CUTS OF FILLS THE CONTRACTOR SHALL STRIP AND STOCKPILE ALL TOPSOIL.  STRIPPING OF TOPSOIL

CAN ONLY COMMENCE AFTER THE CLEAR AND GRUB OPERATIONS ARE COMPLETE IN THAT AREA.  TOPSOIL SHALL BE

STOCKPILED IN AREAS DESIGNATED ON THE PLANS OR APPROVED BY THE OWNER'S REPRESENTATIVE.  THE CONTRACTOR

SHALL REVIEW THE SOILS REPORTS, BORING LOGS AND WHEN NECESSARY HIS OWN FIELD VERIFICATION SO AS TO BE

FAMILIAR WITH THE DEPTH OF TOPSOIL.  THE CONTRACTOR SHALL TAKE ALL REASONABLE PRECAUTIONS TO PREVENT OVER

AND UNDER REMOVAL.

2. UNLESS OTHERWISE NOTED, THE GRADES SHOWN ON THE PLANS ARE FINISHED GRADES.  THEREFORE, PAVEMENT, FLOORS,

SUBBASE AND OTHER IMPROVEMENTS MUST BE SUBTRACTED TO CALCULATE SUBGRADE ELEVATIONS.

3. THE CONTRACTOR SHALL MAINTAIN A SURVEY GRID OF NOT LESS THAN 100' X 100' OR OTHER MEANS ACCEPTABLE TO THE

OWNER'S REPRESENTATIVE THAT WILL INDICATE LOCATION AND AMOUNT OF CUT OR FILLS REMAINING.  AT SUBGRADE THIS

GRID SHALL BE 50' X 50' WITH LOCATION AND FINAL GRADE MARKED CLEARLY OR SURVEY SHALL BE COMPLETED

DEMONSTRATING THAT THE SUBGRADE IS +/- 0.1 FEET OF REQUIRED SUBGRADE.

4. UNLESS OTHERWISE NOTED ON THE DRAWINGS OR IN THE CONTRACT DOCUMENTS, THE OWNER/DEVELOPER IS RESPONSIBLE

TO RETAIN THE SERVICES FOR ALL ON-SITE & OFF-STE CONSTRUCTION TESTING. TESTING SHALL INCLUDE, BUT NOT

NECESSARILY BE LIMITED TO, SOIL PREPARATION AND COMPACTION TESTING IN ACCORDANCE WITH THE GEOTECHNICAL

REQUIREMENT FOR EACH LIFT PLACED. COMPACTION TESTING SHALL BE DONE EVERY 2000 SQ. FT.  IN TRENCHES, COMPACTION

TESTING SHALL BE DONE EVERY OTHER LIFT WITH AT LEAST 1 TEST EVERY 100 LF. ADDITION TESTING SHALL INCLUDE DENSITY,

CONCRETE TESTING, WATER AND EWER PRESSURE TESTING, ANY COUNTY REQUIRED TESTING, AND AND FDOT REQUIRED

TESTING.

5. COMPACTION REQUIREMENTS SHALL BE THOSE OUTLINED IN THE SOILS REPORT PREPARED BY UNIVERSAL ENGINEERING,

DATED NOVEMBER 11, 2020. SAID GEOTECHNICAL REPORT IS CONSIDERED TO BE A PART OF THESE CONSTRUCTION

DOCUMENTS.  IF THE SOILS REPORT IS NOT CLEAR OR DOES NOT GIVE REQUIREMENTS THE FOLLOWING WILL BE USED.  UNDER

AND TO 20 FEET OUTSIDE THE BUILDING ENVELOPE THE SOILS SHALL BE COMPACTED TO A MINIMUM OF 95% MAXIMUM DRY

DENSITY PER ASTM D1557 (MODIFIED PROCTOR).   UNDER PROPOSED OR FUTURE PAVEMENT AREAS, THE UPPER 12 INCHES

SHALL BE COMPACTED TO 98% MAXIMUM DRY DENSITY, AND BELOW  THAT THE OTHER AREAS , INCLUDING 10 FEET OUTSIDE

SUCH AREAS, SOIL SHALL BE COMPACTED TO A MINIMUM OF 95% MAXIMUM DRY DENSITY PER ASTM D 1557 (MODIFIED

PROCTOR).  ALL LANDSCAPE AND LAWN AREAS  (EXCLUDING UTILITY TRENCHES) SHALL BE COMPACTED TO 90% MAXIMUM DRY

DENSITY PER ASTM D 1557 (MODIFIED PROCTOR).  THE TESTING LAB SHALL TEST SOILS IN ACCORDANCE WITH ASTM D2922

(NUCLEAR METHOD) WITH PROCTORS FOR EACH SOIL TYPE.

6. UNLESS OTHERWISE NOTED IN THE SOILS REPORT OR ON THE DRAWINGS, THE ON SITE MATERIAL SHALL BE USED TO MAKE

FILLS.  ALL MATERIAL TO BE USED FOR FILL SHALL BE FREE OF ORGANICS, FROZEN MATERIAL, CONTAMINATED MATERIAL,

DEBRIS AND ANY ROCKS LARGER THAN 4 INCHES.  FOR FILL PLACEMENT WITHIN 1 FOOT OF SUBGRADE, NO ROCK SHALL BE

GREATER THAN 2 INCHES IN DIAMETER.   THE CONTRACTOR SHALL BEAR ALL COST ASSOCIATED WITH DRYING, SEGREGATING

OR REQUIRED METHODS TO TREAT SOILS TO MEET COMPACTION AND OTHER REQUIREMENTS.

7. FILLS SHALL BE PLACED IN LIFTS NOT TO EXCEED  10 TO 12 INCHES IN MASS FILLS AND 8 INCHES IN TRENCH OR RESTRICTED

AREAS.

8. IF IMPORTED MATERIAL IS REQUIRED, THE SOURCE AND A RANDOM COMPOSITE SAMPLE SHALL BE REVIEWED BY THE TESTING

LABORATORY PRIOR TO BEING BROUGHT TO SITE.   THE TESTING LABORATORY SHALL TEST FOR PERCENT PASSING THE 200

SIEVE THAT DOES NOT EXCEED THE EXISTING ON SITE MATERIAL OR IN NO CASE GREATER THAN 35%.   THEY SHALL ALSO

VERIFY CONSISTENCY WITH EXISTING ON SITE MATERIALS AND ALL OTHER REQUIREMENTS.  WAIVERS TO THESE

REQUIREMENTS CAN ONLY BE GIVEN JOINTLY BY ALDI AND THE GEOTECHNICAL ENGINEER THAT PREPARED THE SOILS REPORT.

9. THE TESTING LAB MAY RESTRICT SOME ON SITE MATERIALS FROM BEING USED AS FILL IN BUILDING OR PAVEMENT AREAS

WHEN IT IS THEIR OPINION THAT THE MATERIAL WILL NOT MEET REQUIREMENTS STATED HERE.  IF SUCH CONDITIONS DO EXIST

AND OTHER MATERIAL IS NOT AVAILABLE ON SITE, THE OWNER'S REPRESENTATIVE MUST AUTHORIZE IN WRITING THE USE OF

IMPORT MATERIAL UNLESS THERE WILL BE NO ADDITION COST TO THE CONTRACT.

10.THE CONTRACTOR SHALL TAKE ALL NECESSARY PRECAUTIONS TO PROTECT EARTHWORK OPERATIONS FROM WEATHER AND

GROUND WATER INCLUDING KEEPING POSITIVE DRAINAGE, DIVERT DRAINAGE, DEWATERING AND SEALING DISTURBED AREAS

WITH A STEEL DRUM ROLLER PRIOR TO INCLEMENT WEATHER.

11.PRIOR PLACEMENT OF FILLS, IN AREAS WHERE THE FINAL FILL DEPTH WILL BE LESS THAN 4 FEET, THE AREA SHALL BE PROOF

ROLLED WITH A 10 TON ROLLER OR A LOADED 10 WHEEL DUMP TRUCK.  SOFT AREAS SHALL BE SCARIFIED, DRIED AND

RE-COMPACTED PRIOR TO FILL BEING PLACED.  RETEST BY PROOF ROLL AS NECESSARY.

12. ALL FINAL SUBGRADE UNDER PROPOSED PAVEMENT, BUILDING OR OTHER STRUCTURE SHALL BE PROOF ROLLED AS

DESCRIBED ABOVE FOR THE IDENTIFYING OF SOFT AREAS.  AREAS FOUND TO BE UNACCEPTABLE SHALL BE SCARIFIED, DRIED

AND RECOMPACTED.   RETEST BY PROOF ROLL AS NECESSARY.

13.TRENCH EXCAVATION REQUIRING SHEETING, SHORING OR OTHER STABILIZING DEVICES SHALL BE DESIGNED BY A

PROFESSIONAL ENGINEER AND MEET ALL O.S.H.A. REQUIREMENTS.  ALL EXCAVATIONS SHALL MAINTAIN SAFE SIDE SLOPES IN

ACCORDANCE WITH LOCAL, STATE AND O. S. H. A. REQUIREMENTS.  NO STOCKING OF MATERIAL CLOSE TO AN OPEN CUT OR

STEEP SLOPE WILL BE PERMITTED IN AN EFFORT TO PREVENT CAVE-INS.

14.TRENCH EXCAVATIONS SHALL BE MADE UNIFORM AND STRAIGHT TO THE FOLLOWING WIDTHS: (FOR PIPES 36 INCHES OR LESS

THE TRENCH WIDTH SHALL BE THE DIAMETER PLUS 2 FEET), (FOR PIPES 36 INCHES OR GREATER THE WIDTH SHALL BE THE

DIAMETER PLUS 3 FEET).  ADDITIONAL WIDTH WILL ONLY BE ALLOWED WHEN COMPACTION EQUIPMENT LIMITATIONS REQUIRE

AND ONLY AFTER APPROVAL OF THE ENGINEER OF RECORD.  NO MORE TRENCH SHALL BE OPEN IN ONE DAY THAN CAN BE

PROPERLY BACKFILLED IN THAT SAME DAY TO MINIMIZE WEATHER AND SAFETY CONCERNS.  WHEN BACKFILLING AROUND PIPES

PROVIDE UNIFORM SUPPORT AT INVERT AND PROPER COMPACTION UNDER, ALONG AND OVER THE PIPE.  CARE SHALL BE

GIVEN WHILE BACKFILLING AROUND PIPES TO PREVENT DAMAGE TO THE PIPES INCLUDING: PLACING BACKFILL/BEDDING BY

HAND, USING HAND OPERATED  PLATE TAMPS OR JUMPING JACKS, AND OTHER LOAD RESTRICTIVE TECHNIQUES UNTIL FILLS

ARE A MINIMUM OF 2 FEET OR MANUFACTURES RECOMMEND DEPTH, WHICH EVER IS GREATER, ABOVE THE TOP OF THE PIPE.

COMPACTION REQUIREMENTS ARE NOT RELIEVED IN THESE AREAS AND WILL REMAIN AS STATED ON THE DRAWINGS OR

ABOVE.  IF CLEAN STONE IS USED AS A BEDDING OR ENCASEMENT FILTER FABRIC SHALL BE PLACED BETWEEN THE NATURAL

SOILS AND BACKFILL AND THE STONE TO PREVENT MIGRATION OF FINES.

15.UNLESS OTHERWISE NOTED ON THE DRAWINGS, THE CONTRACTOR SHALL REMOVE ALL EXCESS TOPSOIL, CUT MATERIAL OR

WASTE MATERIAL FROM SITE AND DISPOSE OF IN A LEGAL MANNER.

EROSION CONTROL:

1. PRIOR TO CONSTRUCTION EQUIPMENT ENTERING OR EXITING THE SITE, A CONSTRUCTION ENTRANCE SHALL BE BUILT UNLESS

EXISTING CONDITIONS PREVENT ANY TRACKING OF DIRT, MUD, OR DEBRIS OFF THE SITE.  THE CONTRACTOR WILL BE

RESPONSIBLE TO KEEP ALL ROADS, PARKING LOTS, SIDEWALKS AND ADJACENT PROPERTIES FREE OF DIRT, MUD OR OTHER

DEBRIS.  THIS WILL INCLUDE BUILDING THE CONSTRUCTION ENTRANCE, SWEEPING, SCRAPING AND WASHING THE PAVEMENT

SURFACES WHEN EVER NEEDED.  THE CONSTRUCTION ENTRANCE SHALL BE CONSTRUCTED AS SHOWN ON THE PLANS.  IF A

DETAIL IS NOT PROVIDED, CONSTRUCT THE ENTRANCE WITH CLEAN 2 TO 3 INCH STONE, 6 INCHES THICK, OVER STABILIZING

FABRIC TO THE DIMENSIONS OF 12 FEET WIDE AND 50 LONG.  THE ENTRANCE SHOULD BE LOCATED SO THAT ALL VEHICLES

LEAVING THE SITE WILL UTILIZE IT.

2. ALL EROSION CONTROL DEVICES SHALL BE PLACED AS SHOWN ON THE DRAWINGS AND IN ACCORDANCE WITH FEDERAL, STATE,

LOCAL AND MANUFACTURES RECOMMENDATIONS.  THE CONTRACTOR SHALL PLACE AND MAINTAIN ALL EROSION CONTROL

DEVICES AS NEEDED THROUGH OUT THE PROJECT.

3. SILT FENCE SHALL HAVE HARD WOOD STAKES 2X2 INCH AND 4 FEET LONG WOVEN INTO THE FABRIC.  THE BASE OF THE SILT

FENCE SHALL BE EXCAVATED SO AS TO PROVIDE AN AREA TO BURY THE BOTTOM OF THE FABRIC AT LEAST 6 INCHES INTO THE

GROUND.  THE STAKES SHALL BE DRIVEN TO A DEPTH THAT WILL PLACE THE BOTTOM FABRIC AT THE BOTTOM OF THE TRENCH.

THEN BACKFILL THE BOTTOM FABRIC ON THE UPSTREAM SIDE WITH THE MATERIAL THAT WAS EXCAVATED.

4. SILT FENCE SHALL BE PLACED WHERE EVER SURFACE DRAINAGE CAN LEAVE THE SITE.

5. STONE FILTERS SHALL BE PLACED IN ALL DRAINAGE WAYS BUT NOT IN STREAMS, CREEKS OR RIVERS.  STONE FILTERS SHALL

CONSIST OF A UNIFORM MIX OF ¼ TO ¾ INCH CLEAN STONE WRAPPED IN FILTER FABRIC AND COVERED WITH 4 INCH STONE.

6. SEDIMENT TRAPS SHALL BE PLACED AND MAINTAINED AS NEEDED.  THEY SHALL BE SIZED TO PROVIDE ADEQUATE STORAGE TO

ALLOW SEDIMENT TO PRECIPITATE OUT PRIOR DISCHARGING DOWN STREAM.

7. TEMPORARY SEEDING SHALL CONSIST OF LIME @ ½ TON PER ACRE, FERTILIZER 5-10-10 @ 600 POUNDS PER ACRE, RYEGRASS

(ANNUAL OR PERENNIAL) @ 40 POUNDS PER ACRE AND STRAW MULCH @ 2 TON PER ACRE.  JUTE MESH SHALL BE PLACED OVER

MULCH AND STAKED WHENEVER WINDS OR SLOPE WILL CAUSE THE MULCH AND SEED TO BECOME DEPLETED OR ERODED.

AREAS SHALL BE TEMPORARY SEEDED WHEN THEY ARE SUBJECT TO EROSION AND WILL LIE DORMANT FOR A MONTH OR MORE.

PAVEMENT AND STRUCTURAL SUBBASE:

1. THE TYPE OF SUBBASE REQUIRED FOR EACH USE SHALL BE CALLED OUT ON THE DRAWINGS.   IF NO REFERENCE IS MADE ON

THE DRAWINGS OR DETAILS TO THE TYPE OF SUBBASE REQUIRED THE FOLLOWING SHALL BE USED.  THE SOURCE OF THE

MATERIAL SHALL BE ONE APPROVED FOR USE BY THE APPLICABLE STATE'S “DEPARTMENT OF TRANSPORTATION”.   THE

MATERIAL SHALL BE A CRUSHED STONE CONFORMING TO AASHTO M 147-65 (1980 OR LATEST REVISION), GRADE A.  GRAVEL OR

OTHER MATERIALS CAN ONLY BE SUBSTITUTED FOR CRUSH STONE WHEN APPROVED IN WRITING BY THE OWNER AND

ENGINEER.  MATERIAL SUPPLIED FOR USE AS SUBBASE SHALL HAVE 100% PASSING THE 2 INCH SIEVE, 30% TO 65% PASSING

THE 3/8 INCH SIEVE, 25% TO 55% PASSING THE NO. 4 SIEVE, 15% TO 40% PASSING THE NO. 40 SIEVE AND 2% TO 10% PASSING

THE NO. 200 SIEVE.

2. SUBBASE SHALL BE PLACED IN LIFTS NOT TO EXCEED 12 INCHES AND COMPACTED TO THE REQUIREMENTS STATED IN THE

SOILS REPORT.  IF NOT STATED, THE COMPACTION REQUIREMENT SHALL BE 95% OF MAXIMUM DRY DENSITY PER ASTM D1557

(MODIFIED PROCTOR).

3. FINAL GRADING OF SUBBASE SHALL BE TO +/- 1 INCH OF THAT DESIGNATED ON THE DRAWINGS AND +/- 1 INCH OF THE

REQUIRED THICKNESS FOR THICKNESS OF  8 INCHES OR GREATER AND +/-  ½ INCH FOR THICKNESS LESS THAN 8 INCHES.

4. THE CONTRACTOR WILL BE RESPONSIBLE FOR ALL COSTS IN PREPARING THE SUBGRADE TO RECEIVE SUBBASE.  THIS SHALL

INCLUDE FINE GRADING AND COMPACTING AS NECESSARY TO MEET THE REQUIREMENTS STATED HERE AND UNDER

“EARTHWORK”.

5. OWNER/DEVELOPER ON-SITE TESTING AGENCY SHALL PERFORM ALL REQUIRED TESTING IN ACCORDANCE WITH LOWE'S

DEVELOPMENT STANDARDS.

6. IF REQUIRED, STABILIZING FABRIC SHALL MEET THE FOLLOWING REQUIREMENTS “MODULUS (LOAD AT 10% ELONGATION) =115LB

PER ASTM D1682-64”, “GRAB TENSILE STRENGTH 200LB PER ASTM D 1682-64”, “MULLEN BURST STRENGTH = 400PSI PER ASTM D

3786-87”, “TRAPEZOID TEAR STRENGTH WHEN APPLICABLE = 115LB PER ASTM D1117-80”, “COEFFICIENT OF PERMEABILITY K

CM/SEC = .015 PER ASTM D 4491-85”, “WATER FLOW RATE GPM/SF= 60 PER ASTM D 4491-85”.  WHEN STABILIZATION FABRIC IS

USED IT SHALL BE PULLED TIGHT AND ALL WRINKLES REMOVED.  OVERLAPS SHALL BE IN ACCORDANCE WITH MANUFACTURES

RECOMMENDATIONS.

7. IF REQUIRED, FILTER FABRIC SHALL MEET THE FOLLOWING REQUIREMENTS “GRAB TENSILE ELONGATION =50% PER ASTM

D1682-64”, “GRAB TENSILE STRENGTH 70LB PER ASTM D 1682-64”, “MULLEN BURST STRENGTH = 200PSI PER ASTM D 3786-87”,

“TRAPEZOID TEAR STRENGTH WHEN APPLICABLE = 35LB PER ASTM D1117-80”, “COEFFICIENT OF PERMEABILITY K CM/SEC = .2

PER ASTM D 4491-85”, “WATER FLOW RATE GPM/SF= 180 PER ASTM D 4491-85”.  WHEN FILTER FABRIC IS USED IT SHALL BE

PULLED TIGHT AND ALL WRINKLES REMOVED.  OVERLAPS SHALL BE IN ACCORDANCE WITH MANUFACTURES

RECOMMENDATIONS.

ASPHALT PAVEMENT:

1. ASPHALT SHALL BE THE TYPE OR TYPES SPECIFIED ON THE DRAWINGS.  THE MIX TYPE SHALL MEET OR EXCEED THE MIX

STANDARDS AS INDICATED BY THE FLORIDA DEPARTMENT OF TRANSPORTATION. ALL ASPHALT SHALL BE PRODUCED IN STATE

APPROVED PLANTS WITH STATE APPROVED PRODUCTS.

2. ASPHALT WILL ONLY BE PLACED WHEN THE OUTSIDE TEMPERATURE IS 45 DEGREES F AND RISING.  ASPHALT WILL NEVER BE

PLACE ON FROZEN MATERIAL, DURING MEDIUM OR HEAVY PRECIPITATION OR WHEN PRECEDING PRECIPITATION HAS

SATURATED THE SUBBASE AND/OR SUBGRADE.

3. SURFACES THAT WILL ABUT THE NEW ASPHALT SHALL BE TACK COATED PRIOR PLACEMENT OF ASPHALT INCLUDING CURBS,

GUTTER, EXISTING ASPHALT AND STRUCTURES.  TACK COAT SHALL BE APPLIED NEATLY TO MATCH THE LINES AND GRADES OF

THE PROPOSED ABUTTING ASPHALT AT A RATE OF .05 TO .15 GALLONS PER SQUARE YARD.

4. ASPHALT SHALL BE PLACED IN LAYERS EQUAL TO THOSE SPECIFIED ON THE PLANS.  THICKNESS OF EACH LAYER OR THE

THICKNESS OF ALL LAYERS COMBINED SHALL NOT VARY MORE THAN ¼ INCH FOR THICKNESS OF 0 TO 4 INCHES AND ½ INCH

FOR THICKNESS OF 4 INCHES OR GREATER, FROM THOSE SPECIFIED ON THE DRAWINGS.  IF MORE THAN 60% OF TEST CORES

SAMPLED FAIL TO EQUAL OR EXCEED THE REQUIRED DEPTH, THE PAVEMENT SHALL BE CONSIDERED FAILED AND BE SUBJECT

TO REPAIRS, REPLACEMENT OR REASONABLE COMPENSATION OF WHICH THE CONTRACTOR WILL BEAR ALL COSTS.  THE

ASPHALT SHALL ALSO BE TESTED FOR SMOOTHNESS BY LAYING A 16 FOOT STRAIGHT EDGE ON THE PAVEMENT AND VERIFYING

THAT THERE ARE NO GAPS GREATER THAN ¼ INCH IN ANY DIRECTION.

5. PLACEMENT AND COMPACTION REQUIREMENTS SHALL BE THE SAME AS THOSE SPECIFIED BY FDOT. THE ROLLING SHALL BE

DONE IN SUCH A MANNER THAT WILL MATCH JOINTS AND LEAVE A SMOOTH UNIFORM SURFACE, WHILE PROVIDING THE PROPER

COMPACTION, WHICH WILL BE 95% OF LABORATORY DENSITY.

6. WHEN MATCHING INTO EXISTING PAVEMENT ALL MATCH JOINTS SHALL BE SAW CUT TO PROVIDE A STRAIGHT SMOOTH JOINT.

THE ASPHALT DEPTH AT THE MATCH POINT SHALL BE EQUAL TO THAT OF THE PROPOSED OR EXISTING WHICH EVER IS

GREATER.

7. PAVING EQUIPMENT SHALL BE OF GOOD CONDITION AND QUALITY.  ASPHALT SHALL BE PLACED BY MECHANICAL EQUIPMENT

EXCEPT IN SMALL AREAS THAT ARE INACCESSIBLE TO A PAVER.  ASPHALT SHALL BE TRANSPORTED IN COVERED TRUCKS AND

SCHEDULED IN SUCH A MANNER THAT WILL MAINTAIN ASPHALT TEMPERATURE.  ASPHALT SHALL BE REJECTED WHEN

TEMPERATURES FALL BELOW 250 DEGREES F OR THE MINIMUM TEMPERATURES SPECIFIED BY THE STATE DEPARTMENT OF

TRANSPORTATION.

TERMITE CONTROL:

1. PROVIDE SOIL TREATMENT FOR TERMITE CONTROL IN STATES THAT REQUIRE TERMITE CONTROL.

2. WARRANTY:  SUBMIT MANUFACTURER'S STANDARD WARRANTY.  INCLUDE LABOR AND MATERIALS TO REPAIR OR REPLACE

DEFECTIVE MATERIALS. WARRANTY PERIOD:  5 YEARS.

3. COMPLY WITH GOVERNING CODES AND REGULATIONS.  PROVIDE PRODUCTS OF ACCEPTABLE MANUFACTURERS WHICH HAVE

BEEN IN SATISFACTORY USE IN SIMILAR SERVICE FOR THREE YEARS.  USE EXPERIENCED INSTALLERS. DELIVER, HANDLE, AND

STORE MATERIALS IN ACCORDANCE WITH MANUFACTURER'S INSTRUCTIONS.

4. SOIL TREATMENT MATERIALS:  SOIL TREATMENT MATERIALS SHALL BEAR FEDERAL REGISTRATION NUMBER OF U.S.

ENVIRONMENTAL PROTECTION AGENCY AND ACCEPTABLE TO AUTHORITIES HAVING JURISDICTION.  IF ACCEPTABLE, PRODUCTS

MAY INCLUDE CHLOROPYRIFOS, PERMATHRIN, CYPERMETHRINE, FENVALERATE, ISOFENPHOSE.

5. TREAT SOIL IN STRICT COMPLIANCE WITH NATIONAL PEST CONTROL ASSOCIATION STANDARDS AND WITH MANUFACTURER'S

PRINTED INSTRUCTIONS AND RECOMMENDATIONS.

6. TREAT AREAS UNDER FLOOR SLABS PRIOR TO PLACEMENT OF CONCRETE IF POSSIBLE TO AVOID DRILLING.  TREAT AREAS

OUTSIDE FOUNDATION WALLS AFTER EXCAVATION, FILLING AND GRADING ARE COMPLETE.  DO NOT APPLY TREATMENT TO

FROZEN OR EXCESSIVELY WET SOILS.

7. POST SIGNS AND OTHER WARNINGS INDICATING THAT SOIL POISONING HAS BEEN APPLIED.  PROTECT PERSONS AND PROPERTY

FROM INJURY OR DAMAGE FROM SOIL TREATMENT WORK.

SANITARY SEWER SYSTEM:

1. THE SANITARY SEWER SYSTEM SHALL BE SUPPLIED AND PLACED IN ACCORDANCE WITH PASCO COUNTY AND FDEP

REQUIREMENTS.  THE LOCAL SANITARY SEWER AUTHORITY FOR THIS PROJECT IS PASCO COUNTY.

2. ALL SANITARY SEWER MATERIAL SIZES, TYPES AND SPECIFICS ARE LISTED ON THE DRAWINGS.  IF THE PLANS DO NOT LIST ALL

INFORMATION OR ARE UNCLEAR USE THE FOLLOWING.

3. WHENEVER CLEAN STONE IS USED FOR BEDDING, BACKFILL OR ENCASEMENT FILTER FABRIC SHALL BE PLACED BETWEEN THE

NATURAL AND BACKFILL SOILS TO PREVENT MIGRATION OF FINES INTO THE VOIDS, AS NECESSARY.  .  ANTI-SEEP COLLARS

SHALL ALSO BE INCORPORATED AT THE PROJECT LIMIT AND ALONG THE PIPE TO PREVENT WATER FLOW WITHIN THE STONE

BEDDING OR ENCASEMENT.

4. UNLESS OTHERWISE NOTED SANITARY PIPE AND FITTINGS SHALL BE POLYVINYL CHLORIDE (PVC) PER ASTM D 3034, SDR 35,

WITH GASKETS PER ASTM D 3212, ELASTOMERIC SEAL.  THE PIPE SHALL BE BED 6 INCHES BELOW AND UP HALF ITS DIAMETER

WITH CLEAN STONE OF A UNIFORM MIX OF GRAVEL OR CRUSH STONE 100% PASSING THE 1.0" SIEVE AND 10% TO 3% PASSING

THE 200 SIEVE. THE MIX SHALL BE SUPPLEMENTED AS NEEDED TO REMOVE VOIDS.  INCORPORATE FILTER FABRIC AROUND

BEDDING OR CRADLE STONE IF GROUND WATER, SILTS, OR SANDS ARE ENCOUNTERED.

5. FORCEMAIN PIPE SHALL BE POLYVINYL CHLORIDE (PVC) PER ASTM D 2241, SDR 21 OR LOWER IF PRESSURES ARE HIGH IN

SYSTEM WITH GASKETS PER ASTM D 3139, AND ELASTOMERIC SEAL.   THE PIPE SHALL BE ENCASED IN A RUN OF CRUSH STONE

OR GRAVEL MATERIAL WITH 100% PASSING THE 1.0" SIEVE AND 10% TO 3% PASSING THE 200 SIEVE. THE MIX SHALL BE

SUPPLEMENTED AS NEEDED TO REMOVE VOIDS.  INCORPORATE FILTER FABRIC AROUND BEDDING OR CRADLE STONE IF

GROUND WATER, SILTS, OR SANDS ARE ENCOUNTERED.

6. MANHOLES SHALL BE PROVIDED PER ASTM C 478 WITH STEEL CORE POLYETHYLENE STEPS.  GASKETS BETWEEN RISERS SHALL

BE RUBBER PER ASTM C 443 AND MORTARED WATER TIGHT WITH A WATERPROOF/PLUG MORTAR.  THE INVERT SHALL BE MADE

WITH CONCRETE OR ½ ROUND SECTION OF PIPE.  PIPE JOINTS SHALL BE A PRESS WEDGE OR CAST IN PLACE BOOT.  BOTH WILL

HAVE ADDITIONAL VOIDS FILLED WITH WATERPROOF/PLUG MORTAR.  ADJUSTMENT RINGS SHALL BE PRECAST CONCRETE 4000

PSI AND 5 TO 8% AIR ENTRAINMENT.  EXTERIOR MANHOLES SHALL BE COATED WITH A SEAL COAT ACCEPTABLE TO THE

AUTHORITY HAVING JURISDICTION.

7. CLEANOUTS SHALL BE MADE OF THE SAME PIPE MATERIAL AS THE CARRIER PIPE.  A CAST IRON FRAME AND COVER SHALL BE

PROVIDED FOR ACCESS AT GRADE AND DESIGNED FOR H-20 LOADING.  THE CLEANOUT SHALL BE ENCASED IN STONE OF THE

SAME TYPE AS THE PIPE BEDDING FOR THE FULL DEPTH OF THE CLEANOUT.   CLEANOUTS SHOULD BE NO MORE THAN 90 FEET

APART ON LATERALS.

8. MANHOLE FRAMES AND COVERS SHALL BE PER ASTM A 48, CLASS 30B, FULLY COATED WITH THE LETTERING “SANITARY” CAST

INTO IT.  THE MINIMUM SIZE WILL BE A 24 INCH INSIDE OPENING AND DESIGN FOR A MINIMUM OF H-20 LOADING.

9. ALL PIPE SHALL BE PLACED IN ACCORDANCE WITH THE MANUFACTURES RECOMMENDATION AND TO THE LINES AND GRADES

SHOWN ON THE DRAWINGS.  CARE SHALL BE GIVEN DURING BACKFILL OPERATIONS NOT TO MOVE OR DAMAGE PIPE OR

APPURTENANCES WHILE ACHIEVING THE APPROPRIATE COMPACTION REQUIREMENTS.

10. ALL SYSTEMS SHALL BE VISUALLY INSPECTED FOR ALIGNMENT AND WORKMANSHIP.  ALL DEBRIS, DIRT OR OTHER FOREIGN

OBJECTS SHALL BE REMOVED AND THE SYSTEM FLUSHED CLEAN.

11. ALL TAPS TO MAIN LINES SHALL BE MADE WITH SADDLES WHEN THE TAP IS ½ THE DIAMETER OR LESS OF THE EXISTING PIPE,

BUT MADE WITH A SLEEVE WHEN THE TAP IS GREATER THAN ½ THE DIAMETER OR EQUAL TO THE EXISTING PIPE.  IF

CONNECTIONS ARE REQUIRED TO EQUAL SIZE PIPES OF 8 INCHES OR GREATER, A MANHOLE SHOULD BE INSTALLED OVER THE

CONNECTION POINT AND INVERTS FORMED.  WHEN CONNECTING TO AN EXISTING MANHOLE THE CONNECTING PIPE HOLE

SHALL BE CORED AND A PRESS WEDGE INSTALLED.  THE CONNECTION SHALL BE MORTARED UP WITH WATERPROOF/PLUG

MORTAR.  INSIDE THE EXISTING MANHOLE, THE EXISTING INVERT SHALL BE BROKE OUT IN A MANNER THAT PROTECTS FROM

DEBRIS ENTERING THE LIVE SYSTEM, WHILE A NEW INVERT IS FORMED.

12.SANITARY MANHOLES SHALL BE VISUALLY LAMPED AFTER BACKFILL TO VERIFY ALIGNMENT, CLEANLINESS AND THERE IS NO

DAMAGE TO THE SYSTEM.  AFTER THE SYSTEM HAS BEEN BACKFILLED FOR 30 DAYS, THE SYSTEM WILL BE RELAMPED AND MAY

BE TESTED WITH A MANDREL SIZED AT 95% OF THE INTENDED INSIDE DIAMETER.

13.GRAVITY SYSTEMS SHALL BE AIR TESTED BETWEEN MANHOLES TO 3.5 PSI FOR 5 MINUTES PER ASTM F 1417 FOR PLASTIC PIPES.

14.MANHOLES SHALL BE TESTED SEPARATELY FOR LEAKAGE OR INFILTRATION USING ASTM C 969.  THE ALLOWED LEAKAGE = 0.1

GALLONS/{(FEET OF DIAMETER)(FEET OF HEAD)(# OF HOURS)} AND THE TEST SHALL RUN FOR 24 HOURS.

15.WHEN NECESSARY TO VERIFY SYSTEM INTEGRITY THE ENTIRE SYSTEM MAY BE TESTED FOR INFILTRATION AND EXFILTRATION

USING ASTM C 969.  THE SYSTEM SHALL BE BROKEN UP INTO SECTIONS WHEN NECESSARY TO CONSIDER GROUNDWATER

DEPTH, LENGTH AND ELEVATION DIFFERENCES.

16.FAILURE OF ANY TESTING SHALL REQUIRE THE CONTRACTOR TO REPAIR OR REPLACED THE FAILED SECTION AT NO

ADDITIONAL EXPENSE TO THE CONTRACT.

17. AFTER ALL TESTING IS COMPLETE AND BEFORE THE SYSTEM IS TURNED OVER TO THE AUTHORITY HAVING JURISDICTION THE

SYSTEM SHALL BE CHECKED TO VERIFY IT IS CLEAN AND FREE OF DIRT, DEBRIS AND OTHER FOREIGN MATTER.  THE

CONTRACTOR SHALL CLEAN ANY SECTIONS REQUIRING SUCH AT NO ADDITIONAL EXPENSE TO THE CONTRACT.

18.WATER STOP OR SEEPAGE COLLARS SHALL BE INCORPORATED AT PROJECT LIMIT AT ALL ELEVATION CHANGES OF 1' UNLESS

SPECIFIC LOCATIONS ARE SHOWN ON PLANS.

STORM WATER SYSTEM:

1. THE STORM WATER SYSTEM SHALL BE SUPPLIED AND PLACED IN ACCORDANCE WITH ALL LOCAL, STATE AND FEDERAL

REQUIREMENTS.  THE LOCAL STORM WATER AUTHORITIES FOR THIS PROJECT ARE SWFWMD AND PASCO COUNTY AND THE

EROSION CONTROL AND RUN-OFF AUTHORITY IS FLORIDA DEP.

2. STORM DESIGN INCLUDES MANY VARIABLES, SUCH AS PIPE ROUGHNESS COEFFICIENT, THAT CAN AFFECT THE ACTUAL FINAL

RUN-OFF. IF NO ALTERNATIVE MATERIALS ARE LISTED ON THE UTILITY DRAWINGS NO SUBSTITUTIONS MAY BE MADE BY THE

CONTRACTOR UNLESS FIRST REVIEWED AND ACCEPTED BY THE ENGINEER.

3. ALL STORM MATERIAL SIZES, TYPES AND SPECIFICS ARE LISTED ON THE DRAWINGS.  IF THE PLANS DO NOT LIST ALL

INFORMATION OR ARE UNCLEAR USE THE FOLLOWING.

4. WHENEVER CLEAN STONE IS USED FOR BEDDING, BACKFILL OR ENCASEMENT FILTER FABRIC SHALL BE PLACED BETWEEN THE

NATURAL AND BACKFILL SOILS TO PREVENT MIGRATION OF FINES INTO THE VOIDS, AS NECESSARY.  ANTI-SEEP COLLARS SHALL

ALSO BE INCORPORATED AT THE PROJECT LIMIT AND ALONG THE PIPE TO PREVENT WATER FLOW WITHIN THE STONE BEDDING

OR ENCASEMENT.  ANTI-SEEP COLLARS MAY NOT BE REQUIRED WHEN USING PERFORATED PIPE.  ANTI-SEEP COLLARS SHALL

BE INCORPORATED AT POND AND BASIN OUTLETS TO PREVENT WATER MIGRATION ALONG PIPE BEDDING OR ENCASEMENT

MATERIAL.

5. STORM PIPE 12 INCHES AND UP SHALL BE CORRUGATED POLYETHYLENE PIPE (CPP) WITH SMOOTH INTERIOR, IN ACCORDANCE

WITH AASHTO M252 & M294 AND ASTM F405 & F667, WITH A MANNING FRICTION NUMBER (N) OF 0.012 OR LESS.  UNLESS SOILS

ARE CONSISTENTLY SAND OR SAND AND GRAVEL WITH NOT MORE THAN 15% OR LESS THAN 5% PASSING THE 200 SIEVE AND

100% PASSING THE 2 INCH SIEVE THE PIPE WILL BE ENCASED IN A UNIFORM GRAVEL WITH NOT MORE THAN 15% OR LESS THAN

5% PASSING THE 200 SIEVE AND 100% PASSING THE 2 INCH SIEVE FROM SIX INCHES BELOW TO SIX INCHES ABOVE THE OUTSIDE

OF PIPE.  INSTALL IN ACCORDANCE WITH ASTM F449 AND THE MANUFACTURES RECOMMENDATIONS.

6. STORM PIPE BELOW 12 INCHES SHALL BE POLYVINYL CHLORIDE (PVC) PER ASTM D 3034, SDR 35 WITH GASKETS PER ASTM D

3212, ELASTOMERIC SEAL.  THE PIPE SHALL BE BED 6 INCHES BELOW AND UP HALF ITS DIAMETER WITH A UNIFORM MIX OF

GRAVEL OR CRUSH STONE 100% PASSING THE 1.5" SIEVE AND 10% TO 3% PASSING THE 200 SIEVE. THE MIX SHALL BE

SUPPLEMENTED AS NEEDED TO REMOVE VOIDS.  INCORPORATE FILTER FABRIC AROUND BEDDING OR CRADLE STONE IF

GROUND WATER, SILTS, OR SANDS ARE ENCOUNTERED.

7. END SECTIONS SHALL BE THE SAME MATERIAL AS THE PRECEDING PIPE AND APPROPRIATE COLLAR.

8. MANHOLES SHALL BE PROVIDED PER ASTM C 478 WITH STEEL CORE POLYETHYLENE STEPS.  THE MANHOLE SHALL BE SIZED TO

A MINIMUM OF 2 FOOT GREATER THAN THE LARGEST DIAMETER PIPE ENTERING OR EXISTING.  INCREASE SIZE OF MANHOLE IF

IN THE SAME HORIZONTAL PLANE THERE IS TWO AREAS WHERE THE AREA BETWEEN TWO PIPES IS LESS THAN 8 INCHES OR

HALVE OR THE CIRCUMFERENCE IS SUPPORTED BY LESS THAN 1/2 OF THE DIAMETER OF THE MANHOLE.  INVERTS SHALL BE

SMOOTH CAST IN PLACE CONCRETE.  UNLESS OTHERWISE INDICATED, 4 INCH WEEPS COVER WITH FILTER FABRIC AND 2 INCH

STONE SHALL BE PROVIDED AT THE CROWN OF PIPES AND AT SUBGRADE ELEVATION.  GASKETS BETWEEN RISERS SHALL BE

RUBBER PER ASTM C 443.  ADJUSTMENT RINGS SHALL BE PRECAST CONCRETE 4000 PSI AND 5 TO 8% AIR ENTRAINMENT.

9. INLETS SHALL MEET THE SAME REQUIREMENTS AS THOSE LISTED FOR MANHOLES.

10.GRATES SHALL BE RETICULINE AND GALVANIZED PER ASTM A123.  MINIMUM GRATE OPENING SIZE WILL BE 24 INCHES X 24

INCHES AND DESIGN FOR A MINIMUM OF H-20 LOADING.

11.MANHOLE FRAMES AND COVERS SHALL BE PER ASTM A 48, CLASS 30B, FULLY COATED WITH THE LETTERING “STORM” CAST INTO

IT.  THE MINIMUM SIZE WILL BE A 24 INCH INSIDE OPENING AND DESIGN FOR A MINIMUM OF H-20 LOADING.

12.CLEANOUTS SHALL BE MADE OF THE SAME PIPE MATERIAL AS THE CARRIER PIPE.  A CAST IRON FRAME AND COVER SHALL BE

PROVIDED FOR ACCESS AT GRADE AND DESIGNED FOR H-20 LOADING.  THE CLEANOUT SHALL BE ENCASED IN STONE OF THE

SAME TYPE AS THE PIPE BEDDING FOR THE FULL DEPTH OF THE CLEANOUT

13.RIP RAP SHALL BE PLACED AT THE END OF ALL OUTFALL STRUCTURES.  UNLESS OTHERWISE NOTED, THE RIP RAP SHALL BE A

CLEAN DURABLE STONE WITH AVERAGE WEIGHTS OF 100 POUNDS.  THE RIP RAP SHALL BE PLACED ON 1 FOOT OF GRAVEL

SUBBASE OR STABILIZING FABRIC.

14.DRY WELLS SHALL MEET THE SAME REQUIREMENTS AS THOSE LISTED FOR MANHOLES WITH THE ADDITION OF OPENINGS OF

APPROXIMATELY 15% OF THE RINGS INTERIOR SURFACE.  THE OPENINGS SHALL BE 1 X 3 INCH SLOTS OR 1 INCH DIAMETER ON

THE INSIDE SURFACE.  DRY WELLS SHALL BE BACKFILLED WITH A MINIMUM OF 1 FOOT OF CLEAN STONE SIZED BETWEEN 3 AND

4 INCHES.  OUTSIDE THE STONE THE ENTIRE STRUCTURE SHALL BE WRAPPED IN FILTER FABRIC TO PREVENT OUTSIDE SOILS

FROM ENTERING THE STONE AND DRY WELL.

15.UNLESS OTHERWISE NOTED, TRENCH DRAINS SHALL BE MADE WITH 4 INCH PERFORATED CORRUGATED POLYETHYLENE PIPE

ENCASED IN CLEAN STONE SIZED BETWEEN 2 INCH AND ¼ INCH AND THEN WRAPPED IN FILTER FABRIC.  OUTSIDE DIMENSIONS

OF THE TRENCH DRAIN WILL NOT BE LESS THAN 1 FOOT.

16. ALL JOINTS BETWEEN PIPES AND PRECAST STRUCTURES SHALL BE MORTARED TIGHT.

17. ALL PIPE SHALL BE PLACED IN ACCORDANCE WITH THE MANUFACTURES RECOMMENDATION AND TO THE LINES AND GRADES

SHOWN ON THE DRAWINGS.  CARE SHALL BE GIVEN DURING BACKFILL OPERATIONS NOT TO MOVE OR DAMAGE PIPE OR

APPURTENANCES WHILE ACHIEVING THE APPROPRIATE COMPACTION REQUIREMENTS.

18. ALL SYSTEMS SHALL BE VISUALLY INSPECTED FOR ALIGNMENT AND WORKMANSHIP.  ALL DEBRIS, DIRT OR OTHER FOREIGN

OBJECTS SHALL BE REMOVED AND THE SYSTEM FLUSHED CLEAN.

19. ANY PIPES FOUND WITH DIAMETER DEFLECTIONS GREATER THAN 5% OF THE SPECIFIED PIPE DIAMETER WILL BE REPAIRED OR

REPLACED.  ANY ALIGNMENT DIFFERENTIALS GREATER THAN 5% OF THE DIAMETER OF THE PIPE WILL BE CORRECTED OR

REPLACED.

20.ANY CLEANING, REPAIRS OR REPLACEMENT REQUIRED, DUE TO FAILURE OF TESTING OR POOR WORKMANSHIP, SHALL BE DONE

BY THE CONTRACTOR AT NO ADDITIONAL EXPENSE TO THE CONTRACT.

WATER SYSTEMS AND SERVICES:

1. THE WATER SYSTEMS AND SERVICES SHALL BE SUPPLIED AND PLACED IN ACCORDANCE WITH ALL LOCAL, STATE AND FEDERAL

REQUIREMENTS.  THE LOCAL WATER AUTHORITY FOR THIS PROJECT IS PASCO COUNTY AND THE HEALTH DEPARTMENT IS

FLORIDA DEPT. OF HEALTH.

2. IF THE AUTHORITY HAVING JURISDICTION DOES NOT HAVE SPECIFIC REQUIREMENTS REGARDING MATERIALS AND PLACEMENT

THE FOLLOWING WILL BE USED.

3. ALL WATER PIPING, FITTINGS AND APPURTENANCES SHALL BE PLACED A MINIMUM OF 6 INCHES BELOW FROSTLINE OR 5 FEET

WHICH EVER IS GREATER.  PIPE SIZES 4 INCHES AND UP SHALL BE DUCTILE IRON OR POLYVINYL CHLORIDE AS INDICATED ON

THE DRAWINGS (IF NOT SHOWN USE DUCTILE IRON).  PIPE SIZES BELOW 4 INCHES SHALL BE COPPER OR POLYETHYLENE AS

INDICATED ON THE DRAWINGS (IF NOT SHOWN USE COPPER).

4. THE MINIMUM SEPARATION BETWEEN WATER SERVICES AND SEWER LINES SHALL BE 18 INCHES MEASURED VERTICALLY FROM

OUTSIDE TO OUTSIDE OF PIPE AT THE CROSSING.  A STANDARD LENGTH OF WATER PIPE SHALL BE CENTER AT THE CROSSING

TO MAXIMIZE THE DISTANCE BETWEEN THE CROSSING AND THE NEAREST WATER SERVICE PIPE JOINT.  WHEN THE WATER

SERVICE RUNS UNDER THE SEWER LINE, A GRAVEL OR CRUSH STONE BACKFILL MEETING THE REQUIREMENTS OF SUBBASE

SHALL BE PLACED AND COMPACTED AROUND THE WATER PIPE UP HALF THE DIAMETER OF THE SEWER PIPE TO PROVIDE

ADEQUATE SUPPORT TO THE SEWER LINE.  WATER SERVICES AND SEWER LINES RUNNING PARALLEL SHALL HAVE A MINIMUM

SEPARATION OF 10 FEET MEASURED FROM OUTSIDE OF PIPE TO OUTSIDE OF PIPE.

5. DUCTILE IRON PIPE SHALL BE PROVIDED IN ACCORDANCE WITH AWWA C151, (6 INCH DIAMETER AND GREATER SHALL BE CLASS

50) AND (6 INCHES AND SMALLER SHALL BE CLASS 51).  DUCTILE IRON PIPE SHALL BE LINED WITH A CEMENT MORTAR AND SEAL

COATED IN ACCORDANCE WITH AWWA C104.  GASKETS SHALL BE PROVIDED IN ACCORDANCE WITH AWWA C111.   FITTINGS

SHALL BE DUCTILE IRON IN ACCORDANCE WITH AWWA C153 COMPACT FITTINGS WITH A PRESSURE RATING OF 350 PSI.

6. STANDARD DUCTILE IRON OR CAST IRON FITTINGS SHALL BE SUPPLIED IN ACCORDANCE WITH AWWA C110 WITH A PRESSURE

RATING OF 250 PSI. THE LINING AND GASKETS FOR THE FITTING SHALL MEET THE SAME REQUIREMENTS AS THE PIPE.  PLASTIC

WRAP PIPES IN ACCORDANCE WITH AWWA C105 AND TAR COAT ALL FITTING BOLTS WHEN EVER SOILS ARE PRIMARILY CLAY OR

NOT PH BALANCED.  SEE SOILS REPORT FOR SOILS TYPE AND RECOMMENDATIONS.

7. PVC (POLYVINYL CHLORIDE) PIPE SHALL BE FURNISHED IN ACCORDANCE WITH AWWA C900 FOR PIPE 4 INCHES OR GREATER

AND ASTM D 1785, SCHEDULE 40, GASKETS PER ASTM F 477- ELASTOMERIC SEAL, SOLVENT CEMENT PER ASTM D 2564  FOR

PIPES SMALLER THAN 4 INCHES.  TEN GAUGE COPPER TRACER WIRE SHALL BE PLACED WITH ALL PIPE.

8. THRUST RESTRAINTS SHALL BE USED AT ALL FITTINGS, PLUGS AND APPURTENANCES THAT CAUSE A CHANGE IN DIRECTION,

FLOW OR ARE SUBJECT TO THRUST OR HAMMERING BY WATER FLOW.  THRUST RESTRAINTS WILL INCLUDE CONCRETE THRUST

BLOCKS (3000 PSI), ANCHORING JOINTS AND TIE RODS.  CONCRETE THRUST BLOCKS SHALL BE USED UNLESS SPACE, ACCESS

OR MAINTENANCE RESTRAINS PROHIBIT THEIR USE.

9. COPPER WATER PIPE SHALL BE SUPPLIED INACCORDANCE WITH ASTM B 88- TYPE K, SEAMLESS WITH FITTINGS PER AWWA C800.

10.PE (POLYETHYLENE) PIPE SHALL BE FURNISHED IN ACCORDANCE WITH AWWA C901 AND ASTM D2737.

11.GATE VALVES SHALL BE NONRISING STEM, DOUBLE DISC, BRONZE DISC RESILIENT SEATED, CAST IRON OR DUCTILE IRON BODY

AND BONNET IN ACCORDANCE WITH AWWA C509 AND PRESSURE RATED FOR 250 PSI.  TEN GAUGE COPPER TRACER WIRE WILL

BE PLACED WITH ALL PIPES.

12. VALVE BOX SHALL BE CAST IRON WITH A BASE COMPATIBLE WITH VALVE,  5 INCHES IN DIAMETER, SCREW TYPE EXTENSION AT

TOP AND A COVER THAT READS “WATER”.

13.CURB STOPS SHALL HAVE A BRONZE BODY, GROUND KEY PLUG OR BALL WITH WIDE TEE HEAD.  THE CURB STOP SHALL BE

COMPATIBLE WITH ADJOINING PIPES.  THE SERVICE BOX SHALL HAVE A TELESCOPING TOP SECTION WITH A LENGTH THAT WILL

PLACE THE ADJUSTMENT CENTERED WHEN BURIED TO THE APPROPRIATE DEPTH.  THE SERVICE BOX SHALL BE OF A SIZE AND

TYPE THAT IS COMPATIBLE WITH THE CURB STOP.  THE COVER SHALL HAVE THE LETTERING “WATER”.

14. ALL METERS, VAULTS AND BACKFLOW SHALL MEET THE REQUIREMENTS OF THE HEALTH DEPARTMENT AND OTHER AGENCIES

HAVING JURISDICTION.

15.FIRE HYDRANTS SHALL CONFORM TO THE REQUIREMENTS OF THE LOCAL WATER AUTHORITY, FIRE DEPARTMENT AND AWWA

C502.  DRAIN STONE SHALL HAVE 100% PASSING THE 1 ½ INCH SIEVE, 90 - 100% PASSING THE 1 INCH SIEVE, 35 - 95% PASSING

THE ½ INCH SIEVE AND 0 - 15% PASSING THE ¼ INCH SIEVE.  ALL HYDRANTS WILL INCLUDE A GATE VALVE AND BOX LOCATED AT

THE HYDRANT BRANCH TO SHUT OFF THE HYDRANT LINE.

16.DUCTILE IRON PIPE SHALL BE INSTALLED IN ACCORDANCE WITH AWWA C600 AND BE ENCASED IN SELECT BACKFILL WHICH WILL

MEAN NO STONE OTHER MATERIAL GREATER THAN 2 INCHES IN ANY DIRECTION.

17.PVC, PE AND COPPER PIPE SHALL BE PLACED PER MANUFACTURES RECOMMENDATIONS AND EMBEDDED IN A 6 INCH SAND

ENCASEMENT MEASURED FROM OUTSIDE SURFACE OF THE PIPE TO THE OUTSIDE OF SAND ENCASEMENT.

18. ALL BEDDING AND ENCASEMENTS SHALL BE COMPACTED WITH CARE TO ACHIEVE PROPER COMPACTION WITHOUT DAMAGING

THE PIPE, FITTINGS OR APPURTENANCES.

19. ALL WATER MAINS FITTINGS AND VALVES SHALL BE TESTED FOR PRESSURE AND LEAKAGE IN ACCORDANCE WITH AWWA C600.

TEST WATER SHALL BE POTABLE.  TEST PRESSURES SHALL NOT BE LESS THAN 1.25 TIMES THE WORKING PRESSURE AT THE

HIGHEST POINT AND 1.5 TIMES THE WORKING PRESSURE AT THE TESTING POINT.  THE PRESSURE MAY NOT DROP MORE THAN 5

PSI DURING THE 2 HOUR TEST.  LEAKAGE WILL NOT EXCEED MORE THAN                    (L={SD(P) ½} /133,200) WHERE “L =

ALLOWABLE LEAKAGE, IN GALLONS PER HOUR” “S= LENGTH OF PIPE TESTED, IN FEET” “D= NOMINAL DIAMETER OF PIPE, IN

INCHES” “P= AVERAGE TEST PRESSURE DURING TEST, IN POUNDS PER SQUARE INCH (GAUGE) DURING THE SAME 2 HOUR

DURATION.

20.ALL TAP AND/OR CONNECTION MATERIAL AND WORK SHALL BE DONE IN ACCORDANCE WITH AND COORDINATED WITH THE

LOCAL WATER AUTHORITY AND HEALTH DEPARTMENT.  WHEN THE AUTHORITY SO REQUIRES, THE TAPS AND/OR CONNECTIONS

SHALL BE DONE BY THE AUTHORITY THEMSELVES AND PAID FOR BY THE CONTRACTOR.

21.OTHER FITTING AND APPURTENANCES NOT PART OF THE MAIN LINE TESTING SHALL BE TESTED BY VISUAL INSPECTION FOR

LEAKAGE UNDER NORMAL WORKING PRESSURES.

22.ALL MAIN LINES AND APPROPRIATE APPURTENANCES SHALL BE FLUSHED AND DISINFECTED IN ACCORDANCE WITH AWWA C651

AND THE REQUIREMENTS OF THE APPROPRIATE HEALTH DEPARTMENT.

23.THE CONTRACTOR WILL COORDINATE ALL TESTING AND DISINFECTING WITH THE WATER AUTHORITY AND HEALTH

DEPARTMENT.  IF PROFESSIONAL ENGINEER CERTIFICATION IS REQUIRED THE CONTRACTOR SHALL NOTIFY THE OWNER'S

REPRESENTATIVE AT LEAST TEN DAYS PRIOR TO THE START OF WORK.

24.FAILURE OF ANY TESTING SHALL REQUIRE THE CONTRACTOR TO REPAIR OR REPLACE THE FAILED SECTION AT NO ADDITIONAL

EXPENSE TO THE CONTRACT.

TRAFFIC SIGNAGE AND STRIPING:

1. PAVEMENT MARKINGS SHALL BE THE TYPE, COLOR, SIZE AND LOCATIONS SHOWN ON THE PLANS.   IF THE INFORMATION ON THE

PLANS IS NOT COMPLETE AND AUTHORITY HAVING JURISDICTION DOES NOT HAVE REQUIREMENTS REGARDING THIS USE THE

FOLLOWING.  PAINT SHALL BE SUPPLIED IN ACCORDANCE WITH AASHTO: M 248 LATEST ADDITION.  COLORS SHALL BE AS

FOLLOWS (YELLOW- PARKING STALLS, HANDICAP PARKING AND CHARACTERS, PARKING ISLANDS, TRAFFIC CONTROL

LETTERING AND CHARACTERS AND FIRE LANES) (WHITE - STOP BARS, PEDESTRIAN CROSSINGS AND STOP LETTERING).

2. ALL PAVEMENT MARKINGS WITHIN PUBLIC RIGHT-OF-WAY SHALL BE THERMOPLASTIC IN ACCORDANCE WITH FDOT

SPECIFICATIONS.

3. THE PAVEMENT SHALL BE CLEAN AND FREE OF DIRT, DUST, MOISTURE, OILS AND OTHER FOREIGN MATERIALS.  ANY OLD

PAVEMENT MARKINGS SHALL BE REMOVED UNLESS PAINTS ARE COMPATIBLE AND OVERLAY IDENTICALLY.  THE SURFACE OF

THE PAVEMENT PRIOR APPLICATION SHALL BE 45 DEGREES F AND RISING UNLESS MANUFACTURE'S RECOMMENDATIONS ARE

GREATER.

4. THE SIGNAGE SHALL BE THE TYPE AND LOCATED PER THE DRAWINGS.  THE SIGNAGE SHALL BE PROVIDED IN ACCORDANCE

WITH PASCO COUNTY, AND FDOT HIGHWAY AND STATE DEPARTMENT OF TRANSPORTATION.

5. POSTS, BRACKETS AND FRAMES SHALL BE STEEL PER ASTM A-36, A-242, A-441, A-572, A588, GRADE 50 AND HOT DIP GALVANIZED

IN ACCORDANCE WITH ASTM A123.  ALL CUTTING, DRILLING OR OTHER POLE MODIFICATIONS SHALL BE PAINTED WITH

GALVANIZING PAINT.  ALL BOLTS, NUTS AND WASHERS SHALL BE STAINLESS STEEL.

6. POST HOLES SHALL BE A MINIMUM OF FOUR FEET DEEP AND 12 INCHES IN DIAMETER UNLESS POOR SOILS OR FROST

CONDITIONS REQUIRE GREATER DEPTH.  SIGN POSTS SHALL BE KEPT PLUMB, 6 INCHES OFF BOTTOM AND CENTERED AS 3000

PSI CONCRETE IS PLACED AROUND THE POST.  THE OVERALL SIGN AND POST SYSTEM SHOULD BE ABLE TO WITHSTAND 33

POUNDS PER SQUARE FOOT.

7. CONTRACTORS CAN PLACE SIGNS ON POSTS AFTER CONCRETE HAS CURED FOR SEVEN DAYS OR ¾ STRENGTH IS ACHIEVED.

8. ALL HANDICAP STRIPING AND SIGNAGE SHALL MEET THE AMERICANS WITH DISABILITIES ACT (ADA) REQUIREMENTS.  FIRE LANE

STRIPING AND SIGNAGE SHALL MEET THE REQUIREMENTS OF THE LOCAL BUILDING INSPECTOR AND FIRE DEPARTMENT.

SEEDING AND LANDSCAPING:

1. TOPSOIL SHALL BE REMOVED FROM STOCKPILES AND SPREAD IN THE AREAS SHOWN ON THE PLANS.  THE DEPTH OF TOPSOIL

SHALL BE AS SHOWN ON THE PLANS.  IF THE DEPTH OF TOPSOIL IS NOT GIVEN THE FOLLOWING SHALL BE USED: “A MINIMUM OF

4 INCHES IN LAWN AREAS” AND “A MINIMUM OF 12 INCHES IN LANDSCAPE PLANTING AREAS”.

2. AFTER THE TOPSOIL IS IN PLACE IT SHALL BE FINE GRADED REMOVING ALL ROOTS, STICKS, STONES AND DEBRIS GREATER

THAN 2 INCHES IN ANY DIMENSION.  THE TOPSOIL SHALL BE FINE GRADED TO THE LINES AND GRADES SHOWN ON THE PLANS.

3. THE TOPSOIL SOIL SHALL HAVE A PH OF 5.5 TO 7.6 AND AN ORGANIC CONTENT OF 3 TO 20%.  THE GRADATION OF THE TOPSOIL

SHALL BE 100% PASSING 2 INCH SIEVE, 85 TO 100% PASSING THE 1 INCH SIEVE, 65 TO 100% PASSING THE ¼ INCH SIEVE AND 20

TO 80% PASSING THE NO. 200 SIEVE.

4. LIME OF TYPE RECOMMENDED FOR SOIL CONDITIONING SHALL BE USED TO TREAT ACIDIC SOILS.

5. LAWN FERTILIZER SHALL BE 55% NITROGEN, 10% PHOSPHORUS AND 10% POTASH WHERE 50% OF THE NITROGEN IS DERIVED

FROM UREAFORM SOURCE.

6. LAWN SEED (WHEN NOT GIVEN ON THE PLANS) SHALL BE “50% BY WEIGHT, 85% PURITY, 85% GERMINATION OF PENNFINE

PERENNIAL RYE”;  “30% BY WEIGHT, 97% PURITY, 85% GERMINATION OF PENNLAWN RED FESCUE”; “20% BY WEIGHT, 85% PURITY,

80% GERMINATION OF COMMON KENTUCKY BLUEGRASS”.

7. WHEN PLACING BY HYDROSEEDING APPLICATION FERTILIZER SHALL BE PLACED AT 80 POUNDS PER ACRE, HYDROMULCH AT

1,200 POUNDS PER ACRE, WATER AT 500 GALLONS PER ACRE AND SEED AT A MINIMUM OF 220 POUNDS PER ACRE.  ALL OVER

SPRAY AREAS SHALL BE PROPERLY CLEANED AND RESTORED AT NO EXPENSE TO THE CONTRACT.

8. IF PLACING BY MECHANICAL MEANS, FERTILIZER SHALL BE PLACED AT 25 POUNDS PER 1,000 SQUARE FEET, SEED AT 5 POUNDS

PER 1,000 SQUARE FEET, AND STRAW MULCH AT 2 TONS PER ACRE.  PLACE FERTILIZER AND SEED, THEN LIGHTLY RAKE AND

THE ROLL WITH 200 POUND ROLLER.  MULCH THE AREA AND THEN WATER.  STRAW MAY NEED TO BE SECURED TO PREVENT IT

BLOWING AWAY.

9. WATER LAWN AREAS AS NEEDED TO PROMOTE GROWTH.  THE CONTRACTOR WILL BE RESPONSIBLE TO WATER, RESEED OR

WORK WHEN NECESSARY TO INSURE THE GROWTH OF THE LAWN UNTIL A COMPLETE AND UNIFORM STAND OF GRASS HAS

GROWN AND BEEN CUT AT LEAST TWICE.

10.UNLESS OTHERWISE NOTED ON THE DRAWINGS, ALL AREAS NOT RECEIVING STRUCTURES, PAVEMENT, RIP RAP, LANDSCAPING

OR OTHER IMPROVEMENTS OR FUTURE IMPROVEMENTS SHALL BE CONSIDERED LAWN AREAS AND RECEIVE TOPSOIL AND

SEEDING PER DRAWINGS AND ABOVE STATED REQUIREMENTS.

11.PLANTINGS SHALL BE SUPPLIED IN ACCORDANCE WITH THE PLANS AND ANSI 260.1 “AMERICAN STANDARD FOR NURSERY

STOCK” IN GOOD HEALTH, VIGOROUS, AND FREE OF INSECTS, LARVAE, EGGS, DEFECTS AND DISEASE.

12.PLANTING BEDS SHALL BE PREPARED BY LOOSENING THE TOP 1 FOOT OF TOPSOIL.  PLANTS SHALL BE LOCATED PER THE

PLANS.  THE HOLES SHALL BE EXCAVATED (PER THE DETAILS ON THE DRAWINGS) WITH THE CENTER SLIGHTLY HIGHER TO

PROMOTE DRAINAGE.  USE A TOPSOIL BACKFILL MIX OF 4 PARTS TOPSOIL, 1 PART PEAT MOSS, 1/2 PART WELL ROTTED MANURE,

AND 10 POUNDS 5-10-5 PLANTING FERTILIZER AND PROPERLY MIXED PER CUBIC YARD.  BERM AROUND PLANTS TO FORM A

BOWL SHAPE.

13.WEED BARRIER MADE FROM FIBERGLASS AND ULTRA-VIOLET LIGHT RESISTANT SHALL BE PLACE UNDER ALL PLANTING BEDS

PRIOR MULCHING.

14. ALL TREES AND SHRUBS SHALL BE STAKED AS DETAILED ON THE DRAWINGS.  TREE WRAPPING WILL BE PROVIDED AT THE BASE

OF ALL TREES AS DETAILED.

15.MULCH SHALL BE PINE BARK NUGGETS OR SHREDDED CYPRESS BARK. RED OR DYED MULCHES SHALL NOT BE ACCEPTABLE.

MULCH SHALL BE PLACED UNIFORMLY OVER THE PLANTING BED ALLOWING NO WEED BARRIER TO BE SEEN.

16. ALL LANDSCAPING SHALL BE GUARANTEED FOR ONE YEAR AFTER FINAL ACCEPTANCE.  ANY PLANTINGS IN NEED OF

REPLACEMENT WILL BE GUARANTEED FROM THE TIME OF REPLACEMENT IF AFTER FINAL ACCEPTANCE.

SITE CONCRETE:

1. CONCRETE PAVEMENT THICKNESS SHALL BE AS SHOWN ON THE DRAWINGS.  THE CONCRETE MIX SHALL BE 4000 PSI AT 28 DAYS

MADE WITH TYPE I OR TYPE II CEMENT, PER ASTM C 150, AND AGGREGATES MEETING STATE DEPARTMENT OF TRANSPORTATION

REQUIREMENTS.  SLUMP FOR SLIP FORMING SHALL BE 1 INCH +/- ½ INCH AND FOR FORMED CONCRETE THE SLUMP SHALL BE 3

INCH +/- 1 INCH.  AIR ENTRAINMENT MIXTURE SHALL MEET THE REQUIREMENTS OF ASTM C 260 4% +/- 1 ½% FOR SLIP FORM

WORK AND 6% +/- 1 ½% FOR FORMED AND PLACED CONCRETE.  WATER REDUCING AGENT SHALL CONFORM TO ASTM C 494,

TYPE A.  CURING COMPOUNDS SHALL CONFORM TO ASTM C309, TYPE I, CLASS A MOISTURE LOSS OF NOT MORE THAN .055

GR/SQ CM WHEN APPLIED AT 200 SQ FT PER GALLON.

2. SIDEWALKS, GUTTERS AND CURBS SHALL BE PLACED ON COMPACTED SUBBASE, CONSISTENT WITH THE PAVEMENT SUBBASE,

AS SHOWN ON THE DRAWINGS.  WHEN SUBBASE DETAILS ARE MISSING AND NO AGENCY HAS JURISDICTION USE THE

FOLLOWING:  SIDEWALKS AND GUTTERS SHALL BE PLACED ON A MINIMUM OF 6 INCHES OF COMPACTED SUBBASE AND CURBS

SHALL BE PLACED ON A MINIMUM OF 4 INCHES OF COMPACTED SUBBASE.

3. ALL FORMING, PLACEMENT, MATERIALS AND CURING SHALL CONFORM TO THE LATEST ADDITION OF ACI 318 “BUILDING CODE

REQUIREMENTS FOR REINFORCED CONCRETE” AND ALL SIMILAR STATE DEPARTMENT OF TRANSPORTATION REQUIREMENTS.

4. SIDEWALKS AND GUTTERS SHALL HAVE A BROOM FINISH PERPENDICULAR TO FLOW WITH A PICTURE FRAME EDGE JOINT ALL

THE WAY AROUND.  CURBS SHALL HAVE A SMOOTH FINISH OR LIGHT RUB FINISH, BUT CONSISTENT THROUGH OUT THE

PROJECT.

5. EXPANSION JOINTS SHALL BE PLACED EVERY 50 FEET AND AT ADJOINING STRUCTURES SUCH AS WALLS, MANHOLES AND

VAULTS.  EXPANSION JOINT MATERIAL SHALL BE PREMOLDED, ½ INCH MATERIAL WITH ½ INCH CAP IN ACCORDANCE WITH ASTM

D1751.  AFTER CONCRETE HAS SET, THE CAP SHOULD BE REMOVED AND VOID FILLED WITH WATERPROOF JOINT FILLER.  CURB

AND GUTTER SHALL BE CUT OR TOOL JOINTED TO 1/3 THE DEPTH EVERY 10 FEET.  SIDEWALKS SHOULD HAVE TOOLED OR CUT

JOINTS TO 1/3 THE DEPTH IN SQUARES OR AS CLOSE TO SQUARE AS POSSIBLE NOT EXCEEDING 5FT X5FT.

NOTES AND SPECIFICATIONS SHOWN SHALL BE MINIMUM REQUIREMENTS.

CONTRACTOR TO VERIFY ALL MATERIALS AND REQUIREMENTS WITH LOCAL

JURISDICTION AND LOCAL UTILITY PROVIDER DURING PRE-CONSTRUCTION

MEETING AND/OR PRIOR TO ORDERING OF MATERIALS AND INSTALLATION. IN

CASE OF CONFLICT WITH LOCAL, STATE OR FEDERAL REQUIREMENTS, THE

MOST STRINGENT SHALL APPLY. NOTIFY ENGINEER IN ALL CASES OF

CONFLICTING REQUIREMENTS.
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DESCRIPTION(Per Commitment for Title Insurance) (Per Commitment for Title Insurance) PARCEL 1: Lots 1, 2, 3, 12, 13 and 14, Block 2, EILAND'S SUBDIVISION, according to the plat thereof, as recorded in Plat Book 2, Page 65, of the Public Records of Pasco County, Florida. TOGETHER WITH Fortune Street, West of Central Ave. (Gunn Highway) and East of Orange Ave. (Old Gunn Highway), THE LYONS COMPANY'S SUBDIVISION, A/K/A LYON COMPANY'S SUB, according to the plat thereof, as recorded in Plat Book 2, Page 39, Public Records of Pasco County, Florida, Sec. 27, Township 26 South, Range 17 East, as shown in Resolution Vacating, Abandoning and Discontinuing a Street dated July 20, 1982 and recorded in O.R. Book 1202, Page 328 of the Public Records of Pasco County, Florida. PARCEL 2: Lots 4, 5, 6, 15, 16, 17, Block 2, EILAND'S SUBDIVISION, according to the plat thereof, as recorded in Plat Book 2, Page 65, of the Public Records of Pasco County, Florida. PARCEL 3: Lots 1, 4, 5, and 6, in Block C; Lots 1 thru 6 inclusive in Block D: Lots 1 thru 6, inclusive in Block H; Lots 1 thru 6 inclusive Block J; Lots 1 thru 6 inclusive in Block M; Lots 1 thru 6 inclusive in Block N, all in THE LYON COMPANY'S SUBDIVISION, A/K/A LYONS COMPANY SUBDIVISION, as recorded in Plat Book 2, Page 39 of the Public Records of Pasco County, Florida, together with all rights to closed streets and alleyways lying between such Lots and Blocks. ALSO THAT PART OF THE FOLLOWING: That portion of the LYON COMPANY'S SUBDIVISION, A/K/A LYON COMPANY SUBDIVISION, as recorded in Plat Book 2, Page 39, Public Records of Pasco County, Florida designated a part, lying Southerly of the S.R. 54 lying West of the northward extension of the West right-of-way line of Central Avenue, known as Gunn Highway, lying East of the Northward extension of the East right-of-way line of Orange Avenue, a/k/a Old Gunn Highway, and lying North of a line which connects the NW corner of Block C and the NE corner of Block D, Section 27, Township 26 South, Range 17 East, Pasco County, Florida. TOGETHER WITH vacated portion of Bay Street LESS THE FOLLOWING Description: Per O.R. Bk. 1884, Pg. 355 All of Lots 1 and 2, and a portion of Lots 3 thru 6 inclusive and a portion of the alley, all lying and being in Block D, together with a portion of a park, said Block D and park being shown upon a map or plat of THE LYON COMPANY'S SUBDIVISION, as recorded in Plat Book 2, Page 39, of the Public Records of Pasco County, Florida, said parcel being more particularly described as follows: A parcel of land lying and being in the Southwest 1/4 of Section 27, Township 26 South, Range 17 East, Pasco County, Florida. COMMENCING at the Northeast corner of said Southwest 1/4 of Section 27, thence South 00°27'29" West, along the East boundary of said Southwest 1/4 of Section27, a distance of 386.00 feet to a point on the arc of a curve, said curve being the Southerly right-of-way line of State Road 54, and said curve being concave to the South, having a radius of 1382.39 feet and a central angle of 01°14'53"; thence with said Southerly right-of-way line,along the arc of said curve, in a Southwesterly direction, a distance of 30.11 feet; said arc subtended by a chord which bears South 85°34'40"West, a distance of 30.11 feet to a point on the Westerly line of Gunn Highway (Central Avenue per Plat Book 2, Page 39), said point being the POINT OF BEGINNING; thence departing said Southerly right-of-way line, South 00°27'29" West along the Westerly right-of-way line of GunnHighway, being 30.00 feet West of and parallel to the aforesaid East boundary of the Southwest 1/4 of Section 27, a distance of 87.27 feet to the Northeast corner of the aforesaid Lot 1 of Block D; thence continue along said Westerly right-of-way, South 00°27'29" West, a distance of212.73 feet; thence departing said Westerly right-of-way line, North 89°32'31" West, a distance of 228.71 feet; thence North 00°27'29" East, adistance of 215.30 feet to the Northerly boundary of the aforesaid Block D; thence continue North 00°27'29" East, a distance of 60.33 feet to theaforesaid Southerly right-of-way line of State Road 54; thence North 84°21'29" East, along said right-of-way line, a distance of 215.90 feet toa point of curvature of a curve concave to the South, having a radius of 1382.39 feet and a central angle of 00°35'04"; thence along the arc ofsaid curve, in a Northeasterly direction, a distance of 14.10 feet, said arc subtended by a chord which bears North 84°39'01" East, a distance of14.10 feet to the POINT OF BEGINNING. PARCEL 4: Lots 2 and 3, Block C, THE LYON COMPANY'S SUBDIVISION A/K/A LYON COMPANY PLAT, TOWN OF ODESSA,  Florida, in Section 27, Township 26 South Range 17 East, as per Plat filed in Plat Book 2, Page 39, of the Public Records of Pasco County, Florida. PARCEL 5: Lots 7, 8, 9, 10, 11, 18, 19, 20, 21, 22, Block 2, EILAND'S SUBDIVISION, according the plat thereof, as recorded in Plat Book 2, Page 65 of the Public Records of Pasco County, Florida. PARCEL 6: THE LYON COMPANY'S SUBDIVISION, A/K/A LYON COMPANY SUB Plat Book 2 Pg. 39 - Portion shown on the plat as "Park" lying Southerly of State Road 54 right-of-way and Westerly of a line extended Northerly from the West boundary of Lot 3, Block C and together with right-of-way for vacated Bay Street. Less and Except the 60' platted public right-of-way for Old Gunn Highway/Orange Ave. PARCEL 7: Lot 1, Block B, THE LYON COMPANY'S SUBDIVISION, A/K/A LYON COMPANY'S SUBDIVISION in Section 27, Township 26 South, Range 17 East, as per Plat thereof recorded in Plat Book 2, Page 39, Public Records of Pasco County, Florida PARCEL 8 A portion of Tract 4 of the LYON COMPANY'S SUBDIVISION (Plat Book 2, Page 39, of the Public Records of Pasco County, Florida), and also being a portion of EILAND'S SUBDIVISION (Plat Book 2, Page 65, of the Public Records of Pasco County, Florida) described as follows: Commence at the Southeast corner of the SW 1/4 of Section 27, Township 26 South, Range 17 East, Pasco County, Florida; thence run North (an assumed bearing) along the East boundary of the said Southwest 1/4 for a distance of 30.0 feet; thence run North 89°33'20" West, (Parallel to the South boundary of the said SW 1/4) for a distance of 30.0 feet to the Southeast corner of Tract 1 of LYON COMPANY'S SUBDIVISION; thence run North, 1139.55 feet to the Point of Beginning; thence run North 89°18'48" West, 296.31 feet more or less; thence run North along the centerline of Lemon Street, 161.7 feet to the centerline of Fortune Street; thence South 89°18'48" East, along said centerline 296.31 feet to the West right of way line of Central Avenue; thence South along said right of way line, 161.7 feet to the Point of Beginning. PARCEL 9 A portion of Tracts 3 and 4 of the Lyon's Company Subdivision (Plat Book 2, Page 39) and also being a Portion of Eiland's Subdivision (Plat Book 2, Page 65), described as follows: The North 1/2 of the West 1/2 of the following described parcel: Commence at the Southeast corner of the SW 1/4 of Section 27, Township 26 South, Range 17 East, Pasco County, Florida, thence run North (an assumed bearing) along the East boundary of the said SW 1/4 for a distance of 30.0 feet, thence run N 89°33'20" Wparallel to the South boundary of the said SW 1/4 for a distance of 30.0 feet to the Southeast corner of Tract 1 of the Lyon's Company Subdivision, thence run North 640.0 feet to the Point of Beginning, thence run N89°33'20"W 597.21 feet to the East side of Orange Avenue(Old Gunn Highway), thence run North along said Avenue 342.07 feet to the center-line of Dowling Street, thence run S 89°18'48" E 597.24 feet tothe West line of Central Avenue (Gunn Highway), thence run South along Central Avenue 339.55 feet to the Point of Beginning, subject to the right-of-way for Dowling Street. THE ABOVE PARCELS 1 THROUGH 9, INCLUSIVE ARE ALSO DESCRIBED AS FOLLOWS: A parcel of land lying within Section 27, Township 26 South, Range 17 East, Pasco County, Florida, being, a portion of Blocks 1, 2 and 3, EILAND'S SUBDIVISION, according to the map or plat thereof recorded in Plat Book 2, Page 65 of the Public Records of Pasco County, Florida, and a portion of Blocks B, C, D, H, J, M and N, LYON COMPANY'S SUBDIVISION as recorded in Plat Book 2, Page 39 of the Public Records of Pasco County, Florida more particularly described as follows: For a POINT OF REFERENCE commence at the Southeast corner of the Southwest 1/4 of said Section 27; thence N.00°18'13"E. along the East boundary thereof, a distance of 1,169.39 feet; thence N.89°02'04"W., a distance of 29.80 feet to a point on the West right-of-way line of Gunn Highway for a POINT OF BEGINNING; thence continue N.89°02'04"W., a distance of 298.33 feet to a point on the centerline of Lemon Avenue (a vacated right-of-way) as shown on the plat of EILAND'S SUBDIVISION; thence S.00°26'32"W. along said centerline, a distance of 159.77 feet to a point of intersection with the centerline of Dowling Street (a vacated right-of-way) as shown on said plat of EILAND'S SUBDIVISION; thence continue along the said centerline of Lemon Avenue, S.00°22'11"W., a distance of 170.92 feet; thence N.89°02'47"W., a distance of 298.38 feet to a point on the East right-of-way line of Old Gunn Highway (the same being the West boundary of Block 3, EILAND'S SUBDIVISION); thence N.00°17'07"E. along said East right-of-way line, a distance of 171.11 feet to a point of intersection with the aforementioned centerline of Dowling Street; thence continue along the East right-of-way line of Old Gunn Highway (the same being the West boundary of Block 2, EILAND'S SUBDIVISION, N.00°17'52"E., a distance of 321.26 feet to a point of intersection with the centerline of Fortune Street (a vacated right-of-way) as shown on the plats of LYON COMPANY'S SUBDIVISION and EILAND'S SUBDIVISION; thence N.80°56'11"W. along said centerline, a distance of 2.29 feet to a point of intersection with the Southerly extension of the West boundary of Block M, LYON COMPANY'S SUBDIVISION (the same being the East right-of-way line of Old Gunn Highway); thence N.00°18'08"E. along said East right-of-way line, a distance of 858.87 feet to the Northwest corner of Block C, LYON COMPANY'S SUBDIVISION; thence N.89°01'19"W., a distance of 60.00 feet to the Northeast corner of Block B, LYON COMPANY'S SUBDIVISION; thence S.00°18'08"W. along the East boundary of said Block B (the same being the West right-of-way line of Old Gunn Highway), a distance of 116.50 feet to the Southeast corner of Lot 1, Block B; thence N.89°01'19"W. along the South boundary thereof, a distance of 92.45 feet; thence N.00°18'35"E. along the West boundary thereof, a distance of 112.70 feet to the South right-of-way line of State Road 54; thence N.84°27'22"E. along said South right-of-way line, a distance of 526.10 feet; thence S.00°20'15"W., a distance of 275.69 feet; thence S.89°43'07"E., a distance of 228.79 feet to the West right-of-way line of Gunn Highway; thence S.00°18'28"W., a distance of 642.04 feet; thence continue along said South right-of-way line, S.00°15'53"W., a distance of 161.69 feet to the POINT OF BEGINNING. Containing 15.723 acres, more or less. 
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SURVEYOR'S NOTES: 1. Use of this survey for purposes other than intended, without written verification, will Use of this survey for purposes other than intended, without written verification, will be at the user's sole risk and without liability to the surveyor.  Nothing herein shall be construed to give any rights or benefits to anyone other than those certified to. This survey meets the "Standards of Practice" set forth by the Florida Board of Land Surveyors in Chapter 5J-17 Florida Administrative Code. 2. Surveyor has reviewed the following Commitments for Title Insurance File Number Surveyor has reviewed the following Commitments for Title Insurance File Number 1188392 A1, as issued by Hobby & Hobby, P.A., and underwritten by Old Republic National Title Insurance Company. All pertinent matters except leases, liens, mortgages, taxes, and/or other similar financial matters, identified as encumbrances in Schedule B-II of said Commitment for Title Insurance, have been shown or noted hereon.  The undersigned has relied solely upon said Title Insurance Commitment for all matters pertaining to easements, rights-of-way, setback lines, agreements, reservations, or other similar matters. 3. No instruments of record reflecting easements, right-of-ways and/or ownership were No instruments of record reflecting easements, right-of-ways and/or ownership were furnished to the undersigned except as shown. 4. No underground installations, improvements or encroachments, have been located except No underground installations, improvements or encroachments, have been located except those shown hereon. 5. Bearings shown hereon are based on the Florida State Plane Coordinate System, Bearings shown hereon are based on the Florida State Plane Coordinate System, FL-West Projection, with the West right-of-way line of Gunn Highway having a grid bearing of S.00°18'28"W.6. Bearings and distances shown hereon are field measured, unless otherwise indicated. Bearings and distances shown hereon are field measured, unless otherwise indicated. 7. The text for ties to improvements indicates the direction they lie in relation to the The text for ties to improvements indicates the direction they lie in relation to the boundary. 8. Subject property may contain lands that are subject to jurisdiction or restriction by Subject property may contain lands that are subject to jurisdiction or restriction by one or more of the following agencies:  Army Corp. of Engineers, Southwest Florida Water Management District (S.W.F.W.M.D.) or Florida Department of Environmental Protection (F.D.E.P.). 9. Parcels 1-9 as described and depicted hereon are contiguous per description, however, Parcels 1-9 as described and depicted hereon are contiguous per description, however, a portion of Parcel 6 is is in apparent use by the public as right-of-way and may constitute a gap or gore by prescriptive right.  10. No documentation supporting vacation of those portions of Lemon Street and Dowling No documentation supporting vacation of those portions of Lemon Street and Dowling Street rights-of-way lying east of and adjacent to Parcels 1, 2 and 5; and South of Parcel 5 (shown hereon in red cross-hatching) have been furnished to the Undersigned. However, adjoining parcels are described as extending to the centerline of said streets, and the the line shown hereon is depicted per found monumentation and existing boundary occupation under the assumption that these rights-of-way have been vacated. If no such documentation can be produced to support this assumption, the line shown in red and blue and identified in the legend as "anticipated boundary line" should not be accepted as the title boundary of the subject property, and a revised survey excluding the red cross-hatched area will need to be prepared.
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NOTE REGARDING TIIF DEEDS (EXCEPTIONS 9 & 10): No state road right-of-way exists or did exist within 100' of the lands affected by TIIF deeds referenced in Schedule B-II at the time of their recording, therefore it is the opinion of the undersigned that the State of Florida has no claim to reservation of easements that affect the subject property. 
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MATTERS OF PLAT FOR THE LYON COMPANY'S SUBDIVISION AS RECORDED IN PLAT BOOK 2, PAGE 39, HAVE BEEN SHOWN HEREON, TO THE EXTENT THEY AFFECT THE SUBJECT PROPERTY. RESOLUTION NO. 80-15 RECORDED IN O.R. BOOK 1037, PAGE 1700 AND RECORDED IN O.R. BOOK 1047, PG. 1331 BAY STREET BETWEEN ORANGE AVENUE (OLD GUNN HIGHWAY) AND CENTRAL AVENUE (GUNN HIGHWAY); LEMON AVENUE BETWEEN FORTUNE STREET AND BAY STREET; WALNUT STREET BETWEEN ORANGE AVENUE (OLD GUNN HIGHWAY) AND CENTRAL STREET (GUNN HIGHWAY); GREY STREET BETWEEN ORANGE AVENUE (OLD GUNN HIGHWAY) AND CENTRAL AVENUE (GUNN HIGHWAY); ALLEYWAYS WITHIN BLOCKS D, H, J, M, AND N OF LYON COMPANY SUBDIVISION; AND THE ALLEYWAY BETWEEN LOTS 1 AND 6, BLOCK C OF LYON COMPANY SUBDIVISION. RESOLUTION NO. 82-133, RECORDED IN O.R. BOOK 1202, PG. 328 VACATES FORTUNE STREET BETWEEN CENTRAL AVENUE (GUNN HIGHWAY) AND ORANGE AVENUE (OLD GUNN HIGHWAY). 
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MATTERS OF PLAT FOR EILAND'S SUBDIVISION AS RECORDED IN PLAT BOOK 2, PAGE 65 HAVE BEEN SHOWN HEREON, TO THE EXTENT THEY AFFECT THE SUBJECT PROPERTY. RESOLUTION NO. 82-133 RECORDED IN O.R. BOOK 1202, PAGE 328 VACATES FORTUNE STREET BETWEEN CENTRAL AVENUE (GUNN HIGHWAY) AND ORANGE AVENUE (OLD GUNN HIGHWAY).  RESOLUTION 82-39 RECORDED IN O.R. 1169, PG. 816 VACATES LEMON AVENUE EAST OF PARCEL 9, AND ALLEYWAY WITHIN PARCEL 9
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RESERVATIONS IN FAVOR OF THE STATE OF FLORIDA SET FORTH IN TRUSTEES OF THE INTERNAL IMPROVEMENT FUND (TIIF) OF THE STATE OF FLORIDA RECORDED IN DEED BOOK 130, PG 237 AFFECT AFFECTS PARCEL 1 OF THE SUBJECT PROPERTY, AND HAS BEEN SHOWN HEREON (AREA AFFECTED INCLUDES 0.16 ACRES, MORE OR LESS)
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RESERVATIONS IN FAVOR OF THE STATE OF FLORIDA SET FORTH IN TRUSTEES OF THE INTERNAL IMPROVEMENT FUND (TIIF) OF THE STATE OF FLORIDA RECORDED IN DEED BOOK 130, PG 310 AFFECTS PARCEL 5 OF THE SUBJECT PROPERTY, AND HAS BEEN SHOWN HEREON (AREA AFFECTED COLLECTIVELY INCLUDES 0.76 ACRES, MORE OR LESS)
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EXISTING WELL TO BE ABANDONED BY A

FLORIDA LICENSED WATER WELL

CONTRACTOR IN ACCORDANCE WITH RULE

40D-3.531(2), F.A.C). REFERENCE RULE

2-330.301(1)(F), F.A.C. AND PER

FDEP REGULATIONS

GENERAL DEMOLITION NOTES:

1. CONTRACTOR SHALL BE RESPONSIBLE FOR REMOVAL OF THE EXISTING

STRUCTURES, RELATED UTILITIES, PAVING, UNDERGROUND STORAGE

TANKS AND ANY OTHER EXISTING IMPROVEMENTS AS NOTED, SUCH

THAT THE  IMPROVEMENTS SHOWN ON THE REMAINING PLANS CAN BE

CONSTRUCTED.

2. CONTRACTOR IS TO REMOVE AND DISPOSE OF ALL DEBRIS, RUBBISH

AND OTHER MATERIALS RESULTING FROM PREVIOUS AND CURRENT

DEMOLITION OPERATIONS. DISPOSAL WILL BE IN ACCORDANCE WITH ALL

LOCAL, STATE AND/OR FEDERAL REGULATIONS GOVERNING SUCH

OPERATIONS.  THE CONTRACTOR IS RESPONSIBLE FOR OBTAINING ALL

PERMITS REQUIRED FOR DEMOLITION AND DISPOSAL.

3. THE GENERAL CONTRACTOR SHALL TAKE ALL PRECAUTIONS

NECESSARY TO AVOID PROPERTY DAMAGE TO ADJACENT PROPERTIES

DURING THE CONSTRUCTION PHASES OF THIS PROJECT. THE

CONTRACTOR WILL BE HELD SOLELY RESPONSIBLE FOR ANY DAMAGES

TO THE ADJACENT PROPERTIES OCCURRING DURING THE

CONSTRUCTION PHASES OF THIS PROJECT.

4. THE CONTRACTOR IS SPECIFICALLY CAUTIONED THAT THE LOCATION

AND/OR ELEVATION OF EXISTING UTILITIES AS SHOWN ON THESE PLANS

IS BASED ON RECORDS OF THE VARIOUS UTILITY COMPANIES, AND

WHERE POSSIBLE, MEASUREMENTS TAKEN IN THE FIELD. THE

INFORMATION IS NOT TO BE RELIED ON AS BEING EXACT OR COMPLETE.

THE CONTRACTOR MUST CALL THE APPROPRIATE UTILITY COMPANY AT

LEAST 72 HOURS BEFORE ANY EXCAVATION TO REQUEST EXACT FIELD

LOCATION OF UTILITIES. IF CLEARANCES ARE LESS THAN SPECIFIED ON

THE PLAN OR TWELVE INCHES (12"), WHICHEVER IS LESS, CONTACT THE

DESIGN ENGINEER AND THE OWNER PRIOR TO PROCEEDING WITH

CONSTRUCTION.

5. IF DEMOLITION OR CONSTRUCTION ON SITE WILL INTERFERE WITH THE

ADJACENT PROPERTY OWNER'S TRAFFIC FLOW, THE CONTRACTOR

SHALL COORDINATE WITH THE ADJACENT PROPERTY OWNER, TO

MINIMIZE THE IMPACT ON TRAFFIC FLOW. TEMPORARY RE-ROUTING OF

TRAFFIC IS TO BE ACCOMPLISHED BY USING DOT APPROVED TRAFFIC

BARRICADES, BARRELS, AND/OR CONES. TEMPORARY SIGNAGE AND

FLAGMEN MAY BE ALSO NECESSARY.

6. CONTRACTOR SHALL BEGIN CONSTRUCTION OF ANY LIGHT POLE BASES

FOR RELOCATED LIGHT FIXTURES AND RELOCATION OF ELECTRICAL

SYSTEM AS SOON AS DEMOLITION BEGINS.

7. INTERRUPTION OF POWER TO ANY LIGHT POLES OR SIGNS SHALL NOT

EXCEED 24 HOURS.

8. THE CONTRACTOR SHALL MAINTAIN ALL SANITARY SEWER SERVICES TO

ANY "UPSTREAM" FACILITIES AT ALL TIMES. SANITARY SEWER SERVICES

SHALL NOT BE INTERRUPTED AT ANY TIME DURING CONSTRUCTION

ACTIVITIES.

9. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE DISCONNECTION

OF UTILITY SERVICES TO THE EXISTING BUILDINGS PRIOR TO

DEMOLITION OF THE BUILDINGS.

10. ALL EXISTING SEWERS, PIPING AND UTILITIES SHOWN ARE NOT TO BE

INTERPRETED AS THE EXACT LOCATION, OR AS THE ONLY OBSTACLES

THAT MAY OCCUR ON THE SITE. VERIFY EXISTING CONDITIONS AND

PROCEED WITH CAUTION AROUND ANY ANTICIPATED FEATURES. GIVE

NOTICE TO ALL UTILITY COMPANIES REGARDING DESTRUCTION AND

REMOVAL OF ALL SERVICE LINES AND CAP ALL LINES BEFORE

PROCEEDING WITH THE WORK. THE CONTRACTOR SHALL COORDINATE

WITH THE UTILITY COMPANY CONCERNING PORTIONS OF WORK WHICH

MAY BE PERFORMED BY THE UTILITY COMPANY'S FORCES AND ANY FEES

WHICH ARE TO BE PAID TO THE UTILITY COMPANY FOR THEIR SERVICES.

THE CONTRACTOR IS  RESPONSIBLE FOR PAYING ALL FEES AND

CHARGES. UTILITIES DETERMINED TO BE ABANDONED AND LEFT IN

PLACE SHALL BE GROUTED IF UNDER BUILDING.

11.CONTRACTOR MUST PROTECT THE PUBLIC AT ALL TIMES WITH FENCING,

BARRICADES, ENCLOSURES, ETC., TO THE BEST PRACTICES AND

APPROVED BY OWNER/DEVELOPER CONSTRUCTION MANAGER.

12. PRIOR TO DEMOLITION OCCURRING, ALL SEDIMENT  CONTROL DEVICES

ARE TO BE INSTALLED - SEE EROSION & SEDIMENTATION CONTROL PLAN.

13.CONTRACTOR IS TO ENSURE NO DISTURBANCE OCCURS BEYOND THE

LIMITS SHOWN ON THIS PLAN.

NOTE: DISPOSAL OF SEDIMENT.

SEDIMENT REMOVED FROM SILT FENCE, INLET PROTECTION,

SEDIMENT PONDS AND TRAPS, ETC. DURING THE COURSE OF

CONSTRUCTION, SHALL BE PLACED ON THE TOPSOIL STOCKPILE AND

RESPREAD AT THE END OF THE PROJECT. SEDIMENT  REMOVED

FROM THESE ITEMS AFTER THE SITE HAS BEEN SEEDED, SHALL BE

HAULED OF SITE AND DISPOSED OF AT AN APPROVED, LICENSED

SPOIL AREA THAT IS IN FULL COMPLIANCE WITH THE NPDES

REGULATIONS. CONTRACTOR IS RESPONSIBLE FOR OBTAINING ANY

APPROVALS NECESSARY TO ALLOW FOR THE DISPOSAL OF THIS

MATERIAL IF HAULED OFF-SITE.

NOTE: THE CONTRACTOR SHALL PROVIDE PASCO COUNTY AND THE

CONSULTING ENGINEER WITH A MINIMUM OF 72 HOURS ADVANCE

NOTICE TO THE START OF CONSTRUCTION ACTIVITY. ACTIVITY IS

DEFINED, BUT NOT NECESSARILY LIMITED TO INSTALLATION OF

STONE CONSTRUCTION DRIVE, SILT  FENCE, CLEARING AND

GRUBBING, STRIPPING TOPSOIL, GRADING, AND INSTALLATION OF

ANY UTILITY OR ROAD WORK. SITE INSPECTIONS BY THE CEC AS

REQUIRED CAN THEN BE ARRANGED.

THE CONTRACTOR SHALL MAINTAIN CLOSE CONTACT WITH PASCO

COUNTY AND FDEP INSPECTORS SO THAT PERIODIC INSPECTIONS

CAN BE PERFORMED AT APPROPRIATE STAGES OF CONSTRUCTION.

INSPECTION SCHEDULE MUST BE CARRIED OUT IN ACCORDANCE

WITH JURISDICTIONAL REQUIREMENTS.

THE LOCATION OF THE SILT FENCE AND CONSTRUCTION/TREE

PROTECTION FENCING ON THE DRAWINGS IS FOR GRAPHICAL

PURPOSES ONLY. THE CONTRACTOR IS TO ENSURE THAT THE SILT

FENCE AND CONSTRUCTION/TREE PROTECTION FENCING

ENCOMPASSES THE ENTIRE WORK AREA.

EROSION CONTROL NOTE:

1. REQUIRED EROSION AND SEDIMENT CONTROL DEVICES

SHALL BE IN PLACE AT ALL TIMES DURING CONSTRUCTION

AND SHALL BE REMOVED ONLY AFTER STABILIZATION HAS

BEEN ESTABLISHED.

2. AT ALL TIMES DURING CONSTRUCTION APPLY PERIMETER

CONTROL (BMP'S) PRACTICES TO PROTECT THE DISTURBED

AREA FROM OFFSITE RUNOFF AND TO PREVENT

SEDIMENTATION DAMAGE TO AREAS BELOW ACTIVITY.

3. DISTURBED AREAS MUST BE PROPERLY STABILIZED,

INCLUDING GRADING, COMPACTING, AND SOD..

4. NO ILLICIT DISCHARGE SHALL OCCUR AS A RESULT OF

ACTIVITY PERFORMED PURSUANT TO THIS PERMIT.

5. INLETS TO STORM SEWERS SHALL BE PROTECTED BY

SUITABLE FILTERING DEVICES DURING CONSTRUCTION TO

KEEP POLLUTANTS FROM ENTERING CONVEYANCE SYSTEMS.

EXISTING WELL TO BE ABANDONED BY A

FLORIDA LICENSED WATER WELL

CONTRACTOR IN ACCORDANCE WITH RULE

40D-3.531(2), F.A.C). REFERENCE RULE

2-330.301(1)(F), F.A.C. & PER FDEP

REGULATIONS

LEGEND

EXISTING PROPOSED DESCRIPTION

PROPERTY LINE

PAVEMENT REMOVAL

BUILDING / FOUNDATION REMOVAL

EXISTING ITEM TO BE REMOVED

TREE PROTECTION FENCING (TYP.)

X

NOTE: REFER TO OFF-SITE ROAD PLANS

FOR DEMOLITION WITHIN THE GUNN

HIGHWAY ROW

NOTE: REFER TO OFF-SITE ROAD PLANS

FOR DEMOLITION WITHIN THE GUNN

HIGHWAY ROW

NOTE: REFER TO OFF-SITE ROAD PLANS

FOR DEMOLITION WITHIN THE OLD

GUNN HIGHWAY ROW

NOTE: REFER TO OFF-SITE ROAD PLANS

FOR DEMOLITION WITHIN THE OLD

GUNN HIGHWAY ROW

TREE PROTECTION FENCING (TYP.)

EXISTING CHAIN LINK

FENCE TO BE REMOVED

EXISTING STORMWATER POND

TO BE FILLED WITH APPROVED

FILL MATERIAL

EXISTING STORMWATER POND

TO BE FILLED WITH APPROVED

FILL MATERIAL

ALL ON-SITE POWER POLES & OVERHEAD

WIRE TO BE REMOVED. CONTRACTOR

TO COORDINATE WITH POWER COMPANY

TO ENSURE ALL ON-SITE POWER HAS BEEN

TURNED OFF PRIOR TO DEMOLITION.

ALL ON-SITE POWER POLES & OVERHEAD

WIRE TO BE REMOVED. CONTRACTOR

TO COORDINATE WITH POWER COMPANY

TO ENSURE ALL ON-SITE POWER HAS BEEN

TURNED OFF PRIOR TO DEMOLITION.

FLOOD CERTIFICATION:

BASED ON INSPECTION OF FEMA FLOOD INSURANCE RATE

MAP (F.I.R.M.) COMMUNITY PANEL No. 12101C0380F, DATED

SEPTEMBER 26, 2014, THE PROPERTY APPEARS TO LIE IN

FLOOD ZONE X.

SEASONAL HIGH-WATER TABLE:

BASED ON THE GEOTECHNICAL EXPLORATION REPORT BY

UNIVERSAL ENGINEERING, INC., DATED NOVEMBER 11,

2020 THE ESTIMATED SHWT IS 11' TO 12' BELOW EXISTING

GRADE.

EX. CHAIN LINK FENCE

TO BE REMOVED

STRIP ALL EXISTING TOPSOIL AND

DELETERIOUS ORGANIC MATERIAL

STRIP ALL EXISTING TOPSOIL AND

DELETERIOUS ORGANIC MATERIAL
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REMOVE ALL EXISTING PAVING

NOTE: IF ANY ADDITIONAL WELLS, NOT

SHOWN, ARE ENCOUNTERED ON THE

PROPERTY, SAID WELLS SHALL BE CAPPED

AND ABANDONED BY THE CONTRACTOR IN

ACCORDANCE WITH FDEP REGULATIONS

NOTE: REFER TO OFF-SITE ROAD PLANS

FOR DEMOLITION WITHIN THE STATE

ROAD 54  HIGHWAY ROW

NOTE: ALL EXISTING STRUCTURES AND

PAVEMENT TO BE DEMOLISHED

REFER TO SHEET L-1.0 FOR

TREE REMOVAL PLAN
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PROPOSED RIGHT

TURN LANE EXPANSION

PROPOSED REDEVELOPMENT OF

EXISTING U-TURN ONLY LANE

INTO DESIGNATED LEFT HAND TURN LANE

EXISTING SIGNALIZED

 INTERSECTION

TRUCK DOCK

TRUCK TURN RADIUS

MIN. 55'R

110.0'
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This item has been digitally signed and sealed by Scott

K. Stannard, PE on the date adjacent to the seal. Printed

copies of this document are not considered signed and

sealed and the signature must be verified on any

electronic copies.
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328 FRONT FIELD PARKS

REFER TO SHEET C-4.1 FOR ON-SITE

LOWE'S SITE PLAN

NOTE: STRIPING ALONG

PASCO COUNTY AND FDOT

ROADS SHOWN PER

PROPOSED IMPROVEMENT

PLANS, REFER TO SHEETS

OFF-SITE ROAD PLANS

INCLUDED IN

THIS SET.
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NOTE: OLD GUNN ROAD IS A

SUBSTANDARD ROAD AND WILL BE

IMPROVED PER PASCO COUNTY LDC

REQUIREMENTS, REFER TO SHEETS

OFF-SITE ROAD PLANS INCLUDED IN

THIS SET.

NOTE: ANY LIGHTING USED TO ILLUMINATE

ANY PARKING AREA SHALL BE SO ARRANGED

AS TO DIRECT AND/OR SHIELD LIGHT AWAY

FROM ADJOINING RESIDENTIAL PREMISES AND

RIGHT-OF-WAY.

IF, DURING CONSTRUCTION

ACTIVITIES, ANY EVIDENCE OF

THE PRESENCE OF STATE OR

FEDERALLY PROTECTED PLANT

AND/OR ANIMAL SPECIES IS

DISCOVERED, PASCO COUNTY

AND APPLICABLE AGENCIES

SHALL BE NOTIFIED WITHIN TWO

WORKING DAYS OF THE PLANT

AND/OR ANIMAL SPECIES FOUND

ON SITE. ALL WORK IN THE

AFFECTED AREA SHALL COME TO

AN IMMEDIATE STOP UNTIL ALL

PERTINENT PERMITS HAVE BEEN

OBTAINED, AGENCY WRITTEN

AUTHORIZATION TO COMMENCE

ACTIVITIES HAS BEEN GIVEN, OR

UNLESS COMPLIANCE WITH

STATE AND FEDERAL

GUIDELINES CAN BE

DEMONSTRATED.

NOTE:

IN CONSIDERATION OF PASCO COUNTY'S AGREEMENT TO

PROVIDE POTABLE WATER AND/OR RECLAIMED WATER TO

THE SUBJECT PROPERTY, DEVELOPER/OWNER, AND ITS

SUCCESSORS AND ASSIGNS, AGREE TO THE FOLLOWING:

(a) IN THE EVENT OF PRODUCTION FAILURE OR

SHORTFALL BY TAMPA BAY WATER, AS SET FORTH IN

SECTION 3.19 OF THE INTERLOCAL AGREEMENT CREATING

TAMPA BAY WATER, DEVELOPER/OWNER SHALL

TRANSFER TO PASCO COUNTY ANY AND ALL WATER USE

PERMITS OR WATER USE RIGHTS THE DEVELOPER/OWNER

MAY HAVE TO USE OR CONSUME SURFACE OR GROUND

WATER WITHIN PASCO COUNTY.

(b) PRIOR TO DEVELOPER/OWNER SELLING WATER OR

WATER USE PERMITS OR WATER USE RIGHTS,

DEVELOPER/OWNER SHALL NOTIFY PASCO COUNTY, AND

PASCO COUNTY SHALL HAVE A RIGHT OF FIRST REFUSAL

TO PURCHASE SUCH WATER OR WATER USE PERMITS OR

WATER USE RIGHTS.

NOTES PER PASCO COUNTY TRAFFIC OPERATIONS

PER FLORIDA STATE STATUTE 316.0745, ALL TRAFFIC

CONTROL SIGNING AND MARKINGS ON PRIVATE PROPERTY

OPENED TO THE PUBLIC SHALL BE IN CONFORMANCE WITH

THE MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES

AND FDOT STANDARDS.

ALL HANDICAP PARKING SPACES SHALL BE SIGNED AND

MARKED IN ACCORDANCE WITH FLORIDA DEPARTMENT OF

TRANSPORTATION STANDARDS PLANS INDEX 711-011.

NOTE: STRIPING ALONG PASCO

COUNTY AND FDOT ROADS SHOWN

PER PROPOSED IMPROVEMENT

PLANS, REFER TO SHEETS

OFF-SITE ROAD PLANS INCLUDED IN

THIS SET.
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THIS DEVELOPMENT.

STORMWATER

MANAGEMENT POND

(REF. C-26.0)
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PROPOSED STUB-OUT TO

EXISTING 7-11 PARCEL. NO

EXISTING ACCESS EASEMENT

EXISTS TODAY.

ADDITIONAL PARKING NOT

INCLUDED IN LOWE'S PARKING

CALCULATIONS. PARKING TO BE

INCLUDED IN FUTURE

DEVELOPMENT ON OUTPARCEL "B"
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PROPOSED UTILITY EASEMENT

8' "ORANGE TRAIL" ASPHALT

SHARED USE PATH

10' "ORANGE TRAIL" ASPHALT

SHARED USE PATH

8' "ORANGE TRAIL" ASPHALT

SHARED USE PATH
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Address:

Zoning:

Existing

Proposed:

Current Use:

FLU:

Total Acreage: 

Lowe's Parcel

Outparcel "A"

Outparcel "B"

ROW Dedication 

Building SF Breakdwon:

Main Building

Garden Center

Total Building & Garden Center:

FAR

Proposed Land Coverage:

Pervious

Impervious

Required Open Space

(10% of VUA)

Provided Open Space

Maximum Building Height:

Allowed

Provided

Setbacks:

Front (North)

Side (East)

Side (West)

Rear (South)

Buffers:

Front (North)

Side (East)

Side (West)

Rear (South)

Parking Requirements:

Retail: 1 Space / 400 SF

Required

Provided

Handicap Spaces Req. (2% of Spaces)

Handicap Spaces Provided

8"x18" Compact Spaces (25% Max)

2317 Gunn Highway

Odessa, FL 33556

C2

C2

COMMERCIAL

COMMERCIAL

15.45 AC

11.73 AC

1.85 AC

1.69 AC

0.18 AC

110,619 SF

27,720 SF

138,339 SF

0.21 (0.50 MAX)

152,000 SF (29.7%)

358,958 SF (70.3%)

19,576 SF (10%)

19,630 SF

60'

30'

25'

30'

30'

30'

20'

20'

10'

10'

346

346

7

7

41 (11.8%)

SITE DATA

REQ: PROVIDED:

25'

30'

30'

30'

20'

20'

10'

10'

GENERAL SITE NOTES

A. ALL WORK SHALL BE DONE IN STRICT ACCORDANCE WITH DIVISION 2 OF LOWE'S

STANDARD SITE SPECIFICATIONS.

B. ALL DIMENSIONS SHOWN ARE TO THE FACE OF CURB UNLESS OTHERWISE NOTED.

C. UNLESS OTHERWISE SHOWN, CALLED OUT OR SPECIFIED HEREON ALL CURBING

ADJACENT TO CONCRETE PAVING SHALL BE 6" INTEGRAL CURBING. CURB AND GUTTER

NEXT TO ASPHALT SHALL BE TYPE 'F' CURB AND GUTTER.

D. DEMOLITION OF EXISTING PAVEMENT AND UTILITIES IS A PART OF THIS CONSTRUCTION

PACKAGE. THE  CONTRACTOR SHALL TAKE ALL NECESSARY PRECAUTIONS AND STEPS TO

INSURE THAT ALL ADJOINING PROPERTIES ARE PROTECTED FROM DAMAGE AND TO

INSURE THAT ALL ADJOINING PROPERTIES RETAIN ALL UTILITY SERVICES DURING THE

DURATION OF THE CONSTRUCTION.

E. IF DEMOLITION OR CONSTRUCTION ON SITE WILL INTERFERE WITH THE ADJACENT

PROPERTY OWNER'S TRAFFIC  FLOW, THE CONTRACTOR SHALL COORDINATE WITH THE

ADJACENT PROPERTY OWNER, TO MINIMIZE THE IMPACT ON TRAFFIC FLOW.  TEMPORARY

RE-ROUTING  OF TRAFFIC IS TO BE ACCOMPLISHED BY USING DOT APPROVED TRAFFIC

BARRICADES, BARRELS, AND/OR CONES.  TEMPORARY SIGNAGE AND  FLAGMEN MAY BE

ALSO NECESSARY.

F. CONTRACTOR TO PROTECT ALL EXISTING LANDSCAPE NOTED TO BE SAVED.

G. ALL SLOPES AND AREAS DISTURBED BY CONSTRUCTION SHALL BE GRADED SMOOTH AND

FOUR INCHES OF TOPSOIL APPLIED.  IF ADEQUATE  TOPSOIL IS NOT AVAILABLE ON SITE,

THE CONTRACTOR SHALL PROVIDE TOPSOIL, APPROVED BY THE OWNER, AS NEEDED.

THE AREA SHALL THEN BE SEEDED/SODDED, FERTILIZED, MULCHED, WATERED AND

MAINTAINED UNTIL HARDY GRASS GROWTH IS ESTABLISHED IN ALL AREAS. ANY AREAS

DISTURBED FOR ANY REASON PRIOR TO FINAL ACCEPTANCE OF THE PROJECT SHALL BE

CORRECTED BY THE CONTRACTOR AT NO ADDITIONAL COST TO THE OWNER.

H. THE EXISTING ON-SITE MASTER STORMWATER POND WILL SERVE THE ENTIRE

DEVELOPMENT PROPERTY.

I. THE LOCATION OF THE CONSTRUCTION FENCE ON THE DRAWINGS IS FOR GRAPHICAL

REPRESENTATION ONLY. THE CONTRACTOR IS TO ENSURE  THAT THE CONSTRUCTION

FENCE ENCOMPASSES THE ENTIRE WORK AREA.

J. ALL DIMENSIONS, UNLESS OTHERWISE NOTED, ARE TO FACE OF CURB, OUTSIDE FACE OF

BUILDING (BLOCK), OR CENTERLINE OF PARKING BAY.  REFER TO ARCHITECTURAL PLANS

FOR EXACT LOCATIONS OF ALL ENTRY/EXIT PORCHES AND PRECISE BUILDING

DIMENSIONS.

K. UNLESS OTHERWISE NOTED, PAVEMENT SHALL BE STANDARD DUTY ASPHALT.

L. ALL HANDICAP SPACES ARE TO RECEIVE A HANDICAP SIGN AND SYMBOL PAINTED ON THE

ASPHALT.  STALL(S) ADJACENT TO THE FIVE (5') FOOT STRIPED AISLES ARE TO RECEIVE A

"VAN ACCESSIBLE" SIGN IN ADDITION TO THE ABOVE.  STRIPING TO BE BLUE.

M. STOP SIGNS SHALL MEET THE CRITERIA OF THE FLORIDA DEPARTMENT OF

TRANSPORTATION AND MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES.

N. THE EARTHWORK FOR ALL BUILDING FOUNDATIONS AND SLABS SHALL BE IN

ACCORDANCE WITH ARCHITECTURAL BUILDING PLANS AND SPECIFICATIONS.

O. THE GENERAL CONTRACTOR IS TO COORDINATE WITH THE APPROPRIATE UTILITY

COMPANIES PRIOR TO CONSTRUCTION, ADJUSTMENT, OR RELOCATION OF EXISTING

UTILITIES AS DESIGNATED ON THE PLANS.

P. THE CONTRACTOR IS RESPONSIBLE FOR REPAIRING DAMAGE TO ANY EXISTING ITEM

DURING CONSTRUCTION SUCH AS, BUT NOT LIMITED TO, DRAINAGE, UTILITIES,

PAVEMENT, STRIPING, CURB, ETC.  REPAIRS SHALL BE EQUAL TO OR BETTER THAN

EXISTING CONDITIONS.  THE CONTRACTOR IS RESPONSIBLE TO DOCUMENT ALL EXISTING

DAMAGE AND NOTIFY CONSTRUCTION MANAGER PRIOR TO CONSTRUCTION START.

PASCO COUNTY DEVELOPMENT REVIEW

STANDARD SITE PLAN NOTES

1. ALL UTILITY CONSTRUCTION SHALL COMPLY WITH THE PASCO

COUNTY STANDARDS FOR DESIGN AND CONSTRUCTION OF

WATER AND WASTEWATER SPECIFICATIONS, LATEST EDITION.

2. ALL ON-SITE WATER AND SEWER FACILITIES SHALL BE OWNED

AND MAINTAINED BY THE OWNER-DEVELOPER.

3. INSTALLATION OF FUEL STORAGE TANKS REQUIRES REVIEW

AND APPROVAL BY THE FIRE MARSHAL AND THE ISSUANCE OF

A SEPARATE PERMIT. APPROVAL OF THE SITE PLAN DOES NOT

CONSTITUTE APPROVAL OF THE LOCATION OF FUEL TANKS.

4. ALL PROPOSED SIGNS MUST BE APPLIED FOR, APPROVED, AND

PERMITTED ON AN INDIVIDUAL BASIS APART FROM ANY

ULTIMATELY APPROVED SITE PLAN. APPROVAL OF THIS SITE

PLAN DOES NOT CONSTITUTE APPROVAL OF ANY SIGNAGE.

5. HANDICAP PARKING SPACES WILL BE PROPERLY SIGNED AND

STRIPED IN ACCORDANCE WITH THE FLORIDA STATUTE 316,

THE MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES, OR

OTHER APPLICABLE STANDARDS.

6. THE ARCHITECT / ENGINEER CERTIFIES THAT THE SITE HAS

BEEN DESIGNED IN ACCORDANCE WITH THE AMERICAN WITH

DISABILITIES ACT.

7. ALL ON-SITE PARKING SPACES WILL BE STRIPED AND SIGNED IN

ACCORDANCE WITH THE MANUAL ON UNIFORM TRAFFIC

CONTROL DEVICES, LATEST EDITION. PARKING SPACES,

DIRECTIONAL ARROWS, AND STOP BARS SHALL BE STRIPED

WHITE. IT SHALL BE THE OWNER / DEVELOPER'S

RESPONSIBILITY TO PROPERLY SIGN AND STRIPE IN

ACCORDANCE WITH APPLICABLE STANDARDS.

8. THE OWNER / DEVELOPER ACKNOWLEDGES THAT APPROVAL

DOES NOT INCLUDE ANY WORK IN THE COUNTY RIGHT-OF-WAY.

ALL RIGHT-OF-WAY WORK SHALL BE A FUNCTION OF AN

APPROVED PASCO RIGHT-OF-WAY USE PERMIT.

9. ALL CLEAR-SIGHT AREAS SHALL BE KEPT FREE OF ANY

SIGNAGE, PLANTINGS, TREES, ETC. IN EXCESS OF

THREE-AND-A-HALF (3-1/2) FEET IN HEIGHT.

10. NO IRRIGATION SYSTEM OR LANDSCAPING SHALL BE INSTALLED

IN ANY COUNTY OR STATE RIGHT-OF-WAY WITHOUT ISSUANCE

OF APPROPRIATE RIGHT-OF-WAY USE PERMIT.

11. THE OWNER / DEVELOPER ACKNOWLEDGES THAT THE SITE AND

ITS SUBSEQUENT BUILDING PERMITS SHALL COMPLY WITH ALL

REZONING / MPUD / PUD CONDITIONS.

12. ALL STRUCTURES, INCLUDING BUFFER WALLS, RETAINING

WALLS, SIGNAGE, ETC. REQUIRE BUILDING PERMITS.

13. ALL CONSTRUCTION WORK, INCLUDING ROADS, DRAINAGE, AND

UTILITIES, SHALL BE CONSTRUCTED IN ACCORDANCE WITH

COUNTY DESIGN STANDARDS AND TESTED IN COMPLIANCE

WITH THE ENGINEERING SERVICES DEPARTMENT'S TESTING

SPECIFICATIONS FOR CONSTRUCTION OF ROADS, STORM

DRAINAGE, AND UTILITIES.

PASCO COUNTY RIGHT-OF-WAY NOTES:

ALL PROPOSED THROUGH LANES SHALL HAVE ONE CONSISTENT

CROSS SLOPE THROUGHOUT THE NEW TRANSITION. THE

PAVEMENT CROSS-SLOPE FOR THRU LANES SHALL NOT BE LESS

THAN 0.015 FOOT PER FOOT OR GREATER THAN 0.04 FEET PER

FOOT UNLESS CONSIDERED A SUPERELEVATION. THE ASPHALTIC

CONCRETE PAVEMENT FINAL LIFT JOINT SHALL NOT TRANSGRESS

OR VIOLATE INTO ANY TWELVE FOOT THRU LANE.

SIDEWALK SHALL BE INSTALLED PER FDOT INDEX 522-001.

ROADWAY/ SIDEWALK CONNECTIONS MUST MEET CURRENT A.D.A.

STANDARDS AND F.D.O.T. INDEX 522-002. A TWO FOOT CLEAR

ZONE SLOPE NO MORE THAN SIX PERCENT ADJOINING THE

SIDEWALK SHALL BE CONSTRUCTED THROUGHOUT ITS ENTIRETY.

COMPACT FILL AREAS, INCLUDING CUT AREAS UNDER THE

SIDEWALK THAT HAVE BEEN EXCAVATED MORE THAN 6 INCHES

BELOW THE BOTTOM OF SIDEWALK, TO A MINIMUM OF 95% OF

AASHTO T99 DENSITY. THE AREA TO BE COMPACTED IS DEFINED

AS THAT AREA DIRECTLY UNDER THE SIDEWALK AND 1 FOOT

BEYOND EACH SIDE OF THE SIDEWALK WHEN RIGHT-OF-WAY

ALLOWS. SIDEWALKS SHALL BE CONSTRUCTED OF NATURAL

COLORED CONCRETE AT LEAST 3000 PSI IN STRENGTH, FIBER

REINFORCED, AND FOUR (4) INCHES IN THICKNESS EXCEPT FOR

DRIVEWAYS APPROACHES WHICH REQUIRE A MINIMUM OF SIX (6)

INCHES.

ANY VALVE COVER OR UTILITY APPENDAGE PLACED WITHIN A

SIDEWALK SHALL ADHERE TO ALL ADA REQUIREMENTS. 303.2

VERTICAL. CHANGES IN LEVEL OF 1/4 INCH (6.4 MM) HIGH MAXIMUM

SHALL BE PERMITTED TO BE VERTICAL. 303.3 BEVELED. CHANGES IN

LEVEL BETWEEN 1/4 INCH (6.4 MM) HIGH MINIMUM AND 1/2 INCH (13

MM) HIGH MAXIMUM SHALL BE BEVELED WITH A SLOPE NOT STEEPER

THAN 1:2.

PROPOSED 10' ROW DEDICATION

ALONG GUNN HIGHWAY

SITE PLAN C-4.2

GRADING PLAN C-6.1

UTILITY PLAN C-8.1

EROSION CONTROL PLAN PHASE I C-9.1

EROSION CONTROL PLAN PHASE II C-10.1

SITE PLAN C-4.1

GRADING PLAN C-6.0

UTILITY PLAN C-8.0

EROSION CONTROL PLAN PHASE I C-9.0

EROSION CONTROL PLAN PHASE II C-10.0

LEGEND

EXISTING PROPOSED DESCRIPTION

PROPERTY LINE

24" CONCRETE CURB & GUTTER

HEAVY DUTY ASPHALT

HEAVY DUTY CONCRETE PAVING

STD. CONCRETE PAVING

ASPHALT MULTI-USE TRAIL

(SEE SHEET C-5.0 FOR DETAIL)

NUMBER OF PARKING SPACES PER

ROW

LIGHT POLE

11
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HOME CENTERS, INC. ANY USE OR REPRODUCTION

IN WHOLE OR PART IS PROHIBITED WITHOUT THE

EXPRESSED WRITTEN CONSENT OF LOWE'S HOME

CENTERS, INC. COPYRIGHT 2005 ALL RIGHTS
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LOWE'S HOME CENTERS, INC.

1000 LOWES' BOULEVARD
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This item has been digitally signed and sealed by Scott

K. Stannard, PE on the date adjacent to the seal. Printed

copies of this document are not considered signed and

sealed and the signature must be verified on any

electronic copies.
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LEGEND

EXISTING PROPOSED DESCRIPTION

PROPERTY LINE

24" CONCRETE CURB & GUTTER

HEAVY DUTY ASPHALT

HEAVY DUTY CONCRETE PAVING

STD. CONCRETE PAVING

ASPHALT MULTI-USE TRAIL

(SEE SHEET C-5.0 FOR DETAIL)

NUMBER OF PARKING SPACES PER

ROW

LIGHT POLE

11

NOTE: STRIPING ALONG

PASCO COUNTY AND FDOT

ROADS SHOWN PER

PROPOSED IMPROVEMENT

PLANS. REFER TO OFF-SITE

ROAD PLANS INCLUDED IN

THIS SET.

NOTE: OLD GUNN ROAD IS A

SUBSTANDARD ROAD AND WILL BE

IMPROVED PER PASCO COUNTY LDC

REQUIREMENTS. REFER TO OFF-SITE

ROAD PLANS INCLUDED IN THIS SET.

GENERAL SITE NOTES

A. ALL WORK SHALL BE DONE IN STRICT ACCORDANCE WITH DIVISION 2 OF LOWE'S

STANDARD SITE SPECIFICATIONS.

B. ALL DIMENSIONS SHOWN ARE TO THE FACE OF CURB UNLESS OTHERWISE NOTED.

C. UNLESS OTHERWISE SHOWN, CALLED OUT OR SPECIFIED HEREON ALL CURBING

ADJACENT TO CONCRETE PAVING SHALL BE 6" INTEGRAL CURBING. CURB AND GUTTER

NEXT TO ASPHALT SHALL BE TYPE 'F' CURB AND GUTTER.

D. DEMOLITION OF EXISTING PAVEMENT AND UTILITIES IS A PART OF THIS CONSTRUCTION

PACKAGE. THE  CONTRACTOR SHALL TAKE ALL NECESSARY PRECAUTIONS AND STEPS TO

INSURE THAT ALL ADJOINING PROPERTIES ARE PROTECTED FROM DAMAGE AND TO

INSURE THAT ALL ADJOINING PROPERTIES RETAIN ALL UTILITY SERVICES DURING THE

DURATION OF THE CONSTRUCTION.

E. IF DEMOLITION OR CONSTRUCTION ON SITE WILL INTERFERE WITH THE ADJACENT

PROPERTY OWNER'S TRAFFIC  FLOW, THE CONTRACTOR SHALL COORDINATE WITH THE

ADJACENT PROPERTY OWNER, TO MINIMIZE THE IMPACT ON TRAFFIC FLOW.  TEMPORARY

RE-ROUTING  OF TRAFFIC IS TO BE ACCOMPLISHED BY USING DOT APPROVED TRAFFIC

BARRICADES, BARRELS, AND/OR CONES.  TEMPORARY SIGNAGE AND  FLAGMEN MAY BE

ALSO NECESSARY.

F. CONTRACTOR TO PROTECT ALL EXISTING LANDSCAPE NOTED TO BE SAVED.

G. ALL SLOPES AND AREAS DISTURBED BY CONSTRUCTION SHALL BE GRADED SMOOTH AND

FOUR INCHES OF TOPSOIL APPLIED.  IF ADEQUATE  TOPSOIL IS NOT AVAILABLE ON SITE,

THE CONTRACTOR SHALL PROVIDE TOPSOIL, APPROVED BY THE OWNER, AS NEEDED.

THE AREA SHALL THEN BE SEEDED/SODDED, FERTILIZED, MULCHED, WATERED AND

MAINTAINED UNTIL HARDY GRASS GROWTH IS ESTABLISHED IN ALL AREAS. ANY AREAS

DISTURBED FOR ANY REASON PRIOR TO FINAL ACCEPTANCE OF THE PROJECT SHALL BE

CORRECTED BY THE CONTRACTOR AT NO ADDITIONAL COST TO THE OWNER.

H. THE EXISTING ON-SITE MASTER STORMWATER POND WILL SERVE THE ENTIRE

DEVELOPMENT PROPERTY.

I. THE LOCATION OF THE CONSTRUCTION FENCE ON THE DRAWINGS IS FOR GRAPHICAL

REPRESENTATION ONLY. THE CONTRACTOR IS TO ENSURE  THAT THE CONSTRUCTION

FENCE ENCOMPASSES THE ENTIRE WORK AREA.

J. ALL DIMENSIONS, UNLESS OTHERWISE NOTED, ARE TO FACE OF CURB, OUTSIDE FACE OF

BUILDING (BLOCK), OR CENTERLINE OF PARKING BAY.  REFER TO ARCHITECTURAL PLANS

FOR EXACT LOCATIONS OF ALL ENTRY/EXIT PORCHES AND PRECISE BUILDING

DIMENSIONS.

K. UNLESS OTHERWISE NOTED, PAVEMENT SHALL BE STANDARD DUTY ASPHALT.

L. ALL HANDICAP SPACES ARE TO RECEIVE A HANDICAP SIGN AND SYMBOL PAINTED ON THE

ASPHALT.  STALL(S) ADJACENT TO THE FIVE (5') FOOT STRIPED AISLES ARE TO RECEIVE A

"VAN ACCESSIBLE" SIGN IN ADDITION TO THE ABOVE.  STRIPING TO BE BLUE.

M. STOP SIGNS SHALL MEET THE CRITERIA OF THE FLORIDA DEPARTMENT OF

TRANSPORTATION AND MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES.

N. THE EARTHWORK FOR ALL BUILDING FOUNDATIONS AND SLABS SHALL BE IN

ACCORDANCE WITH ARCHITECTURAL BUILDING PLANS AND SPECIFICATIONS.

O. THE GENERAL CONTRACTOR IS TO COORDINATE WITH THE APPROPRIATE UTILITY

COMPANIES PRIOR TO CONSTRUCTION, ADJUSTMENT, OR RELOCATION OF EXISTING

UTILITIES AS DESIGNATED ON THE PLANS.

P. THE CONTRACTOR IS RESPONSIBLE FOR REPAIRING DAMAGE TO ANY EXISTING ITEM

DURING CONSTRUCTION SUCH AS, BUT NOT LIMITED TO, DRAINAGE, UTILITIES,

PAVEMENT, STRIPING, CURB, ETC.  REPAIRS SHALL BE EQUAL TO OR BETTER THAN

EXISTING CONDITIONS.  THE CONTRACTOR IS RESPONSIBLE TO DOCUMENT ALL EXISTING

DAMAGE AND NOTIFY CONSTRUCTION MANAGER PRIOR TO CONSTRUCTION START.

NOTE: ANY LIGHTING USED TO ILLUMINATE

ANY PARKING AREA SHALL BE SO ARRANGED

AS TO DIRECT AND/OR SHIELD LIGHT AWAY

FROM ADJOINING RESIDENTIAL PREMISES AND

RIGHT-OF-WAY.

NOTES PER PASCO COUNTY TRAFFIC OPERATIONS

PER FLORIDA STATE STATUTE 316.0745, ALL

TRAFFIC CONTROL SIGNING AND MARKINGS ON

PRIVATE PROPERTY OPENED TO THE PUBLIC

SHALL BE IN CONFORMANCE WITH THE MANUAL ON

UNIFORM TRAFFIC CONTROL DEVICES AND FDOT

STANDARDS.

ALL HANDICAP PARKING SPACES SHALL BE SIGNED

AND MARKED IN ACCORDANCE WITH FLORIDA

DEPARTMENT OF TRANSPORTATION STANDARDS

PLANS INDEX 711-011.

0 50 100 150

SCALE: 1" = 50'

N

9-BUTTON

REFLECTOR BARRICADE

SITE DETAILS - SEE DETAIL SHEETS

1A

1B

1C

1D

4A

4B

5A

5B

6A

10A

11A

12A

12B

14A

18A

18B

18C

18D

19A

20A

21A

24" CURB AND GUTTER (ON-SITE USE, REF. SHEET C-5.0)

6" FDOT TYPE "D" CURB PER FDOT STANDARD INDEX 520-001

PERVIOUS PAVEMENT (REF. SHEET C-5.0)

1' RIBBON CURB

4'x7' CONCRETE PAD & PEDESTRIAN BENCH

5'X10' CONCRETE PAD & (3) BICYCLE RACK

TRANSFORMER PAD

GENERATOR PAD

4' CHAIN LINK FENCE BLACK VINYL PER FDOT STANDARD INDEX 550-002.

CUSTOMER LOADING CANOPY. REFER TO DETAIL THIS PAGE

CART RETURN (FURNISHED AND INSTALLED BY LOWE'S)

6" BOLLARD

WHEEL STOP

TRASH COMPACTER (SCREENED BY 8' MASONRY WALL, REF. ARCH PLANS)

CURB RAMP TYPE CR-E PER FDOT STANDARD PLANS INDEX 522-002

CURB RAMP TYPE CR-F PER FDOT STANDARD PLANS INDEX 522-002

CURB RAMP TYPE CR-G PER FDOT STANDARD PLANS INDEX 522-002

CURB RAMP TYPE CR-D PER FDOT STANDARD PLANS INDEX 522-002

ADA DETECTABLE MAT PER FDOT STANDARD PLANS INDEX 522-002

SITE LIGHT POLE. SEE PHOTOMETRIC PLANS. REFER TO DETAILS FOR LIGHT

POLE BASE, FIXTURE TYPE, AND MOUNTING DETAILS.

BUILDING PLANTER AREA (5.0' MIN. WIDTH)
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2

PROPOSED STUB-OUT TO

FUTURE PARCEL.

END OF CURB AND GUTTER.

PROPOSED

BARRICADE TO BE PROVIDED

PROPOSED STUB-OUT

TO FUTURE PARCEL

(RE: C-4.2)
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30' BUILDING SETBACK
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28.6'

CONCRETE FILLED

ISLANDS (BY BUILDING

CONTRACTOR)

SCALE: 1"-30'

ENLARGED CUSTOMER LOADING CANOPY

HEAVY DUTY

ASPHALT PAVING

(6) CANOPY

LOADING SPACES

OUTDOOR

GARDEN

CENTER
+

/
-
2

3
8

.
2

'

+/-395.1'+/-105.0'

CULTURAL RESOURCES NOTE:

THERE ARE NO KNOWN REGISTERED

CULTURAL RESOURCES ON SITE.
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PASCO COUNTY DEVELOPMENT REVIEW

STANDARD SITE PLAN NOTES

1. ALL UTILITY CONSTRUCTION SHALL COMPLY WITH THE PASCO

COUNTY STANDARDS FOR DESIGN AND CONSTRUCTION OF

WATER AND WASTEWATER SPECIFICATIONS, LATEST EDITION.

2. ALL ON-SITE WATER AND SEWER FACILITIES SHALL BE OWNED

AND MAINTAINED BY THE OWNER-DEVELOPER.

3. INSTALLATION OF FUEL STORAGE TANKS REQUIRES REVIEW

AND APPROVAL BY THE FIRE MARSHAL AND THE ISSUANCE OF

A SEPARATE PERMIT. APPROVAL OF THE SITE PLAN DOES NOT

CONSTITUTE APPROVAL OF THE LOCATION OF FUEL TANKS.

4. ALL PROPOSED SIGNS MUST BE APPLIED FOR, APPROVED, AND

PERMITTED ON AN INDIVIDUAL BASIS APART FROM ANY

ULTIMATELY APPROVED SITE PLAN. APPROVAL OF THIS SITE

PLAN DOES NOT CONSTITUTE APPROVAL OF ANY SIGNAGE.

5. HANDICAP PARKING SPACES WILL BE PROPERLY SIGNED AND

STRIPED IN ACCORDANCE WITH THE FLORIDA STATUTE 316,

THE MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES, OR

OTHER APPLICABLE STANDARDS.

6. THE ARCHITECT / ENGINEER CERTIFIES THAT THE SITE HAS

BEEN DESIGNED IN ACCORDANCE WITH THE AMERICAN WITH

DISABILITIES ACT.

7. ALL ON-SITE PARKING SPACES WILL BE STRIPED AND SIGNED IN

ACCORDANCE WITH THE MANUAL ON UNIFORM TRAFFIC

CONTROL DEVICES, LATEST EDITION. PARKING SPACES,

DIRECTIONAL ARROWS, AND STOP BARS SHALL BE STRIPED

WHITE. IT SHALL BE THE OWNER / DEVELOPER'S

RESPONSIBILITY TO PROPERLY SIGN AND STRIPE IN

ACCORDANCE WITH APPLICABLE STANDARDS.

8. THE OWNER / DEVELOPER ACKNOWLEDGES THAT APPROVAL

DOES NOT INCLUDE ANY WORK IN THE COUNTY RIGHT-OF-WAY.

ALL RIGHT-OF-WAY WORK SHALL BE A FUNCTION OF AN

APPROVED PASCO RIGHT-OF-WAY USE PERMIT.

9. ALL CLEAR-SIGHT AREAS SHALL BE KEPT FREE OF ANY

SIGNAGE, PLANTINGS, TREES, ETC. IN EXCESS OF

THREE-AND-A-HALF (3-1/2) FEET IN HEIGHT.

10. NO IRRIGATION SYSTEM OR LANDSCAPING SHALL BE INSTALLED

IN ANY COUNTY OR STATE RIGHT-OF-WAY WITHOUT ISSUANCE

OF APPROPRIATE RIGHT-OF-WAY USE PERMIT.

11. THE OWNER / DEVELOPER ACKNOWLEDGES THAT THE SITE AND

ITS SUBSEQUENT BUILDING PERMITS SHALL COMPLY WITH ALL

REZONING / MPUD / PUD CONDITIONS.

12. ALL STRUCTURES, INCLUDING BUFFER WALLS, RETAINING

WALLS, SIGNAGE, ETC. REQUIRE BUILDING PERMITS.

13. ALL CONSTRUCTION WORK, INCLUDING ROADS, DRAINAGE, AND

UTILITIES, SHALL BE CONSTRUCTED IN ACCORDANCE WITH

COUNTY DESIGN STANDARDS AND TESTED IN COMPLIANCE

WITH THE ENGINEERING SERVICES DEPARTMENT'S TESTING

SPECIFICATIONS FOR CONSTRUCTION OF ROADS, STORM

DRAINAGE, AND UTILITIES.

IF, DURING CONSTRUCTION ACTIVITIES, ANY

EVIDENCE OF THE PRESENCE OF STATE OR

FEDERALLY PROTECTED PLANT AND/OR ANIMAL

SPECIES IS DISCOVERED, PASCO COUNTY AND

APPLICABLE AGENCIES SHALL BE NOTIFIED WITHIN

TWO WORKING DAYS OF THE PLANT AND/OR

ANIMAL SPECIES FOUND ON SITE. ALL WORK IN

THE AFFECTED AREA SHALL COME TO AN

IMMEDIATE STOP UNTIL ALL PERTINENT PERMITS

HAVE BEEN OBTAINED, AGENCY WRITTEN

AUTHORIZATION TO COMMENCE ACTIVITIES HAS

BEEN GIVEN, OR UNLESS COMPLIANCE WITH

STATE AND FEDERAL GUIDELINES CAN BE

DEMONSTRATED.

MISCELLANEOUS FDOT NOTES

CURB RAMP DETECTABLE WARNINGS:

· CONTRACTOR TO VERIFY PRESENCE OF DETECTABLE WARNINGS

AT ALL PROPOSED AND EXISTING CURB RAMPS WITHIN SCOPE

AND PROVIDE AS REQUIRED.

· ALL PROVIDED DETECTABLE WARNINGS SHALL BE RED IN COLOR.

ADDITIONAL:

· PHASE II IMPROVEMENTS AS DEPICTED IN FDOT PERMIT

2017-A-798-12 (WAWA) MUST BE COMPLETED PRIOR TO ALDI

OPENING TO PUBLIC.

· ANY MARKINGS ON A CONCRETE PORTION OF A DRIVEWAY

SHALL BE HIGH CONTRAST MARKINGS WITH BLACK BORDER.

PASCO COUNTY RIGHT-OF-WAY NOTES:

ALL PROPOSED THROUGH LANES SHALL HAVE ONE CONSISTENT

CROSS SLOPE THROUGHOUT THE NEW TRANSITION. THE

PAVEMENT CROSS-SLOPE FOR THRU LANES SHALL NOT BE LESS

THAN 0.015 FOOT PER FOOT OR GREATER THAN 0.04 FEET PER

FOOT UNLESS CONSIDERED A SUPERELEVATION. THE ASPHALTIC

CONCRETE PAVEMENT FINAL LIFT JOINT SHALL NOT TRANSGRESS

OR VIOLATE INTO ANY TWELVE FOOT THRU LANE.

SIDEWALK SHALL BE INSTALLED PER FDOT INDEX 522-001.

ROADWAY/ SIDEWALK CONNECTIONS MUST MEET CURRENT A.D.A.

STANDARDS AND F.D.O.T. INDEX 522-002. A TWO FOOT CLEAR

ZONE SLOPE NO MORE THAN SIX PERCENT ADJOINING THE

SIDEWALK SHALL BE CONSTRUCTED THROUGHOUT ITS ENTIRETY.

COMPACT FILL AREAS, INCLUDING CUT AREAS UNDER THE

SIDEWALK THAT HAVE BEEN EXCAVATED MORE THAN 6 INCHES

BELOW THE BOTTOM OF SIDEWALK, TO A MINIMUM OF 95% OF

AASHTO T99 DENSITY. THE AREA TO BE COMPACTED IS DEFINED

AS THAT AREA DIRECTLY UNDER THE SIDEWALK AND 1 FOOT

BEYOND EACH SIDE OF THE SIDEWALK WHEN RIGHT-OF-WAY

ALLOWS. SIDEWALKS SHALL BE CONSTRUCTED OF NATURAL

COLORED CONCRETE AT LEAST 3000 PSI IN STRENGTH, FIBER

REINFORCED, AND FOUR (4) INCHES IN THICKNESS EXCEPT FOR

DRIVEWAYS APPROACHES WHICH REQUIRE A MINIMUM OF SIX (6)

INCHES.

ANY VALVE COVER OR UTILITY APPENDAGE PLACED WITHIN A

SIDEWALK SHALL ADHERE TO ALL ADA REQUIREMENTS. 303.2

VERTICAL. CHANGES IN LEVEL OF 1/4 INCH (6.4 MM) HIGH MAXIMUM

SHALL BE PERMITTED TO BE VERTICAL. 303.3 BEVELED. CHANGES IN

LEVEL BETWEEN 1/4 INCH (6.4 MM) HIGH MINIMUM AND 1/2 INCH (13

MM) HIGH MAXIMUM SHALL BE BEVELED WITH A SLOPE NOT STEEPER

THAN 1:2.

NOTE: ALL SIDEWALK AND CURB

RAMPS WITHIN THE OLD GUNN HWY

ROAD RIGHT-OF-WAY SHALL MEET THE

CURRENT ADA STANDARDS.

PROPOSED 8'

"ORANGE BELT"

ASPHALT TRAIL
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TRUCK DOCK TO BE

SCREENED BY 8'

MASONRY WALL (RE:

ARCH PLANS)

271 LF OF BUILDING PLANTER PROVIDED

ALONG FACADE (51%). REFER TO LANDSCAPE PLAN

CONCRETE PAD FOR DDCV

(REF. UTILITY PLAN)
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STAGING AREA

LOWE'S MONUMENT
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Address:

Zoning:

Existing

Proposed:

Current Use:

FLU:

Total Acreage: 

Lowe's Parcel

Outparcel "A"

Outparcel "B"

ROW Dedication 

Building SF Breakdwon:

Main Building

Garden Center

Total Building & Garden Center:

FAR

Proposed Land Coverage:

Pervious

Impervious

Required Open Space

(10% of VUA)

Provided Open Space

Maximum Building Height:

Allowed

Provided

Setbacks:

Front (North)

Side (East)

Side (West)

Rear (South)

Buffers:

Front (North)

Side (East)

Side (West)

Rear (South)

Parking Requirements:

Retail: 1 Space / 400 SF

Required

Provided

Handicap Spaces Req. (2% of Spaces)

Handicap Spaces Provided

8"x18" Compact Spaces (25% Max)

2317 Gunn Highway

Odessa, FL 33556

C2

C2

COMMERCIAL

COMMERCIAL

15.45 AC

11.73 AC

1.85 AC

1.69 AC

0.18 AC

110,619 SF

27,720 SF
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0.21 (0.50 MAX)

152,000 SF (29.7%)
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19,576 SF (10%)

19,630 SF
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PROVIDED.

10

9
4

9

PROPOSED STUB-OUT TO

EXISTING 7-11 TO BE

PROVIDED UP TO

PROPERTY LINE.

EXISTING 7-11
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(+/- 1.69)
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LOWE'S PROPERTY LINE

10.0' ROW DEDICATION
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LINE
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LINE

PROPOSED IMPROVED OLD GUNN

HIGHWAY ACCESS / SR 54 ROAD

IMPROVEMENTS. REFER TO OFF-SITE

ROAD PLANS INCLUDED IN THIS SET
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TEMPORARY

BARRICADE

SHARED MONUMENT SIGN

N 89° 43' 06" E 378.00'

N 89° 43' 06" E 211.52'

EX. ACCESS TO BE IMPRVOED, REFER

TO OFF-SITE ROAD IMPROVEMENTS

NOTE: OLD GUNN ROAD IS A

SUBSTANDARD ROAD AND WILL BE

IMPROVED PER PASCO COUNTY LDC

REQUIREMENTS. REFER TO OFF-SITE

ROAD PLANS INCLUDED IN THIS SET.

PROPOSED 10' U.E.

PROPOSED 8' "ORANGE BELT"

ASPHALT TRAIL

EX. CONCRETE SIDEWALK

EX. CONCRETE SIDEWALK

PROPOSED CONCRETE SIDEWALK

(REF. TO OFF-SITE PLANS)

15.0'R

4.0'R

15.0'R

6.6'

AREA IN USE FOR PUBLIC ROW

POND

AREA

60.0'

STD. DUTY

PAVING

NOTE: STRIPING ALONG

PASCO COUNTY AND FDOT

ROADS SHOWN PER

PROPOSED IMPROVEMENT

PLANS. REFER TO OFF-SITE

ROAD PLANS INCLUDED IN

THIS SET.

NOTE: OLD GUNN ROAD IS A

SUBSTANDARD ROAD AND WILL BE

IMPROVED PER PASCO COUNTY LDC

REQUIREMENTS. REFER TO OFF-SITE

ROAD PLANS INCLUDED IN THIS SET.

GENERAL SITE NOTES

A. ALL WORK SHALL BE DONE IN STRICT ACCORDANCE WITH DIVISION 2 OF LOWE'S

STANDARD SITE SPECIFICATIONS.

B. ALL DIMENSIONS SHOWN ARE TO THE FACE OF CURB UNLESS OTHERWISE NOTED.

C. UNLESS OTHERWISE SHOWN, CALLED OUT OR SPECIFIED HEREON ALL CURBING

ADJACENT TO CONCRETE PAVING SHALL BE 6" INTEGRAL CURBING. CURB AND GUTTER

NEXT TO ASPHALT SHALL BE TYPE 'F' CURB AND GUTTER.

D. DEMOLITION OF EXISTING PAVEMENT AND UTILITIES IS A PART OF THIS CONSTRUCTION

PACKAGE. THE  CONTRACTOR SHALL TAKE ALL NECESSARY PRECAUTIONS AND STEPS TO

INSURE THAT ALL ADJOINING PROPERTIES ARE PROTECTED FROM DAMAGE AND TO

INSURE THAT ALL ADJOINING PROPERTIES RETAIN ALL UTILITY SERVICES DURING THE

DURATION OF THE CONSTRUCTION.

E. IF DEMOLITION OR CONSTRUCTION ON SITE WILL INTERFERE WITH THE ADJACENT

PROPERTY OWNER'S TRAFFIC  FLOW, THE CONTRACTOR SHALL COORDINATE WITH THE

ADJACENT PROPERTY OWNER, TO MINIMIZE THE IMPACT ON TRAFFIC FLOW.  TEMPORARY

RE-ROUTING  OF TRAFFIC IS TO BE ACCOMPLISHED BY USING DOT APPROVED TRAFFIC

BARRICADES, BARRELS, AND/OR CONES.  TEMPORARY SIGNAGE AND  FLAGMEN MAY BE

ALSO NECESSARY.

F. CONTRACTOR TO PROTECT ALL EXISTING LANDSCAPE NOTED TO BE SAVED.

G. ALL SLOPES AND AREAS DISTURBED BY CONSTRUCTION SHALL BE GRADED SMOOTH AND

FOUR INCHES OF TOPSOIL APPLIED.  IF ADEQUATE  TOPSOIL IS NOT AVAILABLE ON SITE,

THE CONTRACTOR SHALL PROVIDE TOPSOIL, APPROVED BY THE OWNER, AS NEEDED.

THE AREA SHALL THEN BE SEEDED/SODDED, FERTILIZED, MULCHED, WATERED AND

MAINTAINED UNTIL HARDY GRASS GROWTH IS ESTABLISHED IN ALL AREAS. ANY AREAS

DISTURBED FOR ANY REASON PRIOR TO FINAL ACCEPTANCE OF THE PROJECT SHALL BE

CORRECTED BY THE CONTRACTOR AT NO ADDITIONAL COST TO THE OWNER.

H. THE EXISTING ON-SITE MASTER STORMWATER POND WILL SERVE THE ENTIRE

DEVELOPMENT PROPERTY.

I. THE LOCATION OF THE CONSTRUCTION FENCE ON THE DRAWINGS IS FOR GRAPHICAL

REPRESENTATION ONLY. THE CONTRACTOR IS TO ENSURE  THAT THE CONSTRUCTION

FENCE ENCOMPASSES THE ENTIRE WORK AREA.

J. ALL DIMENSIONS, UNLESS OTHERWISE NOTED, ARE TO FACE OF CURB, OUTSIDE FACE OF

BUILDING (BLOCK), OR CENTERLINE OF PARKING BAY.  REFER TO ARCHITECTURAL PLANS

FOR EXACT LOCATIONS OF ALL ENTRY/EXIT PORCHES AND PRECISE BUILDING

DIMENSIONS.

K. UNLESS OTHERWISE NOTED, PAVEMENT SHALL BE STANDARD DUTY ASPHALT.

L. ALL HANDICAP SPACES ARE TO RECEIVE A HANDICAP SIGN AND SYMBOL PAINTED ON THE

ASPHALT.  STALL(S) ADJACENT TO THE FIVE (5') FOOT STRIPED AISLES ARE TO RECEIVE A

"VAN ACCESSIBLE" SIGN IN ADDITION TO THE ABOVE.  STRIPING TO BE BLUE.

M. STOP SIGNS SHALL MEET THE CRITERIA OF THE FLORIDA DEPARTMENT OF

TRANSPORTATION AND MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES.

N. THE EARTHWORK FOR ALL BUILDING FOUNDATIONS AND SLABS SHALL BE IN

ACCORDANCE WITH ARCHITECTURAL BUILDING PLANS AND SPECIFICATIONS.

O. THE GENERAL CONTRACTOR IS TO COORDINATE WITH THE APPROPRIATE UTILITY

COMPANIES PRIOR TO CONSTRUCTION, ADJUSTMENT, OR RELOCATION OF EXISTING

UTILITIES AS DESIGNATED ON THE PLANS.

P. THE CONTRACTOR IS RESPONSIBLE FOR REPAIRING DAMAGE TO ANY EXISTING ITEM

DURING CONSTRUCTION SUCH AS, BUT NOT LIMITED TO, DRAINAGE, UTILITIES,

PAVEMENT, STRIPING, CURB, ETC.  REPAIRS SHALL BE EQUAL TO OR BETTER THAN

EXISTING CONDITIONS.  THE CONTRACTOR IS RESPONSIBLE TO DOCUMENT ALL EXISTING

DAMAGE AND NOTIFY CONSTRUCTION MANAGER PRIOR TO CONSTRUCTION START.

NOTE: ANY LIGHTING USED TO ILLUMINATE

ANY PARKING AREA SHALL BE SO ARRANGED

AS TO DIRECT AND/OR SHIELD LIGHT AWAY

FROM ADJOINING RESIDENTIAL PREMISES AND

RIGHT-OF-WAY.

NOTES PER PASCO COUNTY TRAFFIC OPERATIONS

PER FLORIDA STATE STATUTE 316.0745, ALL

TRAFFIC CONTROL SIGNING AND MARKINGS ON

PRIVATE PROPERTY OPENED TO THE PUBLIC

SHALL BE IN CONFORMANCE WITH THE MANUAL ON

UNIFORM TRAFFIC CONTROL DEVICES AND FDOT

STANDARDS.

ALL HANDICAP PARKING SPACES SHALL BE SIGNED

AND MARKED IN ACCORDANCE WITH FLORIDA

DEPARTMENT OF TRANSPORTATION STANDARDS

PLANS INDEX 711-011.

PASCO COUNTY DEVELOPMENT REVIEW

STANDARD SITE PLAN NOTES

1. ALL UTILITY CONSTRUCTION SHALL COMPLY WITH THE PASCO

COUNTY STANDARDS FOR DESIGN AND CONSTRUCTION OF

WATER AND WASTEWATER SPECIFICATIONS, LATEST EDITION.

2. ALL ON-SITE WATER AND SEWER FACILITIES SHALL BE OWNED

AND MAINTAINED BY THE OWNER-DEVELOPER.

3. INSTALLATION OF FUEL STORAGE TANKS REQUIRES REVIEW

AND APPROVAL BY THE FIRE MARSHAL AND THE ISSUANCE OF

A SEPARATE PERMIT. APPROVAL OF THE SITE PLAN DOES NOT

CONSTITUTE APPROVAL OF THE LOCATION OF FUEL TANKS.

4. ALL PROPOSED SIGNS MUST BE APPLIED FOR, APPROVED, AND

PERMITTED ON AN INDIVIDUAL BASIS APART FROM ANY

ULTIMATELY APPROVED SITE PLAN. APPROVAL OF THIS SITE

PLAN DOES NOT CONSTITUTE APPROVAL OF ANY SIGNAGE.

5. HANDICAP PARKING SPACES WILL BE PROPERLY SIGNED AND

STRIPED IN ACCORDANCE WITH THE FLORIDA STATUTE 316,

THE MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES, OR

OTHER APPLICABLE STANDARDS.

6. THE ARCHITECT / ENGINEER CERTIFIES THAT THE SITE HAS

BEEN DESIGNED IN ACCORDANCE WITH THE AMERICAN WITH

DISABILITIES ACT.

7. ALL ON-SITE PARKING SPACES WILL BE STRIPED AND SIGNED IN

ACCORDANCE WITH THE MANUAL ON UNIFORM TRAFFIC

CONTROL DEVICES, LATEST EDITION. PARKING SPACES,

DIRECTIONAL ARROWS, AND STOP BARS SHALL BE STRIPED

WHITE. IT SHALL BE THE OWNER / DEVELOPER'S

RESPONSIBILITY TO PROPERLY SIGN AND STRIPE IN

ACCORDANCE WITH APPLICABLE STANDARDS.

8. THE OWNER / DEVELOPER ACKNOWLEDGES THAT APPROVAL

DOES NOT INCLUDE ANY WORK IN THE COUNTY RIGHT-OF-WAY.

ALL RIGHT-OF-WAY WORK SHALL BE A FUNCTION OF AN

APPROVED PASCO RIGHT-OF-WAY USE PERMIT.

9. ALL CLEAR-SIGHT AREAS SHALL BE KEPT FREE OF ANY

SIGNAGE, PLANTINGS, TREES, ETC. IN EXCESS OF

THREE-AND-A-HALF (3-1/2) FEET IN HEIGHT.

10. NO IRRIGATION SYSTEM OR LANDSCAPING SHALL BE INSTALLED

IN ANY COUNTY OR STATE RIGHT-OF-WAY WITHOUT ISSUANCE

OF APPROPRIATE RIGHT-OF-WAY USE PERMIT.

11. THE OWNER / DEVELOPER ACKNOWLEDGES THAT THE SITE AND

ITS SUBSEQUENT BUILDING PERMITS SHALL COMPLY WITH ALL

REZONING / MPUD / PUD CONDITIONS.

12. ALL STRUCTURES, INCLUDING BUFFER WALLS, RETAINING

WALLS, SIGNAGE, ETC. REQUIRE BUILDING PERMITS.

13. ALL CONSTRUCTION WORK, INCLUDING ROADS, DRAINAGE, AND

UTILITIES, SHALL BE CONSTRUCTED IN ACCORDANCE WITH

COUNTY DESIGN STANDARDS AND TESTED IN COMPLIANCE

WITH THE ENGINEERING SERVICES DEPARTMENT'S TESTING

SPECIFICATIONS FOR CONSTRUCTION OF ROADS, STORM

DRAINAGE, AND UTILITIES.

IF, DURING CONSTRUCTION ACTIVITIES, ANY

EVIDENCE OF THE PRESENCE OF STATE OR

FEDERALLY PROTECTED PLANT AND/OR ANIMAL

SPECIES IS DISCOVERED, PASCO COUNTY AND

APPLICABLE AGENCIES SHALL BE NOTIFIED WITHIN

TWO WORKING DAYS OF THE PLANT AND/OR

ANIMAL SPECIES FOUND ON SITE. ALL WORK IN

THE AFFECTED AREA SHALL COME TO AN

IMMEDIATE STOP UNTIL ALL PERTINENT PERMITS

HAVE BEEN OBTAINED, AGENCY WRITTEN

AUTHORIZATION TO COMMENCE ACTIVITIES HAS

BEEN GIVEN, OR UNLESS COMPLIANCE WITH

STATE AND FEDERAL GUIDELINES CAN BE

DEMONSTRATED.

MISCELLANEOUS FDOT NOTES

CURB RAMP DETECTABLE WARNINGS:

· CONTRACTOR TO VERIFY PRESENCE OF DETECTABLE WARNINGS

AT ALL PROPOSED AND EXISTING CURB RAMPS WITHIN SCOPE

AND PROVIDE AS REQUIRED.

· ALL PROVIDED DETECTABLE WARNINGS SHALL BE RED IN COLOR.

ADDITIONAL:

· PHASE II IMPROVEMENTS AS DEPICTED IN FDOT PERMIT

2017-A-798-12 (WAWA) MUST BE COMPLETED PRIOR TO ALDI

OPENING TO PUBLIC.

· ANY MARKINGS ON A CONCRETE PORTION OF A DRIVEWAY

SHALL BE HIGH CONTRAST MARKINGS WITH BLACK BORDER.

PASCO COUNTY RIGHT-OF-WAY NOTES:

ALL PROPOSED THROUGH LANES SHALL HAVE ONE CONSISTENT

CROSS SLOPE THROUGHOUT THE NEW TRANSITION. THE

PAVEMENT CROSS-SLOPE FOR THRU LANES SHALL NOT BE LESS

THAN 0.015 FOOT PER FOOT OR GREATER THAN 0.04 FEET PER

FOOT UNLESS CONSIDERED A SUPERELEVATION. THE ASPHALTIC

CONCRETE PAVEMENT FINAL LIFT JOINT SHALL NOT TRANSGRESS

OR VIOLATE INTO ANY TWELVE FOOT THRU LANE.

SIDEWALK SHALL BE INSTALLED PER FDOT INDEX 522-001.

ROADWAY/ SIDEWALK CONNECTIONS MUST MEET CURRENT A.D.A.

STANDARDS AND F.D.O.T. INDEX 522-002. A TWO FOOT CLEAR

ZONE SLOPE NO MORE THAN SIX PERCENT ADJOINING THE

SIDEWALK SHALL BE CONSTRUCTED THROUGHOUT ITS ENTIRETY.

COMPACT FILL AREAS, INCLUDING CUT AREAS UNDER THE

SIDEWALK THAT HAVE BEEN EXCAVATED MORE THAN 6 INCHES

BELOW THE BOTTOM OF SIDEWALK, TO A MINIMUM OF 95% OF

AASHTO T99 DENSITY. THE AREA TO BE COMPACTED IS DEFINED

AS THAT AREA DIRECTLY UNDER THE SIDEWALK AND 1 FOOT

BEYOND EACH SIDE OF THE SIDEWALK WHEN RIGHT-OF-WAY

ALLOWS. SIDEWALKS SHALL BE CONSTRUCTED OF NATURAL

COLORED CONCRETE AT LEAST 3000 PSI IN STRENGTH, FIBER

REINFORCED, AND FOUR (4) INCHES IN THICKNESS EXCEPT FOR

DRIVEWAYS APPROACHES WHICH REQUIRE A MINIMUM OF SIX (6)

INCHES.

ANY VALVE COVER OR UTILITY APPENDAGE PLACED WITHIN A

SIDEWALK SHALL ADHERE TO ALL ADA REQUIREMENTS. 303.2

VERTICAL. CHANGES IN LEVEL OF 1/4 INCH (6.4 MM) HIGH MAXIMUM

SHALL BE PERMITTED TO BE VERTICAL. 303.3 BEVELED. CHANGES IN

LEVEL BETWEEN 1/4 INCH (6.4 MM) HIGH MINIMUM AND 1/2 INCH (13

MM) HIGH MAXIMUM SHALL BE BEVELED WITH A SLOPE NOT STEEPER

THAN 1:2.

NOTE: ALL SIDEWALK AND CURB

RAMPS WITHIN THE OLD GUNN HWY

ROAD RIGHT-OF-WAY SHALL MEET THE

CURRENT ADA STANDARDS.

Address:

Zoning:

Existing

Proposed:

Current Use:

FLU:

Total Acreage: 

Lowe's Parcel

Outparcel "A"

Outparcel "B"

ROW Dedication 

Building SF Breakdwon:

Main Building

Garden Center

Total Building & Garden Center:

FAR

Proposed Land Coverage:

Pervious

Impervious

Required Open Space

(10% of VUA)

Provided Open Space

Maximum Building Height:

Allowed

Provided

Setbacks:

Front (North)

Side (East)

Side (West)

Rear (South)

Buffers:

Front (North)

Side (East)

Side (West)

Rear (South)

Parking Requirements:

Retail: 1 Space / 400 SF

Required

Provided

Handicap Spaces Req. (2% of Spaces)

Handicap Spaces Provided

8"x18" Compact Spaces (25% Max)

2317 Gunn Highway

Odessa, FL 33556

C2

C2

COMMERCIAL

COMMERCIAL

15.45 AC

11.73 AC

1.85 AC

1.69 AC

0.18 AC

110,619 SF

27,720 SF

138,339 SF

0.21 (0.50 MAX)

152,000 SF (29.7%)

358,958 SF (70.3%)

19,576 SF (10%)

19,630 SF

60'

30'

25'

30'

30'

30'

20'

20'
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10'
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41 (11.8%)

SITE DATA

REQ: PROVIDED:

25'

30'

30'

30'

20'

20'

10'
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MATCH LINE (REF. C-4.1)

MATCH LINE (REF. C-4.1)

PROPERTY LINE AFTER 10'

ROW DEDICATION

FDOT TYPE "D" CURB

LEGEND

EXISTING PROPOSED DESCRIPTION

PROPERTY LINE

24" CONCRETE CURB & GUTTER

HEAVY DUTY ASPHALT

HEAVY DUTY CONCRETE PAVING

STD. CONCRETE PAVING

ASPHALT MULTI-USE TRAIL

(SEE SHEET C-5.0 FOR DETAIL)

NUMBER OF PARKING SPACES PER

ROW

LIGHT POLE

11

10' "ORANGE BELT" ASPHALT

MULTI-USE TRAIL
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3A

15A
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16B

17A

17B

17C

6" PARKING STALL STRIPE (WHITE) PER FDOT STANDARD PLANS INDEX 711-001

ADA PARKING AISLE STRIPING PER FDOT STANDARD PLANS INDEX 711-001

6" DOUBLE YELLOW LANE STRIPE FDOT STD. PLANS INDEX 711-001. 25' MINIMUM

6" SINGLE YELLOW SOLID STIPRING

LOADING ZONE TEXT AND STRIPING. PAINTED YELLOW "LOADING ZONE" @ 100'

O.C., 24" HIGH MAX

8'X18' COMPACT SPACES W/ "COMPACT SPACES" LETTERING

SPECIAL EMPHASIS CROSSWALK STRIPING PER FDOT STANDARD PLANS INDEX

711-001

ACCESSIBLE/VAN ACCESSIBLE PARKING SIGN IN BOLLARD (TYP). HANDICAP

SIGN IN ACCORDANCE WITH FDOT DESIGN STANDARD PLANS 700-102, FTP 20-06

ACCESSIBLE PARKING SYMBOL (ALL HANDICAP PARKING SPACES SHALL BE

SIGNED AND MARKED IN ACCORDANCE WITH FDOT STANDARDS PLANS INDEX

711-001). SEE SITE DETAILS.

TRAFFIC FLOW ARROW PER FDOT STANDARD PLANS INDEX 711-001

24" WHITE STOP BAR AND WORDING PER FDOT STANDARD PLANS INDEX 711-001

36"x36" R1-1 STOP SIGN

FTP-55R-06 - RIGHT TURN ONLY SIGN MOUNTED BELOW STOP SIGN
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SCALE: 1":30'
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SCALE: 1":40'
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CONCRETE PAVEMENT

PLAN VIEW

SAW JOINTS SAME DAY AS POUR

ISOLATION JOINT

1/2" PREMOLDED JOINT FILLER

SEALANT

SEALANT

1/4 OF SLAB THICKNESS

(MIN 1")

RIGID

STRUCTURE

PROVIDE ISOLATION JOINT WHERE CONCRETE

PAVEMENT ABUTS A RIGID STRUCTURE

REFERENCE

SECTION 02751

OF LOWE'S  DIVISION 2

STANDARD SITE

SPECIFICATIONS AND

PROJECT SPECIAL

PROVISIONS

*

BACKER ROD

T

1
/
8
"

PAVEMENT SEALANT

1/8" FIRST

SAWCUT

1/4" SECOND SAWCUT

(IF REQUIRED)

WAIT AS LONG AS FEASIBLE TO SEAL JOINTS TO ALLOW CONCRETE

SHRINKAGE TO OCCUR.  IF REQUIRED, RE-SAW JOINT IMMEDIATELY PRIOR

TO INSTALLING SEALANT TO ACHIEVE A 1/4"  JOINT WIDTH.

ENSURE JOINT IS CLEAN, DRY AND SIDES PREPARED PER MFR'S

RECOMMENDATIONS.

TOP OF

PAVEMENT

*

= 30 x ts

t
s

T/2 BUT NOT

LESS THAN 1/4"

T
/
2

C

L

DIAMOND DOWEL

POCKET FORMER

TS = (slab thickness)

(SEE PLAN)

IMMEDIATELY AFTER REMOVING

BULKHEAD, APPLY CURING COMPOUND

TO PAVEMENT VERTICAL EDGE AT

A COVERAGE RATE OF 300 SF MAX

PER GALLON.

1/4" X 4.5" DIAMOND DOWEL BY PNA

SPACED AT 24" OC.  DO NOT GREASE

DOWEL. INSTALL PER PNA

RECOMMENDATIONS

1/8" WIDE  BY 1" DEEP

SAW CUT. FILL WITH

PAVEMENT SEALANT.

=
 
s
l
a
b
 
t
h
i
c
k
n
e
s
s

CONSTRUCTION JOINT

SAW JOINT

*

SECTION IF GREATER THAN 

NOTE: USE LOWE'S MINIMUM PAVEMENT

GEOTECHNICAL ENGINEERS RECOMMENDATION GEOTECHNICAL ENGINEERS RECOMMENDATION

NOTE: USE LOWE'S MINIMUM PAVEMENT

SECTION IF GREATER THAN 

6" COMPACTED STONE BASE

    COMPACTED SUBGRADE (PER SPECS)

(COMPACTED TO 98% MODIFIED PROCTOR)

  (COMPACTED TO 98% MODIFIED PROCTOR)

1.5" ASPHALT SURFACE COURSE

 2" ASPHALT BINDER COURSE

  8" COMPACTED STONE BASE

    COMPACTED SUBGRADE (PER SPECS)

TACK COAT

  (COMPACTED TO 95% DENSITY PER SPECS.)

  (COMPACTED TO 95% DENSITY PER SPECS.)

1" ASPHALT SURFACE COURSE

 2" ASPHALT BINDER COURSE

TACK COAT

  (COMPACTED TO 95% DENSITY PER SPECS.)

  (COMPACTED TO 95% DENSITY PER SPECS.)

REFERENCE

SECTION 02300

SECTION 02400

SECTION 02741

OF LOWE'S  DIVISION 2

STANDARD SITE

SPECIFICATIONS AND

PROJECT SPECIAL

PROVISIONS

24" CONCRETE CURB & GUTTER DETAIL

7
"

1
2

"

USE 4,000 PSI CONCRETE

1" RADIUS

2'-0"

5"

SHOULDER AREA

1  CONTRACTION JOINTS 10' O/C

2  EXPANSION JOINTS 100' O/C

3  ALL JOINTS SEALED PER SPEC

5' MIN.

1"

4,000 PSI CONCRETE

STANDARD DUTY CONCRETE 

    COMPACTED SUBGRADE (PER SPECS)

GEOTECHNICAL ENGINEERS RECOMMENDATION

NOTE: USE LOWE'S MINIMUM PAVEMENT

SECTION IF GREATER THAN 

HEAVY DUTY CONCRETE

    COMPACTED SUBGRADE (PER SPECS)

CONCRETE CURB & GUTTER

DOWELED JOINT DETAIL

16" LONG 3/4" DIA. 

DEFORMED BAR @ 24" O.C.

CONCRETE PAVEMENT

REFERENCE

SECTION 02300

SECTION 02400

SECTION 02751

OF LOWE'S  DIVISION 2

STANDARD SITE SPECIFICATIONS AND

PROJECT SPECIAL PROVISIONS

REFERENCE

SECTION 02300

SECTION 02400

SECTION 02751

OF LOWE'S  DIVISION 2

STANDARD SITE SPECIFICATIONS AND

PROJECT SPECIAL PROVISIONS

REFERENCE

SECTION 02751

OF LOWE'S  DIVISION 2

STANDARD SITE SPECIFICATIONS AND

PROJECT SPECIAL PROVISIONS

REFERENCE

SECTION 02751

OF LOWE'S  DIVISION 2

STANDARD SITE SPECIFICATIONS AND

PROJECT SPECIAL PROVISIONS

6"

6" MIN.

5" MIN.

GEOTECHNICAL ENGINEERS RECOMMENDATION

NOTE: USE LOWE'S MINIMUM PAVEMENT

SECTION IF GREATER THAN 

4,000 PSI CONCRETE

PAVEMENT SECTION
PAVEMENT SECTION

COMPACTED STONE BASE

98% MODIFIED PROCTOR

IF RECOMMENDED BY

GEOTECHNICAL ENGINEER

COMPACTED STONE BASE

98% MODIFIED PROCTOR

IF RECOMMENDED BY

GEOTECHNICAL ENGINEER

NOTE: DOWELS NOT REQUIRED WITH MONOLITHIC POUR

2'-0"

5"

 SURFACE COURSE

 BINDER COURSE

16"

EQUAL

STONE BASE

8
"
 
M

I
N

.

#4 @ 2' O/C

4 - #5 CONT

CONSTRUCTION

JOINT

MIN.

4,000 PSI CONCRETE

4

1

3" COVER

TYPICAL

STONE

#4 BARS @

C
A

R
R

Y
 
B

E
L

O
W

L
O

C
A

L
 
F

R
O

S
T

 
D

E
P

T
H

PAVEMENT INFORMATION)

(SEE SITE PLAN FOR

FIN. GRADE

2
4

"
 
M

I
N

I
M

U
M

16"

EQUAL

STONE BASE

4 - #5 CONT

CONSTRUCTION

JOINT

MIN.

4,000 PSI

12"

4

1

8
"

M
I
N

2'-0" O.C.

CONCRETE

3"

CLEAR

12"

C
A

R
R

Y
 
B

E
L

O
W

L
O

C
A

L
 
F

R
O

S
T

 
D

E
P

T
H

2
4

"
 
M

I
N

I
M

U
M

PAVEMENT INFORMATION)

(SEE SITE PLAN FOR

FIN. GRADE

 
4

"

6
'
-
0

"

CONCRETE WHEEL STOP DETAIL

6"

2'-6"

ANCHORED W/(2) NO. 4 BARS 12" LONG MIN.

6' LONG PRECAST CONC. WHEEL STOP

4" PAINTED WHITE LINE

# 4 BAR CONT.

2
"

NOTE: SEE SITE PLAN FOR PARKING SPACE SIZE AND FOR

WHEEL STOP LOCATIONS. PAINT WHEEL STOPS OSHA

YELLOW

EQUAL

EQUAL

4
"
 
M

I
N

.
4
"
 
M

I
N

.

OR DEVOE D.T.M.)

(USE SHERWIN-WILLIAMS D.T.M.

4" x 7'-4" x 3/16" THK.

STEEL PLATE

PAINTED RED TO MATCH SIGN

WITH (4) 12" SPIKES

RACK SHALL BE ANCHORED

3

'

-

6

"

2

'

-

6

"

13 3/4"

15 1/4"

6
'
-
8

"

6'-6" 4'-0"4'-0"

1 1/2" DIA. sch. 40 STEEL PIPE   

NOTE: FURNISHED AND INSTALLED BY LOWE'S

BOLTED @ SIGN.

WITH 1" WIDE METAL STRAPS

ATTACH SIGN TO PIPE STRUCTURE

RED TO MATCH SIGN

STEEL PLATE

4" x 7'-4" x 3/16" THK.

1-1/2" STEEL PIPE PAINTED

3'-6"

2
5
"

3
2
"

2
3
"

6
'
-
8
"

2'-6"

6'-0"

SIGN TO BE ALUMINUM.

2-1/2" RED STRIPE

BLUE BACKGROUND

ALL LETTERING SHALL 

BE WHITE

NOTES:

ALL LETTERING SHALL BE WHITE.

THE WORDS "SHOPPING CART" IS FOLIO EXTRA BOLD, "RETURN" IS FREEHAND 575 OR FREECON,

BODY COPY IS HELVETICA BOLD.

THE LETER "R" IN THE WORD "RETURN" HAS A BLUE OUTLINE TO SEPARATE IT FROM THE "I"

IN THE WORD "SHOPPING".

BACK GROUND COLOR IS PMS 280 BLUE.

STRIPE ACROSS THE BOTTOM IS PMS 200 RED.

3" RADIUS (TYP.)

2
2

"

48"

BOLLARD DETAIL 

S
Y

M
.
 
A

B
O

U
T

 
 
L

PAVEMENT OR

FINISHED GRADE

FILL POST w/ CONCRETE

4" SCH. 40 STEEL PIPE

FILLED W/ CONC.

WITH TOP ROUNDED.

(TYP.)

CONCRETE MINIMUM

2500 PSI P.C.

W
H

E
N

 
I
N

 
G

R
O

U
P

S

4
'
-
0

"

8
'
-
0

"

2'-0"

C

1'-6"

3
"
 
M

I
N

.

PAINT OSHA YELLOW

C

 L

PAINT CONCRETE BLACK

AFTER CURING

AT ASPHALT LOCATIONS

STOP SIGN DETAIL 

7
'
-
0

"
 
T

O
 
B

O
T

T
O

M
 
O

F

L
O

W
E

S
T

 
R

E
Q

U
I
R

E
D

 
S

I
G

N

1'-6"

2
'
-
0

"

4
"
 
M

I
N

.

GALVANIZED "U" CHANNEL POST

CONCRETE

4000 PSI

R1-1 REFLECTIVE ALUMINIUM

PAINT CONCRETE BLACK

AFTER CURING

AT ASPHALT LOCATIONS

SLEEVE & SEAL PER

LOCAL CODE

STRAPPING

ROD (TYPICAL)

CAST IRON

BELL & SPIGOT

PIECE

CAST IRON

FLANGE & SPIGOT

PIECE

2'-0"

FINISHED

FLOOR

APPLY POLYETHYLENE

ENCASEMENT PER

MANUFACTURER'S

LISTING

FIRE PROTECTION

MAIN STUB-UP INTO

SPRINKLER ROOM

1
'
-
0

"

STRAPPING ROD (TYPICAL)

SEE SPECIFICATIONS FOR

REQUIRED NUMBER & SIZE

OF STRAPPING RODS

CLAMP

UNDERGROUND RESTRAINT DETAIL

STOP BAR

N.T.S.

9'

(TYP)

PARKING LOT STRIPING DETAILS

90° STRIPING DETAIL

"A" VARIES

8' MIN.

2
0
'

RADIUS EQUALS

1/2 OF THE "A"

DIMENSION OR

5' MAX.

EDGE OF STRIPE

OR FACE OF CURB

SEE SITE PLAN

FOR CURBING OR

STRIPING

STANDARD

90° SPACES

NOTES:

1. SEE SITE PLAN FOR TOTAL LAYOUT

2. THESE DETAILS ARE FOR REFERENCE AND

DIMENSION CONTROL ONLY

3. ALL DIMENSIONS ARE TO ℄ OF STRIPE UNLESS

OTHERWISE INDICATED

N.T.S.
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CONCRETE PAVEMENT JOINT DETAIL

STANDARD DUTY ASPHALT 
HEAVY DUTY ASPHALT

PAVEMENT SECTION PAVEMENT SECTION

BUILDING SLAB/CONCRETE PAVEMENT

CONCRETE/ASPHALT JOINT DETAIL

JOINT DETAIL

PERVIOUS PAVEMENT SECTION

N.T.S.

4" OF #57 STONE PER

SPECIFICATIONS (VOID

RATIO 25% MIN)

NOTE: PERVIOUS PAVEMENT IS TO BE CONSTRUCTED

IN ACCORDANCE WITH THE SPECIFICATIONS ON THIS

SHEET.

5" OF PERVIOUS

CONCRETE PER

SPECIFICATIONS (VOID

RATIO 20%)

4
"

5
"

9'

TYPICAL PERVIOUS SPACE

2
0
'

6" CONCRETE CURB

PER DETAIL (TYP)

EDGE OF PERVIOUS

PAVEMENT

NOTES:

1. SEE SITE PLAN FOR TOTAL LAYOUT

2. THESE DETAILS ARE FOR REFERENCE AND DIMENSION CONTROL ONLY

3. ALL DIMENSIONS ARE TO ℄ OF STRIPE UNLESS OTHERWISE INDICATED

N.T.S.

PERVIOUS

PAVEMENT (TYP)

SEE SECTION

DETAIL THIS

SHEET

4" WHITE

STRIPING (TYP)

ON SITE CONCRETE SIDEWALK

NOTE: ALL SIDEWALK IN ROW TO COMPLY WITH FDOT

DESIGN INDEX DETAIL 522-001 AND PASCO COUNTY

SIDEWALK CLEAR ZONE DETAIL 106

NOTE: REFER TO OFF-SITE ROAD PLANS FOR ALL OFF-SITE

ROAD  PAVEMENT SECTIONS

1' RIBBON CURB
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EXISTING PROPOSED DESCRIPTION

PROPERTY LINE

CONCRETE CURB & GUTTER

LIGHT POLE

STORMDRAIN PIPE

STORMDRAIN STRUCTURE

DRAINAGE PATTERN ARROW

CONTOURS

POTABLE WATER

SANITARY SEWER

1

2

5

6

7

8

11

12

13

14

15

16

17

19

18

21

22

23

10" HDPE FROM

DOWNSPOUTS (TYP)

SLOPE MIN 2%
10" HDPE FROM

DOWNSPOUTS (TYP)

SLOPE MIN 2%

2425

20

12" HPDE FROM DOWNSPOUTS

I.E. UP 55.50

SLOPE MIN 2%

NOTE: SEE OFFSITE ROAD  PLANS

FOR GUNN HIGHWAY DRAINAGE

IMPROVEMENTS.
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1. CONTRACTOR IS RESPONSIBLE FOR DEMOLITION OF EXISTING STRUCTURES

INCLUDING REMOVAL OF ANY EXISTING UTILITIES  SERVING THE STRUCTURE.

UTILITIES ARE TO BE REMOVED TO THE RIGHT-OF-WAY.

2. THE CONTRACTOR IS SPECIFICALLY CAUTIONED THAT THE LOCATION AND/OR

ELEVATION OF EXISTING UTILITIES AS SHOWN  ON THESE PLANS IS BASED ON

RECORDS OF THE VARIOUS UTILITY COMPANIES, AND WHERE POSSIBLE,

MEASUREMENTS TAKEN IN THE FIELD.  THE INFORMATION IS NOT TO BE RELIED

ON AS BEING EXACT OR COMPLETE.  THE CONTRACTOR MUST CALL THE

APPROPRIATE UTILITY COMPANIES AT LEAST 72 HOURS BEFORE ANY

EXCAVATION TO REQUEST EXACT FIELD LOCATION OF UTILITIES.  IT SHALL BE

THE RESPONSIBILITY OF THE CONTRACTOR TO RELOCATE ALL EXISTING

UTILITIES WHICH CONFLICT WITH THE PROPOSED IMPROVEMENTS SHOWN ON

THE PLANS.

3. ALL CUT OR FILL SLOPES SHALL BE 3:1 OR FLATTER UNLESS OTHERWISE NOTED.

4. PRECAST STRUCTURES MAY BE USED AT CONTRACTORS OPTION.

5. STORM PIPE SHALL BE AS FOLLOWS UNLESS OTHERWISE NOTED: TYPE 1: RCP,

CLASS III PER ASTM C-76, WITH FLEXIBLE PLASTIC BITUMEN GASKETS AT JOINTS,

UNLESS OTHERWISE NOTED

6. EXISTING DRAINAGE STRUCTURES TO BE INSPECTED AND REPAIRED AS NEEDED,

AND EXISTING PIPES TO BE CLEANED OUT TO REMOVE ALL SILT AND DEBRIS.

7. EXISTING GRADE CONTOUR INTERVALS SHOWN AT 1 FOOT INTERVALS.

8. PROPOSED GRADE CONTOUR INTERVALS SHOWN AT 1 FOOT INTERVALS.

9. IF ANY EXISTING STRUCTURES TO REMAIN ARE DAMAGED DURING

CONSTRUCTION IT SHALL BE THE CONTRACTORS RESPONSIBILITY TO REPAIR

AND/OR REPLACE THE EXISTING STRUCTURE AS NECESSARY TO RETURN IT TO

EXISTING CONDITIONS OR BETTER.

10. ALL STORM PIPE ENTERING STRUCTURES SHALL BE GROUTED TO ASSURE

CONNECTION AT STRUCTURE IS WATERTIGHT.

11. ALL STORM SEWER MANHOLES IN PAVED AREAS SHALL BE FLUSH WITH

PAVEMENT, AND SHALL HAVE TRAFFIC BEARING RING & COVERS.  MANHOLES IN

UNPAVED AREAS SHALL BE 6" ABOVE FINISH GRADE.  LIDS SHALL BE  LABELED

"STORM SEWER".

12. THE CONTRACTOR SHALL ADHERE TO ALL TERMS & CONDITIONS AS OUTLINED IN

THE GENERAL N.P.D.E.S. PERMIT FOR  STORMWATER DISCHARGE ASSOCIATED

WITH CONSTRUCTION ACTIVITIES.

13. CONTRACTOR SHALL ADJUST AND/OR CUT EXISTING PAVEMENT AS NECESSARY

TO ASSURE A SMOOTH FIT AND CONTINUOUS GRADE.

14. CONTRACTOR SHALL ASSURE POSITIVE DRAINAGE AWAY FROM BUILDINGS FOR

ALL NATURAL AND PAVED AREAS.

15. TOPOGRAPHIC INFORMATION TAKEN FROM A TOPOGRAPHIC SURVEY BY D.C.

JOHNSON, IF CONTRACTOR DOES NOT ACCEPT EXISTING TOPOGRAPHY AS

SHOWN ON THE PLANS, WITHOUT EXCEPTION, HE SHALL HAVE MADE, AT HIS

EXPENSE, A TOPOGRAPHIC SURVEY BY A REGISTERED LAND SURVEYOR AND

SUBMIT IT TO THE OWNER FOR REVIEW.

16. ALL UNSURFACED AREAS DISTURBED BY GRADING OPERATION SHALL RECEIVE 4

INCHES OF TOPSOIL.  CONTRACTOR SHALL APPLY STAKED SOD TO ALL SLOPES

3H:1V OR STEEPER.  CONTRACTOR SHALL GRASS DISTURBED AREAS IN

ACCORDANCE WITH STATE SPECIFICATIONS UNTIL A HEALTHY STAND OF GRASS

IS OBTAINED. IF ADEQUATE TOPSOIL IS NOT AVAILABLE ON SITE THE

CONTRACTOR SHALL PROVIDE TOPSOIL, APPROVED BY THE OWNER, AS NEEDED.

17. CONSTRUCTION SHALL COMPLY WITH ALL APPLICABLE GOVERNING CODES AND

BE CONSTRUCTED TO SAME.

18. ALL STORM STRUCTURES SHALL HAVE A SMOOTH UNIFORM POURED MORTAR

INVERT FROM INVERT IN TO INVERT OUT.

19. CATCH BASINS, MANHOLES, FRAMES, GRATES, SHALL MEET THE REQUIREMENTS

OF THE LATEST EDITION OF THE FLORIDA DEPARTMENT OF TRANSPORTATION

STANDARD DETAILS FOR CONSTRUCTION AND THE PASCO COUNTY

REQUIREMENTS.

20. THE CONTRACTOR SHALL REFER TO THE ARCHITECTURAL PLANS FOR THE

EXACT NUMBER, SIZE AND LOCATION OF ANY ROOF DRAINS.

21. INFORMATION CONCERNING UNDERGROUND UTILITIES WAS OBTAINED FROM

AVAILABLE RECORDS AND FIELD LOCATIONS WHEN POSSIBLE, BUT THE

CONTRACTOR MUST DETERMINE THE EXACT LOCATION AND ELEVATION OF ALL

EXISTING UTILITIES BY DIGGING TEST PITS BY HAND AT ALL CROSSINGS WELL IN

ADVANCE OF TRENCHING.  IF CLEARANCES ARE LESS THAN SPECIFIED ON THE

PLAN OR TWELVE INCHES (12"), WHICHEVER IS LESS, CONTACT THE DESIGN

ENGINEER AND THE OWNER PRIOR TO PROCEEDING WITH CONSTRUCTION.

22. THE CONTRACTOR IS RESPONSIBLE FOR THE DESIGN AND IMPLEMENTATION OF

ALL SHEETING, SHORING, BRACING, AND SPECIAL EXCAVATION MEASURES

REQUIRED TO MEET OSHA, FEDERAL, STATE, AND LOCAL REGULATIONS

PURSUANT TO THE INSTALLATION OF ALL WORK INDICATED ON THESE

DRAWINGS. THE OWNER AND THE DESIGN ENGINEER ACCEPT NO

RESPONSIBILITY FOR THE DESIGNS TO INSTALL SAID ITEMS.

23. PRECAST DRAINAGE STRUCTURES HAVE BEEN SPECIFIED ON THE PLANS. THE

OWNER AND THE ENGINEER, HOWEVER, ASSUME NO RESPONSIBILITY FOR

THESE STRUCTURES, AS FIELD CONDITIONS OFTEN DICTATE MINOR ELEVATION

ADJUSTMENTS. THE CONTRACTOR ASSUMES ALL RESPONSIBILITY AND EXPENSE

FOR MODIFYING THE PRECAST STRUCTURES TO ACCOMMODATE FIELD

REVISIONS.

24. ALL SLOPES 3:1 AND STEEPER ARE TO RECEIVE STAKED SOD.

25. ALL GRADING OPERATIONS, EXCAVATIONS, FILL, COMPACTION TESTING AND

BACKFILL SHALL BE OBSERVED AND TESTED BY A QUALIFIED GEOTECHNICAL

ENGINEER.  THE GEOTECHNICAL ENGINEER SHALL BE DESIGNATED BY AND PAID

FOR BY THE OWNER.

26. NO FILL SHALL BE PLACED PRIOR TO APPROVAL OF THE SUBGRADE BY THE

GEOTECHNICAL ENGINEER.

27. COMPACTION SHALL BE DONE IN ACCORDANCE WITH ALDI'S REQUIREMENTS AND

THE ON-SITE GEOTECHNICAL ENGINEER'S RECOMMENDATIONS.

28. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ANY ADDITIONAL COSTS

INCURRED FOR INSPECTION AND TESTING OF SOILS DUE TO FAILURE TO

COMPLY WITH THE MINIMUM REQUIREMENTS OF THE SOILS REPORT.

29. ALL GRADING OPERATIONS SHALL BE STAKED BY A LICENSED LAND SURVEYOR

PROVIDED BY THE CONTRACTOR AND APPROVED BY THE OWNER.

30. UPON COMPLETION OF THE GRADING, THE GEOTECHNICAL ENGINEER SHALL

PROVIDE OWNER WITH A LETTER INDICATING THAT THE SITE AND BUILDING PAD

WERE PREPARED IN DIRECT CONFORMANCE WITH THE RECOMMENDATIONS AND

CONCLUSIONS IN THE SOILS REPORT.

31. CROSS-SLOPE THROUGH STRIPED AREA LEADING TO PUBLIC SIDEWALK SHALL

NOT EXCEED 2.0%.

32. NO EXPOSED FOOTINGS SHALL BE ALLOWED.

NOTES PER PASCO COUNTY:

1. PRIOR TO THE START OF CLEARING AND GRUBBING, OR ANY SOIL

DISTURBANCE CONTACT PASCO COUNTY STORMWATER MANAGEMENT AT

(727) 834-3611 FOR A SOIL EROSION AND SEDIMENT CONTROL,

PRE-INSPECTION MEETING.

2. THE CONTRACTOR MUST PROVIDE A DEWATERING PLAN, IF APPLICABLE,

TO PASCO COUNTY ENGINEERING INSPECTIONS DEPARTMENT, AT (727)

834-3670, FOR REVIEW PRIOR TO THE EROSION CONTROL MEASURES

PRE-INSPECTION MEETING.

FLOOD CERTIFICATION:

BASED ON INSPECTION OF FEMA FLOOD INSURANCE RATE

MAP (F.I.R.M.) COMMUNITY PANEL No. 12101C0380F, DATED

SEPTEMBER 26, 2014, THE PROPERTY APPEARS TO LIE IN

FLOOD ZONE X.

SEASONAL HIGH-WATER TABLE:

BASED ON THE GEOTECHNICAL EXPLORATION REPORT BY

UNIVERSAL ENGINEERING, INC., DATED NOVEMBER 11,

2020 THE ESTIMATED SHWT IS 11' TO 12' BELOW EXISTING

GRADE.

VERTICAL DATUM CONVERSION

PLANS ELEVATIONS REFER TO THE NATIONAL

GEODETIC VERTICAL DATUM OF 1929 (NGVD1929).

THE CONVERSION FROM THE NATIONAL GEODETIC

VERTICAL DATUM OF 1929 (NGVD1929) TO THE

NORTH AMERICAN VERTICAL DATUM OF 1988

(NAVD1988) IS: ELEVATION IN NGVD29 MINUS 0.84

FEET.

SITE GRADING NOTES

FFE = 60.0

STORMDRAIN STRUCTURE TABLE

STRUCTURE

TYPE

RIM/THROAT

ELEV.

1 53.50

2 57.36

3 59.10

5' DIA. MANHOLE

4

60.255

57.406

57.577

60.508

57.40

FDOT TYPE "C" INLET

9

57.40

FDOT TYPE "C" INLET

10

57.40

FDOT TYPE "C" INLET

11

57.40

FDOT TYPE "C" INLET

12

57.40

FDOT TYPE "C" INLET

13

57.40

14

52.28

MANHOLE

15

59.10

FDOT TYPE "C" INLET

16

58.70

FDOT TYPE "C" INLET

17

58.40

FDOT TYPE "C" INLET

18

58.85

FDOT TYPE "C" INLET

19

58.00

FDOT TYPE "C" INLET

20

58.00

FDOT TYPE "C" INLET

21

59.28

FDOT TYPE "C" INLET

22

59.28

STORMDRAIN SCHEDULE

TYPELENGTHSIZESTRUCTURES SLOPE IE DOWN IE UP

RCP37'42"1 TO 2 0.20% 48.97 49.05

RCP176'42"2 TO 3 49.15 49.50

RCP122'42"3 TO 4 49.60 49.85

RCP90'36"5 TO 6 50.40 50.58

RCP95'36"6 TO 7 50.68 50.86

RCP97'36"7 TO 8 50.96 51.15

RCP140'42"6 TO 11 52.05 52.33

RCP95'24"
11 TO 12

53.21 53.40

RCP146'36"11 TO 13 52.43 52.73

RCP95'24"13 TO 14 53.21 53.40

RCP138'30" 52.83 53.11

RCP95'24" 53.21 53.40

RCP48'30" 52.28 52.38

RCP63'24" 54.26 54.40

RCP23'18" 54.50 54.54

RCP136'24" 52.48 52.76

RCP22'18" 54.50 54.54

RCP148'24" 52.86 53.16

RCP118'18" 53.26 53.50

RCP200'18" 53.60 54.00

13 TO 15

15 TO 16

17 TO 18

18 TO 19

19 TO 24

18 TO 20

20 TO 25

20 TO 21

21 TO 22

22 TO 23

FDOT TYPE "D" INLET, 6' ALT "A" BOTTOM

MES

4' CHAIN LINK

FENCE AROUND

ENTIRE POND

AREA

3:1 MAX SLOPES

0.20%

0.20%

0.20%

0.20%

0.20%

0.20%

0.20%

0.20%

0.20%

0.20%

0.20%

0.20%

0.20%

0.20%

0.20%

0.20%

0.20%

0.20%

0.20%

60

SS SS

STORMWATER

MANAGEMENT POND

TOP OF BERM - 58.50'

BOTTOM OF POND - 51.00

530,618 CF OF STORAGE

(DRY POND)

SHADE

STRUCTURES

COVERED

AREA
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1' HIGH LANDSCAPE

BERM (REF.

LANDSCAPE PLANS)

1' HIGH LANDSCAPE

BERM (REF.

LANDSCAPE PLANS)

1' HIGH LANDSCAPE

BERM (REF.

LANDSCAPE PLANS)

8' WIDE SWING GATE

OPENING

REFER TO ARCH PLANS

FOR TRUCKDOCK 10" WELL

DETAILS
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CS-1

26

27

28

MANHOLE

23

59.50

MANHOLE

24

59.00

MANHOLE

25

56.00

 MODIFIED FDOT TYPE C INLETCS-1 58.00

RCP121'18" 50.00 50.25
CS-1 TO 26

0.20%

RCP155'18" 51.15 51.430.20%26 TO 27

RCP165'18" 50.72 51.050.20%27 TO 28

3

4

26

27

28

RCP171'42"4 TO 5 49.95 50.300.20%

RCP38'30"8 TO 9 51.25 51.320.20%

RCP260'30"9 TO 10 51.42 51.940.20%

NOTES:

-CROSS SLOPES ON ALL SIDEWALKS AND ADA CROSSINGS

SHALL NOT EXCEED 2.0 %.

-PAVEMENT TO BE FLUSH WITH SIDEWALK ALONG FRONT

OF STORE

2
7
3
.
2
'

224.2'

MAX 3:1 SLOPE
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NOTE: SEE OFFSITE ROAD PLANS

FOR OLD GUNN HIGHWAY AND

STATE ROAD 54 DRAINAGE

IMPROVEMENTS .

1. CONTRACTOR IS RESPONSIBLE FOR DEMOLITION OF EXISTING STRUCTURES

INCLUDING REMOVAL OF ANY EXISTING UTILITIES  SERVING THE STRUCTURE.

UTILITIES ARE TO BE REMOVED TO THE RIGHT-OF-WAY.

2. THE CONTRACTOR IS SPECIFICALLY CAUTIONED THAT THE LOCATION AND/OR

ELEVATION OF EXISTING UTILITIES AS SHOWN  ON THESE PLANS IS BASED ON

RECORDS OF THE VARIOUS UTILITY COMPANIES, AND WHERE POSSIBLE,

MEASUREMENTS TAKEN IN THE FIELD.  THE INFORMATION IS NOT TO BE RELIED

ON AS BEING EXACT OR COMPLETE.  THE CONTRACTOR MUST CALL THE

APPROPRIATE UTILITY COMPANIES AT LEAST 72 HOURS BEFORE ANY

EXCAVATION TO REQUEST EXACT FIELD LOCATION OF UTILITIES.  IT SHALL BE

THE RESPONSIBILITY OF THE CONTRACTOR TO RELOCATE ALL EXISTING

UTILITIES WHICH CONFLICT WITH THE PROPOSED IMPROVEMENTS SHOWN ON

THE PLANS.

3. ALL CUT OR FILL SLOPES SHALL BE 3:1 OR FLATTER UNLESS OTHERWISE NOTED.

4. PRECAST STRUCTURES MAY BE USED AT CONTRACTORS OPTION.

5. STORM PIPE SHALL BE AS FOLLOWS UNLESS OTHERWISE NOTED: TYPE 1: RCP,

CLASS III PER ASTM C-76, WITH FLEXIBLE PLASTIC BITUMEN GASKETS AT JOINTS,

UNLESS OTHERWISE NOTED

6. EXISTING DRAINAGE STRUCTURES TO BE INSPECTED AND REPAIRED AS NEEDED,

AND EXISTING PIPES TO BE CLEANED OUT TO REMOVE ALL SILT AND DEBRIS.

7. EXISTING GRADE CONTOUR INTERVALS SHOWN AT 1 FOOT INTERVALS.

8. PROPOSED GRADE CONTOUR INTERVALS SHOWN AT 1 FOOT INTERVALS.

9. IF ANY EXISTING STRUCTURES TO REMAIN ARE DAMAGED DURING

CONSTRUCTION IT SHALL BE THE CONTRACTORS RESPONSIBILITY TO REPAIR

AND/OR REPLACE THE EXISTING STRUCTURE AS NECESSARY TO RETURN IT TO

EXISTING CONDITIONS OR BETTER.

10. ALL STORM PIPE ENTERING STRUCTURES SHALL BE GROUTED TO ASSURE

CONNECTION AT STRUCTURE IS WATERTIGHT.

11. ALL STORM SEWER MANHOLES IN PAVED AREAS SHALL BE FLUSH WITH

PAVEMENT, AND SHALL HAVE TRAFFIC BEARING RING & COVERS.  MANHOLES IN

UNPAVED AREAS SHALL BE 6" ABOVE FINISH GRADE.  LIDS SHALL BE  LABELED

"STORM SEWER".

12. THE CONTRACTOR SHALL ADHERE TO ALL TERMS & CONDITIONS AS OUTLINED IN

THE GENERAL N.P.D.E.S. PERMIT FOR  STORMWATER DISCHARGE ASSOCIATED

WITH CONSTRUCTION ACTIVITIES.

13. CONTRACTOR SHALL ADJUST AND/OR CUT EXISTING PAVEMENT AS NECESSARY

TO ASSURE A SMOOTH FIT AND CONTINUOUS GRADE.

14. CONTRACTOR SHALL ASSURE POSITIVE DRAINAGE AWAY FROM BUILDINGS FOR

ALL NATURAL AND PAVED AREAS.

15. TOPOGRAPHIC INFORMATION TAKEN FROM A TOPOGRAPHIC SURVEY BY D.C.

JOHNSON, IF CONTRACTOR DOES NOT ACCEPT EXISTING TOPOGRAPHY AS

SHOWN ON THE PLANS, WITHOUT EXCEPTION, HE SHALL HAVE MADE, AT HIS

EXPENSE, A TOPOGRAPHIC SURVEY BY A REGISTERED LAND SURVEYOR AND

SUBMIT IT TO THE OWNER FOR REVIEW.

16. ALL UNSURFACED AREAS DISTURBED BY GRADING OPERATION SHALL RECEIVE 4

INCHES OF TOPSOIL.  CONTRACTOR SHALL APPLY STAKED SOD TO ALL SLOPES

3H:1V OR STEEPER.  CONTRACTOR SHALL GRASS DISTURBED AREAS IN

ACCORDANCE WITH STATE SPECIFICATIONS UNTIL A HEALTHY STAND OF GRASS

IS OBTAINED. IF ADEQUATE TOPSOIL IS NOT AVAILABLE ON SITE THE

CONTRACTOR SHALL PROVIDE TOPSOIL, APPROVED BY THE OWNER, AS NEEDED.

17. CONSTRUCTION SHALL COMPLY WITH ALL APPLICABLE GOVERNING CODES AND

BE CONSTRUCTED TO SAME.

18. ALL STORM STRUCTURES SHALL HAVE A SMOOTH UNIFORM POURED MORTAR

INVERT FROM INVERT IN TO INVERT OUT.

19. CATCH BASINS, MANHOLES, FRAMES, GRATES, SHALL MEET THE REQUIREMENTS

OF THE LATEST EDITION OF THE FLORIDA DEPARTMENT OF TRANSPORTATION

STANDARD DETAILS FOR CONSTRUCTION AND THE PASCO COUNTY

REQUIREMENTS.

20. THE CONTRACTOR SHALL REFER TO THE ARCHITECTURAL PLANS FOR THE

EXACT NUMBER, SIZE AND LOCATION OF ANY ROOF DRAINS.

21. INFORMATION CONCERNING UNDERGROUND UTILITIES WAS OBTAINED FROM

AVAILABLE RECORDS AND FIELD LOCATIONS WHEN POSSIBLE, BUT THE

CONTRACTOR MUST DETERMINE THE EXACT LOCATION AND ELEVATION OF ALL

EXISTING UTILITIES BY DIGGING TEST PITS BY HAND AT ALL CROSSINGS WELL IN

ADVANCE OF TRENCHING.  IF CLEARANCES ARE LESS THAN SPECIFIED ON THE

PLAN OR TWELVE INCHES (12"), WHICHEVER IS LESS, CONTACT THE DESIGN

ENGINEER AND THE OWNER PRIOR TO PROCEEDING WITH CONSTRUCTION.

22. THE CONTRACTOR IS RESPONSIBLE FOR THE DESIGN AND IMPLEMENTATION OF

ALL SHEETING, SHORING, BRACING, AND SPECIAL EXCAVATION MEASURES

REQUIRED TO MEET OSHA, FEDERAL, STATE, AND LOCAL REGULATIONS

PURSUANT TO THE INSTALLATION OF ALL WORK INDICATED ON THESE

DRAWINGS. THE OWNER AND THE DESIGN ENGINEER ACCEPT NO

RESPONSIBILITY FOR THE DESIGNS TO INSTALL SAID ITEMS.

23. PRECAST DRAINAGE STRUCTURES HAVE BEEN SPECIFIED ON THE PLANS. THE

OWNER AND THE ENGINEER, HOWEVER, ASSUME NO RESPONSIBILITY FOR

THESE STRUCTURES, AS FIELD CONDITIONS OFTEN DICTATE MINOR ELEVATION

ADJUSTMENTS. THE CONTRACTOR ASSUMES ALL RESPONSIBILITY AND EXPENSE

FOR MODIFYING THE PRECAST STRUCTURES TO ACCOMMODATE FIELD

REVISIONS.

24. ALL SLOPES 3:1 AND STEEPER ARE TO RECEIVE STAKED SOD.

25. ALL GRADING OPERATIONS, EXCAVATIONS, FILL, COMPACTION TESTING AND

BACKFILL SHALL BE OBSERVED AND TESTED BY A QUALIFIED GEOTECHNICAL

ENGINEER.  THE GEOTECHNICAL ENGINEER SHALL BE DESIGNATED BY AND PAID

FOR BY THE OWNER.

26. NO FILL SHALL BE PLACED PRIOR TO APPROVAL OF THE SUBGRADE BY THE

GEOTECHNICAL ENGINEER.

27. COMPACTION SHALL BE DONE IN ACCORDANCE WITH ALDI'S REQUIREMENTS AND

THE ON-SITE GEOTECHNICAL ENGINEER'S RECOMMENDATIONS.

28. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ANY ADDITIONAL COSTS

INCURRED FOR INSPECTION AND TESTING OF SOILS DUE TO FAILURE TO

COMPLY WITH THE MINIMUM REQUIREMENTS OF THE SOILS REPORT.

29. ALL GRADING OPERATIONS SHALL BE STAKED BY A LICENSED LAND SURVEYOR

PROVIDED BY THE CONTRACTOR AND APPROVED BY THE OWNER.

30. UPON COMPLETION OF THE GRADING, THE GEOTECHNICAL ENGINEER SHALL

PROVIDE OWNER WITH A LETTER INDICATING THAT THE SITE AND BUILDING PAD

WERE PREPARED IN DIRECT CONFORMANCE WITH THE RECOMMENDATIONS AND

CONCLUSIONS IN THE SOILS REPORT.

31. CROSS-SLOPE THROUGH STRIPED AREA LEADING TO PUBLIC SIDEWALK SHALL

NOT EXCEED 2.0%.

32. NO EXPOSED FOOTINGS SHALL BE ALLOWED.

NOTES PER PASCO COUNTY:

1. PRIOR TO THE START OF CLEARING AND GRUBBING, OR ANY SOIL

DISTURBANCE CONTACT PASCO COUNTY STORMWATER MANAGEMENT AT

(727) 834-3611 FOR A SOIL EROSION AND SEDIMENT CONTROL,

PRE-INSPECTION MEETING.

2. THE CONTRACTOR MUST PROVIDE A DEWATERING PLAN, IF APPLICABLE,

TO PASCO COUNTY ENGINEERING INSPECTIONS DEPARTMENT, AT (727)

834-3670, FOR REVIEW PRIOR TO THE EROSION CONTROL MEASURES

PRE-INSPECTION MEETING.

FLOOD CERTIFICATION:

BASED ON INSPECTION OF FEMA FLOOD INSURANCE RATE

MAP (F.I.R.M.) COMMUNITY PANEL No. 12101C0380F, DATED

SEPTEMBER 26, 2014, THE PROPERTY APPEARS TO LIE IN

FLOOD ZONE X.

NOTE:

CROSS SLOPES ON ALL SIDEWALKS AND ADA CROSSINGS

SHALL NOT EXCEED 2.0 %.

SEASONAL HIGH-WATER TABLE:

BASED ON THE GEOTECHNICAL EXPLORATION REPORT BY

UNIVERSAL ENGINEERING, INC., DATED NOVEMBER 11,

2020 THE ESTIMATED SHWT IS 11' TO 12' BELOW EXISTING

GRADE.

VERTICAL DATUM CONVERSION

PLANS ELEVATIONS REFER TO THE NATIONAL

GEODETIC VERTICAL DATUM OF 1929 (NGVD1929).

THE CONVERSION FROM THE NATIONAL GEODETIC

VERTICAL DATUM OF 1929 (NGVD1929) TO THE

NORTH AMERICAN VERTICAL DATUM OF 1988

(NAVD1988) IS: ELEVATION IN NGVD29 MINUS 0.84

FEET.

SITE GRADING NOTES
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TREE PROTECTION FENCING (TYP.)

NOTES PER PASCO COUNTY

1. PRIOR TO THE START OF CLEARING AND GRUBBING, OR ANY SOIL DISTURBANCE

CONTACT PASCO COUNTY STORMWATER MANAGEMENT AT (727) 834-3611 FOR A

SOIL EROSION AND SEDIMENT CONTROL, PRE-INSPECTION MEETING.

2. THE CONTRACTOR MUST PROVIDE A DEWATERING PLAN, IF APPLICABLE, TO PASCO

COUNTY ENGINEERING INSPECTIONS DEPARTMENT, AT (727) 834-3670, FOR REVIEW

PRIOR TO THE EROSION CONTROL MEASURES PRE-INSPECTION MEETING.

GENERAL EROSION NOTES:

A. THE STORMWATER POLLUTION PREVENTION PLAN IS COMPRISED OF

THESE CONSTRUCTION PLANS, THE STANDARD DETAILS, THE PLAN

NARRATIVE, ATTACHMENTS INCLUDED IN SPECIFICATIONS, PLUS THE

PERMIT AND ALL SUBSEQUENT REPORTS AND RELATED DOCUMENTS.

B. ALL CONTRACTORS AND SUBCONTRACTORS INVOLVED WITH STORM

WATER POLLUTION PREVENTION SHALL OBTAIN A COPY OF THE

STORM WATER POLLUTION PREVENTION PLAN AND THE FLORIDA

NATIONAL POLLUTANT DISCHARGE ELIMINATION SYSTEM GENERAL

PERMIT (NPDES PERMIT) AND BECOME FAMILIAR WITH THEIR

CONTENTS.

C. CONTRACTOR SHALL IMPLEMENT BEST MANAGEMENT PRACTICES AS

REQUIRED BY THIS SWPPP. ADDITIONAL BEST MANAGEMENT

PRACTICES SHALL BE IMPLEMENTED AS DICTATED BY CONDITIONS AT

NO ADDITIONAL COST OF OWNER THROUGHOUT ALL PHASES OF

CONSTRUCTION.

D. BEST MANAGEMENT PRACTICES (BMP'S) AND CONTROLS SHALL

CONFORM TO FEDERAL, STATE, OR LOCAL REQUIREMENTS OR

MANUAL OF PRACTICE, AS APPLICABLE. CONTRACTOR SHALL

IMPLEMENT ADDITIONAL CONTROLS AS DIRECTED BY PERMITTING

AGENCY OR OWNER.

E. SITE MAP MUST CLEARLY DELINEATE ALL STATE WATERS. PERMITS

FOR ANY CONSTRUCTION ACTIVITY IMPACTING STATE WATERS OR

REGULATED WETLANDS MUST BE MAINTAINED ON SITE AT ALL TIMES.

F. CONTRACTOR SHALL MINIMIZE CLEARING TO THE MAXIMUM EXTENT

PRACTICAL OR AS REQUIRED BY THE GENERAL PERMIT.

G. GENERAL CONTRACTOR SHALL DENOTE ON PLAN THE TEMPORARY

PARKING AND STORAGE AREA WHICH SHALL ALSO BE USED AS THE

EQUIPMENT MAINTENANCE AND CLEANING AREA, EMPLOYEE PARKING

AREA, AND AREA FOR LOCATING PORTABLE FACILITIES, OFFICE

TRAILERS, AND TOILET FACILITIES.

H. ALL WASH WATER (CONCRETE TRUCKS, VEHICLE CLEANING,

EQUIPMENT CLEANING, ETC.) SHALL BE DETAINED AND PROPERLY

TREATED OR DISPOSED.

I. SUFFICIENT OIL AND GREASE ABSORBING MATERIALS AND FLOTATION

BOOMS  SHALL BE MAINTAINED ON SITE OR READILY AVAILABLE TO

CONTAIN AND CLEAN-UP FUEL OR CHEMICAL SPILLS AND LEAKS.

J. DUST ON THE SITE SHALL BE CONTROLLED  BY SPRAYING WATER ON

DRY AREAS OF THE SITE.  THE USE OF MOTOR OILS AND OTHER

PETROLEUM BASED OR TOXIC LIQUIDS FOR DUST SUPPRESSION

OPERATIONS IS PROHIBITED.

K. RUBBISH, TRASH, GARBAGE, LITTER, OR OTHER SUCH MATERIALS

SHALL BE DEPOSITED INTO SEALED CONTAINERS. MATERIALS SHALL

BE PREVENTED FROM LEAVING THE PREMISES THROUGH THE ACTION

OF WIND OR STORMWATER DISCHARGE INTO DRAINAGE DITCHES OR

WATERS OF THE STATE.

L. ALL STORM WATER POLLUTION PREVENTION MEASURES PRESENTED

ON THIS PLAN, AND IN THE STORM WATER POLLUTION PREVENTION

PLAN, SHALL BE INITIATED AS SOON AS PRACTICABLE.

M. DISTURBED PORTIONS OF THE SITE WHERE CONSTRUCTION ACTIVITY

HAS STOPPED FOR AT LEAST 21 DAYS, SHALL BE TEMPORARILY

SEEDED. AREAS SHALL BE SEEDED NO LATER THAN 14 DAYS FROM

THE LAST CONSTRUCTION ACTIVITY OCCURRING IN THESE AREAS OR

AS REQUIRED BY THE PERMIT.

N. DISTURBED PORTIONS OF THE SITE WHERE CONSTRUCTION ACTIVITY

HAS  PERMANENTLY STOPPED SHALL BE PERMANENTLY SEEDED.

THESE AREAS SHALL BE SEEDED NO LATER THAN 14 DAYS AFTER THE

LAST CONSTRUCTION ACTIVITY OCCURRING IN THESE AREAS. REFER

TO THE GRADING PLAN AND/OR LANDSCAPE PLAN.

O. IF THE ACTION OF VEHICLES TRAVELING OVER THE GRAVEL

CONSTRUCTION ENTRANCES IS NOT SUFFICIENT TO REMOVE THE

MAJORITY OF DIRT OR MUD, THEN THE TIRES MUST BE WASHED

BEFORE THE VEHICLES ENTER A PUBLIC ROAD. IF WASHING IS USED,

PROVISIONS MUST BE MADE TO INTERCEPT THE WASH WATER AND

TRAP THE SEDIMENT BEFORE IT IS CARRIED OFF THE SITE.

P. ALL MATERIALS SPILLED, DROPPED, WASHED, OR TRACKED FROM

VEHICLES ONTO ROADWAYS OR INTO STORM DRAINS MUST BE

REMOVED IMMEDIATELY.

Q. CONTRACTORS OR SUBCONTRACTORS WILL BE RESPONSIBLE FOR

REMOVING SEDIMENT IN THE DETENTION POND AND ANY SEDIMENT

THAT MAY HAVE COLLECTED IN THE STORM SEWER DRAINAGE

SYSTEMS IN CONJUNCTION WITH THE STABILIZATION OF THE SITE.

R. ON-SITE & OFFSITE SOIL STOCKPILE AND BORROW AREAS SHALL BE

PROTECTED FROM EROSION AND SEDIMENTATION THROUGH

IMPLEMENTATION OF BEST MANAGEMENT PRACTICES. STOCKPILE AND

BORROW AREA LOCATIONS SHALL BE FIELD-LOCATED AND NOTED ON

THE SITE MAP AND PERMITTED IN ACCORDANCE WITH GENERAL

PERMIT REQUIREMENTS.

S. SLOPES SHALL BE LEFT IN A ROUGHENED CONDITION DURING THE

GRADING PHASE TO REDUCE RUNOFF VELOCITIES AND EROSION.

T. DUE TO THE GRADE CHANGES DURING THE DEVELOPMENT OF THE

PROJECT, THE CONTRACTOR SHALL BE RESPONSIBLE FOR ADJUSTING

THE EROSION CONTROL MEASURES (SILT FENCES, STRAW BALES,

ETC.) TO PREVENT EROSION.

U. ALL CONSTRUCTION SHALL BE STABILIZED AT THE END OF EACH

WORKING DAY, THIS INCLUDES BACKFILLING OF TRENCHES FOR

UTILITY CONSTRUCTION AND PLACEMENT OF GRAVEL OR BITUMINOUS

PAVING FOR ROAD CONSTRUCTION.

PROPOSED

BOUNDARY LINE

RIGHT OF WAY LINE

LIMITS OF DISTURBANCE 

GRADE BREAK

CONTOUR ELEVATIONS

STORM DRAIN

EROSION NOTES

EROSION DETAILS

TEMPORARY STONE CONSTRUCTION EXIT

TEMPORARY SILT FENCE

DIRECTION OF OVERLAND

LIMITS OF DRAINAGE SUB-BASIN

TEMPORARY SEDIMENT TRAP

PERMANENT SEEDING

TEMPORARY PARKING AND STORAGE

PROVIDE BARRICADE AT ALL ENTRANCE

LOCATIONS W/O TEMP STONE CONSTRUCTION EXIT

TEMPORARY SEEDING

NOTE: DISPOSAL OF SEDIMENT.

SEDIMENT REMOVED FROM SILT FENCE, INLET PROTECTION,

SEDIMENT PONDS AND TRAPS, ETC. DURING THE COURSE OF

CONSTRUCTION, SHALL BE PLACED ON THE TOPSOIL STOCKPILE AND

RESPREAD AT THE END OF THE PROJECT. SEDIMENT  REMOVED

FROM THESE ITEMS AFTER THE SITE HAS BEEN SEEDED, SHALL BE

HAULED OF SITE AND DISPOSED OF AT AN APPROVED, LICENSED

SPOIL AREA THAT IS IN FULL COMPLIANCE WITH THE NPDES

REGULATIONS. CONTRACTOR IS RESPONSIBLE FOR OBTAINING ANY

APPROVALS NECESSARY TO ALLOW FOR THE DISPOSAL OF THIS

MATERIAL IF HAULED OFF-SITE.

NOTE: THE CONTRACTOR SHALL PROVIDE PASCO COUNTY AND THE

CONSULTING ENGINEER WITH A MINIMUM OF 72 HOURS ADVANCE

NOTICE TO THE START OF CONSTRUCTION ACTIVITY. ACTIVITY IS

DEFINED, BUT NOT NECESSARILY LIMITED TO INSTALLATION OF

STONE CONSTRUCTION DRIVE, SILT  FENCE, CLEARING AND

GRUBBING, STRIPPING TOPSOIL, GRADING, AND INSTALLATION OF

ANY UTILITY OR ROAD WORK. SITE INSPECTIONS BY THE CEC AS

REQUIRED CAN THEN BE ARRANGED.

THE CONTRACTOR SHALL MAINTAIN CLOSE CONTACT WITH PASCO

COUNTY AND FDEP INSPECTORS SO THAT PERIODIC INSPECTIONS

CAN BE PERFORMED AT APPROPRIATE STAGES OF CONSTRUCTION.

INSPECTION SCHEDULE MUST BE CARRIED OUT IN ACCORDANCE

WITH JURISDICTIONAL REQUIREMENTS.

THE LOCATION OF THE SILT FENCE AND CONSTRUCTION/TREE

PROTECTION FENCING ON THE DRAWINGS IS FOR GRAPHICAL

PURPOSES ONLY. THE CONTRACTOR IS TO ENSURE THAT THE SILT

FENCE AND CONSTRUCTION/TREE PROTECTION FENCING

ENCOMPASSES THE ENTIRE WORK AREA.

MAINTENANCE:

ALL MEASURES STATED ON THIS EROSION AND SEDIMENTATION

CONTROL PLAN, AND IN THE STORM WATER POLLUTION

PREVENTION PLAN, SHALL BE MAINTAINED IN FULLY FUNCTIONAL

CONDITION UNTIL NO LONGER REQUIRED FOR A COMPLETED

PHASE OF WORK OR FINAL STABILIZATION OF THE SITE. ALL

EROSION AND SEDIMENTATION CONTROL MEASURES SHALL BE

CHECKED  BY A QUALIFIED PERSON AT LEAST ONCE EVERY SEVEN

CALENDAR DAYS AND WITHIN 24 HOURS OF THE END OF A 0.5"

RAINFALL EVENT, AND CLEANED AND REPAIRED IN ACCORDANCE

WITH THE FOLLOWING:

1. INLET PROTECTION DEVICES AND BARRIERS SHALL BE

REPAIRED OR REPLACED IF THEY SHOW SIGNS OF

UNDERMINING, OR DETERIORATION.

2. ALL SEEDED AREAS SHALL BE CHECKED REGULARLY TO SEE

THAT A GOOD STAND IS MAINTAINED. AREAS SHOULD BE

FERTILIZED, WATERED, AND RESEEDED AS NEEDED.

3. SILT FENCES SHALL BE REPAIRED TO THEIR ORIGINAL

CONDITIONS IF DAMAGED. SEDIMENT SHALL BE REMOVED

FROM THE SILT FENCES WHEN IT REACHES ONE-HALF THE

HEIGHT OF THE SILT FENCE.

4. THE CONSTRUCTION ENTRANCES SHALL BE MAINTAINED IN A

CONDITION WHICH WILL PREVENT TRACKING OR FLOW OF MUD

ONTO PUBLIC RIGHTS-OF-WAY. THIS MAY REQUIRE PERIODIC

TOP DRESSING OF THE CONSTRUCTION ENTRANCES AS

CONDITIONS DEMAND.

5. THE TEMPORARY PARKING AND STORAGE AREA SHALL BE

KEPT IN GOOD CONDITION (SUITABLE FOR PARKING AND

STORAGE). THIS MAY REQUIRE PERIODIC TOP DRESSING OF

THE TEMPORARY PARKING AS CONDITIONS DEMAND.

6. OUTLET STRUCTURES SHALL BE MAINTAINED IN OPERATIONAL

CONDITIONS AT ALL TIMES. SEDIMENT SHALL BE REMOVED

FROM SEDIMENT BASIN OR TRAPS WHEN THE DESIGN

CAPACITY HAS BEEN REDUCED BY 50%.

7. ALL SLOPES 3:1 AND STEEPER SHALL RECEIVE EROSION

CONTROL BLANKET PER SPECS.

DUST CONTROL

EROSION CONTROL NOTE:

1. REQUIRED EROSION AND SEDIMENT CONTROL DEVICES

SHALL BE IN PLACE AT ALL TIMES DURING CONSTRUCTION

AND SHALL BE REMOVED ONLY AFTER STABILIZATION HAS

BEEN ESTABLISHED.

2. AT ALL TIMES DURING CONSTRUCTION APPLY PERIMETER

CONTROL (BMP'S) PRACTICES TO PROTECT THE DISTURBED

AREA FROM OFFSITE RUNOFF AND TO PREVENT

SEDIMENTATION DAMAGE TO AREAS BELOW ACTIVITY.

3. DISTURBED AREAS MUST BE PROPERLY STABILIZED,

INCLUDING GRADING, COMPACTING, AND SOD..

4. NO ILLICIT DISCHARGE SHALL OCCUR AS A RESULT OF

ACTIVITY PERFORMED PURSUANT TO THIS PERMIT.

5. INLETS TO STORM SEWERS SHALL BE PROTECTED BY

SUITABLE FILTERING DEVICES DURING CONSTRUCTION TO

KEEP POLLUTANTS FROM ENTERING CONVEYANCE SYSTEMS.

FLOOD CERTIFICATION:

BASED ON INSPECTION OF FEMA FLOOD INSURANCE RATE

MAP (F.I.R.M.) COMMUNITY PANEL No. 12101C0380F, DATED

SEPTEMBER 26, 2014, THE PROPERTY APPEARS TO LIE IN

FLOOD ZONE X.

SEASONAL HIGH-WATER TABLE:

BASED ON THE GEOTECHNICAL EXPLORATION REPORT BY

UNIVERSAL ENGINEERING, INC., DATED NOVEMBER 11,

2020 THE ESTIMATED SHWT IS 11' TO 12' BELOW EXISTING

GRADE.

TOPSOIL

STOCKPILE

ACREAGE
SUMMARY

CE

TEMPORARY

24' X 50' CONSTRUCTION ENTRANCE

CONCRETE WASHDOWN AREA

INLET INSERT CONTAINMENT SYSTEM

CURB INLET SEDIMENT FILTER

CE

TEMPORARY

24' X 50' CONSTRUCTION ENTRANCE

CONCRETE WASHDOWN AREA

TOPSOIL

STOCKPILE

NOTE: SEE OFFSITE ROAD  PLANS

FOR GUNN HIGHWAY EROSION

CONTROL MEASURES
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This item has been digitally signed and sealed by Scott

K. Stannard, PE on the date adjacent to the seal. Printed

copies of this document are not considered signed and

sealed and the signature must be verified on any

electronic copies.

L
O

W
E

'
S

 
O

F
:

O
D

E
S

S
A

O
D

E
S

S
A

,
 
F

L
O

R
I
D

A

704.758.1000

SITE LOCATION

N

2
9

:
1

1
 
T

R
I
N

I
T

Y
 
L

A
K

E
S

,
 
L

L
C

2
1

7
6

0
 
S

t
a

t
e

 
R

o
a

d
 
5

4

L
u

t
z
,
 
F

L
 
3

3
5

4
9

(
8

1
3

)
 
4

0
4

-
4

1
3

3

w
w

w
.
d

u
n

p
h

y
d

e
v
e

l
o

p
m

e
n

t
.
c
o

m

PREPARED FOR:

PERMIT SET07/29/22

C-9.1

E
R

O
S

I
O

N
 
C

O
N

T
R

O
L

P
L
A

N
 
P

H
A

S
E

 
I

NOTES PER PASCO COUNTY

1. PRIOR TO THE START OF CLEARING AND GRUBBING, OR ANY SOIL DISTURBANCE

CONTACT PASCO COUNTY STORMWATER MANAGEMENT AT (727) 834-3611 FOR A

SOIL EROSION AND SEDIMENT CONTROL, PRE-INSPECTION MEETING.

2. THE CONTRACTOR MUST PROVIDE A DEWATERING PLAN, IF APPLICABLE, TO PASCO

COUNTY ENGINEERING INSPECTIONS DEPARTMENT, AT (727) 834-3670, FOR REVIEW

PRIOR TO THE EROSION CONTROL MEASURES PRE-INSPECTION MEETING.

GENERAL EROSION NOTES:

A. THE STORMWATER POLLUTION PREVENTION PLAN IS COMPRISED OF

THESE CONSTRUCTION PLANS, THE STANDARD DETAILS, THE PLAN

NARRATIVE, ATTACHMENTS INCLUDED IN SPECIFICATIONS, PLUS THE

PERMIT AND ALL SUBSEQUENT REPORTS AND RELATED DOCUMENTS.

B. ALL CONTRACTORS AND SUBCONTRACTORS INVOLVED WITH STORM

WATER POLLUTION PREVENTION SHALL OBTAIN A COPY OF THE

STORM WATER POLLUTION PREVENTION PLAN AND THE FLORIDA

NATIONAL POLLUTANT DISCHARGE ELIMINATION SYSTEM GENERAL

PERMIT (NPDES PERMIT) AND BECOME FAMILIAR WITH THEIR

CONTENTS.

C. CONTRACTOR SHALL IMPLEMENT BEST MANAGEMENT PRACTICES AS

REQUIRED BY THIS SWPPP. ADDITIONAL BEST MANAGEMENT

PRACTICES SHALL BE IMPLEMENTED AS DICTATED BY CONDITIONS AT

NO ADDITIONAL COST OF OWNER THROUGHOUT ALL PHASES OF

CONSTRUCTION.

D. BEST MANAGEMENT PRACTICES (BMP'S) AND CONTROLS SHALL

CONFORM TO FEDERAL, STATE, OR LOCAL REQUIREMENTS OR

MANUAL OF PRACTICE, AS APPLICABLE. CONTRACTOR SHALL

IMPLEMENT ADDITIONAL CONTROLS AS DIRECTED BY PERMITTING

AGENCY OR OWNER.

E. SITE MAP MUST CLEARLY DELINEATE ALL STATE WATERS. PERMITS

FOR ANY CONSTRUCTION ACTIVITY IMPACTING STATE WATERS OR

REGULATED WETLANDS MUST BE MAINTAINED ON SITE AT ALL TIMES.

F. CONTRACTOR SHALL MINIMIZE CLEARING TO THE MAXIMUM EXTENT

PRACTICAL OR AS REQUIRED BY THE GENERAL PERMIT.

G. GENERAL CONTRACTOR SHALL DENOTE ON PLAN THE TEMPORARY

PARKING AND STORAGE AREA WHICH SHALL ALSO BE USED AS THE

EQUIPMENT MAINTENANCE AND CLEANING AREA, EMPLOYEE PARKING

AREA, AND AREA FOR LOCATING PORTABLE FACILITIES, OFFICE

TRAILERS, AND TOILET FACILITIES.

H. ALL WASH WATER (CONCRETE TRUCKS, VEHICLE CLEANING,

EQUIPMENT CLEANING, ETC.) SHALL BE DETAINED AND PROPERLY

TREATED OR DISPOSED.

I. SUFFICIENT OIL AND GREASE ABSORBING MATERIALS AND FLOTATION

BOOMS  SHALL BE MAINTAINED ON SITE OR READILY AVAILABLE TO

CONTAIN AND CLEAN-UP FUEL OR CHEMICAL SPILLS AND LEAKS.

J. DUST ON THE SITE SHALL BE CONTROLLED  BY SPRAYING WATER ON

DRY AREAS OF THE SITE.  THE USE OF MOTOR OILS AND OTHER

PETROLEUM BASED OR TOXIC LIQUIDS FOR DUST SUPPRESSION

OPERATIONS IS PROHIBITED.

K. RUBBISH, TRASH, GARBAGE, LITTER, OR OTHER SUCH MATERIALS

SHALL BE DEPOSITED INTO SEALED CONTAINERS. MATERIALS SHALL

BE PREVENTED FROM LEAVING THE PREMISES THROUGH THE ACTION

OF WIND OR STORMWATER DISCHARGE INTO DRAINAGE DITCHES OR

WATERS OF THE STATE.

L. ALL STORM WATER POLLUTION PREVENTION MEASURES PRESENTED

ON THIS PLAN, AND IN THE STORM WATER POLLUTION PREVENTION

PLAN, SHALL BE INITIATED AS SOON AS PRACTICABLE.

M. DISTURBED PORTIONS OF THE SITE WHERE CONSTRUCTION ACTIVITY

HAS STOPPED FOR AT LEAST 21 DAYS, SHALL BE TEMPORARILY

SEEDED. AREAS SHALL BE SEEDED NO LATER THAN 14 DAYS FROM

THE LAST CONSTRUCTION ACTIVITY OCCURRING IN THESE AREAS OR

AS REQUIRED BY THE PERMIT.

N. DISTURBED PORTIONS OF THE SITE WHERE CONSTRUCTION ACTIVITY

HAS  PERMANENTLY STOPPED SHALL BE PERMANENTLY SEEDED.

THESE AREAS SHALL BE SEEDED NO LATER THAN 14 DAYS AFTER THE

LAST CONSTRUCTION ACTIVITY OCCURRING IN THESE AREAS. REFER

TO THE GRADING PLAN AND/OR LANDSCAPE PLAN.

O. IF THE ACTION OF VEHICLES TRAVELING OVER THE GRAVEL

CONSTRUCTION ENTRANCES IS NOT SUFFICIENT TO REMOVE THE

MAJORITY OF DIRT OR MUD, THEN THE TIRES MUST BE WASHED

BEFORE THE VEHICLES ENTER A PUBLIC ROAD. IF WASHING IS USED,

PROVISIONS MUST BE MADE TO INTERCEPT THE WASH WATER AND

TRAP THE SEDIMENT BEFORE IT IS CARRIED OFF THE SITE.

P. ALL MATERIALS SPILLED, DROPPED, WASHED, OR TRACKED FROM

VEHICLES ONTO ROADWAYS OR INTO STORM DRAINS MUST BE

REMOVED IMMEDIATELY.

Q. CONTRACTORS OR SUBCONTRACTORS WILL BE RESPONSIBLE FOR

REMOVING SEDIMENT IN THE DETENTION POND AND ANY SEDIMENT

THAT MAY HAVE COLLECTED IN THE STORM SEWER DRAINAGE

SYSTEMS IN CONJUNCTION WITH THE STABILIZATION OF THE SITE.

R. ON-SITE & OFFSITE SOIL STOCKPILE AND BORROW AREAS SHALL BE

PROTECTED FROM EROSION AND SEDIMENTATION THROUGH

IMPLEMENTATION OF BEST MANAGEMENT PRACTICES. STOCKPILE AND

BORROW AREA LOCATIONS SHALL BE FIELD-LOCATED AND NOTED ON

THE SITE MAP AND PERMITTED IN ACCORDANCE WITH GENERAL

PERMIT REQUIREMENTS.

S. SLOPES SHALL BE LEFT IN A ROUGHENED CONDITION DURING THE

GRADING PHASE TO REDUCE RUNOFF VELOCITIES AND EROSION.

T. DUE TO THE GRADE CHANGES DURING THE DEVELOPMENT OF THE

PROJECT, THE CONTRACTOR SHALL BE RESPONSIBLE FOR ADJUSTING

THE EROSION CONTROL MEASURES (SILT FENCES, STRAW BALES,

ETC.) TO PREVENT EROSION.

U. ALL CONSTRUCTION SHALL BE STABILIZED AT THE END OF EACH

WORKING DAY, THIS INCLUDES BACKFILLING OF TRENCHES FOR

UTILITY CONSTRUCTION AND PLACEMENT OF GRAVEL OR BITUMINOUS

PAVING FOR ROAD CONSTRUCTION.

NOTE: DISPOSAL OF SEDIMENT.

SEDIMENT REMOVED FROM SILT FENCE, INLET PROTECTION,

SEDIMENT PONDS AND TRAPS, ETC. DURING THE COURSE OF

CONSTRUCTION, SHALL BE PLACED ON THE TOPSOIL STOCKPILE AND

RESPREAD AT THE END OF THE PROJECT. SEDIMENT  REMOVED

FROM THESE ITEMS AFTER THE SITE HAS BEEN SEEDED, SHALL BE

HAULED OF SITE AND DISPOSED OF AT AN APPROVED, LICENSED

SPOIL AREA THAT IS IN FULL COMPLIANCE WITH THE NPDES

REGULATIONS. CONTRACTOR IS RESPONSIBLE FOR OBTAINING ANY

APPROVALS NECESSARY TO ALLOW FOR THE DISPOSAL OF THIS

MATERIAL IF HAULED OFF-SITE.

NOTE: THE CONTRACTOR SHALL PROVIDE PASCO COUNTY AND THE

CONSULTING ENGINEER WITH A MINIMUM OF 72 HOURS ADVANCE

NOTICE TO THE START OF CONSTRUCTION ACTIVITY. ACTIVITY IS

DEFINED, BUT NOT NECESSARILY LIMITED TO INSTALLATION OF

STONE CONSTRUCTION DRIVE, SILT  FENCE, CLEARING AND

GRUBBING, STRIPPING TOPSOIL, GRADING, AND INSTALLATION OF

ANY UTILITY OR ROAD WORK. SITE INSPECTIONS BY THE CEC AS

REQUIRED CAN THEN BE ARRANGED.

THE CONTRACTOR SHALL MAINTAIN CLOSE CONTACT WITH PASCO

COUNTY AND FDEP INSPECTORS SO THAT PERIODIC INSPECTIONS

CAN BE PERFORMED AT APPROPRIATE STAGES OF CONSTRUCTION.

INSPECTION SCHEDULE MUST BE CARRIED OUT IN ACCORDANCE

WITH JURISDICTIONAL REQUIREMENTS.

THE LOCATION OF THE SILT FENCE AND CONSTRUCTION/TREE

PROTECTION FENCING ON THE DRAWINGS IS FOR GRAPHICAL

PURPOSES ONLY. THE CONTRACTOR IS TO ENSURE THAT THE SILT

FENCE AND CONSTRUCTION/TREE PROTECTION FENCING

ENCOMPASSES THE ENTIRE WORK AREA.

MAINTENANCE:

ALL MEASURES STATED ON THIS EROSION AND SEDIMENTATION

CONTROL PLAN, AND IN THE STORM WATER POLLUTION

PREVENTION PLAN, SHALL BE MAINTAINED IN FULLY FUNCTIONAL

CONDITION UNTIL NO LONGER REQUIRED FOR A COMPLETED

PHASE OF WORK OR FINAL STABILIZATION OF THE SITE. ALL

EROSION AND SEDIMENTATION CONTROL MEASURES SHALL BE

CHECKED  BY A QUALIFIED PERSON AT LEAST ONCE EVERY SEVEN

CALENDAR DAYS AND WITHIN 24 HOURS OF THE END OF A 0.5"

RAINFALL EVENT, AND CLEANED AND REPAIRED IN ACCORDANCE

WITH THE FOLLOWING:

1. INLET PROTECTION DEVICES AND BARRIERS SHALL BE

REPAIRED OR REPLACED IF THEY SHOW SIGNS OF

UNDERMINING, OR DETERIORATION.

2. ALL SEEDED AREAS SHALL BE CHECKED REGULARLY TO SEE

THAT A GOOD STAND IS MAINTAINED. AREAS SHOULD BE

FERTILIZED, WATERED, AND RESEEDED AS NEEDED.

3. SILT FENCES SHALL BE REPAIRED TO THEIR ORIGINAL

CONDITIONS IF DAMAGED. SEDIMENT SHALL BE REMOVED

FROM THE SILT FENCES WHEN IT REACHES ONE-HALF THE

HEIGHT OF THE SILT FENCE.

4. THE CONSTRUCTION ENTRANCES SHALL BE MAINTAINED IN A

CONDITION WHICH WILL PREVENT TRACKING OR FLOW OF MUD

ONTO PUBLIC RIGHTS-OF-WAY. THIS MAY REQUIRE PERIODIC

TOP DRESSING OF THE CONSTRUCTION ENTRANCES AS

CONDITIONS DEMAND.

5. THE TEMPORARY PARKING AND STORAGE AREA SHALL BE

KEPT IN GOOD CONDITION (SUITABLE FOR PARKING AND

STORAGE). THIS MAY REQUIRE PERIODIC TOP DRESSING OF

THE TEMPORARY PARKING AS CONDITIONS DEMAND.

6. OUTLET STRUCTURES SHALL BE MAINTAINED IN OPERATIONAL

CONDITIONS AT ALL TIMES. SEDIMENT SHALL BE REMOVED

FROM SEDIMENT BASIN OR TRAPS WHEN THE DESIGN

CAPACITY HAS BEEN REDUCED BY 50%.

7. ALL SLOPES 3:1 AND STEEPER SHALL RECEIVE EROSION

CONTROL BLANKET PER SPECS.

EROSION CONTROL NOTE:

1. REQUIRED EROSION AND SEDIMENT CONTROL DEVICES

SHALL BE IN PLACE AT ALL TIMES DURING CONSTRUCTION

AND SHALL BE REMOVED ONLY AFTER STABILIZATION HAS

BEEN ESTABLISHED.

2. AT ALL TIMES DURING CONSTRUCTION APPLY PERIMETER

CONTROL (BMP'S) PRACTICES TO PROTECT THE DISTURBED

AREA FROM OFFSITE RUNOFF AND TO PREVENT

SEDIMENTATION DAMAGE TO AREAS BELOW ACTIVITY.

3. DISTURBED AREAS MUST BE PROPERLY STABILIZED,

INCLUDING GRADING, COMPACTING, AND SOD..

4. NO ILLICIT DISCHARGE SHALL OCCUR AS A RESULT OF

ACTIVITY PERFORMED PURSUANT TO THIS PERMIT.

5. INLETS TO STORM SEWERS SHALL BE PROTECTED BY

SUITABLE FILTERING DEVICES DURING CONSTRUCTION TO

KEEP POLLUTANTS FROM ENTERING CONVEYANCE SYSTEMS.

FLOOD CERTIFICATION:

BASED ON INSPECTION OF FEMA FLOOD INSURANCE RATE

MAP (F.I.R.M.) COMMUNITY PANEL No. 12101C0380F, DATED

SEPTEMBER 26, 2014, THE PROPERTY APPEARS TO LIE IN

FLOOD ZONE X.

SEASONAL HIGH-WATER TABLE:

BASED ON THE GEOTECHNICAL EXPLORATION REPORT BY

UNIVERSAL ENGINEERING, INC., DATED NOVEMBER 11,

2020 THE ESTIMATED SHWT IS 11' TO 12' BELOW EXISTING

GRADE.
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TREE PROTECTION FENCING (TYP.)

NOTES PER PASCO COUNTY

1. PRIOR TO THE START OF CLEARING AND GRUBBING, OR ANY SOIL DISTURBANCE

CONTACT PASCO COUNTY STORMWATER MANAGEMENT AT (727) 834-3611 FOR A

SOIL EROSION AND SEDIMENT CONTROL, PRE-INSPECTION MEETING.

2. THE CONTRACTOR MUST PROVIDE A DEWATERING PLAN, IF APPLICABLE, TO PASCO

COUNTY ENGINEERING INSPECTIONS DEPARTMENT, AT (727) 834-3670, FOR REVIEW

PRIOR TO THE EROSION CONTROL MEASURES PRE-INSPECTION MEETING.

GENERAL EROSION NOTES:

A. THE STORMWATER POLLUTION PREVENTION PLAN IS COMPRISED OF

THESE CONSTRUCTION PLANS, THE STANDARD DETAILS, THE PLAN

NARRATIVE, ATTACHMENTS INCLUDED IN SPECIFICATIONS, PLUS THE

PERMIT AND ALL SUBSEQUENT REPORTS AND RELATED DOCUMENTS.

B. ALL CONTRACTORS AND SUBCONTRACTORS INVOLVED WITH STORM

WATER POLLUTION PREVENTION SHALL OBTAIN A COPY OF THE

STORM WATER POLLUTION PREVENTION PLAN AND THE FLORIDA

NATIONAL POLLUTANT DISCHARGE ELIMINATION SYSTEM GENERAL

PERMIT (NPDES PERMIT) AND BECOME FAMILIAR WITH THEIR

CONTENTS.

C. CONTRACTOR SHALL IMPLEMENT BEST MANAGEMENT PRACTICES AS

REQUIRED BY THIS SWPPP. ADDITIONAL BEST MANAGEMENT

PRACTICES SHALL BE IMPLEMENTED AS DICTATED BY CONDITIONS AT

NO ADDITIONAL COST OF OWNER THROUGHOUT ALL PHASES OF

CONSTRUCTION.

D. BEST MANAGEMENT PRACTICES (BMP'S) AND CONTROLS SHALL

CONFORM TO FEDERAL, STATE, OR LOCAL REQUIREMENTS OR

MANUAL OF PRACTICE, AS APPLICABLE. CONTRACTOR SHALL

IMPLEMENT ADDITIONAL CONTROLS AS DIRECTED BY PERMITTING

AGENCY OR OWNER.

E. SITE MAP MUST CLEARLY DELINEATE ALL STATE WATERS. PERMITS

FOR ANY CONSTRUCTION ACTIVITY IMPACTING STATE WATERS OR

REGULATED WETLANDS MUST BE MAINTAINED ON SITE AT ALL TIMES.

F. CONTRACTOR SHALL MINIMIZE CLEARING TO THE MAXIMUM EXTENT

PRACTICAL OR AS REQUIRED BY THE GENERAL PERMIT.

G. GENERAL CONTRACTOR SHALL DENOTE ON PLAN THE TEMPORARY

PARKING AND STORAGE AREA WHICH SHALL ALSO BE USED AS THE

EQUIPMENT MAINTENANCE AND CLEANING AREA, EMPLOYEE PARKING

AREA, AND AREA FOR LOCATING PORTABLE FACILITIES, OFFICE

TRAILERS, AND TOILET FACILITIES.

H. ALL WASH WATER (CONCRETE TRUCKS, VEHICLE CLEANING,

EQUIPMENT CLEANING, ETC.) SHALL BE DETAINED AND PROPERLY

TREATED OR DISPOSED.

I. SUFFICIENT OIL AND GREASE ABSORBING MATERIALS AND FLOTATION

BOOMS  SHALL BE MAINTAINED ON SITE OR READILY AVAILABLE TO

CONTAIN AND CLEAN-UP FUEL OR CHEMICAL SPILLS AND LEAKS.

J. DUST ON THE SITE SHALL BE CONTROLLED  BY SPRAYING WATER ON

DRY AREAS OF THE SITE.  THE USE OF MOTOR OILS AND OTHER

PETROLEUM BASED OR TOXIC LIQUIDS FOR DUST SUPPRESSION

OPERATIONS IS PROHIBITED.

K. RUBBISH, TRASH, GARBAGE, LITTER, OR OTHER SUCH MATERIALS

SHALL BE DEPOSITED INTO SEALED CONTAINERS. MATERIALS SHALL

BE PREVENTED FROM LEAVING THE PREMISES THROUGH THE ACTION

OF WIND OR STORMWATER DISCHARGE INTO DRAINAGE DITCHES OR

WATERS OF THE STATE.

L. ALL STORM WATER POLLUTION PREVENTION MEASURES PRESENTED

ON THIS PLAN, AND IN THE STORM WATER POLLUTION PREVENTION

PLAN, SHALL BE INITIATED AS SOON AS PRACTICABLE.

M. DISTURBED PORTIONS OF THE SITE WHERE CONSTRUCTION ACTIVITY

HAS STOPPED FOR AT LEAST 21 DAYS, SHALL BE TEMPORARILY

SEEDED. AREAS SHALL BE SEEDED NO LATER THAN 14 DAYS FROM

THE LAST CONSTRUCTION ACTIVITY OCCURRING IN THESE AREAS OR

AS REQUIRED BY THE PERMIT.

N. DISTURBED PORTIONS OF THE SITE WHERE CONSTRUCTION ACTIVITY

HAS  PERMANENTLY STOPPED SHALL BE PERMANENTLY SEEDED.

THESE AREAS SHALL BE SEEDED NO LATER THAN 14 DAYS AFTER THE

LAST CONSTRUCTION ACTIVITY OCCURRING IN THESE AREAS. REFER

TO THE GRADING PLAN AND/OR LANDSCAPE PLAN.

O. IF THE ACTION OF VEHICLES TRAVELING OVER THE GRAVEL

CONSTRUCTION ENTRANCES IS NOT SUFFICIENT TO REMOVE THE

MAJORITY OF DIRT OR MUD, THEN THE TIRES MUST BE WASHED

BEFORE THE VEHICLES ENTER A PUBLIC ROAD. IF WASHING IS USED,

PROVISIONS MUST BE MADE TO INTERCEPT THE WASH WATER AND

TRAP THE SEDIMENT BEFORE IT IS CARRIED OFF THE SITE.

P. ALL MATERIALS SPILLED, DROPPED, WASHED, OR TRACKED FROM

VEHICLES ONTO ROADWAYS OR INTO STORM DRAINS MUST BE

REMOVED IMMEDIATELY.

Q. CONTRACTORS OR SUBCONTRACTORS WILL BE RESPONSIBLE FOR

REMOVING SEDIMENT IN THE DETENTION POND AND ANY SEDIMENT

THAT MAY HAVE COLLECTED IN THE STORM SEWER DRAINAGE

SYSTEMS IN CONJUNCTION WITH THE STABILIZATION OF THE SITE.

R. ON-SITE & OFFSITE SOIL STOCKPILE AND BORROW AREAS SHALL BE

PROTECTED FROM EROSION AND SEDIMENTATION THROUGH

IMPLEMENTATION OF BEST MANAGEMENT PRACTICES. STOCKPILE AND

BORROW AREA LOCATIONS SHALL BE FIELD-LOCATED AND NOTED ON

THE SITE MAP AND PERMITTED IN ACCORDANCE WITH GENERAL

PERMIT REQUIREMENTS.

S. SLOPES SHALL BE LEFT IN A ROUGHENED CONDITION DURING THE

GRADING PHASE TO REDUCE RUNOFF VELOCITIES AND EROSION.

T. DUE TO THE GRADE CHANGES DURING THE DEVELOPMENT OF THE

PROJECT, THE CONTRACTOR SHALL BE RESPONSIBLE FOR ADJUSTING

THE EROSION CONTROL MEASURES (SILT FENCES, STRAW BALES,

ETC.) TO PREVENT EROSION.

U. ALL CONSTRUCTION SHALL BE STABILIZED AT THE END OF EACH

WORKING DAY, THIS INCLUDES BACKFILLING OF TRENCHES FOR

UTILITY CONSTRUCTION AND PLACEMENT OF GRAVEL OR BITUMINOUS

PAVING FOR ROAD CONSTRUCTION.

NOTE: DISPOSAL OF SEDIMENT.

SEDIMENT REMOVED FROM SILT FENCE, INLET PROTECTION,

SEDIMENT PONDS AND TRAPS, ETC. DURING THE COURSE OF

CONSTRUCTION, SHALL BE PLACED ON THE TOPSOIL STOCKPILE AND

RESPREAD AT THE END OF THE PROJECT. SEDIMENT  REMOVED

FROM THESE ITEMS AFTER THE SITE HAS BEEN SEEDED, SHALL BE

HAULED OF SITE AND DISPOSED OF AT AN APPROVED, LICENSED

SPOIL AREA THAT IS IN FULL COMPLIANCE WITH THE NPDES

REGULATIONS. CONTRACTOR IS RESPONSIBLE FOR OBTAINING ANY

APPROVALS NECESSARY TO ALLOW FOR THE DISPOSAL OF THIS

MATERIAL IF HAULED OFF-SITE.

NOTE: THE CONTRACTOR SHALL PROVIDE PASCO COUNTY AND THE

CONSULTING ENGINEER WITH A MINIMUM OF 72 HOURS ADVANCE

NOTICE TO THE START OF CONSTRUCTION ACTIVITY. ACTIVITY IS

DEFINED, BUT NOT NECESSARILY LIMITED TO INSTALLATION OF

STONE CONSTRUCTION DRIVE, SILT  FENCE, CLEARING AND

GRUBBING, STRIPPING TOPSOIL, GRADING, AND INSTALLATION OF

ANY UTILITY OR ROAD WORK. SITE INSPECTIONS BY THE CEC AS

REQUIRED CAN THEN BE ARRANGED.

THE CONTRACTOR SHALL MAINTAIN CLOSE CONTACT WITH PASCO

COUNTY AND FDEP INSPECTORS SO THAT PERIODIC INSPECTIONS

CAN BE PERFORMED AT APPROPRIATE STAGES OF CONSTRUCTION.

INSPECTION SCHEDULE MUST BE CARRIED OUT IN ACCORDANCE

WITH JURISDICTIONAL REQUIREMENTS.

THE LOCATION OF THE SILT FENCE AND CONSTRUCTION/TREE

PROTECTION FENCING ON THE DRAWINGS IS FOR GRAPHICAL

PURPOSES ONLY. THE CONTRACTOR IS TO ENSURE THAT THE SILT

FENCE AND CONSTRUCTION/TREE PROTECTION FENCING

ENCOMPASSES THE ENTIRE WORK AREA.

MAINTENANCE:

ALL MEASURES STATED ON THIS EROSION AND SEDIMENTATION

CONTROL PLAN, AND IN THE STORM WATER POLLUTION

PREVENTION PLAN, SHALL BE MAINTAINED IN FULLY FUNCTIONAL

CONDITION UNTIL NO LONGER REQUIRED FOR A COMPLETED

PHASE OF WORK OR FINAL STABILIZATION OF THE SITE. ALL

EROSION AND SEDIMENTATION CONTROL MEASURES SHALL BE

CHECKED  BY A QUALIFIED PERSON AT LEAST ONCE EVERY SEVEN

CALENDAR DAYS AND WITHIN 24 HOURS OF THE END OF A 0.5"

RAINFALL EVENT, AND CLEANED AND REPAIRED IN ACCORDANCE

WITH THE FOLLOWING:

1. INLET PROTECTION DEVICES AND BARRIERS SHALL BE

REPAIRED OR REPLACED IF THEY SHOW SIGNS OF

UNDERMINING, OR DETERIORATION.

2. ALL SEEDED AREAS SHALL BE CHECKED REGULARLY TO SEE

THAT A GOOD STAND IS MAINTAINED. AREAS SHOULD BE

FERTILIZED, WATERED, AND RESEEDED AS NEEDED.

3. SILT FENCES SHALL BE REPAIRED TO THEIR ORIGINAL

CONDITIONS IF DAMAGED. SEDIMENT SHALL BE REMOVED

FROM THE SILT FENCES WHEN IT REACHES ONE-HALF THE

HEIGHT OF THE SILT FENCE.

4. THE CONSTRUCTION ENTRANCES SHALL BE MAINTAINED IN A

CONDITION WHICH WILL PREVENT TRACKING OR FLOW OF MUD

ONTO PUBLIC RIGHTS-OF-WAY. THIS MAY REQUIRE PERIODIC

TOP DRESSING OF THE CONSTRUCTION ENTRANCES AS

CONDITIONS DEMAND.

5. THE TEMPORARY PARKING AND STORAGE AREA SHALL BE

KEPT IN GOOD CONDITION (SUITABLE FOR PARKING AND

STORAGE). THIS MAY REQUIRE PERIODIC TOP DRESSING OF

THE TEMPORARY PARKING AS CONDITIONS DEMAND.

6. OUTLET STRUCTURES SHALL BE MAINTAINED IN OPERATIONAL

CONDITIONS AT ALL TIMES. SEDIMENT SHALL BE REMOVED

FROM SEDIMENT BASIN OR TRAPS WHEN THE DESIGN

CAPACITY HAS BEEN REDUCED BY 50%.

7. ALL SLOPES 3:1 AND STEEPER SHALL RECEIVE EROSION

CONTROL BLANKET PER SPECS.

EROSION CONTROL NOTE:

1. REQUIRED EROSION AND SEDIMENT CONTROL DEVICES

SHALL BE IN PLACE AT ALL TIMES DURING CONSTRUCTION

AND SHALL BE REMOVED ONLY AFTER STABILIZATION HAS

BEEN ESTABLISHED.

2. AT ALL TIMES DURING CONSTRUCTION APPLY PERIMETER

CONTROL (BMP'S) PRACTICES TO PROTECT THE DISTURBED

AREA FROM OFFSITE RUNOFF AND TO PREVENT

SEDIMENTATION DAMAGE TO AREAS BELOW ACTIVITY.

3. DISTURBED AREAS MUST BE PROPERLY STABILIZED,

INCLUDING GRADING, COMPACTING, AND SOD..

4. NO ILLICIT DISCHARGE SHALL OCCUR AS A RESULT OF

ACTIVITY PERFORMED PURSUANT TO THIS PERMIT.

5. INLETS TO STORM SEWERS SHALL BE PROTECTED BY

SUITABLE FILTERING DEVICES DURING CONSTRUCTION TO

KEEP POLLUTANTS FROM ENTERING CONVEYANCE SYSTEMS.

FLOOD CERTIFICATION:

BASED ON INSPECTION OF FEMA FLOOD INSURANCE RATE

MAP (F.I.R.M.) COMMUNITY PANEL No. 12101C0380F, DATED

SEPTEMBER 26, 2014, THE PROPERTY APPEARS TO LIE IN

FLOOD ZONE X.

SEASONAL HIGH-WATER TABLE:

BASED ON THE GEOTECHNICAL EXPLORATION REPORT BY

UNIVERSAL ENGINEERING, INC., DATED NOVEMBER 11,

2020 THE ESTIMATED SHWT IS 11' TO 12' BELOW EXISTING

GRADE.
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NOTES PER PASCO COUNTY

1. PRIOR TO THE START OF CLEARING AND GRUBBING, OR ANY SOIL DISTURBANCE

CONTACT PASCO COUNTY STORMWATER MANAGEMENT AT (727) 834-3611 FOR A

SOIL EROSION AND SEDIMENT CONTROL, PRE-INSPECTION MEETING.

2. THE CONTRACTOR MUST PROVIDE A DEWATERING PLAN, IF APPLICABLE, TO PASCO

COUNTY ENGINEERING INSPECTIONS DEPARTMENT, AT (727) 834-3670, FOR REVIEW

PRIOR TO THE EROSION CONTROL MEASURES PRE-INSPECTION MEETING.

GENERAL EROSION NOTES:

A. THE STORMWATER POLLUTION PREVENTION PLAN IS COMPRISED OF

THESE CONSTRUCTION PLANS, THE STANDARD DETAILS, THE PLAN

NARRATIVE, ATTACHMENTS INCLUDED IN SPECIFICATIONS, PLUS THE

PERMIT AND ALL SUBSEQUENT REPORTS AND RELATED DOCUMENTS.

B. ALL CONTRACTORS AND SUBCONTRACTORS INVOLVED WITH STORM

WATER POLLUTION PREVENTION SHALL OBTAIN A COPY OF THE

STORM WATER POLLUTION PREVENTION PLAN AND THE FLORIDA

NATIONAL POLLUTANT DISCHARGE ELIMINATION SYSTEM GENERAL

PERMIT (NPDES PERMIT) AND BECOME FAMILIAR WITH THEIR

CONTENTS.

C. CONTRACTOR SHALL IMPLEMENT BEST MANAGEMENT PRACTICES AS

REQUIRED BY THIS SWPPP. ADDITIONAL BEST MANAGEMENT

PRACTICES SHALL BE IMPLEMENTED AS DICTATED BY CONDITIONS AT

NO ADDITIONAL COST OF OWNER THROUGHOUT ALL PHASES OF

CONSTRUCTION.

D. BEST MANAGEMENT PRACTICES (BMP'S) AND CONTROLS SHALL

CONFORM TO FEDERAL, STATE, OR LOCAL REQUIREMENTS OR

MANUAL OF PRACTICE, AS APPLICABLE. CONTRACTOR SHALL

IMPLEMENT ADDITIONAL CONTROLS AS DIRECTED BY PERMITTING

AGENCY OR OWNER.

E. SITE MAP MUST CLEARLY DELINEATE ALL STATE WATERS. PERMITS

FOR ANY CONSTRUCTION ACTIVITY IMPACTING STATE WATERS OR

REGULATED WETLANDS MUST BE MAINTAINED ON SITE AT ALL TIMES.

F. CONTRACTOR SHALL MINIMIZE CLEARING TO THE MAXIMUM EXTENT

PRACTICAL OR AS REQUIRED BY THE GENERAL PERMIT.

G. GENERAL CONTRACTOR SHALL DENOTE ON PLAN THE TEMPORARY

PARKING AND STORAGE AREA WHICH SHALL ALSO BE USED AS THE

EQUIPMENT MAINTENANCE AND CLEANING AREA, EMPLOYEE PARKING

AREA, AND AREA FOR LOCATING PORTABLE FACILITIES, OFFICE

TRAILERS, AND TOILET FACILITIES.

H. ALL WASH WATER (CONCRETE TRUCKS, VEHICLE CLEANING,

EQUIPMENT CLEANING, ETC.) SHALL BE DETAINED AND PROPERLY

TREATED OR DISPOSED.

I. SUFFICIENT OIL AND GREASE ABSORBING MATERIALS AND FLOTATION

BOOMS  SHALL BE MAINTAINED ON SITE OR READILY AVAILABLE TO

CONTAIN AND CLEAN-UP FUEL OR CHEMICAL SPILLS AND LEAKS.

J. DUST ON THE SITE SHALL BE CONTROLLED  BY SPRAYING WATER ON

DRY AREAS OF THE SITE.  THE USE OF MOTOR OILS AND OTHER

PETROLEUM BASED OR TOXIC LIQUIDS FOR DUST SUPPRESSION

OPERATIONS IS PROHIBITED.

K. RUBBISH, TRASH, GARBAGE, LITTER, OR OTHER SUCH MATERIALS

SHALL BE DEPOSITED INTO SEALED CONTAINERS. MATERIALS SHALL

BE PREVENTED FROM LEAVING THE PREMISES THROUGH THE ACTION

OF WIND OR STORMWATER DISCHARGE INTO DRAINAGE DITCHES OR

WATERS OF THE STATE.

L. ALL STORM WATER POLLUTION PREVENTION MEASURES PRESENTED

ON THIS PLAN, AND IN THE STORM WATER POLLUTION PREVENTION

PLAN, SHALL BE INITIATED AS SOON AS PRACTICABLE.

M. DISTURBED PORTIONS OF THE SITE WHERE CONSTRUCTION ACTIVITY

HAS STOPPED FOR AT LEAST 21 DAYS, SHALL BE TEMPORARILY

SEEDED. AREAS SHALL BE SEEDED NO LATER THAN 14 DAYS FROM

THE LAST CONSTRUCTION ACTIVITY OCCURRING IN THESE AREAS OR

AS REQUIRED BY THE PERMIT.

N. DISTURBED PORTIONS OF THE SITE WHERE CONSTRUCTION ACTIVITY

HAS  PERMANENTLY STOPPED SHALL BE PERMANENTLY SEEDED.

THESE AREAS SHALL BE SEEDED NO LATER THAN 14 DAYS AFTER THE

LAST CONSTRUCTION ACTIVITY OCCURRING IN THESE AREAS. REFER

TO THE GRADING PLAN AND/OR LANDSCAPE PLAN.

O. IF THE ACTION OF VEHICLES TRAVELING OVER THE GRAVEL

CONSTRUCTION ENTRANCES IS NOT SUFFICIENT TO REMOVE THE

MAJORITY OF DIRT OR MUD, THEN THE TIRES MUST BE WASHED

BEFORE THE VEHICLES ENTER A PUBLIC ROAD. IF WASHING IS USED,

PROVISIONS MUST BE MADE TO INTERCEPT THE WASH WATER AND

TRAP THE SEDIMENT BEFORE IT IS CARRIED OFF THE SITE.

P. ALL MATERIALS SPILLED, DROPPED, WASHED, OR TRACKED FROM

VEHICLES ONTO ROADWAYS OR INTO STORM DRAINS MUST BE

REMOVED IMMEDIATELY.

Q. CONTRACTORS OR SUBCONTRACTORS WILL BE RESPONSIBLE FOR

REMOVING SEDIMENT IN THE DETENTION POND AND ANY SEDIMENT

THAT MAY HAVE COLLECTED IN THE STORM SEWER DRAINAGE

SYSTEMS IN CONJUNCTION WITH THE STABILIZATION OF THE SITE.

R. ON-SITE & OFFSITE SOIL STOCKPILE AND BORROW AREAS SHALL BE

PROTECTED FROM EROSION AND SEDIMENTATION THROUGH

IMPLEMENTATION OF BEST MANAGEMENT PRACTICES. STOCKPILE AND

BORROW AREA LOCATIONS SHALL BE FIELD-LOCATED AND NOTED ON

THE SITE MAP AND PERMITTED IN ACCORDANCE WITH GENERAL

PERMIT REQUIREMENTS.

S. SLOPES SHALL BE LEFT IN A ROUGHENED CONDITION DURING THE

GRADING PHASE TO REDUCE RUNOFF VELOCITIES AND EROSION.

T. DUE TO THE GRADE CHANGES DURING THE DEVELOPMENT OF THE

PROJECT, THE CONTRACTOR SHALL BE RESPONSIBLE FOR ADJUSTING

THE EROSION CONTROL MEASURES (SILT FENCES, STRAW BALES,

ETC.) TO PREVENT EROSION.

U. ALL CONSTRUCTION SHALL BE STABILIZED AT THE END OF EACH

WORKING DAY, THIS INCLUDES BACKFILLING OF TRENCHES FOR

UTILITY CONSTRUCTION AND PLACEMENT OF GRAVEL OR BITUMINOUS

PAVING FOR ROAD CONSTRUCTION.

NOTE: DISPOSAL OF SEDIMENT.

SEDIMENT REMOVED FROM SILT FENCE, INLET PROTECTION,

SEDIMENT PONDS AND TRAPS, ETC. DURING THE COURSE OF

CONSTRUCTION, SHALL BE PLACED ON THE TOPSOIL STOCKPILE AND

RESPREAD AT THE END OF THE PROJECT. SEDIMENT  REMOVED

FROM THESE ITEMS AFTER THE SITE HAS BEEN SEEDED, SHALL BE

HAULED OF SITE AND DISPOSED OF AT AN APPROVED, LICENSED

SPOIL AREA THAT IS IN FULL COMPLIANCE WITH THE NPDES

REGULATIONS. CONTRACTOR IS RESPONSIBLE FOR OBTAINING ANY

APPROVALS NECESSARY TO ALLOW FOR THE DISPOSAL OF THIS

MATERIAL IF HAULED OFF-SITE.

NOTE: THE CONTRACTOR SHALL PROVIDE PASCO COUNTY AND THE

CONSULTING ENGINEER WITH A MINIMUM OF 72 HOURS ADVANCE

NOTICE TO THE START OF CONSTRUCTION ACTIVITY. ACTIVITY IS

DEFINED, BUT NOT NECESSARILY LIMITED TO INSTALLATION OF

STONE CONSTRUCTION DRIVE, SILT  FENCE, CLEARING AND

GRUBBING, STRIPPING TOPSOIL, GRADING, AND INSTALLATION OF

ANY UTILITY OR ROAD WORK. SITE INSPECTIONS BY THE CEC AS

REQUIRED CAN THEN BE ARRANGED.

THE CONTRACTOR SHALL MAINTAIN CLOSE CONTACT WITH PASCO

COUNTY AND FDEP INSPECTORS SO THAT PERIODIC INSPECTIONS

CAN BE PERFORMED AT APPROPRIATE STAGES OF CONSTRUCTION.

INSPECTION SCHEDULE MUST BE CARRIED OUT IN ACCORDANCE

WITH JURISDICTIONAL REQUIREMENTS.

THE LOCATION OF THE SILT FENCE AND CONSTRUCTION/TREE

PROTECTION FENCING ON THE DRAWINGS IS FOR GRAPHICAL

PURPOSES ONLY. THE CONTRACTOR IS TO ENSURE THAT THE SILT

FENCE AND CONSTRUCTION/TREE PROTECTION FENCING

ENCOMPASSES THE ENTIRE WORK AREA.

MAINTENANCE:

ALL MEASURES STATED ON THIS EROSION AND SEDIMENTATION

CONTROL PLAN, AND IN THE STORM WATER POLLUTION

PREVENTION PLAN, SHALL BE MAINTAINED IN FULLY FUNCTIONAL

CONDITION UNTIL NO LONGER REQUIRED FOR A COMPLETED

PHASE OF WORK OR FINAL STABILIZATION OF THE SITE. ALL

EROSION AND SEDIMENTATION CONTROL MEASURES SHALL BE

CHECKED  BY A QUALIFIED PERSON AT LEAST ONCE EVERY SEVEN

CALENDAR DAYS AND WITHIN 24 HOURS OF THE END OF A 0.5"

RAINFALL EVENT, AND CLEANED AND REPAIRED IN ACCORDANCE

WITH THE FOLLOWING:

1. INLET PROTECTION DEVICES AND BARRIERS SHALL BE

REPAIRED OR REPLACED IF THEY SHOW SIGNS OF

UNDERMINING, OR DETERIORATION.

2. ALL SEEDED AREAS SHALL BE CHECKED REGULARLY TO SEE

THAT A GOOD STAND IS MAINTAINED. AREAS SHOULD BE

FERTILIZED, WATERED, AND RESEEDED AS NEEDED.

3. SILT FENCES SHALL BE REPAIRED TO THEIR ORIGINAL

CONDITIONS IF DAMAGED. SEDIMENT SHALL BE REMOVED

FROM THE SILT FENCES WHEN IT REACHES ONE-HALF THE

HEIGHT OF THE SILT FENCE.

4. THE CONSTRUCTION ENTRANCES SHALL BE MAINTAINED IN A

CONDITION WHICH WILL PREVENT TRACKING OR FLOW OF MUD

ONTO PUBLIC RIGHTS-OF-WAY. THIS MAY REQUIRE PERIODIC

TOP DRESSING OF THE CONSTRUCTION ENTRANCES AS

CONDITIONS DEMAND.

5. THE TEMPORARY PARKING AND STORAGE AREA SHALL BE

KEPT IN GOOD CONDITION (SUITABLE FOR PARKING AND

STORAGE). THIS MAY REQUIRE PERIODIC TOP DRESSING OF

THE TEMPORARY PARKING AS CONDITIONS DEMAND.

6. OUTLET STRUCTURES SHALL BE MAINTAINED IN OPERATIONAL

CONDITIONS AT ALL TIMES. SEDIMENT SHALL BE REMOVED

FROM SEDIMENT BASIN OR TRAPS WHEN THE DESIGN

CAPACITY HAS BEEN REDUCED BY 50%.

7. ALL SLOPES 3:1 AND STEEPER SHALL RECEIVE EROSION

CONTROL BLANKET PER SPECS.

EROSION CONTROL NOTE:

1. REQUIRED EROSION AND SEDIMENT CONTROL DEVICES

SHALL BE IN PLACE AT ALL TIMES DURING CONSTRUCTION

AND SHALL BE REMOVED ONLY AFTER STABILIZATION HAS

BEEN ESTABLISHED.

2. AT ALL TIMES DURING CONSTRUCTION APPLY PERIMETER

CONTROL (BMP'S) PRACTICES TO PROTECT THE DISTURBED

AREA FROM OFFSITE RUNOFF AND TO PREVENT

SEDIMENTATION DAMAGE TO AREAS BELOW ACTIVITY.

3. DISTURBED AREAS MUST BE PROPERLY STABILIZED,

INCLUDING GRADING, COMPACTING, AND SOD..

4. NO ILLICIT DISCHARGE SHALL OCCUR AS A RESULT OF

ACTIVITY PERFORMED PURSUANT TO THIS PERMIT.

5. INLETS TO STORM SEWERS SHALL BE PROTECTED BY

SUITABLE FILTERING DEVICES DURING CONSTRUCTION TO

KEEP POLLUTANTS FROM ENTERING CONVEYANCE SYSTEMS.

FLOOD CERTIFICATION:

BASED ON INSPECTION OF FEMA FLOOD INSURANCE RATE

MAP (F.I.R.M.) COMMUNITY PANEL No. 12101C0380F, DATED

SEPTEMBER 26, 2014, THE PROPERTY APPEARS TO LIE IN

FLOOD ZONE X.

SEASONAL HIGH-WATER TABLE:

BASED ON THE GEOTECHNICAL EXPLORATION REPORT BY

UNIVERSAL ENGINEERING, INC., DATED NOVEMBER 11,

2020 THE ESTIMATED SHWT IS 11' TO 12' BELOW EXISTING

GRADE.

ACREAGE
SUMMARY
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MAINTENANCE:

ALL MEASURES STATED ON THIS EROSION AND SEDIMENTATION CONTROL PLAN, AND IN THE STORM WATER

POLLUTION PREVENTION PLAN, SHALL BE MAINTAINED IN FULLY FUNCTIONAL CONDITION UNTIL NO LONGER

REQUIRED FOR A COMPLETED PHASE OF WORK OR FINAL STABILIZATION OF THE SITE. ALL EROSION AND

SEDIMENTATION CONTROL MEASURES SHALL BE CHECKED  BY A QUALIFIED PERSON AT LEAST ONCE EVERY

SEVEN CALENDAR DAYS AND WITHIN 24 HOURS OF THE END OF A 0.5" RAINFALL EVENT, AND CLEANED AND

REPAIRED IN ACCORDANCE WITH THE FOLLOWING:

1. INLET PROTECTION DEVICES AND BARRIERS SHALL BE REPAIRED OR REPLACED IF THEY SHOW SIGNS OF

UNDERMINING, OR DETERIORATION.

2. ALL SEEDED AREAS SHALL BE CHECKED REGULARLY TO SEE THAT A GOOD STAND IS MAINTAINED. AREAS

SHOULD BE FERTILIZED, WATERED, AND RE-SEEDED AS NEEDED.

3. SILT FENCES SHALL BE REPAIRED TO THEIR ORIGINAL CONDITIONS IF DAMAGED. SEDIMENT SHALL BE

REMOVED FROM THE SILT FENCES WHEN IT REACHES ONE-HALF THE HEIGHT OF THE SILT FENCE.

4. THE CONSTRUCTION ENTRANCES SHALL BE MAINTAINED IN A CONDITION WHICH WILL PREVENT TRACKING OR

FLOW OF MUD ONTO PUBLIC RIGHTS-OF-WAY. THIS MAY REQUIRE PERIODIC TOP DRESSING OF THE

CONSTRUCTION ENTRANCES AS CONDITIONS DEMAND.

5. THE TEMPORARY PARKING AND STORAGE AREA SHALL BE KEPT IN GOOD CONDITION (SUITABLE FOR PARKING

AND STORAGE). THIS MAY REQUIRE PERIODIC TOP DRESSING OF THE TEMPORARY PARKING AS CONDITIONS

DEMAND.

6. ON-GOING MAINTENANCE WILL BE REQUIRED OF THE OPERATOR AND PERMITTED FOR THE DURATION OF THE

CONSTRUCTION PERIOD. THIS INCLUDES, BUT MAY NOT BE LIMITED TO, REMOVAL OF SILT AND SEDIMENT FOR

SILT/SEDIMENT FENCES, INLET PROCTECTION DEVICES, REPLACEMENT OF STONE ON CONSTRUCTION

ENTRANCE, AND PERIODIC MAINTENANCE OF ANY OTHER INSTALLED BMP DEVICES.

7. ALL SLOPES 3:1 AND STEEPER SHALL RECEIVE EROSION CONTROL BLANKET PER SPECIFICATIONS.

EROSION & SEDIMENT CONTROL NOTES:

A. THE STORMWATER POLLUTION PREVENTION PLAN IS COMPRISED OF THIS DRAWING ("SITE MAP"), THE

STANDARD DETAILS, THE PLAN NARRATIVE, ATTACHMENTS INCLUDED IN SITE/CIVIL SPECIFICATIONS, PLUS THE

NPDES, COUNTY, AND STATE STORMWATER PERMITS AND ALL SUBSEQUENT REPORTS AND RELATED

DOCUMENTS.

B. ALL CONTRACTORS AND SUBCONTRACTORS INVOLVED WITH STORM WATER POLLUTION PREVENTION SHALL

OBTAIN A COPY OF THE STORM WATER POLLUTION PREVENTION PLAN AND THE STATE NATIONAL POLLUTANT

DISCHARGE ELIMINATION SYSTEM GENERAL PERMIT (NPDES PERMIT) AND BECOME FAMILIAR WITH THEIR

CONTENTS.

C. CONTRACTOR SHALL IMPLEMENT BEST MANAGEMENT PRACTICES AS REQUIRED BY THE SWPPP. ADDITIONAL

BEST MANAGEMENT PRACTICES SHALL BE IMPLEMENTED AS DICTATED BY CONDITIONS AT NO ADDITIONAL

COST OF OWNER THROUGHOUT ALL PHASES OF CONSTRUCTION.

D. BEST MANAGEMENT PRACTICES (BMP'S) AND CONTROLS SHALL CONFORM TO FEDERAL, STATE, OR LOCAL

REQUIREMENTS OR MANUAL OF PRACTICE, AS APPLICABLE. CONTRACTOR SHALL IMPLEMENT ADDITIONAL

CONTROLS AS DIRECTED BY PERMITTING AGENCY OR OWNER.

E. SITE MAP MUST CLEARLY DELINEATE ALL STATE WATERS. PERMITS FOR ANY CONSTRUCTION ACTIVITY

IMPACTING STATE WATERS OR REGULATED WETLANDS MUST BE MAINTAINED ON SITE AT ALL TIMES.

F. CONTRACTOR SHALL MINIMIZE CLEARING TO THE MAXIMUM EXTENT PRACTICAL OR AS REQUIRED BY THE

GENERAL PERMIT.

G. GENERAL CONTRACTOR SHALL DENOTE ON PLAN THE TEMPORARY PARKING AND STORAGE AREA WHICH

SHALL ALSO BE USED AS THE EQUIPMENT MAINTENANCE AND CLEANING AREA, EMPLOYEE PARKING AREA, AND

AREA FOR LOCATING PORTABLE FACILITIES, OFFICE TRAILERS, AND TOILET FACILITIES.

H. ALL WASH WATER (CONCRETE TRUCKS, VEHICLE CLEANING, EQUIPMENT CLEANING, ETC.) SHALL BE

DETAINED AND PROPERLY TREATED OR DISPOSED.

I.  SUFFICIENT OIL AND GREASE ABSORBING MATERIALS AND FLOTATION BOOMS  SHALL BE MAINTAINED ON

SITE OR READILY AVAILABLE TO CONTAIN AND CLEAN-UP FUEL OR CHEMICAL SPILLS AND LEAKS.

J. DUST ON THE SITE SHALL BE CONTROLLED  BY SPRAYING WATER ON DRY AREAS OF THE SITE.  THE USE OF

MOTOR OILS AND OTHER PETROLEUM BASED OR TOXIC LIQUIDS FOR DUST SUPPRESSION OPERATIONS IS

PROHIBITED.

K. RUBBISH, TRASH, GARBAGE, LITTER, OR OTHER SUCH MATERIALS SHALL BE DEPOSITED INTO SEALED

CONTAINERS. MATERIALS SHALL BE PREVENTED FROM LEAVING THE PREMISES THROUGH THE ACTION OF

WIND OR STORMWATER DISCHARGE INTO DRAINAGE DITCHES OR WATERS OF THE STATE.

L. ALL STORM WATER POLLUTION PREVENTION MEASURES PRESENTED ON THIS PLAN, AND IN THE STORM

WATER POLLUTION PREVENTION PLAN, SHALL BE INITIATED AS SOON AS PRACTICABLE.

M. DISTURBED PORTIONS OF THE SITE WHERE CONSTRUCTION ACTIVITY HAS STOPPED FOR AT LEAST 21 DAYS,

SHALL BE TEMPORARILY SEEDED. AREAS SHALL BE SEEDED NO LATER THAN 14 DAYS FROM THE LAST

CONSTRUCTION ACTIVITY OCCURRING IN THESE AREAS OR AS REQUIRED BY THE PERMIT.

N. DISTURBED PORTIONS OF THE SITE WHERE CONSTRUCTION ACTIVITY HAS  PERMANENTLY STOPPED SHALL

BE PERMANENTLY SEEDED. THESE AREAS SHALL BE SEEDED NO LATER THAN 14 DAYS AFTER THE LAST

CONSTRUCTION ACTIVITY OCCURRING IN THESE AREAS. REFER TO THE GRADING PLAN AND/OR LANDSCAPE

PLAN.

O. IF THE ACTION OF VEHICLES TRAVELING OVER THE GRAVEL CONSTRUCTION ENTRANCES IS NOT SUFFICIENT

TO REMOVE THE MAJORITY OF DIRT OR MUD, THEN THE TIRES MUST BE WASHED BEFORE THE VEHICLES

ENTER A PUBLIC ROAD. IF WASHING IS USED, PROVISIONS MUST BE MADE TO INTERCEPT THE WASH WATER

AND TRAP THE SEDIMENT BEFORE IT IS CARRIED OFF THE SITE.

P. ALL MATERIALS SPILLED, DROPPED, WASHED, OR TRACKED FROM VEHICLES ONTO ROADWAYS OR INTO

STORM DRAINS MUST BE REMOVED IMMEDIATELY.

Q. CONTRACTORS OR SUBCONTRACTORS WILL BE RESPONSIBLE FOR REMOVING SEDIMENT IN THE DETENTION

POND AND ANY SEDIMENT THAT MAY HAVE COLLECTED IN THE STORM SEWER DRAINAGE SYSTEMS IN

CONJUNCTION WITH THE STABILIZATION OF THE SITE.

R. ON-SITE & OFFSITE SOIL STOCKPILE AND BORROW AREAS SHALL BE PROTECTED FROM EROSION AND

SEDIMENTATION THROUGH IMPLEMENTATION OF BEST MANAGEMENT PRACTICES. STOCKPILE AND BORROW

AREA LOCATIONS SHALL BE FIELD-LOCATED AND NOTED ON THE SITE MAP AND PERMITTED IN ACCORDANCE

WITH GENERAL PERMIT REQUIREMENTS.

S. SLOPES SHALL BE LEFT IN A ROUGHENED CONDITION DURING THE GRADING PHASE TO REDUCE RUNOFF

VELOCITIES AND EROSION.

T. DUE TO THE GRADE CHANGES DURING THE DEVELOPMENT OF THE PROJECT, THE CONTRACTOR SHALL BE

RESPONSIBLE FOR ADJUSTING THE EROSION CONTROL MEASURES (SILT FENCES, STRAW BALES, ETC.) TO

PREVENT EROSION.

U. ALL CONSTRUCTION SHALL BE STABILIZED AT THE END OF EACH WORKING DAY, THIS INCLUDES BACKFILLING

OF TRENCHES FOR UTILITY CONSTRUCTION AND PLACEMENT OF GRAVEL OR BITUMINOUS PAVING FOR ROAD

CONSTRUCTION.

HAZARDOUS MATERIAL MANAGEMENT & SPILL REPORTING:

ANY HAZARDOUS OR POTENTIALLY HAZARDOUS MATERIAL THAT IS BROUGHT ONTO THE CONSTRUCTION SITE

SHALL BE HANDLED PROPERLY TO REDUCE THE POTENTIAL FOR STORMWATER POLLUTION. ALL MATERIALS

USED ON THIS CONSTRUCTION SITE SHALL BE PROPERLY STORED, HANDLED, DISPENSED, AND DISPOSED OF

FOLLOWING ALL APPLICABLE LABEL DIRECTIONS. FLAMMABLE AND COMBUSTIBLE LIQUIDS SHALL BE STORED

AND HANDLED ACCORDING TO APPLICABLE REGULATIONS AND, AT A MINIMUM, ACCORDING TO 29 CFR 1926.152.

ONLY APPROVED CONTAINERS AND PORTABLE TANKS SHALL BE USED FOR STORAGE AND HANDLING OF

FLAMMABLE AND COMBUSTIBLE LIQUIDS.

MATERIAL SAFETY DATA SHEET (MSDS) INFORMATION SHALL BE KEPT ON SITE FOR ANY AND ALL APPLICABLE

MATERIALS. HOWEVER, MSDS MAY ALSO ACCESSED VIA TELEPHONE OR OTHER ELECTRONIC MEANS OR

APPARATUS.

IN EVENT OF AN ACCIDENTAL SPILL, IMMEDIATE ACTION SHALL BE TAKEN BY THE GC TO CONTAIN AND REMOVE

THE SPILLED MATERIAL. THE SPILL SHALL BE REPORTED TO THE APPROPRIATE AGENCIES IN THE REQUIRED

TIME FRAMES. AS REQUIRED UNDER THE PROVISIONS OF THE CLEAN WATER ACT, ANY SPILL OR DISCHARGE

ENTERING WATER OF THE UNITED STATES SHALL BE PROPERLY REPORTED.

ALL HAZARDOUS MATERIALS, INCLUDING CONTAMINATED SOIL AND LIQUID CONCRETE WASTE SHALL BE

DISPOSED OF BY THE CONTRACTOR IN THE MANNER SPECIFIED BY FEDERAL, STATE, AND LOCAL REGULATIONS

AND BY THE MANUFACTURER OF SUCH PRODUCTS.

THE GC SHALL PREPARE A WRITTEN RECORD OF ANY SPILL AND ASSOCIATED CLEAN-UP ACTIVITIES OR

PETROLEUM PRODUCTS OR HAZARDOUS MATERIALS IN EXCESS OF REPORTABLE QUANTITIES AS DEFINED BY

THE EPA OR THE STATE OR LOCAL AGENCY REGULATIONS, SHALL BE IMMEDIATELY REPORTED TO THE EPS

NATIONAL RESPONSE CENTER (1-800-424-8802) AND TO THE STATE OF FLORIDA DEPARTMENT OF

ENVIRONMENTAL PROTECTION (FDEP) THROUGH THE STATE WATCH  OFFICE AT 1-800-320-0519.

THE STATE REPORTABLE QUANTITY FOR PETROLEUM PRODUCTS IS: 25 GALLONS OR GREATER PER FDEP

PETROLEUM CONTAMINATION SITE CLEANUP CRITERIA,

HTTP://WWW.DEP.STATE.FL.US/OER/REPORTABLE_INCIDENT.HTM

THE DISCHARGE SHALL BE REPORTED WITHIN 1 WEEK OF DISCOVERY, HOWEVER, DISCHARGE OF REPORTABLE

QUANTITIES ONTO SURFACE OF LANDS OR SURFACE OF WATERS SHALL BE REPORTED TO THE STATE WATCH

OFFICE OR FLORIDA DEPARTMENT OF ENVIRONMENTAL PROTECTION WEBSITE, BUREAU OF EMERGENCY

RESPONSE, AS SOON AS POSSIBLE BY NO LATER THAN 24 HOURS AFTER OCCURRENCE.

THE REPORTABLE QUANTITY FOR HAZARDOUS MATERIALS CAN BE FOUND IN 40 CFR 302 AND ON THE STATE OF

FLORIDA DEPARTMENT OF ENVIRONMENTAL PROTECTION WEBSITE AT

HTTP://WWW.DEP.STATE.FL.US/WATERS/STORMWATER/NPDES/DOCS/INDGUIDE/APP_H_INDGUIDE.PDF

TO MINIMIZE THE POTENTIAL FOR A SPILL OF PETROLEUM PRODUCT OR HAZARDOUS MATERIALS TO COME IN

CONTACT WITH STORMWATER, THE FOLLOWING STEPS SHALL BE IMPLEMENTED:

1. ALL MATERIAL WITH HAZARDOUS PROPERTIES, SUCH AS PESTICIDE, PETROLEUM PRODUCTS, FERTILIZERS,

SOAPS, DETERGENTS, CONSTRUCTION CHEMICAL, ACIDS, BASES, PAINTS, PAINT SOLVENTS, ADDITIVE FOR

SOIL STABILIZATION, CONCRETE, CURING COMPOUNDS, AND ADDITIVES, ETC., SHALL BE STORED IN A

SECURE LOCATION, UNDER COVER, AND IN APPROPRIATE, TIGHTLY SEALED CONTAINERS WHEN NOT IN

USE.

2. THE MINIMUM PRACTICAL QUANTITY OF ALL SUCH MATERIALS SHALL BE KEPT ON THE JOB SITE AND

SCHEDULED FOR DELIVERY AS CLOSE TO TIME OF USE AS PRACTICAL.

3. A SPILL CONTROL AND CONTAINMENT KIT (CONTAINING FOR EXAMPLE, ABSORBENT MATERIAL SUCH AS

KITTY LITTER OR SAWDUST, ACID, BASE, NEUTRALIZING AGENT, BROOM, DUST PANS, MOPS, RAGS, GLOVES,

GOGGLES, PLASTIC AND METAL TRASH CONTAINERS, ETC.) SHALL BE PROVIDED AT THE CONSTRUCTION

SITE AND ITS LOCATION(S) SHALL BE IDENTIFIED WITH LEGIBLE SIGNAGE AND SHOWN ON THE SITE MAPS.

A. THE SPILL CONTROL AND CONTAINMENT KIT SUPPLIES SHALL BE OF SUFFICIENT QUANTITIES AND

APPROPRIATE CONTENT TO CONTAIN A SPILL FROM THE LARGEST PIECE OF EQUIPMENT AND FROM

THE LARGEST ANTICIPATED QUANTITIES OF PRODUCTS STORED ON THE SITE AT ANY GIVEN TIME.

B. CONTENTS SHALL BE INSPECTED DAILY DURING THE DAILY STORMWATER INSPECTION.

4. ALL PRODUCTS SHALL BE STORED IN AND USED FROM THE ORIGINAL CONTAINER WITH THE ORIGINAL

PRODUCT LABEL. CONTAINERS MUST BE STORED IN A MANNER TO PROTECT THEM FROM THE ELEMENTS

AND INCIDENTAL DAMAGE.

5. ALL PRODUCTS SHALL BE USED IN STRICT ACCORDANCE WITH THE INSTRUCTIONS ON THE PRODUCT

LABELS.

6. THE DISPOSAL OF EXCESS OR USED PRODUCTS SHALL BE IN STRICT COMPLIANCE WITH INSTRUCTIONS ON

THE PRODUCT LABELS AND REGULATIONS.

GENERAL NOTES:

A. PROJECT OFFICE WALL SWPPP POSTINGS:

THE FOLLOWING ITEMS MUST BE POSTED TOGETHER IN A SINGLE, ORGANIZED LOCATION ON A WALL INSIDE

THE PROJECT OFFICE: 1) SWPPPSITE MAPS (ALL PHASES), 2) SWPPP DETAIL SHEETS, 3) MAP SHOWING

LOCATION OF OFFSITE IMPORT OR EXPORT FACILITY (IF APPLICABLE) 4) REVISIONS TO DETAILS, SITE MAPS, OR

SWPPP RELATED RFIS, 5) SITE SWPPP BINDER, 6) SWCT PLACARD, 7) CURRENT OWNER/OPERATOR

STORMWATER COMPLIANCE TRAINING CERTIFICATES FOR SUPERINTENDENTS(S) AND COMPLIANCE

OFFICER(S), 8) CERTIFICATION AND/OR TRAINING CERTIFICATES REQUIRED TO PERFORM INSPECTIONS BY THE

APPLICABLE CONSTRUCTION GENERAL PERMIT OR AUTHORITY HAVING JURISDICTION.

B. PERMITTED PROJECT AREA:

FOR PURPOSES OF THIS SWPPP AND ASSOCIATED STORMWATER PERMIT, PERMITTED PROJECT AREA IS

DEFINED AS ANY AND ALL AREAS WITHIN THE PROJECT LIMITS OF DISTURBANCE, AS SHOWN ON THE SWPPP

SITE MAPS AND IDENTIFIED IN THE NOTICE OF INTENT TO THE AGENCY. ALL GROUND-DISTURBING AND

CONSTRUCTION RELATED ACTIVITIES (MATERIAL STORAGE, DUMPSTERS, PARKING AREA, PROJECT OFFICE

TRAILER, ETC.) MUST BE INCLUDED WITHIN THE PERMITTED PROJECT AREA LIMITS OF DISTURBANCE.

OFF-SITE AREA(S) TO BE DISTURBED AS PART OF THIS PROJECT (NOT ON OWNER PROPERTY) INCLUDE THE

CONSTRUCTION OF THE UTILITY LINE CONNECTIONS ON 6TH AVENUE, DRIVEWAY WORK ON 18TH, AND REPAIR

OF ROAD, CURBING, AND DISTURBED AREAS WITHIN THE RIGHTS-OF-WAY IF THE THESE TWO ROADS.

ALL AREAS OUTSIDE THE PERMITTED PROJECT AREA (I.E. LIMITS OF DISTURBANCE)ACQUIRED FOR USE BY THE

GC OR SUBCONTRACTOR OF THE GC (BORROW SOURCE, DISPOSAL AREAS, ETC.) MUST BE MANAGED IN

ACCORDANCE WITH ALL LOCAL, STATE, AND FEDERAL LAW UNDER THE STATE OF FLORIDA GENERAL NPDES

PERMIT. THE CONTRACTOR IS RESPONSIBLE TO INSURE THAT ALL SUCH AREAS ARE CURRENTLY PERMITTED

FOR THE INTENDED USE AND MAKING COPIES OF SAID PERMITS AVAILABLE TO THE AUTHORITY HAVING

JURISDICTION UPON REQUEST.

C. SPECIAL PROJECT AREAS:

THERE ARE NO SPECIAL PROJECTS LOCATED BEYOND THE OWNER PERMITTED PROJECT AREA REQUIRING

INSPECTION AND MAINTENANCE ASSOCIATED WITH THIS CONSTRUCTION PROJECT.

D. NON-STORMWATER DISCHARGES:

THE FLORIDA GENERAL PERMIT FOR STOMRWATER DISCHARGES ASSOCIATED WITH CONSTRUCTION

ACTIVITIES PROHIBITS MOST NON-STORMWATER DISCHARGES DURING THE CONSTRUCTION PHASE.

ALLOWABLE NON-STORMWATER DISCHARGES THAT OCCUR DURING CONSTRUCTION ON THIS PROJECT ARE

INCLUDED IN THE PART IV.A.3 OF THE GENERAL PERMIT.

HTTP://WWW.DEP.STATE.FL.US/WATER/STORMWATER/NPDES/DOCS/CGP.PDF

BEST MANAGEMENT PRACTICES (BMP'S) AND CONTROLS MUST BE IMPLEMENTED FOR THE GENERAL PERMIT

ALLOWABLE DISCHARGES FOR THE DURATION OF THE PERMIT. THE TECHNIQUES DESCRIBED IN THIS SWPPP

FOCUS ON PROVIDING CONTROL OF POLLUTANT DISCHARGES WITH PRACTICAL APPROACHES THAT UTILIZE

READILY AVAILABLE EXPERTISE MATERIAL, AND EQUIPMENT.

NON-STORMWATER COMPONENTS OF THE SITE DISCHARGES MUST BE UNCONTAMINATED NON-TURBID WATER.

ALL NON-STORMWATER DISCHARGES MUST BE ROUTED TO A STORMWATER CONTROL PRIOR TO DISCHARGE.

WATER USED FOR CONSTRUCTION WHICH DISCHARGES FROM THE SITE MUST ORIGINATE FROM A PUBLIC

WATER SUPPLY OR PRIVATE WELL APPROVED BY THE STATE HEALTH DEPARTMENT. WATER USED FOR

CONSTRUCTION THAT DOES NOT ORIGINATE FROM AN APPROVED PUBLIC SUPPLY MUST NOT DISCHARGE FROM

THE SITE. IT CAN BE RETAINED IN RETENTION PONDS UNTIL IT INFILTRATES OR EVAPORATES. WHEN

NON-STORMWATER IS DISCHARGED FROM THE SITE, IT MUST BE DONE IN A MANNER SUCH THAT IT DOES NOT

CAUSE EROSION OF THE SOIL DURING DISCHARGE.

E. POWER WASHING:

PROCESS WATER SUCH AS POWER WASHING WATER AND CONCRETE CUTTING EFFLUENT AMONG OTHERS,

MUST BE COLLECTED FOR TREATMENT AND DISPOSAL. IT MUST NOT BE FLUSHED INTO THE SITE STORM DRAIN

SYSTEM OR DISCHARGED OFF-SITE.

F. DISCHARGE POINTS:

ALL DISCHARGE POINTS MUST BE INSPECTED TO DETERMINE WHETHER EROSION AND SEDIMENT CONTROL

MEASURES ARE EFFECTIVE IN PREVENTING DISCHARGE OR SEDIMENT FROM THE SITE AND/OR IMPACTS TO

RECEIVING WATERS, SEDIMENT ACCUMULATION DOWN-GRADIENT OF DISCHARGE LOCATIONS SHALL BE

REPORTED AS A SEDIMENT DISCHARGE AND THE POTENTIAL UPSTREAM CAUSE SHALL BE INVESTIGATED TO

PREVENT FUTURE OCCURRENCE. CONTACT THE OWNER/OPERATOR AND AUTHORITY HAVING JURISDICTION TO

DETERMINE APPROPRIATE ACTION FOR CLEANUP OF DISCHARGED SEDIMENT THAT MAY BE OUTSIDE OF THE

LIMITS OF DISTURBANCE. SEE SAMPLING AND MONITORING PLAN IF APPLICABLE.

EROSION CONTROL NOTES:

THE EROSION AND TURBIDITY CONTROL MEASURES SHOWN HEREON ARE THE MINIMUM REQUIRED

FOR REGULATORY AGENCY PLANS APPROVAL. ADDITIONAL CONTROL AND MEASURES MAY BE

REQUIRED DUE TO REGULATORY AGENCY RULES, CONSTRUCTION SEQUENCING AND/OR WEATHER

CONDITIONS. ANY ADDITIONAL MEASURES DEEMED NECESSARY BY THE REGULATORY AGENCIES OR

BY THE SITE CONTRACTOR BEFORE OR DURING CONSTRUCTION SHALL BE IMPLEMENTED AND

MAINTAINED.

THE APPROPRIATE  TURBIDITY AND EROSION CONTROL METHODOLOGIES SELECTED BY THE SITE

CONTRACTOR FOR THE PROJECT SHOULD BE MADE FOLLOWING REVIEW OF THE PLANS AND PROJECT

SITE SPECIFIC FACTORS AND AFTER CONSULTATIONS AS NEEDED WITH THE PROJECT ENGINEER AND

REGULATORY AGENCIES. SEVERAL FACTORS TO CONSIDER ARE DURATION OF CONSTRUCTION

ACTIVITIES, DEPTH OF CUT AND SEPARATION DISTANCE FOR PONDS, TRENCHES, AND UTILITY LINES,

CLAY CONTENT IN EXCAVATED MATERIALS, FILL HEIGHT RELATIVE TO NATURAL GRADE AND LENGTH

AND STEEPNESS OF THE PROPOSED SLOPES, GROUND WATER LEVELS, TIME OF YEAR RELATIVE TO

THE RAINY SEASON, PROXIMITY TO WETLANDS, WATER BODIES OR OFFSITE PROPERTIES, EXISTING

TOPOGRAPHY AND DIRECTIONS OF SURFACE FLOW.

THE TYPE OF EROSION CONTROL BARRIERS USED SHALL BE GOVERNED BY THE NATURE OF THE

CONSTRUCTION OPERATION AND SOIL TYPE THAT WILL BE EXPOSED. SILTY AND CLAYEY MATERIAL

MAY REQUIRE SOLID SEDIMENT BARRIERS TO PREVENT TURBID WATER DISCHARGE, WHILE SANDY

MATERIAL MAY NEED ONLY SILT SCREENS OR HAY BALES TO PREVENT EROSION. FLOATING TURBIDITY

CURTAINS SHOULD GENERALLY BE USED IN OPEN WATER SITUATIONS. DIVERSION DITCHES OR

SWALES MAY BE REQUIRED TO PREVENT TURBID STORMWATER RUNOFF FROM BEING DISCHARGED TO

WETLANDS OR OTHER WATER BODIES. IT MAY BE NECESSARY TO EMPLOY A COMBINATION OF

BARRIERS, DITCHES, AND OTHER EROSION/TUBIDITY CONTROL MEASURES IF CONDITIONS WARRANT.

THE SITE CONTRACTOR IS RESPONSIBLE FOR HAVING THEIR DEWATERING PLAN AND TURBIDITY

CONTROL PLAN APPROVED BY THE APPLICABLE REGULATORY AGENCIES, PRIOR TO CONSTRUCTION ,

AS NECESSARY, REFER TO THE SITE PERMIT CONDITIONS FOR AGENCIES REQUIRING SUCH REVIEW,

APPROVAL AND/OR SEPARATE. WHERE PUMPS ARE TO BE USED TO REMOVE WATER FROM

CONSTRUCTION AREAS, THE WATER SHALL BE TREATED PRIOR TO DISCHARGE TO WETLANDS.

TREATMENT METHODS INCLUDE, FOR EXAMPLE, TURBID WATER BEING PUMPED INTO GRASSED

SWALES OR APPROPRIATE UPLAND VEGETATED AREAS (OTHER THAN UPLAND PRESERVATION AREAS

AND WETLAND BUFFERS). SEDIMENT BASINS, OR CONFINED BY AN APPROPRIATE ENCLOSURE SUCH AS

TURBIDITY BARRIERS OR LOW BERMS, AND KEPT CONFINED UNTIL TURBIDITY LEVELS MEET STATE

WATER QUALITY STANDARDS.

SILT SCREENS SHALL BE INSTALLED PRIOR TO LAND CLEARING TO PROTECT WATER QUALITY AND TO

IDENTIFY AREAS TO BE PROTECTED FROM CLEARING ACTIVITIES AND MAINTAINED FOR THE DURATION

OF THE PROJECT UNTIL ALL SOIL IS STABILIZED. FLOATING TURBIDITY BARRIERS SHALL BE IN PLACE IN

OPEN WATER SYSTEMS PRIOR TO INSTALLATION OF EARTHWORK AND MAINTAINED FOR THE DURATION

OF THE PROJECT UNTIL ALL SOIL IS STABILIZED. THE INSTALLATION OF TEMPORARY EROSION

CONTROL BARRIERS SHALL BE COORDINATED WITH THE CONSTRUCTION OF THE PERMANENT EROSION

CONTROL FEATURES TO THE EXTENT NECESSARY TO ASSURE EFFECTIVE AND CONTINUOUS CONTROL

OF EROSION AND WATER QUALITY THROUGHOUT THE DURATION OF THE PROJECT.

THE SITE CONTRACTOR SHALL SCHEDULE THEIR OPERATIONS SUCH THAT THE AREA OF

UNPROTECTED ERODIBLE EARTH EXPOSED AT ANY ONE TIME IS NOT LARGER THAN THE MINIMUM

AREA NECESSARY FOR EFFICIENT CONSTRUCTION OPERATION, AND THE DURATION OF EXPOSED,

UNCOMPLETED CONSTRUCTION TO THE ELEMENTS SHALL BE AS SHORT AS PRACTICABLE. CLEARING

AND GRUBBING SHALL BE SO SCHEDULED AND PERFORMED SUCH THAT GRADING OPERATIONS CAN

FOLLOW IMMEDIATELY THEREAFTER. GRADING OPERATIONS SHALL BE SO SCHEDULED AND

PERFORMED THAT PERMANENT EROSION CONTROL FEATURES CAN FOLLOW IMMEDIATELY

THEREAFTER IF CONDITIONS ON THE PROJECT PERMIT. EXPOSED SOILS SHOULD BE STABILIZED AS

SOON AS POSSIBLE, ESPECIALLY SLOPES LEADING TO WETLANDS. STABILIZATION METHODS INCLUDE

SOLID SOD, SEEDING AND MULCHING OR HYDROMULCHING TO PROVIDE A TEMPORARY OR

PERMANENT GRASS COVER MULCH BLANKETS, SCRAPED AREAS MAY BE CONTROLLED OR CONTAINED

BY THE USE OF BRUSH BARRIERS, DIVERSION SWALES, INTERCEPTOR DITCHES OR LOW BERMS. FLOW

SHOULD BE DIRECTED TOWARD AREAS WHERE SEDIMENTS CAN SUFFICIENTLY SETTLE OUT.

SPREADER SWALES MAY HELP DISSIPATE CLOUDY WATER PRIOR TO CONTACT WITH WETLANDS.

WATER DERIVED FROM VARIOUS DEWATERING METHODS SHOULD BE PASSED THROUGH

SUFFICIENTLY WIDE AREAS OF EXISTING UPLAND VEGETATION TO FILTER OUT EXCESS TURBIDITY. IF

THIS IS NOT SUFFICIENT, THE WATER SHALL BE RETAINED IN PREVIOUSLY CONSTRUCTED PERMANENT

STORMWATER PONDS OR ELSE RETAINED ON TEMPORARY SEDIMENT BASINS UNTIL THE CLARITY IS

SUITABLE TO ALLOW FOR ITS DISCHARGE. HOWEVER, SUCH SITUATIONS SHOULD BE MONITORED

CLOSELY TO PRECLUDE BERM FAILURE IS WATER LEVELS RISE TOO HIGH.

IF THE ABOVE CONTROLS REMAIN INEFFECTIVE IN PRECLUDING RELEASE OF TURBID WATER,

ESPECIALLY DURING POND OR UTILITY LINE DE-WATERING, THEN THE CONTRACTOR MAY BE

COMPELLED TO USE A VERTICAL DEWATERING SYSTEM SUCH AS WELL POINTS OR SOCK DRAINS TO

WITHDRAW GROUNDWATER WHICH MAY ALREADY BE CLEAR ENOUGH TO ALLOW FOR DIRECT

DISCHARGE TO WETLANDS.

ENERGY DISSIPATERS (SUCH AS RIP-RIP, A GRAVEL BED, ETC.) SHALL BE INSTALLED AT THE

DISCHARGE POINT OF PIPES OR SWALES IF SCOURING IS OBSERVED. ATTEMPT TO INSTALL ROADWAY

CURB AND GUTTERS AS SOON AS POSSIBLE TO REDUCE THE SURFACE AREA FOR EROSION TO OCCUR.

IMPLEMENT STORM DRAIN INLET PROTECTION TO LIMIT SEDIMENTATION WITH THE STORMWATER

SYSTEM. PERFORM INSPECTIONS AND PERIODIC CLEANING OF SEDIMENTS WHICH WASH OUT INTO THE

STREETS UNTIL ALL SOIL IS STABILIZED. VEHICLE OR EQUIPMENT WASHDOWN AREAS WILL BE

SUFFICIENTLY REMOVED FROM WETLANDS OR OFF-SITE AREAS. FUGITIVE DUST CONTROLS

(PRIMARILY BY USING WATER SPRAY TRUCKS) SHALL BE EMPLOYED AS NEEDED TO CONTROL

WINDBORNE EMISSIONS.

NO CLAY MATERIAL SHALL BE LEFT EXPOSED IN ANY STORMWATER STORAGE FACILITY. IF CLAY OR

SANDY-CLAYS ARE ENCOUNTERED DURING STORMWATER STORAGE EXCAVATION, THE SITE

CONTRACTOR SHALL NOTIFY THE ENGINEER IMMEDIATELY BEFORE PROCEEDING WITH FURTHER

EXCAVATION. IF THE ENGINEER HAS DETERMINED THAT SUCH SOILS ARE NON-CONFORMING AND MUST

BE EXCAVATED TO MEET PERMIT AND DESIGN CONDITIONS, EXCAVATION MAY PROCEED AFTER

OBTAINING WRITTEN AUTHORIZATION FROM THE APPROPRIATE LOCAL REGULATORY AUTHORITY. IF

SAID SOILS ARE LEFT EXPOSED AT THE PERMITTED AND DESIGNED DEPTH, THE SITE CONTRACTOR

SHALL OVER-EXCAVATE THE POND  BOTTOM AND SIDE SLOPES BY A MINIMUM OF 12 INCHES AND

BACKFILL WITH CLEAN SANDS TO HELP PREVENT SUSPENSION OF FINE PARTICLES IN THE WATER

COLUMN.

DISCHARGES WHICH EXCEED 29 N.T.U.'S OVER THE BACKGROUND LEVELS ARE IN VIOLATION OF STATE

WATER QUALITY STANDARDS. DISCHARGES OF WATER QUANTITIES WHICH AFFECT OFFSITE

PROPERTIES OR MAY DAMAGE WETLANDS ARE ALSO PROHIBITED BY REGULATING AGENCIES. WATER

DISCHARGE VELOCITIES FROM IMPOUNDED AREAS AND TEMPORARY SEDIMENT BASINS SHALL BE

RESTRICTED TO AVOID SCOURING IN RECEIVING AREAS. IF WATER CLARITY DOES NOT REDUCE TO

STATE STANDARDS RAPIDLY ENOUGH IN HOLDING PONDS, IT MAY BE POSSIBLE TO USE CHEMICAL

AGENTS SUCH AS ALUM TO FLOCCULATE OR COAGULATE THE SEDIMENT PARTICLES.

ONGOING INSPECTIONS AND PERIODIC MAINTENANCE BY THE SITE CONTRACTOR SHALL OCCUR

THROUGHOUT CONSTRUCTION AS NECESSARY TO INSURE THE ABOVE METHODS ARE WORKING

SUITABLY. THIS MAY BE NEEDED DAILY, IF CONDITIONS SO WARRANT. SITE CONTRACTORS ARE

ENCOURAGED TO OBTAIN AND THOROUGHLY REVIEW THE FLORIDA DEVELOPMENT MANUAL. A GUIDE

TO SOUND LAND AND WATER MANAGEMENT, WHICH WAS DEVELOPED BY THE STATE OF FLORIDA

DEPARTMENT OF ENVIRONMENTAL PROTECTION IN 1988. THIS PROVIDES FAIRLY IN DEPTH

DISCUSSIONS OF RECOMMENDED TECHNIQUES AND ALSO PROVIDES DETAILED DESIGN AND

TECHNICAL STANDARDS.

SWPPP IMPLEMENTATION SEQUENCE

NOTE: UPON IMPLEMENTATION AND INSTALLATION OF THE FOLLOWING AREA, CONSTRUCTION

TRAILER, TEMPORARY PARKING, CONSTRUCTION MATERIAL LAYDOWN AREA, PORTA-POTTY, WHEEL

WASH, CONCRETE WASHOUT, MASON'S AREA, FUEL AND MATERIAL STORAGE AREA/CONTAINERS,

SOLID WASTER CONTAINERS, ETC., THE SITE OPERATOR/GC SHALL IMMEDIATELY DENOTE THEM ON

THE SITE MAPS AS POSTED AT THE JOB SITE AND NOTE ANY CHANGES IN LOCATION AS THEY MAY

OCCUR THROUGHOUT THE CONSTRUCTION PROCESS. IN ADDITION, NOTE ALL AREAS WHERE FILL IS

IMPORTED FROM OR SOIL IS EXPORTED TO ON THE SITE MAPS.

NOTE: DOWN SLOPE PROTECTIVE MEASURES MUST ALWAYS BE IN PLACE BEFORE SOIL IS

DISTURBED. ACTIVITIES ARE PRESENT IN THE ORDER OF SEQUENCE IN WHICH THEY ARE REQUIRED

TO BE COMPLETED.

PHASE 1

SEQUENCE OF CONSTRUCTION:

1. INSTALL STABILIZED CONSTRUCTION EXIT.  THIS WILL BE THE FIRST CONSTRUCTION WORK ON

THE PROJECT.

2. STAKE THE LIMITS OF DISTURBANCE, OR MARK ON PAVEMENT. L.O.D. MUST REMAIN

CONSPICUOUSLY MARKED THROUGH THE ENTIRE CONSTRUCTION OF THE PROJECT.

3. INSTALL SEDIMENTS BARRIERS/SILT FENCE AND TREE PROTECTION FENCING. CONTACT THE

PASCO COUNTY INSPECTIONS OFFICE AS REQUIRED TO HAVE ANY REQUIRED COUNTY

INSPECTIONS COMPLETED PRIOR TO MOVING ON WITH ANY SITE DISTURBANCE.

4. INSTALL INLET PROTECTION ON EXISTING INLETS AS SHOWN. ADDITIONAL INLET PROTECTION

MAY BE REQUIRED DEPENDING ON SITE CONDITIONS.

5. INSTALL, DEMARCATE THE MATERIAL LAYDOWN AREA, FUEL STORAGE, PORTA POTTY

LOCATION, ETC. DISTURB ONLY MINIMUM AREA TO ALLOW FOR THESE ITEMS TO BE PLACED ON

SITE.

6. ONCE COUNTY INSPECTOR(S) HAVE GIVEN CLEARANCE TO BEGIN DEMOLITION ACTIVITIES, TREE

CLEARING, TOPSOIL REMOVAL AND STOCKPILING. ONCE THESE ITEMS ARE COMPLETE, BEGIN

PHASE 2.

PHASE 2

SEQUENCE OF CONSTRUCTION (CONT.):

7. BEGIN ANY CLEARING AND STRIPPING OF THE SITE. PHASE CLEARING AND GRUBBING TO

EXTENT PRACTICAL TO MINIMIZE THE AMOUNT OF DISTURBED AREAS AT ANY ONE TIME.

8. MASS GRADE SITE AND GRADE PAD FOR BUILDING AREA AND PARKING.

9. INSTALL STORMWATER PIPING WHILE BUILDING CONSTRUCTION TAKES PLACE. COMPLETE

INSTALLATION OF UNDERGROUND STORMWATER SYSTEMS AND MAKE CONNECTION TO TIE IN

LOCATION OF EXISTING STORMWATER SYSTE. IMMEDIAELY INSTALL INLET PROTECTION ON ALL

CATCH BASINS AND INLETS. THESE SHALL REMAIN IN PLACE UNTIL ALL DISTURBED AREAS HAVE

BEEN STABILIZED.

10. INSTALL UNDERGROUND UTILITIES TO BUILDING PAD AREA.

11. PREPARE THE PARKING AREA FOR NEW PAVEMENT AS WELL AS SIDEWALK AREAS.

12. BUILDING WILL CONTINUE TO BE UNDER CONSTRUCTION WHILE FINAL GRADING AND PAVING

ARE TAKING PLACE.

13. UPON COMPLETION OF GRADED AREAS, INSTALL TEMPORARY STABILIZATION OF ANY AREA

THAT REMAINS UNDISTURBED FOR MORE THAN 14 DAYS.

14. UPON COMPLETION OF ALL GRADING AND PAVING, INSTALL LANDSCAPING, IRRIGATION AND

FINAL STABILIZATION OF ALL DISTURBED AREAS.

15. ONCE ALL DISTURBED AREAS ARE FULLY STABILIZED WITH PAVEMENT, GRASSING, AND/OR

LANDSCAPING AND CONCURRENCE HAVE BEEN RECEIVED FROM THE OWNER AND CITY

INSPECTORS, REMOVE REMAINING BMP DEVICES.

16. CONTINUE DAILY INSPECTIONS AND REPORTS UNTIL THE COUNTY AND OWNER FINAL GIVE

FINAL APPROVAL OF STABILIZATION. AFTER ACCEPTANCE OF STABILIZATION, THE REGISTERED

OPERATOR SHALL FILE THE NOTICE OF TERMINATION WITH THE FLORIDA FDEP.

USGS MAP

PROJECT

LOCATION
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10' BUFFER

EXISTING POWER POLE.

PROPOSED LOCATION OF

ELECTRIC CONNECTION

(CONTRACTOR TO COORDINATE

TIE-IN LOCATION WITH UTILITY

PROVIDER)

PROPOSED NATURAL GAS TIE-IN

(CONTRACTOR TO COORDINATE WITH

UTILITY PROVIDER)

EX. 12" WATER MAIN

EX. 12" WATERMAIN

6" FHA ASSEMBLY

W/(4) BOLLARDS

12"X12"X6" TEE

6" GATE VALVE

16"X16"X6" TEE TO 6"

GATE VALVE

6" FHA ASSEMBLY

W/(2) BOLLARDS

12"X12"X6" TEE TO

6" G.V. & 6" FHA

W/(4) BOLLARDS

SANITARY SEWER EXIT

C.O.

INV. (6" OUT) 55.00

6"X8" REDUCER

12" DIP FIRE LINE

LEAD-IN (RE: ARCH PLANS)

2" DOMESTIC LINE

LEAD-IN

(RE: ARCH PLANS)

195 LF OF 8" PVC @

0.50% SLOPE MIN.

6" C.O.

INV. 54.00

SS MANHOLE #1

RIM EL. 58.00

INV. IN 53.05

INV. OUT 52.95

PROPOSED LIFT STATION

RIM. EL 60.00

INV. IN (S) - 51.23

INV. IN (NW) - 51.02

INV. OUT - 58.33

164 LF OF 8" PVC

@ 0.50% MIN. SLOPE

8 LF OF 8" PVC @ 0.50% MIN. SLOPE

SS MANHOLE #2

RIM EL. 60.00

INV. OUT 52.00

98 LF OF 8" PVC

@ 0.50% MIN. SLOPE

420 LF OF 4" GREEN C-900

FORCEMAIN

45° BEND

12"X12"X6" TEE

TO 6" G.V. TO

6" FHA W/(2)

BOLLARDS

620 LF OF 12" PUBLIC

HDPE DR-11 BLUE

WATER MAIN

65 LF OF 12" HDPE

DR-11 FIRE LINE TO

BUILDING

45° BEND

10' PASCO COUNTY UTILITY

EASEMENT

LEGEND

EXISTING PROPOSED DESCRIPTION

PROPERTY LINE

CONCRETE CURB & GUTTER

LIGHT POLE

STORMDRAIN PIPE

STORMDRAIN STRUCTURE

POTABLE WATER

SANITARY SEWER

NATURAL GAS

UNDERGROUND ELECTRIC

UNDERGROUND TELEPHONE

SANITARY MANHOLE

FIRE HYDRANT ASSEMBLY

GATE VALVE

SS SS

GAS GAS

UE UE

UT UT

(2) - 4" PVC TELEPHONE CONDUITS.

CONTRACTOR TO COORDINATE

TELEPHONE TIE-IN LOCATION WITH

UTILITY PROVIDER

APPROX. GAS METER

LOCATION. REFER TO

ARCH PLANS FOR

COORDINATION.

TRANSFORMER

PAD

EMERGENCY

GENERATOR

CAUTION NOTE:

CONTRACTOR SHALL EXERCISE EXTREME CAUTION IN AREAS

OF BURIED UTILITIES AND SHALL PROVIDE AT LEAST 48 HOURS

NOTICE TO THE UTILITY COMPANIES PRIOR TO CONSTRUCTION.

CALL SUNSHINE 811 PRIOR TO PERFORMING ANY EXCAVATION

TO ARRANGE FIELD LOCATION SERVICES.

NOTE:

CONTRACTOR SHALL REFER TO THE SITE LIGHTING

ELECTRICAL PLAN AND PHOTOMETRIC PLANS BY OTHERS FOR

COORDINATION.

NOTE:  CONTRACTOR SHALL OBTAIN COPY OF

EASEMENT DOCUMENTS AND DRIVEWAY

ENCROACHMENT PERMITS PRIOR TO BEGINNING

ANY WORK WITHIN THE PUBLIC RIGHT-OF-WAY OR

ON ADJACENT PROPERTY.

AGENCY AND UTILITY CONTACTS

BUILDING AND PERMITTING

PASCO COUNTY

CENTRIAL PERMITTING

8731 CITIZENS DRIVE

SUITE 230

NEW PORT RICHEY, FL 34654

PH: (727) 847-8126

PLANING AND ZONING

PASCO COUNTY

ZONING AND INTAKE SITE DEV.

8731 CITIZENS DRIVE

SUITE 210

NEW PORT RICHEY, FL 34654

PH: (727) 847-8142

FIRE DEPARTMENT

PASCO COUNTY FIRE RESCUE

4111 LAND O' LAKES BLVD.

SUITE 208

LAND O' LAKES, FL 34639

PH: (813) 929-2750

WATER/WASTEWATER

PASCO COUNTY

UTILITIES DEPARTMENT

19420 CENTRAL BLVD.

LAND O' LAKES, FL 34637

PH: (727) 847-8040

POWER

WITHLACOOCHEE RIVER

ELECTRIC COOPERATIVE, INC.

30461 COMMERCE DRIVE

SAN ANTONIO, FL  33576

CONTACT: COREY LITTLEFIELD

PH: (352) 588-5155 x 1130

EMAIL: rlittlefield@wrec.net

NOTES PER PASCO COUNTY UTILITIES LOC:

· CONTRACTOR SHALL REQUEST TAPS AND JUMPER

METERS AS APPLICABLE. REQUESTS SHOULD BE SENT TO

GENNY SIKES, GSIKES@PASCOCOUNTYFL.NET.

· IF A TREE IS PLANTED WITHIN FIVE (5) FEET OF UTILITIES,

IT SHALL BE MOVED AT THE OWNER/DEVELOPER EXPENSE.

· FIRE PROTECTION REQUIREMENTS ARE DETERMINED BY

THE FIRE MARSHAL. ANY REVISIONS TO THE FIRE

PROTECTION REQUIREMENTS MAY IMPACT THE REVIEW

AND APPROVAL OF THE WATER-SERVICE CONNECTION TO

THIS DEVELOPMENT.

UTILITY NOTES

1. ALL SEWER CONSTRUCTION SHALL BE IN ACCORDANCE WITH THE

STANDARDS  AND SPECIFICATIONS OF THE STATE OF FLORIDA AND

PASCO COUNTY UTILITIES.

2. WATER LINES SHALL BE INSTALLED WITH A MINIMUM OF 36" OF COVER

UNLESS OTHERWISE NOTED. ALL WATER CONSTRUCTION SHALL BE IN

ACCORDANCE WITH THE STANDARDS AND SPECIFICATIONS OF PASCO

COUNTY UTILITIES.

3. VALVES SHALL BE RESILIENT SEAT GATE VALVES, DIRECT BURY WITH A

VALVE BOX (AWWA C509).

4. 6" WATER LINE ON-SITE SHALL BE C900 RATED PVC.  ALL SERVICE LINES

LESS THAN 3" IN DIAMETER SHALL BE HDPE.

5. SEWER LINES (INCLUDING LATERALS) SHALL BE POLYVINYL CHLORIDE

(PVC) SDR 26  PER ASTM D-3034.

6. SEWER CLEANOUTS SHALL BE IN ACCORDANCE WITH THE PASCO

COUNTY UTILITIES DETAILS AND SPECIFICATIONS.

7. THE CONTRACTOR SHALL REFER TO THE ARCHITECTURAL PLANS FOR

EXACT  UTILITY EXIT POINTS, EXIT PORCHES, ETC.

8. INFORMATION CONCERNING UNDERGROUND UTILITIES WAS OBTAINED

FROM  AVAILABLE RECORDS AND FIELD LOCATIONS WHEN POSSIBLE,

BUT THE  CONTRACTOR MUST DETERMINE THE EXACT LOCATION BY

DIGGING TEST PITS BY  HAND AT ALL UTILITY CROSSINGS WELL IN

ADVANCE OF TRENCHING. IF  CLEARANCES ARE LESS THAN SPECIFIED

ON THE PLAN OR 12", WHICHEVER IS  LESS, CONTACT THE DESIGN

ENGINEER PRIOR TO PROCEEDING WITH  CONSTRUCTION.

9. ALL NECESSARY INSPECTIONS AND/OR CERTIFICATIONS REQUIRED BY

CODES  AND/OR UTILITY SERVICE COMPANIES SHALL BE PERFORMED

PRIOR TO  ANNOUNCED BUILDING POSSESSION AND/OR FINAL

CONNECTION OF SERVICES.

10. A MINIMUM OF 10 FEET HORIZONTAL SEPARATION  MUST BE

MAINTAINED  BETWEEN WATER AND SEWER LINES.  THE VERTICAL

SEPARATION IS TO BE A  MINIMUM OF 18".

11. REFER TO THE PHOTOMETRIC AND ARCHITECTURAL PLANS FOR SITE

LIGHTING ELECTRICAL DESIGN  AND LAYOUT.

12. ALL SITEWORK SHALL MEET OR EXCEED THE PASCO COUNTY AND ALDI

STORES INC. STANDARDS AND THE SITEWORK  SPECIFICATIONS.

13. CONTRACTOR TO PROVIDE ALL TRENCHING, BACKFILLING, & INSTALL

ALL ELECTRICAL  CONDUITS TO UTILITY COMPANY SPECIFICATIONS.

14. LOCATION OF SITE UTILITIES SHALL BE VERIFIED BY GENERAL

CONTRACTOR & THE PROPER UTILITY COMPANY PROVIDING SERVICE.

15. GENERAL CONTRACTOR SHALL PROVIDE 2' x 2' x 6" THICK CONCRETE

APRON AT ALL CLEANOUTS OUTSIDE OF BUILDING.

16. GENERAL CONTRACTOR WILL BE RESPONSIBLE FOR ALL TAP AND TIE

ON FEES REQUIRED, AS  WELL AS COST OF UNDERGROUND SERVICE

CONNECTIONS TO THE BUILDING.

17. ELECTRICAL SERVICE TO PAD MOUNTED TRANSFORMER SHALL BE RUN

UNDERGROUND,  FROM ROAD RIGHT-OF-WAY TO BUILDING.

ASSOCIATED MATERIALS AND COST BY GENERAL CONTRACTOR.

18. ALL ELECTRIC AND TELEPHONE EXTENSIONS INCLUDING SERVICE LINE

SHALL BE CONSTRUCTED TO THE APPROPRIATE UTILITY COMPANY

SPECIFICATIONS.  ALL UTILITY DISCONNECTIONS SHALL BE

COORDINATED  WITH THE DESIGNATED UTILITY COMPANIES.

19. RESTRAINED JOINTS SHALL BE PROVIDED AT ALL BENDS, TEES, AND

FIRE HYDRANTS.

20. DIMENSIONS SHOWN ARE TO CENTERLINE OF PIPE OR FITTING.

21. ALL TRENCHING, PIPE LAYING, AND BACKFILLING SHALL BE IN

ACCORDANCE WITH FEDERAL OSHA REGULATIONS.

22. GENERAL CONTRACTOR SHALL HAVE APPROVAL OF ALL GOVERNING

AGENCIES HAVING JURISDICTION OVER THIS SYSTEM PRIOR TO

INSTALLATION.

FIRE PROTECTION DURING CONSTRUCTION

1. PER NFPA SECTION 7.1.2 2013 EDITION, A FIRE SAFETY

PROGRAM SHALL BE INCLUDED IN ALL CONSTRUCTION.

CONTRACTOR TO PROVIDE DOCUMENTATION OF A PROGRAM

THAT ADDRESSES FIRE SAFETY DURING WORKING HOURS AND

AFTER WORKING HOURS. THIS SHOULD INCLUDE THE

APPOINTING OF A FIRE PREVENTION PROGRAM MANAGER BY

THE OWNER.

2. PER NFPA 241 SECTION 7.2.5.1, GUARD SERVICE WILL BE

REQUIRED ON THIS PROPERTY DURING ALL HOURS WHEN

CONSTRUCTION ACTIVITY IS NOT ACTIVE ONCE THE WOOF

FRAME CONSTRUCTION EXCEEDS ONE STORY. THIS GUARD

PRESENCE MUST ALSO INCLUDE NIGHTS, HOLIDAYS AND

WEEKENDS. (THE COUNTY MAY REQUIRE ADDITIONAL GUARD

SERVICE, AT THE CONTRACTOR'S EXPENSE, DURING SPECIAL

EVENTS).

3. PER NFPA SECTION 7.5.5.2, FIRE DEPARTMENT ACCESS IS TO

BE PROVIDED AT THE START OF THE PROJECT AND

MAINTAINED UNTIL THE END. CLEAR FIRE DEPARTMENT

ACCESS SHALL BE PROVIDED ALONG ALL ROADWAYS AND INTO

THE SITE AS NECESSARY TO ACCESS FIRE PROTECTION

SYSTEMS, FIRE HYDRANTS AND FOR RESCUE OPERATIONS.

NEW ACCESS ROAD(S) MUST BE STABILIZED AND PROVIDING

ACCESS TO THE NEW FIRE HYDRANT(S) PRIOR TO BRINGING

COMBUSTIBLES ON-SITE.

4. PER NFPA 241 SECTION 7.5.6, STAIR CONSTRUCTION SHALL

PROGRESS WITH THE BUILDING CONSTRUCTION. CONTRACTOR

SHALL BE AWARE OF THIS CONDITION.

5. PER NFPA 241 SECTION 8.7.2.3, UNDERGROUND WATER MAINS

AND HYDRANTS SHALL BE INSTALLED, COMPLETED, AND IN

SERVICE PRIOR TO COMMENCING CONSTRUCTION WORK ON

ANY STRUCTURE.

6. PER NFPA 241 SECTION 8.7.3.1, THE FIRE SPRINKLER SYSTEM

SHALL BE PLACED IN SERVICE AS SOON AS PRACTICABLE.

CONTRACTOR TO PROVIDE PHASING SCHEDULE INDICATING

COMPLIANCE.

7. PER NFPA 241 SECTION 8.7.4.2, THE STANDPIPE SYSTEM SHALL

BE ACTIVE AS THE BUILDING PROGRESSES VERTICALLY.

STANDPIPES IN EACH STAIRWELL WILL BE ACTIVE TO AT LEAST

THE FLOOR BELOW THE HIGHEST VERTICAL FLOOR.

CONTRACTOR TO CONFIRM THAT THE PHASING DESIGN OF THE

FIRE PROTECTION SYSTEM OR TEMPORARY STANDPIPES WILL

CONFORM TO THIS REQUIREMENT.

8. PER NFPA SECTION 7.2.5.4, THE ENTIRE SITE SHALL HAVE

SECURITY FENCING INSTALLED PRIOR TO BRINGING

COMBUSTIBLES ON SITE.

9. PER NFPA 241 SECTION 5.1, THE CONTRACTOR SHALL INCLUDE

A HOT WORK PERMIT AND FIRE WATCH PROGRAM AS PART OF

THEIR FIRE SAFETY PROGRAM UNDER SECTION 7.1.2. THE HOT

WORK PROGRAM MUST CONFORM TO NFPA 51B.

10. PER NFPA 241 SECTION 7.7, FIRST AID FIREFIGHTING

EQUIPMENT SHALL BE PROVIDED AND MAINTAINED AT ALL

TIMES.

11. WHEN CONTRACTOR IS READ Y TO REQUEST PRE-POWER, THE

FIRE SPRINKLER AND STANDPIPE SYSTEMS MUST BE FULLY

ACTIVE ON THE BUILDING.

STANDARD FIRE PROTECTION NOTES:

a. FIRE HYDRANTS SHALL BE INSTALLED AND IN SERVICE PRIOR TO THE

ACCUMULATION OF COMBUSTIBLES.

b. PER THE NATIONAL FIRE PROTECTION ASSOCIATION, NFPA-1, 16.4.3.1.3: WHERE

UNDERGROUND WATER MAINS AND HYDRANTS ARE TO BE PROVIDED, THEY SHALL

BE INSTALLED, COMPLETED, AND IN SERVICE PRIOR TO CONSTRUCTION WORK.

c. PER NFPA-1, 18.3.4.1:  CLEARANCES OF 7-1/2 FEET IN FRONT OF AND TO THE SIDES

OF THE FIRE HYDRANT WITH A 4-FOOT CLEARANCE TO THE REAR MUST BE

MAINTAINED AT ALL TIMES.

d. GATED ENTRIES REQUIRE A SIREN OPERATING SYSTEM OR A 33 OPTICOM SYSTEM

FOR EMERGENCY ACCESS.

PASCO COUNTY UTILITY NOTES:

1. ALL FIRE HYDRANTS SHALL BE FLOW-TESTED AND COLOR-CODED

BASED ON FLOW RESULTS.

2. ALL UTILITY SYSTEM-DESIGN MATERIALS AND WORKMANSHIP SHALL

COMPLY WITH "STANDARDS FOR DESIGN AND CONSTRUCTION OF

WATER, WASTEWATER, AND RECLAIMED WATER FACILITIES

SPECIFICATIONS", LATEST EDITION.

3. CONNECTIONS INTO AN EXISTING COUNTY-OWNED SYSTEM SHALL BE

VIA WET TAP. WET TAPS SHALL BE PERFORMED EXCLUSIVELY BY THE

UTILITIES SERVICES BRANCH AT THE DEVELOPER'S EXPENSE.

EXCAVATION, BACKFILL, AND SURFACE RESTORATION SHALL BE THE

CONTRACTOR'S RESPONSIBILITY. MATERIAL FOR WET TAPS LARGER

THAN TWO INCHES SHALL BE PROVIDED AND INSTALLED BY THE

PROJECT CONTRACTOR.

4. CONTRACTOR'S RESPONSIBILITIES REGARDING WET TAPS TWO INCHES

AND LARGER SHALL BE AS FOLLOWS:

· 2" ONLY - THIS EXCAVATED TRENCH MUST BE DRY OR THE TRENCH

WILL REQUIRE ROCK AND A PUMP TO BE IN PLACE. THE MINIMUM

DISTANCE FROM THE FACE OF THE VALVE TO THE WALL OF THE

TRENCH IS TO BE SIX FEET.

· 3" AND LARGER - THE CONTRACTOR WILL SUPPLY A TAPPING

SADDLE BEING EPOXY COATED, A TAPPING VALVE WITH MECHANICAL

JOINT AND THE EQUIPMENT TO PROVIDE, AND CONDUCT A

PRESSURE TEST. COUNTY PERSONNEL WILL WITNESS THE

PRESSURE TEST WHICH MUST BE AT 150 PSI FOR DURATION OF

THIRTY MINUTES.

· THE CONTRACTOR IS RESPONSIBLE FOR THE EXCAVATION BEFORE

ANY COUNTY PERSONNEL WILL ENTER AN EXCAVATED AREA. IF THE

TRENCH IS FOUR FEET IN DEPTH OR DEEPER, IT WILL REQUIRE A

TRENCH BOX OR SLOPING, AND A LADDER ACCORDING TO

OCCUPATIONAL SAFETY AND HEALTH ADMINISTRATION (OSHA)

STANDARDS.

· THE TAPPING VALVE WILL REQUIRE A BLOCKING DEVICE MADE OF

SUITABLE MATERIAL OR DEVICE. THIS BLOCKING DEVICE OR

MATERIAL WILL BE PLACED UNDER THE VALVE AND REMAIN IN PLACE

UNTIL THE TAP MACHINE IS REMOVED AND THE TAP IS COMPLETED.

· NOTE: IF THE CONTRACTOR HAS NOT FULFILLED HIS

RESPONSIBILITIES, AS STATED ABOVE, PRIOR TO THE ARRIVAL OF

PASCO COUNTY UTILITIES OPERATIONS AND MAINTENANCE TAPPING

CREW, THERE WILL BE AN ADDITIONAL CHARGE OF $95.00.

6. THE UTILITIES SERVICES BRANCH SHALL NOT OWN OR MAINTAIN

ON-SITE WATERLINES, SEWER LINES, OR FACILITIES," UNLESS

OTHERWISE APPROVED BY THE UTILITIES SERVICES BRANCH.

7. IF THERE ARE ANY QUESTIONS REGARDING THIS INFORMATION,

CONTACT NELSON D. HOLT, MAINTENANCE SUPERVISOR, UTILITIES

SERVICES BRANCH, AT (813) 235-6189, OR EMAIL

NHOLT@PASCOCOUNTYFL.NET

PROPOSED 12"X12" TAPPING

SLEEVE & VALVE

RELOCATED POWER

POLE. CONTRACTOR TO

COORDINATE WITH

UTILITY PROVIDER

METER BANK BLOW-UP
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70 LF OF 6" DIP

TO REMOTE FDC

A 12" DDCV ASSEMBLY

B 12" X 12" TEE

C 12" X 4" TEE

D 2" CORP STOP

E 1 1/2" DOMESTIC WATER

METER & BFP

F
1 1/2" IRRIGATION METER

& BFP

G 2" G.V.

H 12" G.V.

A

B
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D
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G

H
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H

H

CONDUIT BY CONTRACTOR

2
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.
8

'

16.1'

6.2'

I 10' PUBLIC U.E.

I

8"X8" WYE W/6" CO

I.E. 51.31

632 LF OF 12" PUBLIC HDPE DR-11

BLUE WATER MAIN

CO

I.E. 52.00

RELOCATED POWER POLE.

CONTRACTOR TO COORDINATE

WITH UTILITY PROVIDER

RELOCATED POWER POLE.

CONTRACTOR TO COORDINATE

WITH UTILITY PROVIDER

16"X12" TEE WITH (2) 16" G.V., (1)

12" G.V.

END OF PROPOSED

16" WATER MAIN.

16" GATE VALVE

AND CAP

1180 LF OF 16" D.I.P. PUBLIC HPDE

DR-11 BLUE WATER MAIN

SEE METER BANK

ASSEMBLY BLOW-UP

PROPERTY LINE

NOTE: FOR SITE

LIGHTING, REFER

TO SHEET P-1.0

CONTRACTOR TO PROVIDE

UNDERGROUND ELECTRIC

FEED TO MONUMENT SIGN

PROPOSED 12" WM TO

RECEIVE CAP AND GATE

VALVE

REFER TO C-13.1 FOR CONTINUATION OF

16" WATER MAIN ALONG OLD GUNN HIGHWAY

MATCH LINE (REF. C-13.1)

MATCH LINE (REF. C-13.1)

1180 LF OF 16" D.I.P. PUBLIC HPDE

DR-11 BLUE WATER MAIN

16"X12" TEE WITH (2) 16" G.V., (1)

12" G.V.
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STATE ROAD 54

ROW VARIES

EXISTING 7-11

PARCEL
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(+/- 1.69)
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EXISTING PROPOSED DESCRIPTION

PROPERTY LINE

CONCRETE CURB & GUTTER

LIGHT POLE

STORMDRAIN PIPE

STORMDRAIN STRUCTURE

POTABLE WATER

SANITARY SEWER

NATURAL GAS

UNDERGROUND ELECTRIC

UNDERGROUND TELEPHONE

SANITARY MANHOLE

FIRE HYDRANT ASSEMBLY

GATE VALVE

SS SS

GAS GAS

UE UE

UT UT

CAUTION NOTE:

CONTRACTOR SHALL EXERCISE EXTREME CAUTION IN AREAS

OF BURIED UTILITIES AND SHALL PROVIDE AT LEAST 48 HOURS

NOTICE TO THE UTILITY COMPANIES PRIOR TO CONSTRUCTION.

CALL SUNSHINE 811 PRIOR TO PERFORMING ANY EXCAVATION

TO ARRANGE FIELD LOCATION SERVICES.

NOTE:

CONTRACTOR SHALL REFER TO THE SITE LIGHTING

ELECTRICAL PLAN AND PHOTOMETRIC PLANS BY OTHERS FOR

COORDINATION.

NOTE:  CONTRACTOR SHALL OBTAIN COPY OF

EASEMENT DOCUMENTS AND DRIVEWAY

ENCROACHMENT PERMITS PRIOR TO BEGINNING

ANY WORK WITHIN THE PUBLIC RIGHT-OF-WAY OR

ON ADJACENT PROPERTY.

AGENCY AND UTILITY CONTACTS

BUILDING AND PERMITTING

PASCO COUNTY

CENTRIAL PERMITTING

8731 CITIZENS DRIVE

SUITE 230

NEW PORT RICHEY, FL 34654

PH: (727) 847-8126

PLANING AND ZONING

PASCO COUNTY

ZONING AND INTAKE SITE DEV.

8731 CITIZENS DRIVE

SUITE 210

NEW PORT RICHEY, FL 34654

PH: (727) 847-8142

WATER/WASTEWATER

PASCO COUNTY

UTILITIES DEPARTMENT

19420 CENTRAL BLVD.

LAND O' LAKES, FL 34637

PH: (727) 847-8040

POWER

WITHLACOOCHEE RIVER

ELECTRIC COOPERATIVE, INC.

30461 COMMERCE DRIVE

SAN ANTONIO, FL  33576

CONTACT: COREY LITTLEFIELD

PH: (352) 588-5155 x 1130

EMAIL: rlittlefield@wrec.net

NOTES PER PASCO COUNTY UTILITIES LOC:

· CONTRACTOR SHALL REQUEST TAPS AND JUMPER

METERS AS APPLICABLE. REQUESTS SHOULD BE SENT TO

GENNY SIKES, GSIKES@PASCOCOUNTYFL.NET.

· IF A TREE IS PLANTED WITHIN FIVE (5) FEET OF UTILITIES,

IT SHALL BE MOVED AT THE OWNER/DEVELOPER EXPENSE.

· FIRE PROTECTION REQUIREMENTS ARE DETERMINED BY

THE FIRE MARSHAL. ANY REVISIONS TO THE FIRE

PROTECTION REQUIREMENTS MAY IMPACT THE REVIEW

AND APPROVAL OF THE WATER-SERVICE CONNECTION TO

THIS DEVELOPMENT.

UTILITY NOTES

1. ALL SEWER CONSTRUCTION SHALL BE IN ACCORDANCE WITH THE

STANDARDS  AND SPECIFICATIONS OF THE STATE OF FLORIDA AND

PASCO COUNTY UTILITIES.

2. WATER LINES SHALL BE INSTALLED WITH A MINIMUM OF 36" OF COVER

UNLESS OTHERWISE NOTED. ALL WATER CONSTRUCTION SHALL BE IN

ACCORDANCE WITH THE STANDARDS AND SPECIFICATIONS OF PASCO

COUNTY UTILITIES.

3. VALVES SHALL BE RESILIENT SEAT GATE VALVES, DIRECT BURY WITH A

VALVE BOX (AWWA C509).

4. 6" WATER LINE ON-SITE SHALL BE C900 RATED PVC.  ALL SERVICE LINES

LESS THAN 3" IN DIAMETER SHALL BE HDPE.

5. SEWER LINES (INCLUDING LATERALS) SHALL BE POLYVINYL CHLORIDE

(PVC) SDR 26  PER ASTM D-3034.

6. SEWER CLEANOUTS SHALL BE IN ACCORDANCE WITH THE PASCO

COUNTY UTILITIES DETAILS AND SPECIFICATIONS.

7. THE CONTRACTOR SHALL REFER TO THE ARCHITECTURAL PLANS FOR

EXACT  UTILITY EXIT POINTS, EXIT PORCHES, ETC.

8. INFORMATION CONCERNING UNDERGROUND UTILITIES WAS OBTAINED

FROM  AVAILABLE RECORDS AND FIELD LOCATIONS WHEN POSSIBLE,

BUT THE  CONTRACTOR MUST DETERMINE THE EXACT LOCATION BY

DIGGING TEST PITS BY  HAND AT ALL UTILITY CROSSINGS WELL IN

ADVANCE OF TRENCHING. IF  CLEARANCES ARE LESS THAN SPECIFIED

ON THE PLAN OR 12", WHICHEVER IS  LESS, CONTACT THE DESIGN

ENGINEER PRIOR TO PROCEEDING WITH  CONSTRUCTION.

9. ALL NECESSARY INSPECTIONS AND/OR CERTIFICATIONS REQUIRED BY

CODES  AND/OR UTILITY SERVICE COMPANIES SHALL BE PERFORMED

PRIOR TO  ANNOUNCED BUILDING POSSESSION AND/OR FINAL

CONNECTION OF SERVICES.

10. A MINIMUM OF 10 FEET HORIZONTAL SEPARATION  MUST BE

MAINTAINED  BETWEEN WATER AND SEWER LINES.  THE VERTICAL

SEPARATION IS TO BE A  MINIMUM OF 18".

11. REFER TO THE PHOTOMETRIC AND ARCHITECTURAL PLANS FOR SITE

LIGHTING ELECTRICAL DESIGN  AND LAYOUT.

12. ALL SITEWORK SHALL MEET OR EXCEED THE PASCO COUNTY AND ALDI

STORES INC. STANDARDS AND THE SITEWORK  SPECIFICATIONS.

13. CONTRACTOR TO PROVIDE ALL TRENCHING, BACKFILLING, & INSTALL

ALL ELECTRICAL  CONDUITS TO UTILITY COMPANY SPECIFICATIONS.

14. LOCATION OF SITE UTILITIES SHALL BE VERIFIED BY GENERAL

CONTRACTOR & THE PROPER UTILITY COMPANY PROVIDING SERVICE.

15. GENERAL CONTRACTOR SHALL PROVIDE 2' x 2' x 6" THICK CONCRETE

APRON AT ALL CLEANOUTS OUTSIDE OF BUILDING.

16. GENERAL CONTRACTOR WILL BE RESPONSIBLE FOR ALL TAP AND TIE

ON FEES REQUIRED, AS  WELL AS COST OF UNDERGROUND SERVICE

CONNECTIONS TO THE BUILDING.

17. ELECTRICAL SERVICE TO PAD MOUNTED TRANSFORMER SHALL BE RUN

UNDERGROUND,  FROM ROAD RIGHT-OF-WAY TO BUILDING.

ASSOCIATED MATERIALS AND COST BY GENERAL CONTRACTOR.

18. ALL ELECTRIC AND TELEPHONE EXTENSIONS INCLUDING SERVICE LINE

SHALL BE CONSTRUCTED TO THE APPROPRIATE UTILITY COMPANY

SPECIFICATIONS.  ALL UTILITY DISCONNECTIONS SHALL BE

COORDINATED  WITH THE DESIGNATED UTILITY COMPANIES.

19. RESTRAINED JOINTS SHALL BE PROVIDED AT ALL BENDS, TEES, AND

FIRE HYDRANTS.

20. DIMENSIONS SHOWN ARE TO CENTERLINE OF PIPE OR FITTING.

21. ALL TRENCHING, PIPE LAYING, AND BACKFILLING SHALL BE IN

ACCORDANCE WITH FEDERAL OSHA REGULATIONS.

22. GENERAL CONTRACTOR SHALL HAVE APPROVAL OF ALL GOVERNING

AGENCIES HAVING JURISDICTION OVER THIS SYSTEM PRIOR TO

INSTALLATION.

FIRE PROTECTION DURING CONSTRUCTION

1. PER NFPA SECTION 7.1.2 2013 EDITION, A FIRE SAFETY

PROGRAM SHALL BE INCLUDED IN ALL CONSTRUCTION.

CONTRACTOR TO PROVIDE DOCUMENTATION OF A PROGRAM

THAT ADDRESSES FIRE SAFETY DURING WORKING HOURS AND

AFTER WORKING HOURS. THIS SHOULD INCLUDE THE

APPOINTING OF A FIRE PREVENTION PROGRAM MANAGER BY

THE OWNER.

2. PER NFPA 241 SECTION 7.2.5.1, GUARD SERVICE WILL BE

REQUIRED ON THIS PROPERTY DURING ALL HOURS WHEN

CONSTRUCTION ACTIVITY IS NOT ACTIVE ONCE THE WOOF

FRAME CONSTRUCTION EXCEEDS ONE STORY. THIS GUARD

PRESENCE MUST ALSO INCLUDE NIGHTS, HOLIDAYS AND

WEEKENDS. (THE COUNTY MAY REQUIRE ADDITIONAL GUARD

SERVICE, AT THE CONTRACTOR'S EXPENSE, DURING SPECIAL

EVENTS).

3. PER NFPA SECTION 7.5.5.2, FIRE DEPARTMENT ACCESS IS TO

BE PROVIDED AT THE START OF THE PROJECT AND

MAINTAINED UNTIL THE END. CLEAR FIRE DEPARTMENT

ACCESS SHALL BE PROVIDED ALONG ALL ROADWAYS AND INTO

THE SITE AS NECESSARY TO ACCESS FIRE PROTECTION

SYSTEMS, FIRE HYDRANTS AND FOR RESCUE OPERATIONS.

NEW ACCESS ROAD(S) MUST BE STABILIZED AND PROVIDING

ACCESS TO THE NEW FIRE HYDRANT(S) PRIOR TO BRINGING

COMBUSTIBLES ON-SITE.

4. PER NFPA 241 SECTION 7.5.6, STAIR CONSTRUCTION SHALL

PROGRESS WITH THE BUILDING CONSTRUCTION. CONTRACTOR

SHALL BE AWARE OF THIS CONDITION.

5. PER NFPA 241 SECTION 8.7.2.3, UNDERGROUND WATER MAINS

AND HYDRANTS SHALL BE INSTALLED, COMPLETED, AND IN

SERVICE PRIOR TO COMMENCING CONSTRUCTION WORK ON

ANY STRUCTURE.

6. PER NFPA 241 SECTION 8.7.3.1, THE FIRE SPRINKLER SYSTEM

SHALL BE PLACED IN SERVICE AS SOON AS PRACTICABLE.

CONTRACTOR TO PROVIDE PHASING SCHEDULE INDICATING

COMPLIANCE.

7. PER NFPA 241 SECTION 8.7.4.2, THE STANDPIPE SYSTEM SHALL

BE ACTIVE AS THE BUILDING PROGRESSES VERTICALLY.

STANDPIPES IN EACH STAIRWELL WILL BE ACTIVE TO AT LEAST

THE FLOOR BELOW THE HIGHEST VERTICAL FLOOR.

CONTRACTOR TO CONFIRM THAT THE PHASING DESIGN OF THE

FIRE PROTECTION SYSTEM OR TEMPORARY STANDPIPES WILL

CONFORM TO THIS REQUIREMENT.

8. PER NFPA SECTION 7.2.5.4, THE ENTIRE SITE SHALL HAVE

SECURITY FENCING INSTALLED PRIOR TO BRINGING

COMBUSTIBLES ON SITE.

9. PER NFPA 241 SECTION 5.1, THE CONTRACTOR SHALL INCLUDE

A HOT WORK PERMIT AND FIRE WATCH PROGRAM AS PART OF

THEIR FIRE SAFETY PROGRAM UNDER SECTION 7.1.2. THE HOT

WORK PROGRAM MUST CONFORM TO NFPA 51B.

10. PER NFPA 241 SECTION 7.7, FIRST AID FIREFIGHTING

EQUIPMENT SHALL BE PROVIDED AND MAINTAINED AT ALL

TIMES.

11. WHEN CONTRACTOR IS READ Y TO REQUEST PRE-POWER, THE

FIRE SPRINKLER AND STANDPIPE SYSTEMS MUST BE FULLY

ACTIVE ON THE BUILDING.

STANDARD FIRE PROTECTION NOTES:

a. FIRE HYDRANTS SHALL BE INSTALLED AND IN SERVICE PRIOR TO THE

ACCUMULATION OF COMBUSTIBLES.

b. PER THE NATIONAL FIRE PROTECTION ASSOCIATION, NFPA-1, 16.4.3.1.3: WHERE

UNDERGROUND WATER MAINS AND HYDRANTS ARE TO BE PROVIDED, THEY SHALL

BE INSTALLED, COMPLETED, AND IN SERVICE PRIOR TO CONSTRUCTION WORK.

c. PER NFPA-1, 18.3.4.1:  CLEARANCES OF 7-1/2 FEET IN FRONT OF AND TO THE SIDES

OF THE FIRE HYDRANT WITH A 4-FOOT CLEARANCE TO THE REAR MUST BE

MAINTAINED AT ALL TIMES.

d. GATED ENTRIES REQUIRE A SIREN OPERATING SYSTEM OR A 33 OPTICOM SYSTEM

FOR EMERGENCY ACCESS.

PASCO COUNTY UTILITY NOTES:

1. ALL FIRE HYDRANTS SHALL BE FLOW-TESTED AND COLOR-CODED

BASED ON FLOW RESULTS.

2. ALL UTILITY SYSTEM-DESIGN MATERIALS AND WORKMANSHIP SHALL

COMPLY WITH "STANDARDS FOR DESIGN AND CONSTRUCTION OF

WATER, WASTEWATER, AND RECLAIMED WATER FACILITIES

SPECIFICATIONS", LATEST EDITION.

3. CONNECTIONS INTO AN EXISTING COUNTY-OWNED SYSTEM SHALL BE

VIA WET TAP. WET TAPS SHALL BE PERFORMED EXCLUSIVELY BY THE

UTILITIES SERVICES BRANCH AT THE DEVELOPER'S EXPENSE.

EXCAVATION, BACKFILL, AND SURFACE RESTORATION SHALL BE THE

CONTRACTOR'S RESPONSIBILITY. MATERIAL FOR WET TAPS LARGER

THAN TWO INCHES SHALL BE PROVIDED AND INSTALLED BY THE

PROJECT CONTRACTOR.

4. CONTRACTOR'S RESPONSIBILITIES REGARDING WET TAPS TWO INCHES

AND LARGER SHALL BE AS FOLLOWS:

· 2" ONLY - THIS EXCAVATED TRENCH MUST BE DRY OR THE TRENCH

WILL REQUIRE ROCK AND A PUMP TO BE IN PLACE. THE MINIMUM

DISTANCE FROM THE FACE OF THE VALVE TO THE WALL OF THE

TRENCH IS TO BE SIX FEET.

· 3" AND LARGER - THE CONTRACTOR WILL SUPPLY A TAPPING

SADDLE BEING EPOXY COATED, A TAPPING VALVE WITH MECHANICAL

JOINT AND THE EQUIPMENT TO PROVIDE, AND CONDUCT A

PRESSURE TEST. COUNTY PERSONNEL WILL WITNESS THE

PRESSURE TEST WHICH MUST BE AT 150 PSI FOR DURATION OF

THIRTY MINUTES.

· THE CONTRACTOR IS RESPONSIBLE FOR THE EXCAVATION BEFORE

ANY COUNTY PERSONNEL WILL ENTER AN EXCAVATED AREA. IF THE

TRENCH IS FOUR FEET IN DEPTH OR DEEPER, IT WILL REQUIRE A

TRENCH BOX OR SLOPING, AND A LADDER ACCORDING TO

OCCUPATIONAL SAFETY AND HEALTH ADMINISTRATION (OSHA)

STANDARDS.

· THE TAPPING VALVE WILL REQUIRE A BLOCKING DEVICE MADE OF

SUITABLE MATERIAL OR DEVICE. THIS BLOCKING DEVICE OR

MATERIAL WILL BE PLACED UNDER THE VALVE AND REMAIN IN PLACE

UNTIL THE TAP MACHINE IS REMOVED AND THE TAP IS COMPLETED.

· NOTE: IF THE CONTRACTOR HAS NOT FULFILLED HIS

RESPONSIBILITIES, AS STATED ABOVE, PRIOR TO THE ARRIVAL OF

PASCO COUNTY UTILITIES OPERATIONS AND MAINTENANCE TAPPING

CREW, THERE WILL BE AN ADDITIONAL CHARGE OF $95.00.

6. THE UTILITIES SERVICES BRANCH SHALL NOT OWN OR MAINTAIN

ON-SITE WATERLINES, SEWER LINES, OR FACILITIES," UNLESS

OTHERWISE APPROVED BY THE UTILITIES SERVICES BRANCH.

7. IF THERE ARE ANY QUESTIONS REGARDING THIS INFORMATION,

CONTACT NELSON D. HOLT, MAINTENANCE SUPERVISOR, UTILITIES

SERVICES BRANCH, AT (813) 235-6189, OR EMAIL

NHOLT@PASCOCOUNTYFL.NET
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N 89° 43' 06" E 378.00'

N 89° 43' 06" E 211.52'

SS MANHOLE #2

RIM EL. 60.00

INV. OUT 52.00

420 LF OF 4" GREEN C-900

FORCEMAIN (4' MIN. DEPTH

ALL PLACES)

6" PLUG VALVE

CONNECT TO EXISTING 6" HDPE SANITARY FORCEMAIN WITH

PROPOSED 6" CUT IN TEE WITH 6" G.V. ON EACH SIDE OF THE TEE.

ALL CONNECTIONS TO EX. MAINS SHALL BE MADE UNDER DIRECT

SUPERVISION OF PASCO COUNTY UTILITIES.

6"X4" REDUCER

10' PRIVATE UTILITY

EASEMENT

PROPOSED LIFT STATION

RIM. EL 60.00

INV. IN (S) - 51.23

INV. IN (NW) - 51.02

INV. OUT - 58.83

+/- 198 LF OF 16" HDPE DR-11 BLUE WATER MAIN

HORIZONTAL DIRECTIONAL DRILLING.

DRILLING CONTRACTOR TO PROVIDE

BORE PATH TO PASCO COUNTY UTILITIES PRIOR

TO CONSTRUCTION

SR 54 STATIONING

STA. 234+78.74 / 70.12L

PROPOSED 24"X16" TAPPING SLEEVE

AND 16" GATE VALVE

(REFER TO SHEET C-13.2 FOR CROSSING

PROFILE. REFER TO SHEET C-23.0

FOR PROFILE ALONG OLD GUNN HIGHWAY)

PROPOSED 16"X6"

TEE WITH (2) 16" GATE VALVES,

(1) 6" GATE VALVE

98 LF OF 8" PVC

@ 0.50% MIN. SLOPE

MATCH LINE (REF. C-13.0)

MATCH LINE (REF. C-13.0)

16" GATE VALVE

EX. 24" WATERMAIN

EX. 24" WATERMAIN

1180 LF OF 16" D.I.P. PUBLIC HPDE

DR-11 BLUE WATER MAIN

REFER TO SHEET C-13.2 FOR UTILITY CONNECTION

PROFILE AND CROSSING DETAILS
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EXISTING 24" WATER MAIN

24"X16" TAPPING SLEEVE AND 16" GATE VALVE

198 LF OF 16" HDPE DR-11 BLUE WATER MAIN INSTALLED

VIA DIRECTIONAL DRILL. DIRECTIONAL DRILL LOCATION SHOWN

FOR REFERENCE ONLY. DRILL PLAN TO BE SUBMITTED BY

CONTRACTOR TO PASCO COUNTY UTILITIES PRIOR TO

CONSTRUCTION.
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NOTE: DEPTH OF DIRECTIONAL DRILL PER PASCO COUNTY UTILITIES

DETAIL G8. DEPTH OF PIPE IS TO BE 8 X PIPE DIA. (8 X 16" = 128" OR 10.6')
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4

S.R. 54

R.O.W. LINE

R.O.W. LINE

PROPOSED RELOCATED 24" STORMPIPE

I.E. 52.20

UNKNOWN UTILITY

CONTRACTOR TO FIELD

VERIFY DEPTH AND SIZE

EX. 6" FM

EX. 8" WATER MAIN

EX. 2" COMM LINE

CONTRACTOR TO VERIFY

DEPTH

EXISTING GRADE

EXISTING GRADE
EXISTING GRADE

REFER TO SHEET

C-23.0  FOR PROFILE

OF 180 LF OF 16"

HDPE DR-11 WATER

MAIN XTENSION

ALONG OLD GUNN

HWY

NOTE: STATIONING SHOWN FOR REFERENCE ONLY,

DOES NOT CORRELATE WITH SR 54 OR OLD GUNN

HIGHWAY STATIONING. REFER TO C-23.0 FOR

WATER MAIN PROFILES ALONG OLD GUNN HIGHWAY

1180 LF OF 16" HDPE DR-11

BLUE WATER MAIN ALONG

OLD GUNN HIGHWAY

SR 54 DIRECTIONAL DRILL PROFILE

SCALE: 1":10' HORZ.

1":4' VERT.

ON-SITE PUBLIC WATER MAIN PROFILE

SCALE: 1":30' HORZ.

1":2' VERT.
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PROPOSED 18" RCP STORMLINE

I.E. 53.00

CONTRACTOR TO FIELD VERIFY DEPTH OF

WATER MAIN PRIOR TO CONSTRUCTION.
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PROPOSED 8" SANITARY SEWER

I.E. 54.25

MAINTAIN 1' VERTICAL CLEARANCE MIN.
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(LBR 40) _______ _______

3.0" = 4.08
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(98% OF MAX DRY DENSITY MOD PROCTOR)
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PROPOSED

PROPOSED

NOTE: ON-SITE TESTING COMPANY SHALL VERIFY EXISTING SUB-GRADE MATERIAL &

LBR PRIOR TO PLACING ANY NEW BASE MATERIAL. IF SUBGRADE DOES NOT MEET

REQUIRED DESIGN, REMEDIATION MEASURES SHALL BE TAKEN TO BRING SUGRADE UP

TO ACCEPTABLE STANDARDS.
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GUNN HIGHWAY OFF SITE DEMOLITION & EROSION CONTROL PLAN NB STA 14+00 TO 20+46.80
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PROPOSED DESCRIPTION

SILT FENCE DEMO PHASE 1

IP2

IP1

ASPHALT PAVEMENT 1" MILL

PAVEMENT DEMOLITION

ITEM TO BE REMOVED

CURB INLET OR DITCH BOTTOM INLET

OPENING SEDIMENT FILTER

CURB INLET OR DITCH BOTTOM INLET

OPENING PROTECTION

X

STA. 15+50.00 / 19.17L & 11.95L

END PAVEMENT MILLING

STA. 15+50.00 22.67L & 19.17L

END CONCRETE GUTTER REMOVAL

STA. 15+47.07 / 9.92R & 2.92L

BEGIN PAVEMENT MILLING

/ STRIPING REMOVAL

STA. 18.44.25

END PAVEMENT MILLING

& STRIPING REMOVAL

STA. 18+97.69 / 60.00R

BEGIN PAVEMENT DEMOLITION

STA. 18+33.82 / 17.16L & 12.16L

BEGIN PAVEMENT REMOVAL

REFER TO SHEET C-3.0 OF ON-SITE

PLANS FOR ON-SITE DEMOLITION PLANS

REFER TO SHEET C-3.0 OF ON-SITE

PLANS FOR ON-SITE DEMOLITION PLANS

PROPOSED R.O.W. LINE

EXISTING PROPERTY LINE

1
0

.
0

'

10.0' ROW DEDICATION

TO PASCO COUNTY

EX. MES TO BE REMOVED

EX. MES TO BE REMOVED

EX. WATER

TANK TO BE

REMOVED

EX. 15" RCP CULVERT TO BE

REMOVED

SILT FENCE DEMO PHASE 1

EXISINT DRIVEWAY

TO BE REMOVED

STA. 19+74.66

END DRIVEWAY

PAVEMENT REMOVAL

PROPOSED RIGHT HAND TURN LANE TO BE

CONSTRUCTED BY OTHERS PRIOR TO THE

START OF CONSTRUCTION

EXISTING PAVEMENT STRIPING TO BE MILLED & OVERLAYED

BY OTHERS PRIOR TO THE START OF CONSTRUCTION

EXISTING GRASS MEDIAN TO BE DEMOLISHED AND PROPOSED

LEFT HAND TURN LANE CONSTRUCTED BY OTHERS

PRIOR TO THE START OF CONSTRUCTION

PROPOSED DRIVEWAY LOCATION BY OTHERS

CONTRACTOR SHALL COMPLY WITH OSHA'S STANDARD 29

CFR PART 1926 SUBPART CC FOR VERTICAL AND

HORIZONTAL CLEARANCES TO THE OVERHEAD

DISTRIBUTION AND TRANSMISSION POWER LINES.

VOLTAGE IN THE ABOVE REFERENCED POWER LINES CAN

RANGE FROM 2,300 TO 39,000 VOLTS.

C-17.0

EXISTING 12" WATER MAIN TO REMAIN

NOTE: CONTRACTOR TO PERFORM SUBSURFACE

UTILITY SURVEY PRIOR TO ANY CONSTRUCTION

ACTIVITIES TO DETERMINE EXACT LOCATIONS AND

DEPTHS OF EXISTING UTILITIES. CONTRACTOR TO

CONTACT ENGINEER IN EVENT OF CONFLICT NOT

SPECIFIED IN THESE PLANS.

EX. POWER POLE TO BE

RELOCATED. CONTRACTOR

TO COORD. W/ UTILITY PROVIDER

LEGEND

STA. 18+97.87 / 27.27R

BEGIN PAVEMENT DEMOLITION

STA. 14+49.08 / 11.50L & 18.78L

BEGIN PAVEMENT MILLING

STA. 14+49.08 / 18.78L & 22.48L

BEGIN GUTTER REMOVAL DEMOLITION

STA. 18+33.82 / 12.16L & 3.12L

BEGIN TRAVEL LANE MILLING

MAINTENANCE OF TRAFFIC (MOT) IN ROW NOTE:

1. ALL MOT IS TO BE IN ACCORDANCE WITH FDOT DESIGN INDEX SERIES

102-000. (PREVIOUSLY DESIGN INDEX SERIES 600)

2. A LICENSED MOT ENGINEER/CONTRACTOR IS REQUIRED TO PREPARE

THE MOT PLAN THAT WILL BE UTILIZED PRIOR TO BEGINNING

CONSTRUCTION. THE MOT ENGINEER/CONTRACTOR MUST SUBMIT TO

PASCO COUNTY THE MOT PLAN FOR APPROVAL PRIOR TO ANY WORK

BEING PREFORMED WITHIN THE COUNTY ROW.

STATIONING NOTES

1. STATIONING ALONG CENTERLINE WAS TAKEN FROM FDOT ROAD PLANS FOR GUNN HIGHWAY

STATIONING AS SHOWN MAY VARY FROM COUNTY OR FDOT STATIONING.

2. ALL STATIONING AND OFFSETS FOR ROAD IMPROVEMENTS BASED ON PERPENDICULAR

MEASUREMENT FROM CENTERLINE OF ROAD.

GENERAL DEMOLITION NOTES:

A. CONTRACTOR SHALL BE RESPONSIBLE FOR REMOVAL OF THE EXISTING STRUCTURES, RELATED UTILITIES, PAVING,

UNDERGROUND STORAGE TANKS AND ANY OTHER EXISTING IMPROVEMENTS AS NOTED, SUCH THAT THE  IMPROVEMENTS

SHOWN ON THE REMAINING PLANS CAN BE CONSTRUCTED.

B. CONTRACTOR IS TO REMOVE AND DISPOSE OF ALL DEBRIS, RUBBISH AND OTHER MATERIALS RESULTING FROM PREVIOUS

AND CURRENT DEMOLITION OPERATIONS. DISPOSAL WILL BE IN ACCORDANCE WITH ALL LOCAL, STATE AND/OR FEDERAL

REGULATIONS GOVERNING SUCH OPERATIONS.  THE CONTRACTOR IS RESPONSIBLE FOR OBTAINING ALL PERMITS

REQUIRED FOR DEMOLITION AND DISPOSAL.

C. THE GENERAL CONTRACTOR SHALL TAKE ALL PRECAUTIONS NECESSARY TO AVOID PROPERTY DAMAGE TO ADJACENT

PROPERTIES DURING THE CONSTRUCTION PHASES OF THIS PROJECT. THE CONTRACTOR WILL BE HELD SOLELY

RESPONSIBLE FOR ANY DAMAGES TO THE ADJACENT PROPERTIES OCCURRING DURING THE CONSTRUCTION PHASES OF

THIS PROJECT.

D. THE CONTRACTOR IS SPECIFICALLY CAUTIONED THAT THE LOCATION AND/OR ELEVATION OF EXISTING UTILITIES AS SHOWN

ON THESE PLANS IS BASED ON RECORDS OF THE VARIOUS UTILITY COMPANIES, AND WHERE POSSIBLE, MEASUREMENTS

TAKEN IN THE FIELD. THE INFORMATION IS NOT TO BE RELIED ON AS BEING EXACT OR COMPLETE. THE CONTRACTOR MUST

CALL THE APPROPRIATE UTILITY COMPANY AT LEAST 72 HOURS BEFORE ANY EXCAVATION TO REQUEST EXACT FIELD

LOCATION OF UTILITIES. IF CLEARANCES ARE LESS THAN SPECIFIED ON THE PLAN OR TWELVE INCHES (12"), WHICHEVER IS

LESS, CONTACT THE DESIGN ENGINEER AND THE OWNER PRIOR TO PROCEEDING WITH CONSTRUCTION.

E. PRIOR TO DEMOLITION OCCURRING, ALL EROSION CONTROL DEVICES ARE TO BE INSTALLED.

NOTE:  CONTRACTOR SHALL OBTAIN COPY OF EASEMENT DOCUMENTS AND

DRIVEWAY ENCROACHMENT PERMITS PRIOR TO BEGINNING ANY WORK

WITHIN THE PUBLIC RIGHT-OF-WAY OR ON ADJACENT PROPERTY.

NOTES:

1. REFER TO EROSION CONTROL PLANS FOR MORE INFORMATION.

2. CONTRACTOR SHALL PROTECT EXISTING AND/OR RELOCATED SIGNS WITHIN GUNN HWY

RIGHT-OF-WAY. CONTRACTOR SHALL REPLACE DAMAGED SIGNS AND/OR SIGN POSTS IF DAMAGED

DURING CONSTRUCTION ACTIVITIES.

3. CONTRACTOR SHALL OBTAIN COPY OF EASEMENT DOCUMENTS AND DRIVEWAY ENCROACHMENT PERMITS

PRIOR TO BEGINNING ANY WORK WITHIN THE PUBLIC RIGHT-OF-WAY OR ON ADJACENT PROPERTY.

4. CONTRACTOR SHALL COMPLY WITH OSHA'S STANDARDS 29 CFR PART 1926, SUBPART CC FOR VERTICAL

AND HORIZONTAL CLEARANCES TO THE OVERHEAD DISTRIBUTION AND TRANSMISSION POWER LINES.

IP1

IP2

IP1

IP2

IP2

PHASE 2 SILT FENCE ONCE DRIVEWAYS

HAVE BEEN CONSTRUCTED

SILT FENCE IN THIS AREA

TO REMAIN IN ALL PHASES

SILT FENCE IN THIS AREA

TO BE RELOCATED ONCE

DRIVEWAYS ARE COMPLETED

SILT FENCE IN THIS AREA

TO BE RELOCATED ONCE

DRIVEWAYS ARE COMPLETED

SILT FENCE IN THIS AREA

TO BE RELOCATED ONCE

DRIVEWAYS ARE COMPLETED

SILT FENCE IN THIS AREA

TO REMAIN THROUGHOUT CONSTRUCTION

EX. GAS LINE TO REMAIN

IP1

IP1

REFER TO SHEET C-3.0 OF ON-SITE

PLANS FOR ON-SITE DEMOLITION PLANS

PROPOSED PROPERTY LINE

EXISTING PROPERTY

LINE

EXISTING GRASS MEDIAN TO BE DEMOLISHED AND PROPOSED

LEFT HAND TURN LANE CONSTRUCTED BY OTHERS

PRIOR TO THE START OF CONSTRUCTION
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STA. 22+31.99

EXISTING MAILBOX TO BE RELOCATED

EXISTING UTILITIES TO REMAIN

STA. 23+48.95 / 34.17R / 52.10R

END PAVEMENT DEMOLITION

EXISTING STRIPING TO REMAIN UNDISTURBED

STA. 25+60.73

EXISTING CATCH BASIN

TO BE REMOVED. REFER TO

GRADING PLAN SHEET C-X.X

FOR PROPOSED RELOCATION.

EXISTING 7-11 PARCEL TO REMAIN

UNDISTURBED

STA. 26+30.74 / 61.59L

END PAVEMENT MILLING

STA. 26+16+88 / 32.16L & 44.60L

BEGIN PAVEMENT MILLING

STA. 26+04.86 / 12.03L / 2.04L

END TRAVEL LANE MILLING

24 LF OF EXISTING 24" RCP TO BE REMOVED

EXISTING TRAFFIC SIGN TO BE RELOCATED

PROPOSED 6 LF OF CURB

REMOVAL FOR FUTURE

SIDEWALK CONNECTION

X

EX. POWER POLE TO BE

RELOCATED. CONTRACTOR

TO COORD. W/ UTILITY PROVIDER

EX. 12" WATER MAIN

TO REMAIN

X

X

EXISTING FIRE HYDRANT TO REMAIN

EXISTING DRIVEWAY

TO BE REMOVED

EXISTING DRIVEWAY

TO BE REMOVED

EXISTING TRAVEL LANE

TO RECEIVE ASPHALT MILLING

STA. 26+28.90 / 78.62L

END PAVEMENT

DEMOLITION

90-DAY TEMPORARY CONSTRUCTION EASEMENT

GUNN HIGHWAY OFF SITE DEMOLITION & EROSION CONTROL PLAN NB 20+46.80 TO 26+30.74

SILT FENCE IN THIS AREA

TO BE RELOCATED ONCE

DRIVEWAYS ARE COMPLETED

SILT FENCE IN THIS AREA

TO BE RELOCATED ONCE

DEMOLITION IS COMPLETED

SILT FENCE IN THIS AREA TO BE

REMOVED UPON COMPLETION OF TURNLANE

IP2

IP2

IP2

EXISTING R.O.W. LINE

EX. POWER POLE TO BE RELOCATED

CONTRACTOR TO COORD.

WITH UTILITY PROVIDER.

EXISTING R.O.W. LINE

ALL EX. VALVES TO BE RAISED TO NEW FINISHED GRADE

EX. SIGNAL BASE

NOTES PER PASCO COUNTY:

1. PRIOR TO START OF CLEARING AND GRUBBING OR ANY SOIL

DISTURBANCE, CONSTRUCTOR SHALL CONTACT PASCO COUNTY

STORMWATER MANAGEMENT AT (727) 834-3611 FOR A SOIL

EROSION AND SEDIMENT CONTROL PRE-INSPECTION MEETING

2. THE CONTRACTOR MUST PROVIDE A DEWATERING PLAN IF

DEWATERING IS NECESSARY, SUBMITTED TO PASCO COUNTY

ENGINEERING INSPECTIONS AT (727) 834-3670 FOR REVIEW PRIOR

TO THE EROSION CONTROL INSPECTIONS MEETING.
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GUNN HIGHWAY OFF SITE STAKING PLAN NB STA 14+00 TO 20+46.80
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GUNN HIGHWAY OFF SITE SIGNAGE AND MARKING PLAN NB STA 14+00 TO 20+46.80
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C-18.0

CONTRACTOR SHALL COMPLY WITH OSHA'S STANDARD 29

CFR PART 1926 SUBPART CC FOR VERTICAL AND

HORIZONTAL CLEARANCES TO THE OVERHEAD

DISTRIBUTION AND TRANSMISSION POWER LINES.

VOLTAGE IN THE ABOVE REFERENCED POWER LINES CAN

RANGE FROM 2,300 TO 39,000 VOLTS.

PROPOSED DESCRIPTION

INDICATES AREA THAT IS TO BE

RECEIVE TYPE SP-9.5

INDICATES AREA THAT IS TO

RECEIVE TRAVEL LANE PAVING

CONCRETE PAVING

8' SHARED USE PATH

*REFER TO SHEET C-3.0 FOR ALL PAVING

DETAILS FOR GUNN HIGHWAY

LEGEND

STA. 14+49.08 / 11.60L & 17.60L

BEGIN PAVEMENT OVERLAY

STA. 14+49.07 / 18.82L

BEGIN 35' RADIUS

BEGIN DRIVEWAY

PAVING

STA. 14+84.07 / 50.00L

END 35' RADIUS

DRIVEWAY CONNECTION

AT PROPERTY LINE

STA. 15+34.99 / 50.00L

BEGIN 35' RADIUS

DRIVEWAY CONNECTION AT PROPERTY LINE

STA. 15+51.03 / 19.18L

END 35' RADIUS

STA. 15+50.98 / 11.96L & 17.96L

END PAVEMENT OVERLAY

35.0'R

20.0'R

STA. 14+67.67 / 35.42L

BEGIN 5' SIDEWALK

RETAINING WALL

STA. 14+78.84 / 35.36L

END 5' SIDEWALK

STA. 15+31.79 / 35.43L

BEGIN 5' SIDEWALK

STA. 15+47.07 / 9.92R & 2.92L

BEGIN PAVEMENT OVERLAY

BEGIN LEFT TURN LANE TAPER

50.0'

240.0'

1
1
.
0
'

E
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.
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1
.
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N
E

 
1
1
.
0
'

STA. 15+97.07 / 0.39R

END LEFT TURN LANE TAPER

STA. 18+36.99 / 15.82R & 3.12L

END LEFT TURN LANE PAVING

STA. 18.33+85 / 12.16L & 18.16L

BEGIN DRIVEWAY PAVING

BEGIN 35' RADIUS

STA. 18.68+48 / 50.00L

END 35' RADIUS

DRIVEWAY CONNECTION AT PROPERTY LINE

END 5' SIDEWALK

STA. 18.96.30 / 50.00L

BEGIN 35' RADIUS

DRIVEWAY CONNECTION AT PROPERTY LINE

BEGIN 5' SIDEWALK

STA. 19+27.67 / 29.00L

END 35' RADIUS

END RIGHT TURN LANE

35.0'R

35.0'R

35.0'R
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24.0'

51.1'

5
.
0

'

50.0'R

STA. 18+97.87 / 27.27R & 60.00R

BEGIN RIGHT TURN LANE PAVING
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RIGHT TURN LAND AND BIKE LANE

BY OTHERS PRIOR TO CONSTRUCTION

LEFT TURN LAND

BY OTHERS PRIOR

TO CONSTRUCTION

STA. 19+34.66 / 34.40R & 30.40R

BEGIN 6' SOLID WHITE LANE STRIPING

1
2

.
0

'

STA. 18+44.25 / 17.27R / 2.12L

END ASPHALT OVERLAY

STA. 18.33+85 / 12.16L & 3.12L

BEGIN EX. TRAVEL LANE

ASPHALT OVERLAY

417.2'

SPECIAL EMPHASIS CROSSWALK

PER FDOT STANDARD INDEX 711-001

24" STOP BAR PER

FDOT STANDARD

INDEX 711-001

36" R1-1 STOP SIGN

SPECIAL EMPHASIS CROSSWALK

PER FDOT STANDARD INDEX 711-001

24" STOP BAR PER

FDOT STANDARD

INDEX 711-001

36" R1-1 STOP SIGN

BIKE LANE MARKING PER 711-002

STA. 14+49.07 / 12.61 L & 16.61L

BEGIN 2'-4' DOTTED 6" WHITE BIKE LANE STRIPING

STA. 15+50.03 / 12.95L & 16.95L

BEGIN 2'-4' DOTTED 6" WHITE BIKE LANE STRIPING

STA. 15+47.35 / 1.95L

BEGIN DOUBLE 6" SOLID

YELLOW TRAVEL LANE STRIPING

STA. 15+47.07 / 8.98R

BEGIN DOUBLE 6" SOLID YELLOW LANE STRIPING

BEGIN 50' TAPER

BEGIN 2'-4' DOTTED 6" WHITE STRIPING

STA. 15+97.07 / 10.11R

END 2'-4' DOTTED 6" WHITE STRIPING

BEGIN 6" SOLID WHITE TRAVEL LANE STRIPING

STA. 18+37.34 / 15.82R

END 6" SOLID WHITE TRAVEL LANE STRIPING

BEGIN 2'-4' DOTTED 6" YELLOW STRIPING

DIRECTIONAL ARROW

PER FDOT STANDARD

INDEX 711-001

STA. 18+25.58 / 2.11L

BEGIN 2'-4' DOTTED 6" YELLOW STRIPING

STA. 18+37.34 / 1.58R

END DOUBLE 6" SOLID YELLOW

TRAVEL LANE STRIPING

STA. 18+33.88 / 13.16L

BEGIN 2'-4' DOTTED 6" WHITE

BIKE LANE STRIPING

CR-F CURB RAMP

PER FDOT STANDARD INDEX

522-002

CURB RAMP CR-F PER

FDOT STANDARD INDEX

522-002

CURB RAMP TYPE CR-F

PER FDOT STANDARD INDEX

522-002

CURB RAMP TYPE

CR-F PER FDOT STANDARD

INDEX 522-002

25 LF OF 6" SOLID DOUBLE YELLOW STRIPING

BIKE LANE MARKING PER 711-002

BIKE LANE MARKING PER 711-002

25.0'

6.0'

6.0' 25.0'

87.5'

80.0'

BIKE LANE MARKING PER 711-002

DIRECTIONAL ARROW

PER FDOT STANDARD

INDEX 711-001

DIRECTIONAL ARROW

PER FDOT STANDARD

INDEX 711-001

STA. 15+97.34 / 0.89R

END 50' TAPER

STA. 18+33.88 / 17.16L

BEGIN 2'-4' DOTTED 6" WHITE

BIKE LANE STRIPING

BEGIN 6" SOLID WHITE

TRAVEL LANE STRIPING

STA. 19+12.08 / 1.04L

END 2'-4' DOTTED

YELLOW STRIPING

BEGIN 6" SOLID YELLOW

TRAVEL LANE STRIPING

STA. 19+15.85 / 17.89R

END 2'-4' DOTTED

YELLOW STRIPING

CONNECT TO EXISTING

 6" SOLID YELLOW

TRAVEL LANE STRIPING

STA. 19+27.61 / 13.09L & 17.09L

END 2'-4' DOTTED 6" WHITE

BIKE LANE STRIPING

BEGIN 6" SOLID WHITE

TRAVEL LANE STRIPING

STA. 20+32.69 / 15.38L

BEGIN 50' GREEN COLORED

PAVEMENT TRANSITION ZONE

PER MUTCD

MAINTENANCE OF TRAFFIC (MOT) IN ROW NOTE:

1. ALL MOT IS TO BE IN ACCORDANCE WITH FDOT DESIGN INDEX SERIES

102-000. (PREVIOUSLY DESIGN INDEX SERIES 600)

2. A LICENSED MOT ENGINEER/CONTRACTOR IS REQUIRED TO PREPARE

THE MOT PLAN THAT WILL BE UTILIZED PRIOR TO BEGINNING

CONSTRUCTION. THE MOT ENGINEER/CONTRACTOR MUST SUBMIT TO

PASCO COUNTY THE MOT PLAN FOR APPROVAL PRIOR TO ANY WORK

BEING PREFORMED WITHIN THE COUNTY ROW.

STATIONING NOTES

1. STATIONING ALONG CENTERLINE WAS TAKEN FROM FDOT ROAD PLANS FOR GUNN HIGHWAY

STATIONING AS SHOWN MAY VARY FROM COUNTY OR FDOT STATIONING.

2. ALL STATIONING AND OFFSETS FOR ROAD IMPROVEMENTS BASED ON PERPENDICULAR

MEASUREMENT FROM CENTERLINE OF ROAD.

NOTE:  CONTRACTOR SHALL OBTAIN COPY OF EASEMENT DOCUMENTS AND

DRIVEWAY ENCROACHMENT PERMITS PRIOR TO BEGINNING ANY WORK

WITHIN THE PUBLIC RIGHT-OF-WAY OR ON ADJACENT PROPERTY.

290.0'

PROPOSED R.O.W. LINE

EXISTING R.O.W. LINE

RED ADA DETECTABLE MAT

 PER FDOT STANDARD

INDEX 522-002

RED ADA DETECTABLE MAT

 PER FDOT STANDARD

INDEX 522-002

SEASONAL HIGH-WATER TABLE:

BASED ON THE GEOTECHNICAL EXPLORATION REPORT BY

UNIVERSAL ENGINEERING, INC., DATED NOVEMBER 11,

2020 THE ESTIMATED SHWT IS 11' TO 12' BELOW EXISTING

GRADE.

RED ADA DETECTABLE MAT

 PER FDOT STANDARD

INDEX 522-002

RED ADA DETECTABLE MAT

 PER FDOT STANDARD

INDEX 522-002

25 LF OF 6" SOLID DOUBLE YELLOW STRIPING

9-BUTTON

REFLECTOR

BARRICADE

ON WALL

NOTE: ALL STRIPING WITHIN ROW SHALL BE

THERMOPLASTIC

RAISED MEDIAN BY OTHERS

RAISED MEDIAN BY OTHERS
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GUNN HIGHWAY OFF SITE STAKING PLAN NB 20+46.80 TO 26+30.74

GUNN HIGHWAY OFF SITE SIGNAGE AND MARKING PLAN NB 20+46.80 TO 26+30.74

C-18.1

PROPOSED DESCRIPTION

INDICATES AREA THAT IS TO BE

RECEIVE TYPE SP-9.5

INDICATES AREA THAT IS TO

RECEIVE TRAVEL LANE PAVING

*REFER TO SHEET C-3.0 FOR ALL PAVING

DETAILS FOR GUNN HIGHWAY

LEGEND

STA. 20+82.64 / 29.65L

BEGIN 35' RADIUS

BEGIN DRIVEWAY PAVING

END RIGHT TURN LANE

STA. 21+09.04 / 43.28L

END 5' CONCRETE SIDEWALK

FDOT TYPE CR-F CURB RAMP

STA. 21+15.26 / 50.00L

DRIVEWAY CONNECTION

AT PROPERTY LINE

STA. 20+82.69 / 13.64L & 17.64L

BEGIN FDOT GREEN

COLORED PAVEMENT

6" WHITE 2'-4' SKIP BIKE LANE

STA. 21+44.42 / 50.00L

DRIVEWAY CONNECTION AT PROPERTY LINE

STA. 21+51.33 / 43.07L

BEGIN 5' CONCRETE

SIDEWALK

FDOT TYPE CR-F

CURB RAMP

STA. 21+81.39 / 50.00L & 41.00L

BEGIN 8' MULTI-USE TRAIL

STA. 21+76.52 / 29.87L & 25.87L

END FDOT GREEN COLORED

PAVEMENT 6" WHITE 2'-4' SKIP

BIKE LANE

BEGIN 4' BIKE LANE TRANSITION

STA. 21+76.52 / 25.87L & 31.87L

BEGIN 12' TRAVEL LANE

STA. 22+26.52

BEGIN 5' WIDE CONCRETE

TRANSITION TO MULTI-USE PATH

STA. 22+85.71 / 37.84L & 29.84L

END 8' MULTI-USE TRAIL

FDOT TYPE CR-F

CURB RAMP

STA. 22+80.47 / 27.34L

BEGIN DRIVEWAY CONNECTION

(EXISTING RADIUS)

STA. 23+36.57 / 37.87L & 27.38L

BEGIN 8' MULTI-USE TRAIL

FDOT TYPE CR-F CURB RAMP

STA. 23+52.76 / 26.88L

END DRIVEWAY RADIUS

(EXISTING RADIUS)

BEGIN FDOT TYPE "F" CURB
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STA. 26+04.86 / 12.00L & 2.00L

END TRAVEL LANE ASPHALT OVERLAY

STA. 26+04.86 / 33.87L & 12.00L

END TRAVEL LANE PAVING

STA. 26+28.88 / 79.22L

END FDOT TYPE "F"

CURBING

STA. 26+06+00 / 50.26L & 39.58L

END 8' MULTI-USE TRAIL

1
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.
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.
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N
E

STA. 23+48.85 / 34.17R & 19.16R

END RIGHT TURN LANE PAVING

417.2'

35.0'R

35.0'R

SPECIAL EMPHASIS CROSSWALK

PER FDOT STANDARD INDEX 711-001

24" STOP BAR PER

FDOT STANDARD

INDEX 711-001

36" R1-1 STOP SIGN

NOTE: ALL ADA DETECTABLE MATS PER

FDOT STANDARD INDEX 522-002

SPECIAL EMPHASIS CROSSWALK

PER FDOT STANDARD INDEX 711-001

25.0'

6.0'

STA. 20+82.69 / 13.64L & 17.64L

BEGIN FDOT GREEN

COLORED PAVEMENT

6" WHITE 2'-4' SKIP BIKE LANE

STA. 21+76.50 / 29.87L & 24.87L

END FDOT GREEN

COLORED PAVEMENT

6" WHITE 2'-4' SKIP BIKE LANE

BEGIN 6" SOLID WHITE TRAVEL

LANE STRIPING

MIAMI CURB

MIAMI CURB

STA. 20+82.64 / 29.65L

END 6" SOLID WHITE

TRAVEL LANE STRIPING

STA. 20+91.12 / 1.72L

END 6" SOLID WHITE TRAVEL LANE STRIPING

BEGIN 2'4' DOTTED 6" WHITE STRIPING

STA. 21+42.11 / 1.82L

END 2'-4' DOTTED WHITE STRIPING

BEGIN 6" SOLID YELLOW TRAVEL LANE STRIPING

STA. 21+76.59 / 13.87L

BEGIN 6" SOLID WHITE TRAVEL LANE STRIPING

STA. 25+96.46 / 2.03L

END 6" SOLID YELLOW

TRAVEL LANE STRIPING

STA. 25+98.45 / 14.03L

END 6" SOLID WHITE

TRAVEL LANE STRIPING

6.0'

STA. 23+48.83 / 35.178R & 39.98R

END 6" SOLID WHITE TRAVEL

LANE STRIPING

CONNECT TO EXISTING 2'-4'

DOTTED 6" WHITE BIKE LANE STRIPING

80.0'

STA. 26+04.74 / 33.87L

END 6" SOLID WHITE

TRAVEL LANE STRIPING

FDOT TYPE

"F" CURB

FDOT TYPE

"F" CURB

FDOT TYPE

"F" CURB

90-DAY TEMPORARY CONSTRUCTION EASEMENT

90-DAY TEMPORARY CONSTRUCTION EASEMENT

MAINTENANCE OF TRAFFIC (MOT) IN ROW NOTE:

1. ALL MOT IS TO BE IN ACCORDANCE WITH FDOT DESIGN INDEX SERIES

102-000. (PREVIOUSLY DESIGN INDEX SERIES 600)

2. A LICENSED MOT ENGINEER/CONTRACTOR IS REQUIRED TO PREPARE

THE MOT PLAN THAT WILL BE UTILIZED PRIOR TO BEGINNING

CONSTRUCTION. THE MOT ENGINEER/CONTRACTOR MUST SUBMIT TO

PASCO COUNTY THE MOT PLAN FOR APPROVAL PRIOR TO ANY WORK

BEING PREFORMED WITHIN THE COUNTY ROW.

STATIONING NOTES

1. STATIONING ALONG CENTERLINE WAS TAKEN FROM FDOT ROAD PLANS FOR GUNN HIGHWAY

STATIONING AS SHOWN MAY VARY FROM COUNTY OR FDOT STATIONING.

2. ALL STATIONING AND OFFSETS FOR ROAD IMPROVEMENTS BASED ON PERPENDICULAR

MEASUREMENT FROM CENTERLINE OF ROAD.

NOTE:  CONTRACTOR SHALL OBTAIN COPY OF EASEMENT DOCUMENTS AND

DRIVEWAY ENCROACHMENT PERMITS PRIOR TO BEGINNING ANY WORK

WITHIN THE PUBLIC RIGHT-OF-WAY OR ON ADJACENT PROPERTY.

CONTRACTOR SHALL COMPLY WITH OSHA'S STANDARD 29

CFR PART 1926 SUBPART CC FOR VERTICAL AND

HORIZONTAL CLEARANCES TO THE OVERHEAD

DISTRIBUTION AND TRANSMISSION POWER LINES.

VOLTAGE IN THE ABOVE REFERENCED POWER LINES CAN

RANGE FROM 2,300 TO 39,000 VOLTS.

SEASONAL HIGH-WATER TABLE:

BASED ON THE GEOTECHNICAL EXPLORATION REPORT BY

UNIVERSAL ENGINEERING, INC., DATED NOVEMBER 11,

2020 THE ESTIMATED SHWT IS 11' TO 12' BELOW EXISTING

GRADE.

RED ADA DETECTABLE MAT

 PER FDOT STANDARD

INDEX 522-002

RED ADA DETECTABLE MAT

PER FDOT STANDARD

INDEX 522-002

RED ADA DETECTABLE MAT

PER FDOT STANDARD

INDEX 522-002

RED ADA DETECTABLE MAT

PER FDOT STANDARD

INDEX 522-002

24" STOP BAR PER

FDOT STANDARD

INDEX 711-001

RED ADA DETECTABLE MAT

PER FDOT STANDARD

INDEX 522-002

EX. SIGNAL BASE

EX. SIGNAL BASE

NOTE: ALL STRIPING WITHIN ROW SHALL BE

THERMOPLASTIC

EX. CONC MEDIAN

EX. CONC MEDIAN

EX. CONC MEDIAN

EX. CONC MEDIAN

25.0'

EXISTING DRIVEWAY

EXISTING FHA TO REMAIN
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6" SOLID YELLOW TRAVEL LANE

6" SOLID WHITE TRAVEL LANE

6" SOLID YELLOW TRAVEL LANE

CONC. MEDIAN

CONC. MEDIAN

CONCRETE PAVING

8' SHARED USE PATH
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GUNN HIGHWAY OFF SITE GRADING PLAN NB STA 14+00 TO 20+46.80
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PROPOSED MH

MH-B

RIM EL 56.00

INV. IN (N) 53.19

INV. IN (W) 50.72

INV. OUT (S) 53.17

96 LF OF 18" RCP

EX. 152 LF OF 18" RCP

PROPOSED FDOT TYPE C INLET

CB-D

RIM EL. 55.36

INV. EL 51.36

STA. 19+29.14 / 30.59L

CB-E

PROPOSED FDOT TYPE 5 INLET

THROAT EL. 56.88

INV. IN 53.10

INV. OUT 53.00

98 LF OF 18" RCP

@ 1.67% SLOPE

PROPOSED FDOT TYPE 5 INLET

THROAT EL. 56.42

INV. EL 52.42

MES-C

EXISTING MES TO REMAIN

I.E. 54.50

C-19.0

136 LF OF 18"

PERFORATED PIPE @ 0.20%

SLOPE

ON-SITE STORMWATER MANAGEMENT

RELEASE INTO COUNTY ROW

REF. TO ON-SITE GRADING PLANS

PROPOSED FDOT

TYPE C INLET

RIM EL. +/-55.00

INV. EL 52.39

(RIM ELEVATION TO EQUAL

FINISHED GRADE, TO MATCH

WORK DONE BY OTHERS)

EXISTING DITCH BY OTHERS

EX. MES BY OTHERS.

CONTRACTOR TO VERIFY

LOCATION AND INVERTS

PRIOR TO CONSTRUCTION.

(2) MES TO REMAIN UNDISTURBED

EX. PIPE TO REMAIN
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190 LF OF 18" RCP @ 0.20% SLOPE

PROPOSED FDOT TYPE 5 INLET

(RELOCATED S-288A)

THROAT EL. 58.25

INV. EL IN 52.24

INV. EL OUT 52.14

PROPOSED 2 LF OF 24" RCP TO

CONNECT TO EX. 24" RCP

WITH COLLAR

EXISTING 24" RCP

 TO EX. S-296

PROPOSED MH (S-288B)

RIM EL. 58.30

INV. IN 51.65

INV. EL OUT

(MATCH EXISTING PIPE)

EX CS (S-287)

RIM EL. 55.94

INV. IN 51.27

E
X

.
 
R

I
D

G
E

136 LF OF 18"

PERFORATED PIPE

@ 0.20% SLOPE

STA. 20+77.16 / 29.63L

PROPOSED FDOT TYPE 5 INLET

CB-F

THROAT EL. 56.88

INV. OUT 53.37

90-DAY TEMPORARY CONSTRUCTION EASEMENT

GUNN HIGHWAY OFF SITE GRADING PLAN NB 20+46.80 TO 26+30.74

0 20 40 60

SCALE: 1" = 20'

N

PROPOSED DESCRIPTION

INDICATES AREA THAT IS TO BE

RECEIVE TYPE SP-9.5

INDICATES AREA THAT IS TO

RECEIVE TRAVEL LANE PAVING

*REFER TO SHEET C-3.0 FOR ALL PAVING

DETAILS FOR GUNN HIGHWAY

LEGEND

STORMDRAIN PIPE

CONTOURS
60

MAINTENANCE OF TRAFFIC (MOT) IN ROW NOTE:

1. ALL MOT IS TO BE IN ACCORDANCE WITH FDOT DESIGN INDEX SERIES

102-000. (PREVIOUSLY DESIGN INDEX SERIES 600)

2. A LICENSED MOT ENGINEER/CONTRACTOR IS REQUIRED TO PREPARE

THE MOT PLAN THAT WILL BE UTILIZED PRIOR TO BEGINNING

CONSTRUCTION. THE MOT ENGINEER/CONTRACTOR MUST SUBMIT TO

PASCO COUNTY THE MOT PLAN FOR APPROVAL PRIOR TO ANY WORK

BEING PREFORMED WITHIN THE COUNTY ROW.

STATIONING NOTES

1. STATIONING ALONG CENTERLINE WAS TAKEN FROM FDOT ROAD PLANS FOR GUNN HIGHWAY

STATIONING AS SHOWN MAY VARY FROM COUNTY OR FDOT STATIONING.

2. ALL STATIONING AND OFFSETS FOR ROAD IMPROVEMENTS BASED ON PERPENDICULAR

MEASUREMENT FROM CENTERLINE OF ROAD.

NOTE:  CONTRACTOR SHALL OBTAIN COPY OF EASEMENT DOCUMENTS AND

DRIVEWAY ENCROACHMENT PERMITS PRIOR TO BEGINNING ANY WORK

WITHIN THE PUBLIC RIGHT-OF-WAY OR ON ADJACENT PROPERTY.

CONTRACTOR SHALL COMPLY WITH OSHA'S STANDARD 29

CFR PART 1926 SUBPART CC FOR VERTICAL AND

HORIZONTAL CLEARANCES TO THE OVERHEAD

DISTRIBUTION AND TRANSMISSION POWER LINES.

VOLTAGE IN THE ABOVE REFERENCED POWER LINES CAN

RANGE FROM 2,300 TO 39,000 VOLTS.

SEASONAL HIGH-WATER TABLE:

BASED ON THE GEOTECHNICAL EXPLORATION REPORT BY

UNIVERSAL ENGINEERING, INC., DATED NOVEMBER 11,

2020 THE ESTIMATED SHWT IS 11' TO 12' BELOW EXISTING

GRADE.

RETAINING WALL

BY OTHERS

EXISTING SIDEWALK TO REMAIN UNDISTURBED

S-295A

EXISTING FDOT INLET

EXISTING STORMDRAIN

STORMDRAIN STRUCTURE TABLE

STRUCTURE

TYPE

RIM/THROAT

ELEV.

CB-A 55.41

MH-B 56.00

STORMDRAIN SCHEDULE

TYPELENGTHSIZESTRUCTURES SLOPE IE DOWN IE UP

RCP96'18"MH-B TO CB-A 0.77% 52.45 53.17

EXISTING FDOT TYPE C INLET

MANHOLE

MES-C I.E. 54.50

CB-D 55.36

CB-E 56.88

S-296 57.59

RCP152'MES-C TO MH-B 0.86% 53.19 54.50

RCP98'CB-E TO CB-D 1.67% 51.36 53.00

PERFORATED134'CB-F TO CB-E 0.20% 53.10 53.37

EX. CATCH BASIN

CB-A

RIM. EL 55.41

INV. IN 52.45

INV. OUT 52.38

18"

18"

18"

13'S-288B TO S-287 0.20% 50.19 51.6524"

21' 2.33% 51.65 52.1424"

130' 0.86% 52.24 53.3624"

S288A TO S288B

S-296 TO S-288A

RCP

RCP

RCP

S-288A 58.25

S-288B 58.30

S-287 55.94

FDOT TYPE 5 INLET

MITERED END SECTION

FDOT TYPE C INLET

FDOT TYPE C INLET

EX. CS

FDOT TYPE C INLET

MANHOLE
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PROPOSED DESCRIPTION

SILT FENCE DEMO PHASE 1

IP7

IP5

ASPHALT PAVEMENT 1" MILL

PAVEMENT DEMOLITION

ITEM TO BE REMOVED

CURB INLET OR DITCH BOTTOM INLET

OPENING SEDIMENT FILTER

CURB INLET OR DITCH BOTTOM INLET

OPENING PROTECTION

X

SILT FENCE DEMO PHASE 1

LEGEND

X
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PROPOSED DESCRIPTION

INDICATES AREA THAT IS TO

RECEIVE TRAVEL LANE PAVING

*REFER TO SHEET C-7.0 FOR ALL PAVING

DETAILS FOR OLD GUNN HIGHWAY

LEGEND

ALL EXISTING PAVEMENT

IN ROW TO BE REMOVED

EXISTING POWER POLE TO BE

RELOCATED. CONTRACTOR TO COORD.

WITH UTILITY COMPANY

ALL EXISTING PAVEMENT

IN ROW TO BE REMOVED

AREA IN USE BY PUBLIC

FOR RIGHT-OF-WAY
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TIE-LINE

N70° 20' 51.82"W 31.796

AREA IN USE BY PUBLIC

FOR RIGHT-OF-WAY

TIE-LINE

N70° 20' 51.82"W 31.796

BEGINNING STA. 1+55.27

BEGINNING STA. 1+58.34

FDOT TYPE "F" CURBING

FDOT TYPE

"F" CURBING

5' CONCRETE SIDEWALK

5' CONCRETE

SIDEWALK

2
4

.
0

'

1
2

.
0

'
1

2
.
0

'
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ROW LINE

ROW LINE
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W

OLD GUNN HIGHWAY DEMOLITION & EROSION CONTROL PLAN STA 1+58.34 TO 4+54

OLD GUNN HIGHWAY STAKING PLAN  STA 1+58.34 TO 4+54

FDOT TYPE "F" CURBING

TYPE SP STRUCTURAL COURSE (TRAFFIC C) (1 1/2")

(98% OF MAX DRY DENSITY MOD PROCTOR)

 10.0" LIMEROCK BASE COURSE (LBR 100)

    12" TYPE "B" STABILIZED SUBGRADE LBR 40

(98% OF MAX DRY DENSITY MOD PROCTOR)

FRICTION COURSE FC-12.5 (TRAFFIC C) (1 1/2") (PG76-22)

STRUCTURAL NUMBER CALCULATIONS:

LAYER/MATERIAL COEFFICIENT THICKNESS SNc

FRICTION COURSE 0.44 X 1-1/2" = 0.66

STRUCTURAL COURSE 0.44 X 1-1/2" = 0.66

OPTIONAL BASE GROUP 9 = 1.80

TYPE B STABILIZATION 0.08 X 12.0" = 0.96

(LBR 40)

_______  ________

3.0" = 4.08

 4.0" LIMEROCK BASE COURSE (LBR 100)

    12" STABILIZED SUBGRADE LBR 40

(98% OF MAX DRY DENSITY MOD PROCTOR)

1.5" TYPE  SP-9.5 STRUCTURAL COURSE

(98% OF MAX DRY DENSITY MOD PROCTOR)

CONTRACTOR SHALL COMPLY WITH OSHA'S STANDARD 29

CFR PART 1926 SUBPART CC FOR VERTICAL AND

HORIZONTAL CLEARANCES TO THE OVERHEAD

DISTRIBUTION AND TRANSMISSION POWER LINES.

VOLTAGE IN THE ABOVE REFERENCED POWER LINES CAN

RANGE FROM 2,300 TO 39,000 VOLTS.

NOTE: CONTRACTOR TO PERFORM SUBSURFACE

UTILITY SURVEY PRIOR TO ANY CONSTRUCTION

ACTIVITIES TO DETERMINE EXACT LOCATIONS AND

DEPTHS OF EXISTING UTILITIES. CONTRACTOR TO

CONTACT ENGINEER IN EVENT OF CONFLICT NOT

SPECIFIED IN THESE PLANS.

MAINTENANCE OF TRAFFIC (MOT) IN ROW NOTE:

1. ALL MOT IS TO BE IN ACCORDANCE WITH FDOT DESIGN INDEX SERIES

102-000. (PREVIOUSLY DESIGN INDEX SERIES 600)

2. A LICENSED MOT ENGINEER/CONTRACTOR IS REQUIRED TO PREPARE

THE MOT PLAN THAT WILL BE UTILIZED PRIOR TO BEGINNING

CONSTRUCTION. THE MOT ENGINEER/CONTRACTOR MUST SUBMIT TO

PASCO COUNTY THE MOT PLAN FOR APPROVAL PRIOR TO ANY WORK

BEING PREFORMED WITHIN THE COUNTY ROW.

EXISTING OLD GUNN HIGHWAY

PAVEMENT CONDITION IS POOR

EXISTING GRAND OAK

TO BE REMOVED & MITIGATED

ON SITE. REFER TO LANDSCAPE PLANS

OLD GUNN HIGHWAY

POSTED SPEED LIMIT: 45 MPH

DESIGN SPEED: 45 MPH
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SEASONAL HIGH-WATER TABLE:

BASED ON THE GEOTECHNICAL EXPLORATION REPORT BY

UNIVERSAL ENGINEERING, INC., DATED NOVEMBER 11,

2020 THE ESTIMATED SHWT IS 11' TO 12' BELOW EXISTING

GRADE.

NOTES PER PASCO COUNTY:

1. PRIOR TO START OF CLEARING AND GRUBBING OR ANY SOIL

DISTURBANCE, CONSTRUCTOR SHALL CONTACT PASCO COUNTY

STORMWATER MANAGEMENT AT (727) 834-3611 FOR A SOIL

EROSION AND SEDIMENT CONTROL PRE-INSPECTION MEETING

2. THE CONTRACTOR MUST PROVIDE A DEWATERING PLAN IF

DEWATERING IS NECESSARY, SUBMITTED TO PASCO COUNTY

ENGINEERING INSPECTIONS AT (727) 834-3670 FOR REVIEW PRIOR

TO THE EROSION CONTROL INSPECTIONS MEETING.
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STATION INTERSECTION

STATE ROAD 54 STA. 234+45.64

OLD GUNN HIGHWAY 0+00

STATION INTERSECTION

STATE ROAD 54 STA. 234+45.64

OLD GUNN HIGHWAY 0+00

PHASE 1 SILT FENCE

PHASE 1 SILT FENCE

SILT FENCE TO BE MOVED

WITH CONSTRUCTION OF TURN

LANE, REFER TO SR 54

ROAD IMPROVEMENT PLANS

SILT FENCE TO BE MOVED

WITH CONSTRUCTION OF TURN

LANE, REFER TO SR 54

ROAD IMPROVEMENT PLANS

TIE SILT FENCE INTO PROPOSED ON-SITE SILT FENCE

REFER TO ON-SITE EROSION CONTROL PLANS

PHASE 1 SILT FENCE TO REMAIN

THROUGHOUT CONSTRUCTION

LOCAL TRAFFIC ONLY SIGN

LOCAL TRAFFIC ONLY SIGN

NOTE: REFER TO

SHEETS C-25.0 & 26.0

FOR SR 54

IMPROVEMENTS

NOTE: REFER TO

SHEETS C-25.0 & 26.0

FOR SR 54

DEMOLITION

CB1

CB2

CONCRETE PAVING

8' SHARED USE PATH
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PROPOSED DESCRIPTION

SILT FENCE DEMO PHASE 1

IP7

IP5

ASPHALT PAVEMENT 1" MILL

PAVEMENT DEMOLITION

ITEM TO BE REMOVED

CURB INLET OR DITCH BOTTOM INLET

OPENING SEDIMENT FILTER

CURB INLET OR DITCH BOTTOM INLET

OPENING PROTECTION

X

SILT FENCE DEMO PHASE 1

LEGEND

PROPOSED DESCRIPTION

INDICATES AREA THAT IS TO

RECEIVE TRAVEL LANE PAVING

*REFER TO SHEET C-7.0 FOR ALL PAVING

DETAILS FOR OLD GUNN HIGHWAY

LEGEND

ALL EXISTING PAVEMENT

IN ROW TO BE REMOVED

ALL EXISTING PAVEMENT

IN ROW TO BE REMOVED

EXISTING UNDERGROUND TELEPHONE

TO BE RELOCATED. CONTRACTOR TO COORD.

WITH UTILITY COMPANY

EXISTING POWER POLE & UNDERGROUND BOX

TO BE RELOCATED. CONTRACTOR TO COORD.

WITH UTILITY COMPANY

EXISTING MAILBOX TO BE

RELOCATED

STA. 8+34.60 / 12.00R

END FLARED CONCRETE DRIVE

STA. 7+99.60 / 12.00R

BEGIN FLARED CONCRETE DRIVE

STA. 8+66.71 / 12.00L

END 35' RADIUS

FDOT TYPE "F" CURBING

FDOT TYPE "F" CURBING

STA 6+27.71 / 12.00R

END CONCRETE FLARED DRIVE

STA. 5+96.71 / 12.00R

BEGIN FLARED CONCRETE DRIVE

STA. 4+99.22 / 12.00L

BEGIN 35' RADIUS

STA. 4+73.00 / 14.50L

END CONCRETE SIDEWALK

BEGIN 8' SHARED USE PATH

STA. 4+73.00 / 22.50L

END CONCRETE SIDEWALK

BEGIN 8' SHARED USE PATH

STA. 5+10.79 / 14.50L

STA. 5+20.26 / 22.50L

END 8' SHARED USE PATH

STA. 4+73.00 / 30.00L

STA. 4+83.00 / 30.00L

8' SHARED USE PATH CONNECTION

TO ON-SITE PATH

STA. 5+23.89 / 30.00L

DRIVEWAY CONNECTION

AT PROPERTY LINE

STA. 5+49.95 / 30.00L

DRIVEWAY CONNECTION

AT PROPERTY LINE

STA. 5+63.05 / 14.50L

STA. 5+53.58 / 22.50L

BEGIN 8' SHARED USE PATH

STA. 5+73.95 / 12.00L

END 35' RADIUS

STA. 7+26.78 / 12.00L

BEGIN 35' RADIUS

STA. 7+39.77 / 14.50L

STA. 7+51.77 / 22.50L

END 8' SHARED USE PATH

STA. 8+53.27 / 14.50L

STA. 8+41.28 / 22.50L

BEGIN 8' SHARED USE PATH

STA. 8+35.69 / 30.00L

DRIVEWAY CONNECTION

AT PROPERTY LINE
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OLD GUNN HIGHWAY DEMOLITION & EROSION CONTROL PLAN STA 4+54 TO STA 9+00

OLD GUNN HIGHWAY STAKING PLAN  STA 4+54 TO 9+00

EXISTING MAILBOX TO BE

RELOCATED

EXISTING MAILBOX TO BE

RELOCATED

XXX

EXISTING POWER POLE & UNDERGROUND BOX

TO BE RELOCATED. CONTRACTOR TO COORD.

WITH UTILITY COMPANY

X
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STA. 7+57.37 / 30.00L

DRIVEWAY CONNECTION

AT PROPERTY LINE
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TYPE SP STRUCTURAL COURSE (TRAFFIC C) (1 1/2")

(98% OF MAX DRY DENSITY MOD PROCTOR)

 10.0" LIMEROCK BASE COURSE (LBR 100)

    12" TYPE "B" STABILIZED SUBGRADE LBR 40

(98% OF MAX DRY DENSITY MOD PROCTOR)

FRICTION COURSE FC-12.5 (TRAFFIC C) (1 1/2") (PG76-22)

STRUCTURAL NUMBER CALCULATIONS:

LAYER/MATERIAL COEFFICIENT THICKNESS SNc

FRICTION COURSE 0.44 X 1-1/2" = 0.66

STRUCTURAL COURSE 0.44 X 1-1/2" = 0.66

OPTIONAL BASE GROUP 9 = 1.80

TYPE B STABILIZATION 0.08 X 12.0" = 0.96

(LBR 40)

_______  ________

3.0" = 4.08

 4.0" LIMEROCK BASE COURSE (LBR 100)

    12" STABILIZED SUBGRADE LBR 40

(98% OF MAX DRY DENSITY MOD PROCTOR)

1.5" TYPE  SP-9.5 STRUCTURAL COURSE

(98% OF MAX DRY DENSITY MOD PROCTOR)

CONTRACTOR SHALL COMPLY WITH OSHA'S STANDARD 29

CFR PART 1926 SUBPART CC FOR VERTICAL AND

HORIZONTAL CLEARANCES TO THE OVERHEAD

DISTRIBUTION AND TRANSMISSION POWER LINES.

VOLTAGE IN THE ABOVE REFERENCED POWER LINES CAN

RANGE FROM 2,300 TO 39,000 VOLTS.

NOTE: CONTRACTOR TO PERFORM SUBSURFACE

UTILITY SURVEY PRIOR TO ANY CONSTRUCTION

ACTIVITIES TO DETERMINE EXACT LOCATIONS AND

DEPTHS OF EXISTING UTILITIES. CONTRACTOR TO

CONTACT ENGINEER IN EVENT OF CONFLICT NOT

SPECIFIED IN THESE PLANS.

MAINTENANCE OF TRAFFIC (MOT) IN ROW NOTE:

1. ALL MOT IS TO BE IN ACCORDANCE WITH FDOT DESIGN INDEX SERIES

102-000. (PREVIOUSLY DESIGN INDEX SERIES 600)

2. A LICENSED MOT ENGINEER/CONTRACTOR IS REQUIRED TO PREPARE

THE MOT PLAN THAT WILL BE UTILIZED PRIOR TO BEGINNING

CONSTRUCTION. THE MOT ENGINEER/CONTRACTOR MUST SUBMIT TO

PASCO COUNTY THE MOT PLAN FOR APPROVAL PRIOR TO ANY WORK

BEING PREFORMED WITHIN THE COUNTY ROW.

EXISTING OLD GUNN HIGHWAY

PAVEMENT CONDITION IS POOR

EXISTING OLD GUNN HIGHWAY

PAVEMENT CONDITION IS POOR

OLD GUNN HIGHWAY

POSTED SPEED LIMIT: 45 MPH

DESIGN SPEED: 45 MPH

LOWE'S PARCEL

LOWE'S PARCEL

SEASONAL HIGH-WATER TABLE:

BASED ON THE GEOTECHNICAL EXPLORATION REPORT BY

UNIVERSAL ENGINEERING, INC., DATED NOVEMBER 11,

2020 THE ESTIMATED SHWT IS 11' TO 12' BELOW EXISTING

GRADE.

NOTES PER PASCO COUNTY:

1. PRIOR TO START OF CLEARING AND GRUBBING OR ANY SOIL

DISTURBANCE, CONSTRUCTOR SHALL CONTACT PASCO COUNTY

STORMWATER MANAGEMENT AT (727) 834-3611 FOR A SOIL

EROSION AND SEDIMENT CONTROL PRE-INSPECTION MEETING

2. THE CONTRACTOR MUST PROVIDE A DEWATERING PLAN IF

DEWATERING IS NECESSARY, SUBMITTED TO PASCO COUNTY

ENGINEERING INSPECTIONS AT (727) 834-3670 FOR REVIEW PRIOR

TO THE EROSION CONTROL INSPECTIONS MEETING.

PHASE 1 SILT FENCE TO

REMAIN THROUGHOUT

CONSTRUCTION

PHASE 1 SILT FENCE TO

REMAIN THROUGHOUT

CONSTRUCTION

TEMPORARY CRUSHED STONE DRIVEWAY

WITH TWIN 12" CULVERTS TO BE PROVIDED

FOR LOCAL RESIDENT USE

THROUGHOUT CONSTRUCTION

TEMPORARY CRUSHED STONE DRIVEWAY

WITH TWIN 12" CULVERTS TO BE PROVIDED

FOR LOCAL RESIDENT USE

THROUGHOUT CONSTRUCTION

SHARED USE PATH

SHARED USE PATH

SHARED USE PATH
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PROPOSED DESCRIPTION

SILT FENCE DEMO PHASE 1

IP7

IP5

ASPHALT PAVEMENT 1" MILL

PAVEMENT DEMOLITION

ITEM TO BE REMOVED

CURB INLET OR DITCH BOTTOM INLET

OPENING SEDIMENT FILTER

CURB INLET OR DITCH BOTTOM INLET

OPENING PROTECTION

X

SILT FENCE DEMO PHASE 1

LEGEND

X
X

X

X

X

OLD GUNN HIGHWAY DEMOLITION & EROSION CONTROL PLAN STA 9+00 TO STA 13+08

OLD GUNN HIGHWAY STAKING PLAN  STA 9+00 TO 13+08

PROPOSED DESCRIPTION

INDICATES AREA THAT IS TO

RECEIVE TRAVEL LANE PAVING

*REFER TO SHEET C-7.0 FOR ALL PAVING

DETAILS FOR OLD GUNN HIGHWAY

LEGEND
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STA. 13+08.29 / 11.19R & 1.80L

END EXISTING PAVEMENT REMOVAL

ALL EXISTING PAVEMENT

IN ROW TO BE REMOVED

EXISTING POWER POLE & UNDERGROUND BOX

TO BE RELOCATED. CONTRACTOR TO COORD.

WITH UTILITY COMPANY

EXISTING POWER POLE & UNDERGROUND BOX

TO BE RELOCATED. CONTRACTOR TO COORD.

WITH UTILITY COMPANY

EXISTING MAILBOX

TO RELOCATED

REFER TO SHEET C-3.0 FOR

ALL ON-SITE DEMOLITION

REFER TO SHEET C-3.0 FOR

ALL ON-SITE DEMOLITION

STA. 13+08.29 / 12.00R & 1.80L

END FDOT TYPE "F" CURB

END 100' TAPER TOWARDS

EXISTING PAVEMENT

STA. 13+10.00 / 4.30L & 12.30L

END 8' SHARED USE PATH

9 BUTTON WARNING SIGN

STA. 12+15.12 / 12.70L

END 35' RADIUS

BEGIN 100' TAPER

35.0'R

STA. 12+04.96 / 15.34L

STA. 11+93.49 / 23.25L

BEGIN 8' SHARED USE PATH

STA. 11+15.80 / 14.69L

STA. 11+27.37 / 22.96L

END 8' SHARED USE PATH

STA. 11+88.41 / 30.00L

DRIVEWAY CONNECTION

AT PROPERTY LINE

STA. 11+32.36 / 30.00L

DRIVEWAY CONNECTION AT

PROPERTY LINE

35.0'R

STA. 11+02.72 / 11.94L

BEGIN 35' RADIUS

ADA DETECTABLE MAT PER FDOT INDEX 522-002

ADA DETECTABLE MAT PER

FDOT STANDARD INDEX 522-002
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EXISTING OLD GUNN

HIGHWAY PAVEMENT

STA. 10+67.16 / 12.00R

END 35' RADIUS

STA. 10+43.48 / 28.97R

BEGIN 35' RADIUS

CONNECTION TO EX. DRIVEWAY

STA. 10+17.08 / 29.41R

END 35' RADIUS

CONNECTION TO EX. DRIVEWAY

STA. 9+94.01 / 12.00R

BEGIN 35' RADIUS

TYPE SP STRUCTURAL COURSE (TRAFFIC C) (1 1/2")

(98% OF MAX DRY DENSITY MOD PROCTOR)

 10.0" LIMEROCK BASE COURSE (LBR 100)

    12" TYPE "B" STABILIZED SUBGRADE LBR 40

(98% OF MAX DRY DENSITY MOD PROCTOR)

FRICTION COURSE FC-12.5 (TRAFFIC C) (1 1/2") (PG76-22)

STRUCTURAL NUMBER CALCULATIONS:

LAYER/MATERIAL COEFFICIENT THICKNESS SNc

FRICTION COURSE 0.44 X 1-1/2" = 0.66

STRUCTURAL COURSE 0.44 X 1-1/2" = 0.66

OPTIONAL BASE GROUP 9 = 1.80

TYPE B STABILIZATION 0.08 X 12.0" = 0.96

(LBR 40)

_______  ________

3.0" = 4.08

 4.0" LIMEROCK BASE COURSE (LBR 100)

    12" STABILIZED SUBGRADE LBR 40

(98% OF MAX DRY DENSITY MOD PROCTOR)

1.5" TYPE  SP-9.5 STRUCTURAL COURSE

(98% OF MAX DRY DENSITY MOD PROCTOR)
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CONTRACTOR SHALL COMPLY WITH OSHA'S STANDARD 29

CFR PART 1926 SUBPART CC FOR VERTICAL AND

HORIZONTAL CLEARANCES TO THE OVERHEAD

DISTRIBUTION AND TRANSMISSION POWER LINES.

VOLTAGE IN THE ABOVE REFERENCED POWER LINES CAN

RANGE FROM 2,300 TO 39,000 VOLTS.

NOTE: CONTRACTOR TO PERFORM SUBSURFACE

UTILITY SURVEY PRIOR TO ANY CONSTRUCTION

ACTIVITIES TO DETERMINE EXACT LOCATIONS AND

DEPTHS OF EXISTING UTILITIES. CONTRACTOR TO

CONTACT ENGINEER IN EVENT OF CONFLICT NOT

SPECIFIED IN THESE PLANS.

MAINTENANCE OF TRAFFIC (MOT) IN ROW NOTE:

1. ALL MOT IS TO BE IN ACCORDANCE WITH FDOT DESIGN INDEX SERIES

102-000. (PREVIOUSLY DESIGN INDEX SERIES 600)

2. A LICENSED MOT ENGINEER/CONTRACTOR IS REQUIRED TO PREPARE

THE MOT PLAN THAT WILL BE UTILIZED PRIOR TO BEGINNING

CONSTRUCTION. THE MOT ENGINEER/CONTRACTOR MUST SUBMIT TO

PASCO COUNTY THE MOT PLAN FOR APPROVAL PRIOR TO ANY WORK

BEING PREFORMED WITHIN THE COUNTY ROW.

EXISTING OLD GUNN HIGHWAY

PAVEMENT CONDITION IS POOR

EXISTING OLD GUNN HIGHWAY

PAVEMENT CONDITION IS POOR
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OLD GUNN HIGHWAY

POSTED SPEED LIMIT: 45 MPH

DESIGN SPEED: 45 MPH

LOWE'S PARCEL

LOWE'S PARCEL

SEASONAL HIGH-WATER TABLE:

BASED ON THE GEOTECHNICAL EXPLORATION REPORT BY

UNIVERSAL ENGINEERING, INC., DATED NOVEMBER 11,

2020 THE ESTIMATED SHWT IS 11' TO 12' BELOW EXISTING

GRADE.

NOTES PER PASCO COUNTY:

1. PRIOR TO START OF CLEARING AND GRUBBING OR ANY SOIL

DISTURBANCE, CONSTRUCTOR SHALL CONTACT PASCO COUNTY

STORMWATER MANAGEMENT AT (727) 834-3611 FOR A SOIL

EROSION AND SEDIMENT CONTROL PRE-INSPECTION MEETING

2. THE CONTRACTOR MUST PROVIDE A DEWATERING PLAN IF

DEWATERING IS NECESSARY, SUBMITTED TO PASCO COUNTY

ENGINEERING INSPECTIONS AT (727) 834-3670 FOR REVIEW PRIOR

TO THE EROSION CONTROL INSPECTIONS MEETING.
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OLD GUNN HIGHWAY STRIPING AND SIGNAGE PLAN STA 1+58.34 TO 4+54

OLD GUNN HIGHWAY GRADING PLAN  STA 1+58.34 TO 4+54
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AREA IN USE BY PUBLIC

FOR RIGHT-OF-WAY

TIE-LINE

N70° 20' 51.82"W 31.796

AREA IN USE BY PUBLIC

FOR RIGHT-OF-WAY

TIE-LINE

N70° 20' 51.82"W 31.796

BEGINNING STA. 1+55.27

BEGINNING STA. 1+58.34
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BEGIN 6" SOLID DOUBLE YELLOW STRIPING ON CENTERLINE
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STA. 1+58.34

6" SOLID DOUBLE YELLOW

STRIPING ON CENTERLINE

CB 1

STA. 3+12.25 / 12.00L

FDOT TYPE 6 INLET

THROAT EL. 58.10

INV. OUT 54.10

CB 2

STA. 3+12.25 / 12.00R

FDOT TYPE 6 INLET

THROAT EL. 58.10

INV. IN 53.98

INV. OUT 53.88

24 LF OF 18" RCP @ 0.50% SLOPE

CB 3

STA. 3+12.25 / 24.50R

FDOT TYPE 6 INLET

RIM EL. 58.10

INV. IN 53.98

INV. OUT 53.88

PROPOSED DESCRIPTION

INDICATES AREA THAT IS TO BE

RECEIVE TYPE SP-9.5

INDICATES AREA THAT IS TO

RECEIVE TRAVEL LANE PAVING

*REFER TO SHEET C-8.0 FOR OLD GUNN

HIGHWAY PAVING DETAIL

LEGEND

STORMDRAIN PIPE

CONTOURS
60

PROPOSED DESCRIPTION

INDICATES AREA THAT IS TO
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SEASONAL HIGH-WATER TABLE:

BASED ON THE GEOTECHNICAL EXPLORATION REPORT BY

UNIVERSAL ENGINEERING, INC., DATED NOVEMBER 11,

2020 THE ESTIMATED SHWT IS 11' TO 12' BELOW EXISTING

GRADE.

NOTE: ALL STRIPING WITHIN ROW SHALL BE

THERMOPLASTIC

STORMWATER POND AREA FOR

FDOT DRAINAGE, REFER TO SR 54

IMPROVEMENTS

CONCRETE PAVING

8' SHARED USE PATH

PROPOSED 1180 LF OF 16" HDPE DR-11

BLUE WATER MAIN (PROFILE ON C-23.0)
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STA. 7+19.63 / 12.00R

FDOT TYPE 6 INLET
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BASED ON THE GEOTECHNICAL EXPLORATION REPORT BY

UNIVERSAL ENGINEERING, INC., DATED NOVEMBER 11,

2020 THE ESTIMATED SHWT IS 11' TO 12' BELOW EXISTING

GRADE.

NOTE: ALL STRIPING WITHIN ROW SHALL BE

THERMOPLASTIC

CONCRETE PAVING
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PROPOSED 1180 LF OF 16" HDPE DR-11
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2020 THE ESTIMATED SHWT IS 11' TO 12' BELOW EXISTING

GRADE.

NOTE: ALL STRIPING WITHIN ROW SHALL BE

THERMOPLASTIC

PROPOSED 1180 LF OF 16" HDPE DR-11

BLUE WATER MAIN (PROFILE ON C-23.0)
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OLD GUNN ROAD PROFILE - 0+00 THRU 4+54

SCALE: 1":20' HORZ.

1":4' VERT.

OLD GUNN ROAD PROFILE - 4+54 THRU 9+00

SCALE: 1":20' HORZ.

1":4' VERT.

OLD GUNN ROAD PROFILE - 9+00 THRU 13+10

SCALE: 1":20' HORZ.

1":4' VERT.

PROPOSED GRADE

PROPOSED GRADE

PROPOSED GRADE

PROPOSED GRADE

PROPOSED GRADE

PROPOSED GRADE

R.O.W. LINE

16" PUBLIC HDPE DR-11 BLUE WATERMAIN 16" PUBLIC HDPE DR-11 BLUE WATERMAIN

16" PUBLIC HDPE DR-11 BLUE WATERMAIN16" PUBLIC HDPE DR-11 BLUE WATERMAIN

16" PUBLIC HDPE DR-11 BLUE WATERMAIN

16" PUBLIC HDPE DR-11 BLUE WATERMAIN

PROPOSED 18" RCP STORMLINE

PROPOSED 18" RCP STORMLINE

PROPOSED 18" RCP STORMLINE

STA. 11+62.84

16"X16"X12" TEE

WITH (2) 16" GATE VALVES,

(1) 12" GATE VALVE

STA. 4+65.86

16"X16"X12" TEE

WITH (2) 16" GATE VALVES,

(1) 12" GATE VALVE

STA. 7+32.25

16"X16"X12" TEE

WITH (2) 16" GATE VALVES,

(1) 12" GATE VALVE

0.50%
 SLOPE

0.30% SLOPE

0.47% SLOPE

0.25% SLOPE
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0.25% SLOPE

0.75% SLOPE

0.30% SLOPE

PROPOSED 18" RCP STORMLINE

0.50%
 SLOPE

STA. 13+10

PROPOSED 16" WATER MAIN TO BE FITTED

WITH CAP AND 16" GATE VALVE AT END

EX. GRADE

EX. GRADE

EX. GRADE

EX. GRADE

EX. GRADE

EX. GRADE
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STA. 1+55.27 CROSS SECTION

SCALE: 1":10' HORZ.

1":2' VERT.

STA. 2+00.00 CROSS SECTION

SCALE: 1":10' HORZ.

1":2' VERT.

STA. 3+00.00 CROSS SECTION

SCALE: 1":10' HORZ.

1":2' VERT.

STA. 4+00.00 CROSS SECTION

SCALE: 1":10' HORZ.

1":2' VERT.

STA. 5+00.00 CROSS SECTION

SCALE: 1":10' HORZ.

1":2' VERT.

STA. 6+00.00 CROSS SECTION

SCALE: 1":10' HORZ.

1":2' VERT.

STA. 7+00.00 CROSS SECTION

SCALE: 1":10' HORZ.

1":2' VERT.

STA. 8+00.00 CROSS SECTION

SCALE: 1":10' HORZ.

1":2' VERT.

STA. 9+00.00 CROSS SECTION

SCALE: 1":10' HORZ.

1":2' VERT.

STA. 10+00.00 CROSS SECTION

SCALE: 1":10' HORZ.

1":2' VERT.

STA. 11+00.00 CROSS SECTION

SCALE: 1":10' HORZ.

1":2' VERT.

STA. 12+00.00 CROSS SECTION

SCALE: 1":10' HORZ.

1":2' VERT.
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PROPOSED DESCRIPTION

SILT FENCE DEMO PHASE 1

IP2

IP1

ASPHALT PAVEMENT 1" MILL

PAVEMENT DEMOLITION

ITEM TO BE REMOVED

CURB INLET OR DITCH BOTTOM INLET

OPENING SEDIMENT FILTER

CURB INLET OR DITCH BOTTOM INLET

OPENING PROTECTION

X

SILT FENCE DEMO PHASE 1

CONTRACTOR SHALL COMPLY WITH OSHA'S STANDARD 29

CFR PART 1926 SUBPART CC FOR VERTICAL AND

HORIZONTAL CLEARANCES TO THE OVERHEAD

DISTRIBUTION AND TRANSMISSION POWER LINES.

VOLTAGE IN THE ABOVE REFERENCED POWER LINES CAN

RANGE FROM 2,300 TO 39,000 VOLTS.

NOTE: CONTRACTOR TO PERFORM SUBSURFACE

UTILITY SURVEY PRIOR TO ANY CONSTRUCTION

ACTIVITIES TO DETERMINE EXACT LOCATIONS AND

DEPTHS OF EXISTING UTILITIES. CONTRACTOR TO

CONTACT ENGINEER IN EVENT OF CONFLICT NOT

SPECIFIED IN THESE PLANS.

LEGEND

MAINTENANCE OF TRAFFIC (MOT) IN ROW NOTE:

1. ALL MOT IS TO BE IN ACCORDANCE WITH FDOT DESIGN INDEX SERIES

102-000. (PREVIOUSLY DESIGN INDEX SERIES 600)

2. A LICENSED MOT ENGINEER/CONTRACTOR IS REQUIRED TO PREPARE

THE MOT PLAN THAT WILL BE UTILIZED PRIOR TO BEGINNING

CONSTRUCTION. THE MOT ENGINEER/CONTRACTOR MUST SUBMIT TO

PASCO COUNTY THE MOT PLAN FOR APPROVAL PRIOR TO ANY WORK

BEING PREFORMED WITHIN THE COUNTY ROW.

STATIONING NOTES

1. STATIONING ALONG CENTERLINE WAS TAKEN FROM FDOT ROAD PLANS FOR STR54 STATIONING AS

SHOWN MAY VARY FROM COUNTY OR FDOT STATIONING.

2. ALL STATIONING AND OFFSETS FOR ROAD IMPROVEMENTS BASED ON PERPENDICULAR

MEASUREMENT FROM CENTERLINE OF ROAD.

GENERAL DEMOLITION NOTES:

A. CONTRACTOR SHALL BE RESPONSIBLE FOR REMOVAL OF

THE EXISTING STRUCTURES, RELATED UTILITIES, PAVING,

UNDERGROUND STORAGE TANKS AND ANY OTHER

EXISTING IMPROVEMENTS AS NOTED, SUCH THAT THE

IMPROVEMENTS SHOWN ON THE REMAINING PLANS CAN

BE CONSTRUCTED.

B. CONTRACTOR IS TO REMOVE AND DISPOSE OF ALL

DEBRIS, RUBBISH AND OTHER MATERIALS RESULTING

FROM PREVIOUS AND CURRENT DEMOLITION

OPERATIONS. DISPOSAL WILL BE IN ACCORDANCE WITH

ALL LOCAL, STATE AND/OR FEDERAL REGULATIONS

GOVERNING SUCH OPERATIONS.  THE CONTRACTOR IS

RESPONSIBLE FOR OBTAINING ALL PERMITS REQUIRED

FOR DEMOLITION AND DISPOSAL.

C. THE GENERAL CONTRACTOR SHALL TAKE ALL

PRECAUTIONS NECESSARY TO AVOID PROPERTY

DAMAGE TO ADJACENT PROPERTIES DURING THE

CONSTRUCTION PHASES OF THIS PROJECT. THE

CONTRACTOR WILL BE HELD SOLELY RESPONSIBLE FOR

ANY DAMAGES TO THE ADJACENT PROPERTIES

OCCURRING DURING THE CONSTRUCTION PHASES OF

THIS PROJECT.

D. THE CONTRACTOR IS SPECIFICALLY CAUTIONED THAT

THE LOCATION AND/OR ELEVATION OF EXISTING

UTILITIES AS SHOWN ON THESE PLANS IS BASED ON

RECORDS OF THE VARIOUS UTILITY COMPANIES, AND

WHERE POSSIBLE, MEASUREMENTS TAKEN IN THE FIELD.

THE INFORMATION IS NOT TO BE RELIED ON AS BEING

EXACT OR COMPLETE. THE CONTRACTOR MUST CALL

THE APPROPRIATE UTILITY COMPANY AT LEAST 72

HOURS BEFORE ANY EXCAVATION TO REQUEST EXACT

FIELD LOCATION OF UTILITIES. IF CLEARANCES ARE LESS

THAN SPECIFIED ON THE PLAN OR TWELVE INCHES (12"),

WHICHEVER IS LESS, CONTACT THE DESIGN ENGINEER

AND THE OWNER PRIOR TO PROCEEDING WITH

CONSTRUCTION.

E. PRIOR TO DEMOLITION OCCURRING, ALL EROSION

CONTROL DEVICES ARE TO BE INSTALLED.

NOTE:  CONTRACTOR SHALL OBTAIN COPY OF EASEMENT DOCUMENTS AND

DRIVEWAY ENCROACHMENT PERMITS PRIOR TO BEGINNING ANY WORK

WITHIN THE PUBLIC RIGHT-OF-WAY OR ON ADJACENT PROPERTY.

PROPOSED DESCRIPTION

INDICATES AREA THAT IS TO BE

RECEIVE TYPE SP-9.5 OVERLAY

INDICATES AREA THAT IS TO

RECEIVE TRAVEL LANE PAVING

CONCRETE PAVING

8' SHARED USE PATH

*REFER TO SHEET C-24.0 FOR ALL PAVING

DETAILS FOR STATE ROAD 54

LEGEND

X

X

X

X

X

X

EX. MES TO BE REMOVED

EX. CURB INLET TO BE REMOVED

EX. CONTROL STR.

TO BE RELOCATED

EX. MES TO BE REMOVED

EX. INLET TO BE REMOVED

EX. INLET TO BE REMOVED

EX. MES TO REMAIN UNDISTURBED

EX. INLET TO

REMAIN UNDISTURBED

STA. 234+20.11 / 157.08R

STA. 234+38.19 / 157.41R

FDOT WORK CONSTRUCTION LIMITS

REFER TO SHEET 21.0 THRU 23.0 FOR OLD

GUNN HIGHWAY CONSTRUCTION PLANS

STA. 231+93.31 / 56.33R

STA. 231+90.80 / 70.99R

BEGIN PAVEMENT DEMOLITION

STA. 235+65.47 / 74.52R

END PAVEMENT DEMOLITION

BEGIN ASPHALT 1" MILLING

EX. LIGHT POLE TO BE RELOCATED

CONTRACTOR TO COORD.

WITH UTILITY PROVIDER

ALL EXISTING PAVEMENT, GUTTER,

AND SIDEWALKS TO BE REMOVED

IP1

IP2

STA. 235+85.00 / 78.70R & 83.70R

END SIDEWALK DEMOLITION

STA. 236+53.20 / 58.00R &

75.00R

END ASPHALT 1" MILLING
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EXISTING DRIVEWAY

EXISTING DRIVEWAY

35.0'

35.0'

5' CONCRETE SIDEWALK PER

FDOT STANDARD INDEX 522-001

5' CONCRETE SIDEWALK PER

FDOT STANDARD INDEX 522-001

CONCRETE PAD FOR RELOCATED

POWER POLE. CONTRACTOR TO

COORD. WITH UTILITY PROVIDER
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STA. 232+43.45 / 76.34R

ENG 50' TAPER

STA. 231+93.22 / 62.31R

 BEGIN 50' TAPER

BEGIN 2'-4' DOTTED SOLID

WHITE BIKE LANE STRIPING

STA. 231+90.80 / 70.99R

BEGIN 5' CONCRETE SIDEWALK

STA. 233+83.71 / 76.54R

BEGIN 35' RADIUS

STA. 234+20.74 / 116.30R

END 35' RADIUS

STA. 234+43.56 / 106.48R

BEGIN 35' RADIUS

STA. 234+80.25 / 76.33R

END 35' RADIUS

STA. 235+17.21 / 63.36R

STA. 235+17.21 / 57.36R

END TURN LANE PAVING

BEGIN ASPHALT OVERLAY

STA. 235+65.47 / 74.52R

END TURN LANE PAVING

BEGIN ASPHALT OVERLAY

STA. 236+53.20 / 58.00R &

75.00R

END ASPHALT OVERLAY

END TRAVEL LANE PAVING

CONNECT TO EXISTING

STA. 231+93.31 / 56.33R

BEGIN TURN LANE PAVING

BEGIN 2'-4' DOTTED SOLID

WHITE BIKE LANE STRIPING

24.0'

STA. 234+20.11 / 157.08R

STA. 234+38.19 / 157.41R

FDOT WORK CONSTRUCTION LIMITS

REFER TO SHEET 21.0 THRU 23.0 FOR OLD

GUNN HIGHWAY CONSTRUCTION PLANS

ADA DETECTABLE MAT PER

FDOT STANDARD INDEX 522-002

ADA DETECTABLE MAT PER

FDOT STANDARD INDEX 522-002
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STATE ROAD 54 DEMOLITION PLAN STA. 231+90.00 TO 236+53.20

STATE ROAD 54 STAKING & STRIPING PLAN STA. 231+90.00 TO 236+53.20

STA. 232+43.71 / 57.86R & 62.86R

END 2'-4' DOTTED SOLID

WHITE BIKE LANE STRIPING

BEGIN 6" SOLID WHITE LANE

STRIPING

2
5
.
0
'

2
5
.
0
'

7
0
.
6
'

TYP. DIRECTIONAL ARROW

PER FDOT STANDARD INDEX 711-001

SPECIAL EMPHASIS CROSSWALK

FDOT STANDARD INDEX 711-001

6" DOUBLE YELLOW SOLID STRIPING ON OLD GUNN CENTERLINE

STA. 233+83.75 / 58.00R & 63.00R

END 6" SOLID WHITE

LANE STRIPING

BEGIN 2'-4' DOTTED SOLID

WHITE BIKE LANE STRIPING

STA. 233+83.75 / 58.00R & 63.00R

BEND 2'-4' DOTTED SOLID

WHITE BIKE LANE STRIPING

EGIN 6" SOLID WHITE

LANE STRIPING

NOTES PER PASCO COUNTY:

1. PRIOR TO START OF CLEARING AND GRUBBING OR ANY SOIL

DISTURBANCE, CONSTRUCTOR SHALL CONTACT PASCO COUNTY

STORMWATER MANAGEMENT AT (727) 834-3611 FOR A SOIL

EROSION AND SEDIMENT CONTROL PRE-INSPECTION MEETING

2. THE CONTRACTOR MUST PROVIDE A DEWATERING PLAN IF

DEWATERING IS NECESSARY, SUBMITTED TO PASCO COUNTY

ENGINEERING INSPECTIONS AT (727) 834-3670 FOR REVIEW PRIOR

TO THE EROSION CONTROL INSPECTIONS MEETING.

NOTE: ALL STRIPING WITHIN ROW SHALL BE

THERMOPLASTIC

STATION INTERSECTION

STATE ROAD 54 STA. 234+45.64

OLD GUNN HIGHWAY 0+00
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STATE ROAD 54 GRADING PLAN STA. 231+90.00 TO 236+53.20

CONTRACTOR SHALL COMPLY WITH OSHA'S STANDARD 29

CFR PART 1926 SUBPART CC FOR VERTICAL AND

HORIZONTAL CLEARANCES TO THE OVERHEAD

DISTRIBUTION AND TRANSMISSION POWER LINES.

VOLTAGE IN THE ABOVE REFERENCED POWER LINES CAN

RANGE FROM 2,300 TO 39,000 VOLTS.

NOTE: CONTRACTOR TO PERFORM SUBSURFACE

UTILITY SURVEY PRIOR TO ANY CONSTRUCTION

ACTIVITIES TO DETERMINE EXACT LOCATIONS AND

DEPTHS OF EXISTING UTILITIES. CONTRACTOR TO

CONTACT ENGINEER IN EVENT OF CONFLICT NOT

SPECIFIED IN THESE PLANS.

MAINTENANCE OF TRAFFIC (MOT) IN ROW NOTE:

1. ALL MOT IS TO BE IN ACCORDANCE WITH FDOT DESIGN INDEX SERIES

102-000. (PREVIOUSLY DESIGN INDEX SERIES 600)

2. A LICENSED MOT ENGINEER/CONTRACTOR IS REQUIRED TO PREPARE

THE MOT PLAN THAT WILL BE UTILIZED PRIOR TO BEGINNING

CONSTRUCTION. THE MOT ENGINEER/CONTRACTOR MUST SUBMIT TO

PASCO COUNTY THE MOT PLAN FOR APPROVAL PRIOR TO ANY WORK

BEING PREFORMED WITHIN THE COUNTY ROW.

STATIONING NOTES

1. STATIONING ALONG CENTERLINE WAS TAKEN FROM FDOT ROAD PLANS FOR STR54 STATIONING AS

SHOWN MAY VARY FROM COUNTY OR FDOT STATIONING.

2. ALL STATIONING AND OFFSETS FOR ROAD IMPROVEMENTS BASED ON PERPENDICULAR

MEASUREMENT FROM CENTERLINE OF ROAD.

NOTE:  CONTRACTOR SHALL OBTAIN COPY OF EASEMENT DOCUMENTS AND

DRIVEWAY ENCROACHMENT PERMITS PRIOR TO BEGINNING ANY WORK

WITHIN THE PUBLIC RIGHT-OF-WAY OR ON ADJACENT PROPERTY.

PROPOSED DESCRIPTION

INDICATES AREA THAT IS TO BE

RECEIVE TYPE SP-9.5

INDICATES AREA THAT IS TO

RECEIVE TRAVEL LANE PAVING

LEGEND

STORMDRAIN PIPE

CONTOURS
60
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4:1 MAX SLOPE

4:1 MAX SLOPE

STA. 233+06.71 / 113.36R

MES-B

MITERED END SECTION

INV. EL 52.70'

STA. 233+04.79 / 76.63R

CB-A

PROPOSED TYPE 6 INLET

RIM EL 58.84

INV EL 52.88

36 LF OF 24" RCP

STA. 234+82.77 / 119.61R

MES-F

MITERED END SECTION

STA. 234+44.81 / 108.61R

CB-E

FDOT TYPE 5 INLET

RIM. EL 59.25

INV EL 52.30

STA. 234+19.11 / 118.12R

CB-D

FDOT TYPE 5 INLET

RIM. 59.18

INV. EL 52.78

CB-C

EX. CONTROL STRUCTURE

TO REMAIN

MITERED END SECTION

TO REMAIN UNDISTURBED

CATCH BASIN

TO REMAIN UNDISTURBED

23 LF OF 24" RCP

30 LF OF 24" RCP

STA. 234+20.11 / 157.08R

STA. 234+38.19 / 157.41R

FDOT WORK CONSTRUCTION LIMITS

REFER TO SHEET 21.0 THRU 23.0 FOR OLD

GUNN HIGHWAY CONSTRUCTION PLANS

SEASONAL HIGH-WATER TABLE:

BASED ON THE GEOTECHNICAL EXPLORATION REPORT BY

UNIVERSAL ENGINEERING, INC., DATED NOVEMBER 11,

2020 THE ESTIMATED SHWT IS 11' TO 12' BELOW EXISTING

GRADE.

STATION INTERSECTION

STATE ROAD 54 STA. 234+45.64

OLD GUNN HIGHWAY 0+00

STORMDRAIN STRUCTURE TABLE

STRUCTURE

TYPE

RIM/THROAT

ELEV.

CB-A 58.84

MES-B I.E. 52.70

STORMDRAIN SCHEDULE

TYPELENGTHSIZESTRUCTURES SLOPE IE DOWN IE UP

RCP36'24"CB-A TO MES-B 0.50% 52.70 52.88

FDOT TYPE 6 INLET

MITERED END SECTION

CB-C 57.18

EX. CONTROL STRUCTURE

CB-D 59.18

FDOT TYPE 6 INLET

CB-E 59.25

FDOT TYPE 6 INLET

MES-F I.E. 52.04

MITERED END SECTION

RCP23'24"CB-C TO CB-D 0.50% 52.67 52.78

RCP26'24"CB-D TO CB-E 1.84% 52.30 52.78

RCP30'24"CB-E TO MES-F 0.86% 52.04 52.30

PROPOSED DRAINAGE EASEMENT

TO BE DEDICATED TO THE FDOT

AutoCAD SHX Text
FO

AutoCAD SHX Text
FO

AutoCAD SHX Text
CONTROL STRUCTURE GRATE EL: 57.18' 3" WEIR EL: 55.42' 24" CMP(E): 52.67'

AutoCAD SHX Text
CURB INLET THROAT EL: 59.52' 20" CMP(S): 53.60'

AutoCAD SHX Text
MITERED END SECTION 24" CMP(N): 52.70'

AutoCAD SHX Text
FO

AutoCAD SHX Text
T



62.00

58.00

60.00

56.00

54.00

0+00 0+10 0+20 0+30 0+40 0+50 0+60

62.00

58.00

60.00

56.00

54.00

62.00

58.00

60.00

56.00

54.00

0+00 0+10 0+20 0+30 0+40 0+50 0+60

62.00

58.00

60.00

56.00

54.00

62.00

58.00

60.00

56.00

54.00

0+00 0+10 0+20 0+30 0+40 0+50 0+60

62.00

58.00

60.00

56.00

54.00

62.00

58.00

60.00

56.00

54.00

0+00 0+10 0+20 0+30 0+40 0+50 0+60

62.00

58.00

60.00

56.00

54.00

0+70 0+80 0+90 1+00 1+10 1+20

62.00

58.00

60.00

56.00

54.00

0+00 0+10 0+20 0+30 0+40 0+50 0+60

62.00

58.00

60.00

56.00

54.00

62.00

58.00

60.00

56.00

54.00

0+00 0+10 0+20 0+30 0+40 0+50 0+60

62.00

58.00

60.00

56.00

54.00

62.00

58.00

60.00

56.00

54.00

0+00 0+10 0+20 0+30 0+40 0+50 0+60

62.00

58.00

60.00

56.00

54.00

62.00

58.00

60.00

56.00

54.00

0+00 0+10 0+20 0+30 0+40 0+50 0+60

62.00

58.00

60.00

56.00

54.00

52.0052.00

0+70 0+80 0+90 1+00 1+10 1+20 1+30 1+40 1+50 1+60 1+70 1+80 1+90 2+00 2+10 2+20 2+30 2+40

C
H

E
C

K
E

D
 
B

Y
:

D
R

A
W

N
 
B

Y
:

DESCRIPTION

PRE-BID SET

REVISIONS

POST BID SET

ISSUE DATEISSUE DATE

DATE

THIS DRAWING IS THE PROPERTY OF LOWE'S

HOME CENTERS, INC. ANY USE OR REPRODUCTION

IN WHOLE OR PART IS PROHIBITED WITHOUT THE

EXPRESSED WRITTEN CONSENT OF LOWE'S HOME

CENTERS, INC. COPYRIGHT 2005 ALL RIGHTS

RESERVED

LOWE'S HOME CENTERS, INC.

1000 LOWES' BOULEVARD

MOORESVILLE, NC 28117

DRAWING NUMBER:

ORIGINAL

ISSUE DATE:
02-10-2022

NO. 50565

SCOTT K. STANNARD, P.E.

C
o
m

m
e
r
c
i
a
l
 
S

i
t
e
 
S

o
l
u
t
i
o
n
s
,
 
I
n
c
.

S
i
t
e
 
E

n
g
i
n
e
e
r
i
n
g
 
 
 
 
 
L
a
n
d
s
c
a
p
e
 
A

r
c
h
i
t
e
c
t
s

2
1

7
6

4
 
S

t
a

t
e

 
R

o
a

d
 
5

4

L
u

t
z
,
 
F

L
 
3

3
5

4
9

(
8

1
3

)
 
8

8
5

-
2

0
3

2

w
w

w
.
c
s
s
-
e

n
g

.
c
o

m

F
L
 
C

.
O

.
A

 
-
 
2
7
5
7
5

This item has been digitally signed and sealed by Scott

K. Stannard, PE on the date adjacent to the seal. Printed

copies of this document are not considered signed and

sealed and the signature must be verified on any

electronic copies.

L
O

W
E

'
S

 
O

F
:

O
D

E
S

S
A

O
D

E
S

S
A

,
 
F

L
O

R
I
D

A

704.758.1000

2
9

:
1

1
 
T

R
I
N

I
T

Y
 
L

A
K

E
S

,
 
L

L
C

2
1

7
6

0
 
S

t
a

t
e

 
R

o
a

d
 
5

4

L
u

t
z
,
 
F

L
 
3

3
5

4
9

(
8

1
3

)
 
4

0
4

-
4

1
3

3

w
w

w
.
d

u
n

p
h

y
d

e
v
e

l
o

p
m

e
n

t
.
c
o

m

PREPARED FOR:

PERMIT SET07/29/22

C-26.0

S
T

A
T

E
 
R

O
A

D
 
5
4

G
R

A
D

I
N

G
 
P

L
A

N

0 20 40 60

SCALE: 1" = 20'

N

STA. 232+50 CROSS SECTION

SCALE: 1":10' HORZ.

1":2' VERT.
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2' GRASS SHOULDER2' GRASS SHOULDER

2' GRASS SHOULDER

2' GRASS SHOULDER

5.0' 12.0'

R.O.W. LINE

STA. 234+45.64 CROSS SECTION

SCALE: 1":10' HORZ.

1":2' VERT.

R.O.W. LINE

TOP OF BERM 58.00

BOTTOM OF POND 52.00

EXISTING GRADE

PROPOSED GRADE

5' SIDEWALK

2' GRASS SHOULDER

1" FC-5

4" TYPE SP-12.5 STRUCTURAL

COURSE. UPPER 2" OF SP-12.5

PG 76-22

10" LIMEROCK

(LBR100) BASE

12" TYPE "B" (LBR40) STABILIZATION

TYPICAL SR54 OVERLAP/PAVING DETAIL

N.T.S.

12.0" OVERLAP MIN.

EX. PAVEMENT TO REMAIN

SAW  CUT LINE

FINAL FC-5 SEAM TO BE

LOCATED AT LANE LINE WHERE

MILL/OVERLAYED

MILL OVERLAP 2-3/4" DEEP

MILL & OVERLAY

MILL FIRST 3/4" OF EXISTING ASPHALT

OVERLAY WITH:

FRICTION COURSE FC-5 (3/4") [PG 76-22 (PMA)]

STRUCTURAL NUMBER CALCULATIONS:

LAYER/MATERIAL COEFFICIENT THICKNESS SNc

FRICTION COURSE 0.44 X 1.0" = 0.44

STRUCTURAL COURSE 0.44 X 4.0" = 1.76

OPTIONAL BASE GROUP 9 = 1.80

TYPE B STABILIZATION 0.08 X 12.0" = 0.96

(LBR 40) _______ _______

27.0" = 4.96
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PROPOSED DESCRIPTION

SILT FENCE DEMO PHASE 1

IP2

IP1

ASPHALT PAVEMENT 3/4" MILL

PAVEMENT DEMOLITION

ITEM TO BE REMOVED

CURB INLET OR DITCH BOTTOM INLET

OPENING SEDIMENT FILTER

CURB INLET OR DITCH BOTTOM INLET

OPENING PROTECTION

X

SILT FENCE DEMO PHASE 1

CONTRACTOR SHALL COMPLY WITH OSHA'S STANDARD 29

CFR PART 1926 SUBPART CC FOR VERTICAL AND

HORIZONTAL CLEARANCES TO THE OVERHEAD

DISTRIBUTION AND TRANSMISSION POWER LINES.

VOLTAGE IN THE ABOVE REFERENCED POWER LINES CAN

RANGE FROM 2,300 TO 39,000 VOLTS.

NOTE: CONTRACTOR TO PERFORM SUBSURFACE

UTILITY SURVEY PRIOR TO ANY CONSTRUCTION

ACTIVITIES TO DETERMINE EXACT LOCATIONS AND

DEPTHS OF EXISTING UTILITIES. CONTRACTOR TO

CONTACT ENGINEER IN EVENT OF CONFLICT NOT

SPECIFIED IN THESE PLANS.

LEGEND

MAINTENANCE OF TRAFFIC (MOT) IN ROW NOTE:

1. ALL MOT IS TO BE IN ACCORDANCE WITH FDOT DESIGN INDEX SERIES

102-000. (PREVIOUSLY DESIGN INDEX SERIES 600)

2. A LICENSED MOT ENGINEER/CONTRACTOR IS REQUIRED TO PREPARE

THE MOT PLAN THAT WILL BE UTILIZED PRIOR TO BEGINNING

CONSTRUCTION. THE MOT ENGINEER/CONTRACTOR MUST SUBMIT TO

PASCO COUNTY THE MOT PLAN FOR APPROVAL PRIOR TO ANY WORK

BEING PREFORMED WITHIN THE COUNTY ROW.

STATIONING NOTES

1. STATIONING ALONG CENTERLINE WAS TAKEN FROM FDOT ROAD PLANS FOR STR54 STATIONING AS

SHOWN MAY VARY FROM COUNTY OR FDOT STATIONING.

2. ALL STATIONING AND OFFSETS FOR ROAD IMPROVEMENTS BASED ON PERPENDICULAR

MEASUREMENT FROM CENTERLINE OF ROAD.

GENERAL DEMOLITION NOTES:

A. CONTRACTOR SHALL BE RESPONSIBLE FOR REMOVAL OF

THE EXISTING STRUCTURES, RELATED UTILITIES, PAVING,

UNDERGROUND STORAGE TANKS AND ANY OTHER

EXISTING IMPROVEMENTS AS NOTED, SUCH THAT THE

IMPROVEMENTS SHOWN ON THE REMAINING PLANS CAN

BE CONSTRUCTED.

B. CONTRACTOR IS TO REMOVE AND DISPOSE OF ALL

DEBRIS, RUBBISH AND OTHER MATERIALS RESULTING

FROM PREVIOUS AND CURRENT DEMOLITION

OPERATIONS. DISPOSAL WILL BE IN ACCORDANCE WITH

ALL LOCAL, STATE AND/OR FEDERAL REGULATIONS

GOVERNING SUCH OPERATIONS.  THE CONTRACTOR IS

RESPONSIBLE FOR OBTAINING ALL PERMITS REQUIRED

FOR DEMOLITION AND DISPOSAL.

C. THE GENERAL CONTRACTOR SHALL TAKE ALL

PRECAUTIONS NECESSARY TO AVOID PROPERTY

DAMAGE TO ADJACENT PROPERTIES DURING THE

CONSTRUCTION PHASES OF THIS PROJECT. THE

CONTRACTOR WILL BE HELD SOLELY RESPONSIBLE FOR

ANY DAMAGES TO THE ADJACENT PROPERTIES

OCCURRING DURING THE CONSTRUCTION PHASES OF

THIS PROJECT.

D. THE CONTRACTOR IS SPECIFICALLY CAUTIONED THAT

THE LOCATION AND/OR ELEVATION OF EXISTING

UTILITIES AS SHOWN ON THESE PLANS IS BASED ON

RECORDS OF THE VARIOUS UTILITY COMPANIES, AND

WHERE POSSIBLE, MEASUREMENTS TAKEN IN THE FIELD.

THE INFORMATION IS NOT TO BE RELIED ON AS BEING

EXACT OR COMPLETE. THE CONTRACTOR MUST CALL

THE APPROPRIATE UTILITY COMPANY AT LEAST 72

HOURS BEFORE ANY EXCAVATION TO REQUEST EXACT

FIELD LOCATION OF UTILITIES. IF CLEARANCES ARE LESS

THAN SPECIFIED ON THE PLAN OR TWELVE INCHES (12"),

WHICHEVER IS LESS, CONTACT THE DESIGN ENGINEER

AND THE OWNER PRIOR TO PROCEEDING WITH

CONSTRUCTION.

E. PRIOR TO DEMOLITION OCCURRING, ALL EROSION

CONTROL DEVICES ARE TO BE INSTALLED.

NOTE:  CONTRACTOR SHALL OBTAIN COPY OF EASEMENT DOCUMENTS AND

DRIVEWAY ENCROACHMENT PERMITS PRIOR TO BEGINNING ANY WORK

WITHIN THE PUBLIC RIGHT-OF-WAY OR ON ADJACENT PROPERTY.

PROPOSED DESCRIPTION

INDICATES AREA THAT IS TO BE

RECEIVE TYPE SP-9.5 OVERLAY

INDICATES AREA THAT IS TO

RECEIVE TRAVEL LANE PAVING

CONCRETE PAVING

8' SHARED USE PATH

*REFER TO SHEET C-24.0 FOR ALL PAVING

DETAILS FOR STATE ROAD 54

LEGEND
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STATE ROAD 54 STAKING & STRIPING PLAN STA. 231+90.00 TO 236+53.20

STATE ROAD 54 DEMOLITION PLAN STA. 231+90.00 TO 236+53.20

STA. 242+16.32 / 3.00R

BEGIN 3/4" ASPHALT MILLING &

CONCRETE MEDIAN REMOVAL

STA. 242+80.63 / 26.66R

END 3/4" ASPHALT MILLING & CONCRETE MEDIAN REMOVAL

STA. 246+20.60 / 1.65R

STA. 246+20.63 / 15.73R

END TURN LANE 3/4"

ASPHALT MILLING

STA. 242+16.99 / 26.44R

BEGIN ASPHALT MILLING &

CONCRETE MEDIAN REMOVAL

STA. 242+16.32 / 3.00R

BEGIN ASPHALT OVERLAY

STA. 242+16.99 / 26.44R

BEGIN ASPHALT OVERLAY

STA. 242+16.99 TO STA. 242+80.63

PROPOSED CONCRETE MEDIAN REPLACEMENT

PER FDOT STANDARD INDEX 520-020

TYPE 1 TRAFFIC SEPARATOR

AREA OF REMOVED CONCRETE MEDIAN

TO RECEIVE NEW TURN LANE PAVING

PER PAVING DETAIL ON SHEET C-24.0

25.0'

TYP. DIRECTIONAL ARROW PER

FDOT STANDARD INDEX 711-001

24" STOP BAR PER FDOT STANDARD

INDEX 711-001

89.0'

STA. 246+20.60 / 2.65R & 14.65R

END 6" SOLID WHITE TRAVEL

LANE STRIPING

STA. 242+19.74 / 4.00R

BEGIN 6" SOLID WHITE

TRAVEL LANE STRIPING

STA. 242+15.93 / 21.27R

BEGIN 6" SOLID WHITE

TRAVEL LANE STRIPING

STA. 242+75.51 / 26.65R

END 6" SOLID WHITE TRAVEL

LANE STRIPING
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NOTES PER PASCO COUNTY:

1. PRIOR TO START OF CLEARING AND GRUBBING OR ANY SOIL

DISTURBANCE, CONSTRUCTOR SHALL CONTACT PASCO COUNTY

STORMWATER MANAGEMENT AT (727) 834-3611 FOR A SOIL

EROSION AND SEDIMENT CONTROL PRE-INSPECTION MEETING

2. THE CONTRACTOR MUST PROVIDE A DEWATERING PLAN IF

DEWATERING IS NECESSARY, SUBMITTED TO PASCO COUNTY

ENGINEERING INSPECTIONS AT (727) 834-3670 FOR REVIEW PRIOR

TO THE EROSION CONTROL INSPECTIONS MEETING.

NOTE: ALL STRIPING WITHIN ROW SHALL BE

THERMOPLASTIC
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LANDSCAPE REQUIREMENTS AND CALCULATIONS

LANDSCAPE BUFFER REQUIREMENTS:

BUFFER ALONG GUNN HWY TYPE "D" - 15' WIDE MINIMUM, 1 TREE PER 30 LINEAR

FEET (20' TO 45' O.C. SPACING) AND 5 SHRUBS PER TREE.

680 LINEAR FEET @ 1 TREE PER 30 FEET = 23 TREES

5 SHRUBS PER TREE = 5 x 10 = 50 SHRUBS

3 FT HIGH SCREEN W/ DOUBLE ROW OF STAGGERED EVERGREENS WHERE VUA

ABUTS BUFFER.

REQUIRED AND PROVIDED

BUFFER ALONG OLD GUNN HWY. TYPE "A" - 10' WIDE MINIMUM, 1 TREE PER 60

LINEAR FEET WITH CONTINUOUS ROW OF EVERGREEN SHRUBS.

864 LINEAR FEET @ 1 TREE PER 60 FEET = 14 TREES

CONTINUOUS ROW OF EVERGREEN SHRUBS SPACED @ 3' O.C.

3 FT HIGH SCREEN W/ DOUBLE ROW OF STAGGERED EVERGREENS WHERE VUA

ABUTS BUFFER.

REQUIRED AND PROVIDED

BUFFER ALONG SOUTH P/L. TYPE "A" - 10' WIDE MINIMUM, 1 TREE PER 60 LINEAR

FEET WITH CONTINUOUS ROW OF EVERGREEN SHRUBS.

917 LINEAR FEET @ 1 TREE PER 60 FEET = 15 TREES PLUS 3 EXISTING

CONTINUOUS ROW OF EVERGREEN SHRUBS SPACED @ 3' O.C.

REQUIRED AND PROVIDED

SHARED BUFFER ALONG NORTH P/L. TYPE "A" - 10' WIDE MINIMUM, 1 TREE PER 60

LINEAR FEET WITH CONTINUOUS ROW OF EVERGREEN SHRUBS.

589 LINEAR FEET @ 1 TREE PER 60 FEET = 10 TREES

CONTINUOUS ROW OF EVERGREEN SHRUBS SPACED @ 5' O.C.

REQUIRED AND PROVIDED

INTERNAL LANDSCAPE AREA REQUIREMENTS:

INTERNAL LANDSCAPE AREA REQUIRED = 10% OF VUA

LOWES PARCEL

VEHICLE USE AREA: 195,010 SF

INTERNAL LANDSCAPE AREA REQUIRED: 195,010 SF x 10% = 19,501 SF

INTERNAL LANDSCAPE AREA PROVIDED: ±21,548 SF (11%)

OUTPARCEL

VEHICLE USE AREA: 13,411 SF

INTERNAL LANDSCAPE AREA REQUIRED: 13,411 SF x 10% = 1,341 SF

INTERNAL LANDSCAPE AREA PROVIDED: ±1,506 SF (11.2%)

NOTES:

1. INCLUDES INTERNAL ISLANDS AND AREAS ON THE VUA PERIMETER NOT INCLUDING BUFFER

AREAS.

2. LANDSCAPED AREAS ON THE PARKING AREA PERIMETER OR IN THE INTERNAL ISLANDS MUST

EQUAL OR EXCEED A MINIMUM OF TEN (10) PERCENT OF THE TOTAL PAVED SURFACE AREA.

3. EACH 8'x20' LANDSCAPED ISLAND SHALL PROVIDE A MINIMUM OF ONE (1) SHADE TREE, SHRUBS,

AND GROUND COVER.

INTERNAL LANDSCAPE AREA TREE REQUIREMENTS:

REQUIRED: 1 SHADE TREE / 200 SF OF REQUIRED INTERNAL LANDSCAPE AREA

LOWES PARCEL

REQUIRED TREES: 19,501 SF / 200 SF  = 98 TREES

PROVIDED TREES: 98 TREES

OUTPARCEL

REQUIRED TREES: 1,341 SF / 200 SF  = 7 TREES

PROVIDED TREES: 7 TREES

NOTES:

1. LANDSCAPED AREAS ON THE PARKING AREA PERIMETER OR IN THE INTERNAL ISLANDS MUST

EQUAL OR EXCEED A MINIMUM OF TEN (10) PERCENT OF THE TOTAL INTERNAL LANDSCAPE

AREA.

2. ONE (1) TREE MUST BE PLANTED OR RETAINED PER 200 SF OF INTERNAL PARKING AREA.

3. NO PARKING SPACE MAY BE MORE THAN 100 FEET FROM A TREE PLANTED IN A PERMEABLE

ISLAND, PENINSULA, OR MEDIAN OF AN EIGHT-FOOT MINIMUM WIDTH.

BUILDING PERIMETER LANDSCAPING CALCULATIONS:

TOTAL BUILDING AREA = 138,954 SF

TOTAL BUILDING PERIMETER = 1,812 LF

10% PERIMETER PLANTING AREA = 13,985 SF

REQUIRED AND PROVIDED

BUILDING LANDSCAPING

REQUIRED:

BUILDING PERIMETER LANDSCAPING AREA REQUIRED: 13,985 SF (10%)

BUILDING PERIMETER LANDSCAPING REQUIRED: 1,222 LF x 0.5 (50%) = 611 LF

PROVIDED:

BUILDING PERIMETER LANDSCAPING AREA: ±5,480 SF (4%)

BUILDING PERIMETER LANDSCAPING: ±580 LF (47.5%)

NATIVE SHRUB AND GROUNDCOVER REQUIREMENTS:

OVERALL SITE REQUIREMENT: 30% SHRUBS AND GROUNDCOVER ARE REQUIRED

TO BE NATIVE

OVERALL SITE PROVIDED: 35% SHRUBS AND GROUND ARE NATIVE

GRASSED AREA

OVERALL SITE REQUIREMENT: 30% MAX. OF REQUIRED BUFFER AREAS MAY BE

TURF GRASS.

REQUIREMENT MET

STORMWATER

MANAGEMENT POND

±275' WIDTH

SHADE

STRUCTURES

COVERED

AREA

4' BLACK VINYL CHAIN

LINK FENCE

MATCH-LINE - SEE SHEET L-2.1

18-IxC

18-IxC

18-IxC

18-IxC

18-IxC

18-IxC

18-IxC

5-Vo

5-Vo

5-Vo

5-Vo

5-Vo

5-Vo

5-Vo

245-Vo

@ 5.0' O.C.

6-Mg

1-IxA

3-Sp

3-Sp

5-Mg

3-Sp 3-Sp 3-Sp 3-Sp

3-Mg

3-Sp

3-Sp

3-Sp

1-Qv

4-Ar

1-Qs

1-Qs

1-Qs

1-Qs

1-Qs

1-Qs

1-Mg

1-Mg

1-Mg

5-Pt

11-Ag

11-Ag

88-Pm

91-Ip

31-Cf

9-Ri

13-Lm

AREA TO BE STABILIZED PER

EROSION CONTROL PLANS

SOD (TYP)

SOD (TYP)

SOD (TYP)

3-Qs

1-Ar

SYMB. SCIENTIFIC NAME COMMON NAMENo.

TREES

SHRUBS

PLANT SCHEDULE

SIZE REQUIREMENTS NATIVE FLORIDA

PERCENT: 80%

DROUGHT TOLERANT

PERCENT: 100%

22Li Lagerstroemia indica 'Muskogee' MUSKOGEE CRAPE MYRTLE 3" COMBINED CAL. MIN. - 10' MIN. HT. (3 to 5 STEM) NO

SPACING

PER PLAN

PER PLAN

PERCENT: 35% PERCENT: 95%

12Ar Acer rubrum 'Flame' FLAME RED MAPLE YES

22Mg Magnolia grandiflora 'Brakens Brown Beauty'BRAKEN'S BROWN BEAUTY MAGNOLIA2"  CAL. MIN. - 10' MIN. HT. (FULL TO GROUND) YES YES PER PLAN

120Sp Sabal palmetto CABBAGE PALM 10' MIN. CLEAR TRUNK (4" to 6" CAL.) YES YES PER PLAN

Mf Myrcianthes fragrans SIMPSON'S STOPPER113 YES 60" O.C. MAX.YES

24" MIN. HEIGHT

JcP Juniperus conferta 'Blue Pacific' BLUE PACIFIC SHORE JUNIPER167 NO 48" O.C. MAX.YES3 GAL. MIN.

IvN Ilex vomitoria 'Nana' DWARF YAUPON HOLLY40 YES 36" O.C. MAX.YES14" MIN. HEIGHT

290 36" MIN. HEIGHT 36" TO 60" O.C.YESVo Viburnum odoratissimum SWEET VIBURNUM

Lm Liriope muscarii 'Big Blue' BIG BLUE LIRIOPE770 NO 24" O.C. MAX.YES

1 GAL. MIN. - FULLY ROOTED

Ri Rhaphiolepis indica 'Indian Princess' INDIAN PRINCESS HAWTHORN181 NO 36" O.C. MAX.YES

18" MIN. HEIGHT

29Up Ulmus parvifolia 'Bosque' BOSQUE ELM NO YES PER PLAN3"  CAL. - 14' to 16'  MIN. HT.

3"  CAL. - 14' to 16'  MIN. HT.

PLANT DIVERSITY REQUIREMENT

DROUGHT TOLERANCE

OVERALL SITE: MAX. 50% OF PLANT MATERIALS OTHER THAN TREES MAY BE

NON-DROUGHT TOLERANT

PROPOSED NON-DROUGHT TOLERANT PLANTS: 5%

NATIVE SPECIES

OVERALL SITE: MIN. 30% OF PLANT MATERIALS OTHER THAN TREES AND

TURF GRASS SHALL BE NATIVE FLORIDIAN

PROPOSED NATIVE FLORIDIAN PLANTS: 35%

TREE DIVERSITY

OVERALL SITE: TOTAL PROPOSED TREE NUMBER GREATER THAN 35

REQUIRES 8 TREE SPECIES

PROVIDED: 8 TREE SPECIES

SHRUB / GROUND COVER DIVERSITY

OVERALL SITE: MAX. 25% OF A SINGLE PLANT SPECIES OTHER THAN TURF

GRASS SHALL BE PROPOSED

MAX. ALLOWABLE SINGLE SPECIES: 3,471 x 25% = 868 PLANTS

REQUIREMENT MET

SOD

SOD SHALL BE ST. AUGUSTINE 'BITTER BLUE'. QUANTITY SHALL BE DETERMINED BY

CONTRACTOR.

· ALL LANDSCAPE AREAS TO BE 100% IRRIGATED WITH A CENTRAL AUTOMATIC IRRIGATION

SYSTEM WHICH MUST INCLUDE RAIN SENSORS AND IRRIGATION TIMERS TO CONSERVE

WATER USAGE. REFER TO IRRIGATION PLANS FOR FURTHER INFORMATION.

· IF SPECIFIED PLANTS ARE UNAVAILABLE AT THE TIME OF CONSTRUCTION, CONTRACTOR

MAY REPLACE SPECIFIED PLANTS WITH PLANTS APPROVED BY LANDSCAPE ARCHITECT AND

COUNTY STAFF. ALTERATION TO LANDSCAPE PLAN REQUIRES WRITTEN APPROVAL.

· ALL PLANT SPECIFICATIONS ARE MINIMUM REQUIREMENTS. ALL SPECIFICATIONS MUST BE

MET FOR PLANT MATERIAL TO BE ACCEPTABLE FOR INSTALLATION.

· ALL PLANT MATERIAL SHALL BE FLORIDA #1 PER THE LATEST EDITION OF THE FLORIDA

GRADES AND STANDARDS FOR NURSERY PLANTS.

· ALL OPEN SPACE AREAS WITHIN THE PROPERTY SHALL BE SODDED UNLESS PAVED, SEEDED

AND MULCHED OR PLANTED WITH SHRUBS AND GROUNDCOVER. ALL LANDSCAPED AREAS

NOT SODDED SHALL BE COVERED IN MULCH UNLESS OTHERWISE NOTED.

· MULCH SHALL BE PER SPECIFICATIONS TO A DEPTH OF 3", MIN.

GROUNDCOVER

Ae Aspidistra elatior CAST-IRON PLANT90 NO 24" O.C. MAX.YES1 GAL. MIN. - FULLY ROOTED

YES

YES

NOTE:  IF A TREE IS PLANTED WITHIN FIVE (5) FEET

OF UTILITIES, IT SHALL BE MOVED AT THE

OWNER/DEVELOPER EXPENSE.

PER PLAN30Qv Quercus virginiana LIVE OAK YES3"  CAL. - 14' to 16'  MIN. HT. YES

PER PLAN9Pt Pinus taeda LOBLOLLY PINE YES3"  CAL. - 14' to 16'  MIN. HT. YES

PER PLAN12Qs Quercus shumardii SHUMARD OAK YES3"  CAL. - 14' to 16'  MIN. HT. YES

Cf Cyrtomium falcatum HOLLY FERN369 NO 36" O.C. MAX.NO1 GAL. MIN.

497 14" MIN. HEIGHT YES 36" O.C. MAX.YESVoD Viburnum obovatum 'Reifler's densa' DWARF WALTER'S VIBURNUM

Ag Agapanthus LILY OF THE NILE99 NO 24" O.C. MAX.YES1 GAL. MIN. - FULLY ROOTED

Ip Illicium parviflorum 'Forest Green' FOREST GREEN ANISE283 YES 36" O.C. MAX.YES

36" MIN. HEIGHT

Pm Podocarpus macrophyllus 'Maki' MAKI PODOCARPUS256 36" O.C. MAX.YES

36" MIN. HEIGHT

YES

IxC Ixora chinensis DWARF IXORA316 24" O.C. MAX.YES14" MIN. HEIGHT NO

NO

69-IxC

43-IxC

3-IxC

3-Sp

3-Sp

3-Sp

3-Sp

3-Sp

3-Sp
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1. TOPSOIL SHALL BE REMOVED FROM STOCKPILES AND SPREAD IN THE

PLANTING AREAS SHOWN ON THE PLANS.  THE DEPTH OF TOPSOIL

SHALL BE A MINIMUM OF 4 INCHES IN LAWN AREAS AND A MINIMUM OF

12 INCHES IN LANDSCAPE PLANTING AREAS.

2. AFTER THE TOPSOIL IS IN PLACE IT SHALL BE FINE GRADED REMOVING

ALL ROOTS, STICKS, STONES AND DEBRIS GREATER THAN 2 INCHES IN

ANY DIMENSION.  THE TOPSOIL SHALL BE FINE GRADED TO THE LINES

AND GRADES SHOWN ON THE PLANS.

3. THE TOPSOIL SOIL SHALL HAVE A PH OF 5.5 TO 7.6 AND AN ORGANIC

CONTENT OF 3 TO 20%.  THE GRADATION OF THE TOPSOIL SHALL BE

100% PASSING 2 INCH SIEVE, 85 TO 100% PASSING THE 1 INCH SIEVE,

65 TO 100% PASSING THE ¼ INCH SIEVE AND 20 TO 80% PASSING THE

NO. 200 SIEVE.

4. LIME OF TYPE RECOMMENDED FOR SOIL CONDITIONING SHALL BE

USED TO TREAT ACIDIC SOILS.

5. LAWN FERTILIZER SHALL BE 55% NITROGEN, 10% PHOSPHORUS AND

10% POTASH WHERE 50% OF THE NITROGEN IS DERIVED FROM

UREAFORM SOURCE.

6. WATER LAWN AREAS AS NEEDED TO PROMOTE GROWTH.  THE

CONTRACTOR WILL BE RESPONSIBLE TO WATER, RESEED OR WORK

WHEN NECESSARY TO INSURE THE GROWTH OF THE LAWN UNTIL A

COMPLETE AND UNIFORM STAND OF GRASS HAS GROWN AND BEEN

CUT AT LEAST TWICE.

7. UNLESS OTHERWISE NOTED ON THE DRAWINGS, ALL AREAS NOT

RECEIVING STRUCTURES, PAVEMENT, RIP RAP, LANDSCAPING OR

OTHER IMPROVEMENTS OR FUTURE IMPROVEMENTS SHALL BE

CONSIDERED LAWN AREAS AND RECEIVE TOPSOIL AND SOD PER

DRAWINGS AND ABOVE STATED REQUIREMENTS.

8. PLANTINGS SHALL BE SUPPLIED IN ACCORDANCE WITH THE PLANS

AND ANSI 260.1 “AMERICAN STANDARD FOR NURSERY STOCK” IN GOOD

HEALTH, VIGOROUS, AND FREE OF INSECTS, LARVAE, EGGS, DEFECTS

AND DISEASE.

9. PLANTING BEDS SHALL BE PREPARED BY LOOSENING THE TOP 1 FOOT

OF TOPSOIL.  PLANTS SHALL BE LOCATED PER THE PLANS.  THE HOLES

SHALL BE EXCAVATED (PER THE DETAILS ON THE DRAWINGS) WITH

THE CENTER SLIGHTLY HIGHER TO PROMOTE DRAINAGE.  USE A

TOPSOIL BACKFILL MIX OF 4 PARTS TOPSOIL, 1 PART PEAT MOSS, 1/2

PART WELL ROTTED MANURE, AND 10 POUNDS 5-10-5 PLANTING

FERTILIZER AND PROPERLY MIXED PER CUBIC YARD.  BERM AROUND

PLANTS TO FORM A BOWL SHAPE.

10. WEED BARRIER MADE FROM FIBERGLASS AND ULTRA-VIOLET LIGHT

RESISTANT SHALL BE PLACE UNDER ALL PLANTING BEDS PRIOR

MULCHING.

11. ALL TREES AND SHRUBS SHALL BE STAKED AS DETAILED ON THE

DRAWINGS.  TREE WRAPPING WILL BE PROVIDED AT THE BASE OF ALL

TREES AS DETAILED.

12. MULCH SHALL BE 50% SHREDDED BARK AND 50% WOOD CHIPS, ¾ TO 2

INCH IN SIZE, UNIFORMLY MIXED AND FREE OF ELM WOOD. MULCH

SHALL BE PLACED UNIFORMLY OVER THE PLANTING BED ALLOWING NO

WEED BARRIER TO BE SEEN.

13. ALL LANDSCAPING SHALL BE GUARANTEED FOR ONE YEAR AFTER

FINAL ACCEPTANCE.  ANY PLANTINGS IN NEED OF REPLACEMENT WILL

BE GUARANTEED FROM THE TIME OF REPLACEMENT IF AFTER FINAL

ACCEPTANCE.

TRUNK CALIPER SHALL MEET

ANSI Z60 CURRENT EDITION

FOR ROOT BALL SIZE.

ROUND-TOPPED SOIL BERM 4"

HIGH X 8" WIDE ABOVE ROOT

BALL SURFACE SHALL BE

CENTERED ON THE DOWNHILL

SIDE OF THE ROOT BALL FOR

240°. BERM SHALL BEGIN AT

ROOT BALL PERIPHERY.

ORIGINAL GRADE.

BOTTOM OF ROOT BALL RESTS ON

EXISTING OR RECOMPACTED SOIL.

CENTRAL LEADER.

SECTION VIEW

ORIGINAL SLOPE SHOULD PASS

THROUGH THE POINT WHERE

THE TRUNK BASE MEETS

SUBSTRATE/SOIL.

PRIOR TO MULCHING, LIGHTLY TAMP

SOIL AROUND THE ROOT BALL IN 6"

LIFTS TO BRACE TREE. DO NOT OVER

COMPACT. WHEN THE PLANTING

HOLE HAS BEEN BACKFILLED, POUR

WATER AROUND THE ROOT BALL TO

SETTLE THE SOIL.

LOOSENED SOIL. DIG AND TURN

THE SOIL TO REDUCE THE

COMPACTION TO THE AREA AND

DEPTH SHOWN.

ROOT BALL MODIFIED

AS  REQUIRED.

3" LAYER OF MULCH. NO

MORE THAN 1" OF MULCH

ON TOP OF ROOT BALL.

SLOPE SIDES OF LOOSENED SOIL.

TREE PLANTING

SHRUB PLANTING

N.T.S.

N.T.S.

TRUNK CALIPER SHALL

MEET ANSI Z60 CURRENT

EDITION FOR ROOT BALL SIZE.

MODIFIED SOIL. DEPTH

VARIES.

FINISHED GRADE.

BOTTOM OF ROOT BALL

RESTS ON  EXISTING OR

RE-COMPACTED SOIL.

ROOT BALL MODIFIED AS

REQUIRED.

 ROUND-TOPPED SOIL BERM 4"

HIGH BY 8" WIDE  ABOVE ROOT

BALL SURFACE SHALL BE

CONSTRUCTED AROUND  THE

ROOT BALL. BERM SHALL BEGIN

AT ROOT BALL PERIPHERY.

INSTALL TOP OF ROOT BALL TO

BE 10% OF ROOT BALL DEPTH

ABOVE FINISHED GRADE.

PRIOR TO MULCHING, LIGHTLY

TAMP SOIL AROUND THE ROOT

BALL IN 6" LIFTS TO BRACE TREE.

DO NOT OVER COMPACT.  WHEN

THE PLANTING HOLE HAS BEEN

BACKFILLED, POUR WATER

AROUND THE ROOT BALL TO

SETTLE THE SOIL.

3" LAYER OF MULCH.

NO MORE THAN 1" OF MULCH

ON TOP OF ROOT BALL.

EXISTING SOIL.

SECTION VIEW

4
'
-
0

"

TWO UNTREATED PINE OR

DOUGLAS FIR STAKES. INSTALL

ADJACENT TO THE OUTER

EDGE OF THE ROOT BALL.

PLAN VIEW

2" X 2" WOODEN STAKES.

STAKES SHALL BE UNTREATED

PINE OR DOUGLAS-FIR.

SECURE CROSS MEMBER

TO VERTICAL STAKES

USING THREE INCH LONG

WOOD SCREWS.

VARIES

W/ ROOT BALL

SIZE

TREE STAKING - STAPLE

N.T.S.

LOOSENED SOIL. DIG AND

TURN THE SOIL TO REDUCE

THE COMPACTION TO THE

AREA AND DEPTH SHOWN.

3X'S WIDEST DIMENSION

OF ROOT BALL.

ROOTBALL.

4" HIGH X 8" WIDE ROUND - TOPPED SOIL

BERM ABOVE ROOT BALL SURFACE SHALL

BE CONSTRUCTED AROUND THE ROOT

BALL. BERM SHALL BEGIN AT ROOT BALL

PERIPHERY.

PRIOR TO MULCHING, LIGHTLY TAMP SOIL

AROUND THE ROOT BALL IN 6" LIFTS TO

BRACE SHRUB. DO NOT OVER COMPACT.

WHEN THE PLANTING HOLE HAS BEEN

BACKFILLED, POUR WATER AROUND THE

ROOT BALL TO SETTLE THE SOIL.

3" LAYER OF MULCH. NO

MORE THAN 1" OF MULCH

ON TOP OF ROOT BALL.

ROOT BALL RESTS ON

EXISTING OR

RE-COMPACTED SOIL.

EXISTING SOIL.

FINISHED GRADE.
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3" MULCH LAYER AVOID
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LANDSCAPE ISLAND PLANTING DETAIL

TURF

TREE AND GROUNDCOVER

STANDARD CURB

AND GUTTER
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TREE ON SLOPE 5% (20:1) TO 50% (2:1)

N.T.S.

EXISTING SOIL.

3X'S WIDEST DIMENSION

OF ROOT BALL.

CENTRAL LEADER.

GENERAL LANDSCAPE NOTES

1. LANDSCAPE CONTRACTOR SHALL REVIEW ARCHITECTURAL/ENGINEERING DRAWINGS

AND BECOME THOROUGHLY FAMILIAR WITH ALL SURFACE AND SUBSURFACE UTILITIES.

2. ALL WORK SHALL BE COORDINATED WITH OTHER TRADES TO PREVENT CONFLICTS.

COORDINATE THE PLANTING WITH THE IRRIGATION WORK TO ASSURE AVAILABILITY AND

PROPER LOCATION OF IRRIGATION ITEMS AND PLANTS.

3. LANDSCAPE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL MATERIALS AND ALL WORK

AS CALLED FOR ON THE LANDSCAPE PLANS AND IN THE LANDSCAPE SPECIFICATIONS. IN

THE EVENT OF VARIATION BETWEEN QUANTITIES SHOWN ON PLANT LIST AND THE PLANS,

THE PLANS SHALL CONTROL. LANDSCAPE CONTRACTOR SHALL VERIFY ALL QUANTITIES

AND REPORT ANY DISCREPANCIES AT THE TIME OF BIDDING.

4. EXCEPT AS OTHERWISE SPECIFIED,THE REQUIRED LANDSCAPING SHALL BE INSTALLED

ACCORDING TO ACCEPTED COMMERCIAL PLANTING PROCEDURES AS SET FORTH IN THE

ANSI A300 STANDARDS FOR TREE CARE OPERATIONS.

5. EVERY POSSIBLE SAFEGUARD SHALL BE TAKEN TO PROTECT BUILDING SURFACES,

EQUIPMENT AND FURNISHINGS. LANDSCAPE CONTRACTOR SHALL BE RESPONSIBLE FOR

ANY DAMAGE OR INJURY TO PERSON OR PROPERTY WHICH MAY OCCUR AS A RESULT OF

NEGLIGENCE IN THE EXECUTION OF THE WORK.

6. ALL PLANTING SHALL BE PERFORMED BY PERSONS FAMILIAR WITH PLANTING

PROCEDURE AND UNDER THE SUPERVISION OF A QUALIFIED FOREMAN.

7. ALL PLANT MATERIAL SHALL MEET OR EXCEED THE MINIMUM STANDARDS FOR HEALTH,

FORM AND ROOT CONDITIONS AS OUTLINED IN THE AMERICAN ASSOCIATION OF

NURSERYMAN (AAN) STANDARDS FOR NURSERY STOCK (ANSI Z60, 1973). GRASS SOD

SHALL BE CLEAN AND REASONABLY FREE OF WEEDS AND NOXIOUS PESTS OR DISEASES.

8. ALL PLANT MATERIAL SHALL BE FLORIDA FANCY PER THE LATEST EDITION OF THE

FLORIDA GRADES AND STANDARDS FOR NURSERY PLANTS.

9. THE MINIMUM ACCEPTABLE SIZE OF ALL PLANTS, MEASURED AFTER PRUNING,WITH

BRANCHES IN NORMAL POSITIONS SHALL CONFORM TO THE MEASUREMENTS SPECIFIED

ON THE PLANT LIST OR AS INDICATED ON THE LANDSCAPE PLAN. HEIGHT AND SPREAD

DIMENSIONS REFER TO THE MAIN BODY OF THE PLANT AND NOT EXTREME BRANCH TIP

TO TIP. TRUNK DIAMETER SHALL BE MEASURED 6" ABOVE THE ROOT BALL FOR TREES UP

TO 4" CALIPER AND 12" FROM ROOT BALL FOR LARGER TREES.

10. THE PROJECT LANDSCAPE ARCHITECT OR OWNER SHALL HAVE THE RIGHT, AT ANY

STAGE OF THE OPERATIONS, TO REJECT ANY AND ALL WORK AND MATERIALS WHICH, IN

HIS/HER OPINION, DO NOT MEET WITH THE REQUIREMENTS OF THESE SPECIFICATIONS.

11. PLANTS SHALL BE PROTECTED UPON ARRIVAL AT THE SITE BY BEING THOROUGHLY

WATERED AND PROPERLY MAINTAINED UNTIL PLANTED. NO PLANTS OR PLANTING

MATERIAL SHALL BE STORED IN STREET RIGHT-OF-WAY.

12. LANDSCAPE CONTRACTOR SHALL BE RESPONSIBLE FOR PROPER WATERING OF ALL

PLANTS. ALL PLANTS SHALL BE THOROUGHLY WATERED AT TIME OF PLANTING AND KEPT

ADEQUATELY WATERED UNTIL TIME OF ACCEPTANCE. IT SHALL BE THE LANDSCAPE

CONTRACTOR'S RESPONSIBILITY TO ENSURE THAT PLANTS ARE NOT OVER WATERED.

13. IT SHALL BE THE LANDSCAPE CONTRACTOR'S RESPONSIBILITY TO PREVENT PLANTS

FROM FALLING OR BEING BLOWN OVER, TO STRAIGHTEN AND REPLANT ALL PLANTS

WHICH LEAN OR FALL AND TO REPLACE ALL PLANTS WHICH ARE DAMAGED DUE TO LACK

OF PROPER GUYING OR STAKING. THE LANDSCAPE CONTRACTOR SHALL BE

RESPONSIBLE FOR ANY DAMAGE CAUSED BY INSTABILITY OF ANY PLANT MATERIAL.

14. ALL TREES AND PALMS SHALL BE GUYED, STAKED OR BRACED. LANDSCAPE

CONTRACTOR SHALL DETERMINE WHICH SMALL OR MULTI-STEM TREES AND SHRUBS

NEED TO BE GUYED AND STAKED TO MAINTAIN PLUMB. STAKING OF TREE AND SHRUBS, IF

REQUIRED, SHALL BE DONE AS PER STAKING AND GUYING DETAIL PREPARED BY THE

LANDSCAPE ARCHITECT. LANDSCAPE CONTRACTOR IS RESPONSIBLE FOR THE REMOVAL

OF ALL GUYS AND STAKES FROM THE TREES AND JOB SITE AFTER A PERIOD OF 1 YEAR.

15. PLANTS BLOWN OVER BY HIGH WINDS, WITHIN THE GUARANTEED PERIOD, SHALL NOT BE

CAUSE FOR ADDITIONAL EXPENSE TO THE OWNER, BUT SHALL BE THE RESPONSIBILITY

OF THE LANDSCAPE CONTRACTOR. DAMAGED PLANTS SHALL BE REPLACED BY THE

LANDSCAPE CONTRACTOR AT NO ADDITIONAL COST TO THE OWNER.

16. LANDSCAPE CONTRACTOR SHALL PRUNE, SHAPE AND REMOVE DEAD FOLIAGE/LIMBS

FROM EXISTING PLANT MATERIAL TO REMAIN. CONFIRM WITH THE LANDSCAPE

ARCHITECT OR OWNER THE EXTENT OF WORK REQUIRED AT TIME OF BIDDING.

17. SOD SHALL BE CERTIFIED TO BE FREE OF THE IMPORTED FIRE ANT. SOD SHALL HAVE A

CLEAN GROWTH OF ACCEPTABLE GRASS, REASONABLY FREE OF WEEDS WITH NOT LESS

THAN 1-1/2" OF SOIL FIRMLY ADHERING TO ROOTS. IT SHALL BE THE RESPONSIBILITY OF

THE LANDSCAPE CONTRACTOR TO MEASURE AND DETERMINE THE EXACT AMOUNT

REQUIRED. THIS AMOUNT SHALL BE VERIFIED WITH THE OWNER OR LANDSCAPE

ARCHITECT BEFORE INSTALLATION.

18. ALL PLANT BEDS SHALL BE TOP DRESSED WITH A MINIMUM OF 3" SETTLED MULCH OVER

LANDSCAPE FABRIC PER PLAN AND SPECIFICATIONS (OR APPROVED EQUAL). ALL TREES

ARE TO BE MULCHED.

19. LANDSCAPE CONTRACTOR SHALL ENSURE THAT HIS/HER WORK DOES NOT INTERRUPT

ESTABLISHED OR PROJECTED DRAINAGE PATTERNS.

20. LANDSCAPE CONTRACTOR SHALL ENSURE ADEQUATE VERTICAL DRAINAGE IN ALL PLANT

BEDS, PLANTERS AND SOD AREAS. VERTICAL DRILLING THROUGH ANY COMPACTED FILL

TO NATIVE SOIL SHALL BE ACCOMPLISHED TO ENSURE ADEQUATE DRAINAGE. IF WELL

DRAINED FILL IS NECESSARY TO ENSURE POSITIVE DRAINAGE, THIS ISSUE SHALL BE

BROUGHT UP BY THE LANDSCAPE CONTRACTOR AT TIME OF BIDDING.

21. ALL TREE PITS SHALL BE EXCAVATED TO SIZE AND DEPTH IN ACCORDANCE WITH THE

USDA STANDARD FOR NURSERY STOCK Z60.1, UNLESS SHOWN OTHERWISE ON THE

DRAWINGS, AND BACKFILLED WITH THE SPECIFIED PLANTING SOIL. LANDSCAPE

CONTRACTOR SHALL TEST FILL ALL TREE PITS WITH WATER BEFORE PLANTING TO

ENSURE PROPER DRAINAGE PERCOLATION IS AVAILABLE.

22. LANDSCAPE CONTRACTOR SHALL BE RESPONSIBLE FOR DETERMINING AND EVALUATING

WHICH PLANT MATERIALS ARE SUITABLE FOR TRANSPLANTING AND SHALL VERIFY THIS

WITH THE LANDSCAPE ARCHITECT OR OWNER. LANDSCAPE CONTRACTOR SHALL TAKE

ALL REASONABLE AND ACCEPTABLE HORTICULTURAL MEASURES TO ENSURE THE

SUCCESSFUL TRANSPLANTING OF DETERMINED PLANT MATERIALS. THE LANDSCAPE

CONTRACTOR SHALL BE RESPONSIBLE FOR REPLACING ANY RELOCATED PLANT

MATERIALS WHICH DIE IF SUCH MEASURES ARE NOT TAKEN, AS DETERMINED BY THE

LANDSCAPE ARCHITECT OR OWNER. REPLACEMENT PLANTS SHALL BE OF IDENTICAL

SPECIES AND SIZE IF REQUIRED.

23. MAINTENANCE SHALL COMMENCE AFTER EACH PLANT IS PLANTED AND THE

MAINTENANCE PERIOD SHALL CONTINUE UNTIL THE JOB OR SPECIFIC PHASE OF THE JOB

IS ACCEPTED BY THE LANDSCAPE ARCHITECT OR OWNER. EXTREME CARE SHALL BE

TAKEN TO INSTRUCT THE OWNER OR OWNER REPRESENTATIVES IN GENERAL

MAINTENANCE PROCEDURES.

24. PLANT MAINTENANCE SHALL INCLUDE WATERING, PRUNING WEEDING, CULTIVATING,

MULCHING, REPLACING AND/OR REPAIRING OF STAKING, REPLACEMENT OF SICK OR

DEAD PLANTS, RESETTING PLANTS TO PROPER GRADES OR UPRIGHT POSITIONS AND

RESTORATION OF THE PLANTING SAUCER AND ALL OTHER CARE NEEDED FOR PROPER

GROWTH OF THE PLANTS.

25. DURING THE MAINTENANCE PERIOD AND UP TO THE DATE OF FINAL ACCEPTANCE, THE

LANDSCAPE CONTRACTOR SHALL PERFORM ALL SEASONAL SPRAYING AND/OR DUSTING

OF TREES AND SHRUBS. UPON COMPLETION OF ALL PLANTING, AN INSPECTION FOR

ACCEPTANCE OF WORK WILL BE HELD. THE LANDSCAPE CONTRACTOR SHALL NOTIFY THE

LANDSCAPE ARCHITECT OR OWNER FOR SCHEDULING THE INSPECTION 10 DAYS PRIOR

TO THE ANTICIPATED DATE. AT THE TIME OF THE INSPECTION, IF ALL THE MATERIALS ARE

ACCEPTABLE, A WRITTEN NOTICE WILL BE GIVEN BY THE LANDSCAPE ARCHITECT OR

OWNER TO THE LANDSCAPE CONTRACTOR STATING THE DATE WHEN THE MAINTENANCE

PERIOD ENDS.

26. ALL PLANT MATERIALS SHALL BE GUARANTEED FOR ONE (1) YEAR FROM THE TIME OF

FINAL INSPECTION AND PLANT MATERIAL SHALL BE ALIVE AND IN SATISFACTORY GROWTH

FOR EACH SPECIFIC KIND OF PLANT AT THE END OF THE GUARANTEED PERIOD.

27. AT THE END OF THE GUARANTEE PERIOD, ANY PLANT REQUIRED UNDER THIS CONTRACT

WHICH IS DEAD OR NOT IN SATISFACTORY GROWTH, AS DETERMINED BY THE OWNER OR

LANDSCAPE ARCHITECT, SHALL BE REMOVED AND REPLACED. REPLACEMENT PLANTS

SHALL HAVE AN EXTENDED GUARANTEE, AS NOTED ABOVE, FROM TIME OF

REPLACEMENT. ALL REPLACEMENTS SHALL BE PLANTED OF THE SAME KIND AND SIZE AS

SPECIFIED ON THE PLANT LIST AND SHALL BE THE RESPONSIBILITY OF THE LANDSCAPE

CONTRACTOR.

28. TOPSOIL SHALL BE ASTM D 5268, NATURAL, FRIABLE, FERTILE, FINE LOAMY SOIL

POSSESSING CHARACTERISTICS OF REPRESENTATIVE TOPSOIL IN THE VICINITY THAT

PRODUCES HEAVY GROWTH. THE TOPSOIL SOIL SHALL HAVE A Ph OF 5.5 TO 7.6 AND AN

ORGANIC CONTENT OF 3 TO 20%.  THE GRADATION OF THE TOPSOIL SHALL BE 100%

PASSING 2 INCH SIEVE, 85 TO 100% PASSING THE 1 INCH SIEVE, 65 TO 100% PASSING THE

¼ INCH SIEVE AND 20 TO 80% PASSING THE NO. 200 SIEVE.

LANDSCAPING SPECIFICATIONS

PALM PLANTING DETAIL

N.T.S.

LANDSCAPE FABRIC / MULCH NOTE:

GROUNDCOVER INDUSTRIES, INC. 600 SERIES

PROFESSIONAL'S CHOICE (6 oz) OR APPROVED

EQUAL LANDSCAPE FABRIC SHALL BE PLACED

WITHIN ALL PLANTING BEDS.

LANDSCAPE FABRIC TO BE COVERED WITH 3"

SETTLED ORGANIC MULCH PER ALDI

SEPCIFICATIONS. MULCH SHALL BE PLACED

UNIFORMLY OVER THE PLANTING BED ALLOWING

NO WEED BARRIER TO BE SEEN.
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CABBAGE PALMS MAY BE HURRICANE CUT ALL OTHERS MUST HAVE FRONDS TIED W/BIODEGRADABLE STRAP OR TWINE
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WATER RING (4" WIDTH & HEIGHT) PROVIDING A WATER COLLECTION BASIN

AutoCAD SHX Text
COMPLETELY REMOVE BURLAP AND ALL TIE MATERIAL FROM THE ROOT BALL

AutoCAD SHX Text
NOTE: PLANT SO THAT TOP OF ROOT BALL IS EVEN WITH FINISHED GRADE AFTER SOIL SETTLES, APPROX. 1" ABOVE FINISHED GRADE AT TIME OF PLANTING
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TRUNK SHALL BE STRAIGHT AND  WITHOUT CURVES, FREE OF SCARS, BURNMARKS AND BOOTS

AutoCAD SHX Text
5 LAYERS OF BURLAP, 5 - 2"x4"x16" WOODEN BATTENS, CONNECTED WITH 2-3/4" STEEL BANDS OR APPROVED ALTERNATE. DO NOT NAIL BATTENS TO PALM TRUNK
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2"X4" WOOD BRACE (3 EA, MIN.) NAIL TO BATTENS & STAKES
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(3) 2"x4"x36" WOODEN STAKES

AutoCAD SHX Text
3" MULCH LAYER AVOID CONTACT WITH TRUNK
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EXISTING UNDISTURBED SUBSOIL

AutoCAD SHX Text
DEPTH OF ROOT BALL

AutoCAD SHX Text
BACKFILL MIXED WITH APPROVED TOPSOIL

AutoCAD SHX Text
BASE OF LEAF BUD
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BASE OF HEART/ NUT OF PALM
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CLEAR TRUNK
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CLEAR WOOD
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6'-0" MIN.
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MIN. 2 TIMES THE WIDTH OF THE ROOT BALL
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5-7 HEALTHY FRONDS MINIMUM. TIE FRONDS WITH BIODEGRADABLE TWINE. HEAD TO REMAIN TIED UNTIL PALM PUSHES IT OPEN
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